Z	FORMING/ADAPTING OPENINGS





5450	Construct Partition


5460	Construct Partition


5470	Form Door Opening - Stud


5480	Form Door Opening - Solid


5490	Fill Door Opening  - Stud


5500	Fill Door Opening - Solid


5510	Form Door Opening - External


5520	Fill Door Opening - External


5530	Brick Up Opening


5540	Replace Door With Window


5541	Remove Door/Frame, Brickup, Fit Window - Casement


5542	Remove Door/Frame, Brickup, Fit Window - DHS


5550	Raise Window Opening Casement


5560	Raise Window Opening (DHS)


5565	Roof Space Opening





�
Z5450		Construct Partition





Construct full height partitioning in 75mm x 50mm (Min) studwork incorporating soleplate and headpiece between the �  � and �  �.  To each side fix 12.5mm plasterboard, scrim joints and skim with suitable finish plaster.  Insulate as necessary.  £75.00


�
m2�
�
�



Z5460		Construct Partition





Construct full height partitioning to �  � in 75mm x 50mm (Min) studwork complete with linings to receive new door.  Plasterboard and set to new studwork.  Infill studwork as necessary with adequate thermal insulation ie. rockwool batts.


£75.00�
m2�
�
�



Z5470		Form Door Opening - Stud





Form opening through existing stud partitioning to receive new door and frame.  Take of skirtings cut away plaster, cut away and trim studding around opening and insert new studding at head and jambs of new opening.  Provide and fix suitable lining.  Make good/extend plaster and refix skirting up to new lining.  Make good to floor finish where partition removed.  Provide and hang suitable door to new opening.  Provide and fix suitable ironmongery and self closing device where necessary.  Provide and fix all necessary architraves, doors stops etc.  £210.00


�
No.�
�
�



Z5480		Form Door Opening - Solid





Form opening through existing solid partitioning to receive new door and frame.  Take off skirtings, cut opening through partition, insert precast concrete lintel and wedge and pin up over.  Quoin in jambs and provide and fix suitable lining.  Make good to floor finish where partition removed. Provide and hang suitable door to new opening. Provide and fix suitable ironmongery and self closing device where necessary.  Provide and fix all necessary architraves, doors stops etc.  £210.00


�
No.�
�
�
























Z5490		Fill Door Opening - Stud





Fill opening in stud partition.  Remove door and frame complete.  Infill opening with suitable studding and sole plate.  Plasterboard and set to new studwork.  Infill studwork with adequate woodwool slabs.  Extend skirting and make good to existing plaster.  £100.00


�
No.�
�
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Z5500		Fill Door Opening - Solid





Fill opening in solid partition.  Remove door and frame complete.  Infill opening with suitable blockwork and wedge and pin up at head.  Render and set to new blockwork to finish flush with adjacent surface.  Extend skirtings to match existing.  £130.00


�
No.�
�
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Z5510		Form Door Opening - External





Form opening through external wall.  Take off skirting, cup opening through wall.  Insert suitable precast concrete lintel and wedge and pin up over.  Prepare and form suitable threshold/sill.  Quoin up jambs, provide and fix suitable door frame, and point up externally, make good/extend plaster.  Provide and hang suitable door to new opening.  Provide and fix suitable ironmongery and achitraves as necessary.  £495.00


�
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�
�



Z5520		Fill Door Opening - External





Fill opening in external wall.  Remove door and frame complete.  Remove brick arch complete as necessary.  Remove threshold/sill and prepare for raising.  Tooth and prepare jambs to receive new brickwork.  Infill opening with brickwork to match existing, properly bonded to existing and pointed externally.  Build-in damp proof course.  Render and set internally to finish flush with adjacent surfaces.  Extend skirting to match existing.  £250.00


�
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Z5530		Brick Up Opening





Fill opening in external wall.  Remove window complete. .  Remove brick arch complete as necessary. .  Remove sill and prepare for raising.  Tooth and prepare jambs to receive new brickwork.  Infill opening with brickwork to match existing, properly bonded to existing and pointed externally. Render and set internally to finish flush with adjacent surfaces.  £150.00


�
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Z5540		Replace Door With Window





Install new window.  Remove door and frame complete. Remove threshold/sill and prepare for raising.  Tooth and prepare jambs to receive new brickwork.   Raise in brickwork, to match existing to underside of new sill.  Properly bond to existing brickwork, point up externally, and build in damp proof course.  Prepare opening to receive new window.  Provide and fix new preprimed window of suitable design and construction, complete with ironmongery and point up externally.  Glaze with suitable quality glass.  Render and set internally to finish flush with adjacent surfaces.  Extend skirting to match existing.  £275.00


�
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Z5541		Remove Door/Frame, Brick Up, Provide Window





Remove existing door and frame to the �  � to include all subsills and thresholds.  Cut tooth and bond jambs to receive new brickwork.  Rebuild brickwork to match existing; raise to underside of new timber sill incorporating DPCs where appropriate and jointing up as necessary.  Prepare remainder of opening to receive new window.  Provide and fix new preprimed casement window of suitable design and construction, complete with glazing and ironmongery.  Render and set internally, finish smooth and flush with all adjacent surfaces.  Extend skirtings to match existing and provide internal timber sill.  Prime all internal timber finishes and apply two undercoats and one gloss coat of external quality paint to the window.  Leave whole sound and weatherproof on completion.


NB. Glazed area to equate to at least 10% of floor area, and openable area to equate to at least 5% floor area.  £550.00


�
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Z5542		Remove Door/Frame, Brick Up  Fit New Window





Remove existing door and frame to the �  � to include all subsills and thresholds.  Cut tooth and bond jambs to receive new brickwork.  Rebuild brickwork to match existing; bond to underside of concrete/stone sill incorporating DPC at the appropriate level.  Cast/provide and fix new concrete/stone sill to match those existing.  Prepare remainder of opening to receive new window and provide and fix new pre-primed double hung sliding sash window of suitable design and construction, complete with ironmongery and suitable glass.  Render reveals externally as necessary and weatherproof the window/reveal joint using mastic sealant.  Render and set brickwork internally, finish smooth and flush with adjacent surfaces.  Extend skirting to match existing and leave all timberwork decorated to gloss finish externally, and primed ready for internal decoration on completion.


NB.  Glazed area of new window to be at least 10% of floor area.  Openable area of new window to be at least 5% of floor area.


£775.00
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Z5550		Raise Window Opening (Casement)





Raise the �  � window sill to allow for installation of amenities.  Remove existing window complete.  Remove sill and prepare for raising.  Tooth and prepare jambs to receive new brickwork.  Raise in brickwork, to match existing to underside of sill.  Properly bond to existing brickwork, point up externally.  Prepare opening to receive new window of suitable design and construction complete with ironmongery and point up externally.  Prepare opening receive new window.  Provide and fix new preprimed window of suitable design and construction complete with ironmongery and point up externally.  Glaze with suitable quality glass.  Render and set internally to finish flush with adjacent surfaces.  £310.00


�
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Z5560		Raise Window Opening (DHS)





Raise the �  � window sill to allow for installation of amenities.  Remove existing window complete.  Remove sill and prepare for raising.  Tooth and prepare jambs to receive new brickwork.  Raise in brickwork, to match existing to underside of sill.  Properly bond to existing brickwork, point up externally.  Prepare opening to receive new window of suitable design and construction complete with ironmongery and point up externally.  Prepare opening to receive new window.  Pro


vide and fix new preprimed window of suitable design and construction complete with ironmongery and point up externally.  Glaze with suitable quality glass.  Render and set internally to finish flush with adjacent surfaces.  £525.00


�
DHS�
�
�



Z5565		Roof Space Opening





Form roof space access in suitable position.  Cut opening as necessary through ceiling plaster, trim joists around opening and insert new trimmers as necessary.  Provide and fix lining complete with stops.  Provide and fix in position suitable trap door.  Make good ceiling plaster around opening.  Provide and fix suitable architraves.  £85.00


�
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�
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