B 	ROOFS





0010	Renew Roofs - Whole


0020	Renew Roof - Section


0030	Patch Repair Replacement


0040	Patch Repair


0050	General Overhaul - Include Timbers


0060	General Overhaul - Covering Only


0070	Eaves Ventilation


0080	Roof Ventilation


0090	Repoint Ridge/Hip Tiles


0100	Provide & Bed Ridge/Hip Tiles-Missing


0110	Renew Ridge/Hip Tiles


0120	New Hip Irons


0130	Repair Valley Gutter


0140	Renew Metal Roof-Complete


0150	Overhaul flat Roof


0160	Repair Metal Roof


0170	Repair Zinc Capping


0180	Secure Zinc Capping


0190	Renew Bituminous Felt Roof-Complete


0200	Patch Repair Bituminous Felt Roof


0210	Renew Asphalt Roof-Complete-Boarded


0220	Renew Asphalt Roof-Complete-Screeded


0230	Renew Asphalt Roof-Complete


0240	Repair Asphalt Roof-General


0250	Repair Asphalt Roof -Cracked


0260	Overhaul Flashing & Joints


0270	Renew Flashing-Zinc


0280	Renew Flashing-Lead


0290	Rerun Verge Fillet


0300	Renew Valley Gutter


0310	Renew Valley/Box Gutters


0320	Repair Valley/Box Gutters


0325	Roof Space Opening


0326	Roof Insulation


0330	Overhaul Roof Access Hatch


0340	Renew Roof Access Hatch


0350	Overhaul Roof Access Hatch surround


0351	Scaffolding


0355	Front Bay Roof (Renewal)


0358	Make Roof Weathertight


0359	Tarpaulin





�
B0010		Renew Roof





Strip the  �  � roof covering(s) complete including battens: examine exposed structural timbers and replace all rotted, weak or broken members to leave roof carcase structurally sound.  Lay underfelt to BS 747 and 25mm X 50mm treated timber battens set to an appropriate gauge.  Recover roof(s) using �  � to suitable lap fixed with suitable fixings.  Provide lead soakers, flashings and general roof weatherings as required, all wedged and let 19mm into vertical brick abutments and pointed in cement/sand (1:3) mortar and joints struck flush.  Verge courses to be bedded on cement/sand mortar struck flush at gable.  Fix suitable ridge/hip tiles as necessary, bedded on cement/sand (1:3) mortar.  Ensure adequate ventilation to roof space.  On completion leave whole sound and weathertight.  £55.00�
m2�
�
�



B0020		Renew Roof Sections





Strip the roof covering from the structurally unsound sections of the �  � examine the exposed structural timbers and replace all weak, broken or decayed members with sound treated members of suitable section properly positioned and correctly inserted into roof carcase.  Recover the exposed sections with new or sound salvaged �  � to match, laid on treated timber battens and fixed with suitable fixings to existing lap/bond including insertion of new �  � flashings and general roof weatherings as necessary.  On completion leave whole sound and watertight.  £82.00


�
m2�
�
�



B0030		Patch Repair Replacement





Replace all �  � to the �  � with new or sound salvaged �  � to match, fixed with suitable fixings to existing lap/bond.  On completion leave whole in sound watertight condition.  £11.00


�
No.�
�
�



B0040		Patch Repair





Strip the leaking sections of the �  � and recover using new or sound salvaged �  � to match, fixed with suitable fixings to existing lap/bond.  On completion leave whole sound and watertight.  £82.00


�
m2�
�
�















B0050		General Overhaul-Incl Timbers





Overhaul the roof slope(s); refix or renew any missing, loose, broken or otherwise defective �  �.  Inspect all associated fillets, soakers, flashings and roof gutters and repair, redress, or renew as necessary.  Inspect all timbers and repair or renew all defective members as necessary using sound treated timbers of similar dimensions to the existing.  Leave slope(s) sound and weatherproof upon completion.  £90.00


�
m2�
�
�



B0060		General Overhaul-Covering Only





Overhaul the �  � roof: effectively treat the roof to prevent further water penetration and leave the whole thoroughly sound and waterproof.  £28.00


�
m2�
�
�



B0070		Eaves Ventilation





Allow to fit adequate roof ventilation at eaves level, to the satisfaction of the Building control officer.  £7.00


�
1m�
�
�



B0080		Roof Ventilation





Allow to fit adequate roof ventilation via slate or tile ventilator unit to match existing profile in accordance with Building control requirements.  £35.00


�
No.�
�
�



B0090		Repoint Ridge/Hip Tiles





Rake out loose and perished pointing to �  � tile(s).  Prepare surface and rebed/repoint in good mortar and leave tiles secure and weatherproof upon completion.  £17.00


�
1m�
�
�



B0100	Provide & Bed Ridge/Hip Tiles





Provide and bed suitable �  � tile(s) where missing.  Point up in good mortar and leave sound and weatherproof upon completion.  £6.00


�
No.�
�
�









B0110		Renew Ridge/Hip Tiles





Take up the broken or otherwise defective �  � tiles.  Prepare surfaces, provide and bed new tile(s) to level finish.  Point up in good mortar and leave sound and weatherproof upon completion.  £7.00


�
No.�
�
�



B0120		New Hip Irons





Take up hip tile(s) as necessary, remove corroded or otherwise defective hip iron(s).  Provide and fix new hip iron(s), prepare surfaces and rebed tile(s).  Point up in good mortar and leave sound and weatherproof upon completion.  £20.00


�
No.�
�
�



B0130		Repair Valley Gutter





Examine the gutter(s) for signs of deterioration, ponding, or damage.  Expose and examine the gutter boards and roof timbers as necessary.  Renew defective roof timbers and gutter boards with sound treated timber of similar dimensions to existing.  Relay gutter boards with adequate even falls to rainwater outlet(s).  Repair or renew as necessary, the gutter lining in suitable materials, laid to proper falls and dressed under �  �.   Leave gutter(s) sound and weatherproof upon completion.  £165.00


�
1m�
�
�



B0140		Renew Metal Roof-Complete





Strip the metal roof covering complete.  Examine the exposed timbers and replace all loose broken or rotted members, including wallplates, joists and boards to leave roof carcase structurally sound and deck smooth and even with sufficient fall for self drainage (1:80min).  Lay underfelt to BS.747 and recover roof with �  �complete with all rolls, battens, welts, upstands and cover flashing.  Leave roof sound and weathertight.  £95.00


�
m2�
�
�



B0150		Overhaul Flat Roof





Strip the leaking sections of the �  � roof(s) and examine exposed boarding; replace all loose, broken or rotted sections with sound treated boards to match and leave deck smooth and even with sufficient falls for self drainage.  Lay underfelt  to BS.747 Part 2 and recover exposed sections with �  � properly let into existing sound sheet coverings and weatherings.  Leave roof(s) sound and weathertight.  £66.00


�
m2�
�
�



B0160		Repair The Damaged Sheet Metal Covering





Repair the damaged sheet metal covering to the flat roof.  Take up damaged area, examine underlay, prepare and cover defective area with suitable material to existing.  Leave weatherproof upon completion.  £55.00


�
m2�
�
�



B0170		Repair Zinc Capping





Replace the missing sections of zinc capping to �  � with new sections of 14 gauge zinc standard pattern capping securely fixed with zinc clips.  £35.00


�
1m�
�
�



B0180		Secure Zinc Capping





Secure the loose sections of zinc capping to �  � with zinc clips.  £20.00


�
1m�
�
�



B0190		Renew Bituminous Felt Roof-Complete





Strip the built-up bituminous felt roof complete.  Examine exposed timbers and replace all loose, broken rotted members including wallplates, joists and boards to leave roof carcase structurally sound and deck smooth and even with sufficient falls for self drainage.  Lay a three layer built up bitumen felt roofing system to BS747 and 


BSCP 144.  All Flashings to be code 4 lead dressed over all kerbs.  Provide a  surface 


layer, bedded in bitumen, of granite chippings to act as a solar reflector.  Leave roof sound and watertight on completion.  £60.00


�
m2�
�
�



B0200		Patch Repair Bituminous Felt Roof





Cut out the �  � sections of built up felt �  � roof coverings.  Examine the exposed boards and replace all loose, broken or missing sections with new sections to match, securely fixed and left smooth and even with sufficient falls for self drainage.  Prepare properly layered patches of bitumen felt and insert into exposed sections, bonding all round with bitumen compound and reinstate surface dressing.  On completion roof must be left sound and weatherproof.  £70.00


�
m2�
�
�



B0210		Renew Asphalt Roof-Complete Boarded





Hack up asphalt covering to the flat roof.  Examine and remove all defective boarding and roof timbers.  Renew defective timbers and boarding using sound treated timber of similar dimensions, laid to falls towards rainwater outlets.  Prepare and recover flat roof in two layers asphalt, minimum finish thickness 20mm, laid on a suitable sheathing felt.  Form all necessary upstands, aprons and fillets.  Provide and fix flashings etc. as necessary.  Finish surface by rubbing with a selected sharp sand.  Leave the whole sound and weatherproof upon completion.  £70.00


�
m2�
�
�



B0220		Renew Asphalt Roof-Complete Screeded





Hack up asphalt covering to the flat roof, examine exposed screed surface and carry out works necessary to leave sound and ready to receive new asphalt. Prepare and recover flat roof in two layers asphalt, minimum finish thickness 20mm, laid on a suitable sheathing felt.  Form all necessary upstands, aprons and fillets etc.  Provide fix flashings as necessary and incorporate screed ventilators as necessary.  Finish surface by rubbing with a selected sharp sand.  Leave the whole sound and weatherproof upon completion.  £55.00�
m2�
�
�



B0230		Renew Asphalt Roof-Complete





Strip the asphalt to the �  � roof(s) complete; examine exposed timbers and replace all loose, broken or rotted members including wall plates, joists and boards to leave roof carcase structurally sound and deck smooth and even with sufficient falls for self drainage (1:80min).  Lay sheathing felt to BS747.  Recover with 2No. coats mastic asphalt with 19.5mm finished thickness.  £66.00�
m2�
�
�



B0240		Repair Asphalt Roof-General





Cut out the �  � sections of asphalt �  � roof(s) covering; examine the exposed boards and replace all loose, broken or missing sections with new sections to match, securely fixed and left smooth and even with sufficient falls for self drainage (1:80min).  Patch exposed areas with mastic asphalt to BS 988 applied in two coats on sheathing felt to BS747 and worked to bond completely with existing sound asphalt sections and finished flush with sound asphalt surface.  Leave roof(s) sound and watertight on completion.   £55.00


�
m2�
�
�



B0250		Repair Asphalt Roof Cracked





Overhaul and recondition the leaking �  � asphalt roof.  Clean and otherwise prepare bad cracks and seal with bitumen filler, apply two coats of quality water proofer brushed onto whole surface and leave in watertight condition.  £35.00


�
1m�
�
�



B0260		Overhaul Flashing And Joints





Inspect and overhaul flashings to all roof abutments; rake out loose or perished joints, renew defective flashings as necessary, wedge and repoint joints in good mortar.  Leave sound and weatherproof upon completion.  £20.00


�
1m�
�
�



B0270		Renew Flashings-Zinc





Take out the defective �  � to �  � and rake out joints of brickwork to a suitable depth and replace with new stepped zinc cover flashings in 14 gauge zinc or other suitable material wedged and pointed in cement/sand (1:3) mortar finished with joints struck.  £35.00


�
1m�
�
�



B0280		Renew Flashings-Lead





Take out the defective �  � to �  � and rake out joints of brickwork to a suitable depth and replace with new stepped lead cover flashings in code 4 lead wedged and pointed in cement/sand (1:3) mortar finished with joints struck flush.  £35.00


�
1m�
�
�



B0290		Rerun Verge Fillet





Rake out the defective verge fillet to the �  � roof.  Rerun in good sound cement mortar flush with adjacent areas.  £6.00


�
1m�
�
�












B0300		Renew Valley Gutter





Strip out the defective valley gutter to �  � complete; examine exposed timbers and replace those found to be defective with sound treated members to leave structurally sound with valley boards smooth  and even.  Lay underfelt and reline valley gutter with �  � in accordance with current Codes of Practice.  Dress lower end of gutter and make to discharge to rainwater outlet.  £160.00


�
1m�
�
�



B0310		Renew Valley/Box Gutters





Strip out the gutter(s) complete; examine exposed timbers and replace broken, rotted weak members with sound treated members to leave structurally sound and gutter boards smooth and even.  Lay underfelt to BS 747 and reline gutter(s) with 


�  �or such other suitable material in accordance with the relevant BS CP.  £160.00


�
1m�
�
�



B0320		Repair Valley/Box Gutters





Strip out the leaking sections of �  � gutter(s); examine exposed timbers and replace broken, rotted or weak members with sound treated members to leave structurally sound and gutter boards smooth and even and insert new �  � gutter sections all accordance with BS CP 143/6915/1178 as applicable.  £160.00


�
m2�
�
�



B0325		Roof Space Access Hatch





Form roof space access in suitable position.  Cut opening as necessary through ceiling plaster, trim joists around opening and insert new trimmers as necessary.  Provide and fix suitable lining complete with stops.  Provide and fix in position suitable trap door.  Make good ceiling plaster around opening.  Provide and fix suitable architrave’s.  £85.00


�
No.�
�
�



B0326		Roof Insulation





Provide and install adequate insulation to the roof space in accordance with current thermal insulation regulations.  £8.00


�
m2�
�
�
B0330		Overhaul Roof Access Hatch





Strip existing covering to roof access hatch complete ; examine and cut out all members found to be defective.  Renew with sound treated timber of similar dimensions, scarfed and jointed to existing.  Recover with same or similar materials.  Renew as necessary, defective/missing furniture.  Leave sound and weatherproof on completion.  £120.00


�
No.�
�
�



B0340		Renew Roof Access Hatch





Renew roof access hatch to match existing.  Provide and fix necessary furniture etc. Leave sound and weathertight on completion.  £105.00


�
No.�
�
�



B0350		Overhaul Roof Access Hatch Surround





Investigate condition of hatch surround; renew any rotten or otherwise defective timber.  Redress upstands and leave whole in sound weathertight condition.  £50.00


�
No.�
�
�



B0351		Scaffolding





Allow to supply and erect an independent tied scaffold for general use in accordance with the following:


a)	Construction (Working Places) Regulations.


b)	Current BS code of practice (BSCP 5973, 1981) to allow for carrying out of all works as detailed in the specification.





Materials and methods of erection shall conform to those specified in Appendix A and scaffold poles shall be of galvanised tubular steel.  Any part of the building or structure used as support for scaffold must be strong enough to form a safe support.  Eaves gutters Etc., should not be used unless specifically designed to support such loadings.


The top lift of the scaffold is to be fully boarded out throughout the length of the contract, and is to incorporate brick guards.  Other lifts may be boarded out as required by the contractors programme to satisfy the Supervising Officers’ specification.


Guard rails and toe boards must be fitted to all sides of the working platform.


If the scaffold is to be erected on or near a public footpath or thoroughfare, protective overhead fans are to be provided.  The scaffold shall also be netted and comply with BSCP 93.  Lights, signs and warning notices shall be provided.


Prior to the commencement of work, a copy of the HANDING OVER CERTIFICATE must be given to the Supervising Officer, together with all licences for materials, skips etc.  £550.00


�
No.�
�
�



B0355		Front Bay Roof (Renewal)





Provide all necessary support to the front bay for the proper execution of the works.  Existing ceiling joists to the basement front room to be supported by means of adjustable props.  Existing basement floor joists to be supported by means of timber props to firm surface.  Position all props in alignment throughout the building to achieve total support of the first floor ceiling joists and external 225mm brickwork.


Take all necessary precautions and remove the existing bay roof construction.  Remove the existing concrete bay roof in its entirety.  Remove the existing wall plates and ceiling timbers and timber bressummers to the ground floor front bay roof.  Expose areas and clean down and treat for fungal attack.  Provide and fix new rolled steel joist in suitable dimensions, properly protected against corrosion.  Supply and fix new timber wall plates, bedded on new DPC.  Supply and fix new ceiling joists to first floor bay area.  Treat all new timbers with wood preservative to guard against decay.  Supply and fit treated timber bearers bolted to wall to provide secure anchorage.  Supply and fit treated timber roof joists notched, over bearer in readiness for timber decking.  Supply and fit plywood decking to bay roof construction in readiness for recovering.  Recover roof in 14 gauge zinc covering laid on under-felt as per Building Regulation requirements.  Provide and fix suitable weathering to all abutments.  Ensure roof has sufficient fall for self drainage.  Clean out the existing rainwater bay downpipe renewing as necessary.  Reinstate all previously removed salvageable stonework making out with similar to match existing.  Remove all support upon completion and make good to all  previously supported areas.  Provide and paint one coat stablishing solution and two coats quality masonry paint to all new stone rendered surfaces.  Leave whole and sound and watertight upon completion.  Reference should be made to the Building Control Officer.  £1100.00


�
PS�
�
�





















B0358		Make Roof Weathertight





Carry out such works as may be necessary to make the �  � roof weathertight.  £110.00


�
PS�
�
�



B0359		Tarpaulin





Provide and secure waterproof tarpaulin to the �  � roof so as to temporarily prevent the ingress of water.  The tarpaulin is to be properly secured by battens either nailed through the existing roof covering to the rafters, or by fixing to adjacent brickwork.  £100.00


�
No.�
�
�
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