N	FLOORING





3180	Renew Timber Floor & Treat


3190	Examine & Renew Flooring


3200	Renew Timber Floor & Treat Ground Floor


3210	Repair Sloping Floor


3211	Fillets Wall/Floor Junction


3212	Examine Floor


3220	Repair Timber Floor


3230	Renew Floor-Rot/Beetle


3240	Renew Floor-Dry Rot


3250	Reduce Sub-Floor Space


3260	Unsound Floor-Beetle


3270	Renew Concrete Floor


3280	Apply New Floor Screed


3290	Repair Solid Floor


3300	Replace Missing Floorboards


3310	Replace Broken Floorboards


3320	Secure Loose Floorboards


3330	Replace Wood Block Floor


3340	Repair Wood Block Floor


3350	Renew Ceramic Floor Tiles


3360	Fix Skirting Boards


3370	Piece-In Skirtings


3380	Refix Skirtings


3381	Hardboard Floor





�
N3180		Renew Timber Floor & Treat





Take up the �  � floor.  Remove skirting boards as necessary and set aside sound skiting boards for reuse.  Take up all and set aside sound floorboards.  Take down joists and ceiling complete, set aside sound floor joists, suitable for reuse.  Remove joists ends, wall plates etc.  Carry out appropriate treatment for �  � as necessary.  Make out to brickwork as necessary and prepare to receive new joists.  Construct new floor, using previously set aside joists, making out with new suitable joists.  All joists to be treated with preservative, and fixed on suitable hangers.  Provide and fix suitable strutting as necessary.  Relay previously set aside floorboards making out with new to match existing.  Leave whole sound and level upon completion.  Reference should be made to the Building Control Officer.  £120.00
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N3190		Examine & Renew Flooring





Take up and set aside floorboards and skirtings as necessary.  Examine the �  � floor.  Cut out rotten or otherwise defective timber.  Carry out appropriate treatment for �  � as necessary.  Replace removed timbers with new timber to match existing and provide and fix suitaable strutting as necessary.  Ensure adequate bearings and secure all members.  Relay/refix previously set aside floorboards and skirting making out with new as necessary.  Leave whole sound and stable upon completion.  Reference should be made to the Building Control Officer.  £75.00
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N3200		Renew Timber Floor & Treat Ground Floor





Take up the unsound floor.  Remove skirting boards as necessary and set aside sound skirting boards for reuse.  Take up all and set aside sound floorboards for reuse.  Take up all joists and set aside sound joists for reuse.  Remove all wall plates etc.  Carry out appropriate treatment for �  � as necessary.  Clear out and reduce sub-floor space as necessary.  �  � sleeper walls as necessary, incorporate suitable damp proof courses.  Construct new floor using previously set aside joists, making out with new suitable joists.  All floor timbers to be treated with suitable preservative and fixed on suitable structurul bearings.  Relay previously set aside floorboards, making out with new to match existing.  Refix previously set aside skirting boards, making out with new to match existing.  Reference should be made to the Building Control Officer.  £80.00
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N3210		Repair Sloping Floor





Open up and examine the sloping floor.  Thoroughly repair and secure floor joists.  Provide and fix firring pieces as necessary.  Renew defective floorboards and refix sound floorboards.  Renew or refix skirting boards leaving whole floor sound and level on completion.  £250.00
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N3211		Fillets - Wall/Floor Junction





Effectively seal the gap between the �  � floor and skirting to the �  � using softwood fillet of suitable dimensions, securely fixed.  £8.00
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N3212		Examine Floor





Take up the floorboards to the �  � floor to expose the joists.  Examine the floor and carry out all works as agreed on site with the Supervising Officer.  A copy of the schedule of agreed works to be provided to the Environmental Health Service prior to commencement.  £8.00
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N3220		Repair Timber Floor





Remove and set aside for reuse on completion of works the floor covering to �  �.  Remove and dispose of any defective timber floorboards joists, and plates.  Renew with sound and treated timber of suitable width and thickness, properly fitted to form a level and safe surface.  £70.00
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N3230		Renew Floor-Rot/Beetle





Take up and set aside floorboards and skirtings as necessary.  Examine the �  � floor.  Cut out rotten or otherwise defective timber.  Carry out appropriate treatment for rot/beetle infestation as necessary.  Repair or renew sleeper walls, clear out sub-floor space, incorporate damp proof course as necessary.  Replace removed timbers with new pretreated timber to match existing and provide and fix additional members as necessary.  Ensure adequate bearings and secure all members.  Relay/refix previously set aside floorboards and skirtings making out with new as necessary.  Leave whole sound and stable upon completion.  Reference should be made to the Building Contol Officer. £550.00
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N3240		Renew Floor-Dry Rot





Take up floorboards and examine the rotten floor.  Cut out all timber  infected by dry rot fungus and sound timber within a radius of one metre of the furthest extent of decayed timber.  Hack all off wall plaster to one metre beyond furthest extent of infection together with ceiling plaster and floor finish as necessary.  Remove all visible hyphae/mycelium.  Sterilize and irrigate infected and exposed masonry areas with heat treatment and suitable fungicidal agent.  Remove as necessary and treat with suitable agent all timber within a radius of one metre beyone the furthest visible extent of hyphae/mycelium.  Remove and apply two coats zinc oxychloride paint behind door frames, architraves, skirting etc, to extend 100mm beyond joinery before replastering.  Prepare and reinstate with new pretreated timber all woodwork.  Treat end grain of new timber on site.  Prepare and reinstate all wall, floor and ceiling finishes.  Burn and cart away all removed materials as work proceeds.  Leave whole sound and free of dry rot upon completion.  Reference sould be made to a specialist contractor.  £550.00
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N3250		Reduce Sub-Floor Space





Take up and set aside floorboards and skirtings as necessary.  Clear out and reduce levels as necessary to sub-floor space to provide adequate ventilation.  Relay/refix previously set aside floorboards and skirtings making out with new as necessary.  £25.00
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N3260		Unsound Floor-Beetle





Take up floorboards and examine the unsound floor.  Cut out all timber seriously weakened by beetle infestation.  Treat all remaining infested timber and sound timber within a radius of one metre beyond furthest visible extent of infestation with suitable insecticide.  Prepare and reinstate with new pretreated timber all woodwork.  Treat end grain of new timber on site.  Burn and cart away all removed timber.  Leave whole sound and free from beetle infestation.  Reference should be made to a specialist contractor.  £450.00
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N3270		Renew Concrete Floor





Remove skirting boards and set aside sound skirting boards for reuse.  Break up the �  � concrete floor.  Reduce levels as necessary.  Prepare, lay and consolidate 150mm minimum bed of hardcore.  Blind and lay suitable polythene damp proof membrane, adequately overlapped and properly truned up against walls and tied in with damp proof course, where appropriate.  Lay 100mm bed of suitable concrete.  Prepare and apply to new concrete two coats suitable bituminous solution, including upstand as necessary.  Lay suitable floor finish.  Refix previously set aside skirtings making out with new to match existing.  Leave whole sound and level upon completion.  Reinstate all services and properly protect in suitable ductwork.  Reference should be made to the Building Control Officer.  £110.00
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N3275		Replace Timber Floor With Concrete





Remove the timber skirtings and set aside for reuse.  Take up existing timber floor to �  �.  Provide temporary support where necessary to all load bearing partitions.  Take out joists, wall plates and sleeper walls.  Clear debris from site.  Protect services as the work proceed.  Prepare and level subsoil to receive hardcore.  Lay and consolidate 150mm minimum hardcore bed.  Blind and lay suitable polythene damproofing membrane, adquately overlapped and properly turned up against walls to tie into existing damp proof course as appropriate.  Construct service ducting as necessary.  Supply and install 25mm minimum polystyrene insulating slabs.  Lay 100mm minimum bed of concrete.  Apply two coats bituminous solution to new floor to include all upstands as required.  Provide 50 mm cement screed to leave floor smooth and level on completion.  Refix previously set aside skirtings, making good with new as required.  Reinstate all services.  Reference should be made to the Building Control Officer.  £100.00
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N3280		Apply New Floor Screed





Prepare the uneven solid floor to receive a screed.  Take off and set aside skirting boards, door(s) etc, as necessary.  Hack up all existing screed and apply two coats of suitable bituminous solution.  Lay 50mm screed to a level surface.  Provide and lay suitable floor finish.  Refix previously set aside skirting boards, and door(s) etc, adjusting/making up as necessary to suit new floor level.  Provide and fix threshold strips as necessary.  £45.00
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N3290		Repair Solid Floor





Cut out cracked or broken sections to floor and ensuring continuity of the damp proof membrane, repair using a suitable impervious material brought to a level and even finish to match existing.  £45.00
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N3300		Replace Missing Floorboards





Provide and fix new suitable floorboards where missing.  £12.00
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N3310		Replace Broken Floorboards





Take up broken or otherwise defective floorboards.  Provide and fix new suitable floorboards.  £42.00
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N3320		Secure Loose Floorboards





Secure the loose floorboards.  £5.00
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N3330		Replace Wood Block Floor





Take up and remove the rotten wood block flooring and hack up the screed.  Prepare exposed surface to receive new screed.  Carry out appropriate treatment for rot as necessary.  Apply three coats of suitable bituminous solution, including upstand as necessary.  Lay a screed, to leave floor at original level.  Provide and lay suitable floor finish.  £85.00


�
m2�
�
�






N3340		Repair Wood Block Floor





Cut out the rotten area(s) of wood block flooring.  Carry out appropriate treatment for rot as necessary.  Prepare exposed surface(s), provide and bed new wood block flooring to match existing.  £58.00
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N3350		Renew Ceramic Floor Tiles





Take up all uneven, broken and loose ceramic floor tiles and set aside sound tiles for reuse.  Prepare and rebed previously set aside sound tiles providing new tiles as necessary.  Grout and leave sound and even on completion.  £25.00


�
No.�
�
�



N3360		Fix Skirting Boards





Provide and fix skirting boards, where missing to �  � to match existing.  £15.00
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N3370		Piece-In Skirting





Cut out broken or otherwise defective skirting board.  Piece-in new section to match existing.  £18.00
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N3380		Refix Skirtings





Refix the loose skirting board.  £7.00
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N3381		Fix Hardboard To Floor





Provide and securely fix to the uneven �  � floor suitable quality hardboard.  Leave sound and level on completion.  £15.00
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