T	FIREPLACES AND FLUES





4010	Take down Breast/Support Stack


4020	Infill Fireplace Opening


4030	Infill Fireplace Opening


4040	Infill Fireplace Opening


4050	Repair Fire Surround Tiling


4060	Secure Fireplace Surround


4070	Repair Cracks To Fireback


4075	Renew Hearth


4076	Remove Hearth Provide Flooring


4080	Provide Ventilation To Flue


4090	Provide Airbrick To Flue


4100	Take Out Disused Copper


4110	Take Out Copper And Flue


4120	Take Down Flue


4130	Ventilate Copper Flue


4140	Sweep Flue































































































T4010		Take down Breast/Support Stack





Remove fireplace surround, interior and raised hearth.  Break up hearth and reduce as necessary to accommodate new timber joists.  Take down chimney breast and build brick corbelling to support upper floor chinmey breast(s) and hearth as necessary.  Make out to brickwork where flues removed and make good brickwork where breast removed.  Trim/adapt floor opening, extend floor joists and boarding to match existing and leave sound and level.  Key, prepare and plaster exposed brickwork, flush with existing.  Prepare, provide and extend skirting to match existing.  Prepare and extend ceiling plaster to match existing.  Leave whole sound and stable upon completion.  Reference should be made to the Building Control Officer.  £650.00


�
No.�
�
�



T4020		Infill Fireplace Opening





Remove fireplace surround, interior and raised hearth and sweep flues.  Infill fireplace opening with blockwork, bonded to existing jambs, wedged and pinned up to soffit.  Form opening, provide and build in adequate airbrick.  Key, prepare and plaster exposed blockwork, flush with existing.  Provide and fix plastic louvre.  Prepare, provide and extend skirting to match existing.  £110.00


�
No.�
�
�



T4030		Infill Fireplace Opening





Remove broken or otherwise defective fireplace surround, interior and raised  hearth and sweep flues. Infill fireplace opening with blockwork, bonded to existing jambs, wedged and pinned up to soffit.  Form opening, provide and build in adequate airbrick.  Key, prepare and plaster exposed blockwork, flush with existing.  Provide and fix plastic louvre.  Prepare, provide and extend skirting to match existing.  £105.00


�
No.�
�
�



T4040		Infill Fireplace Opening





Sweep flue(s). Infill fireplace opening with blockwork, bonded to existing jambs, wedged and pinned up to soffit.  Form opening, provide and build in adequate airbrick.  Key, prepare and plaster exposed blockwork, flush with existing.  Provide and fix plastic louvre.  Prepare, provide and extend skirting to match existing.  £80.00�
No.�
�
�



T4050		Repair Fire Surround Tiling





Cut out broken or otherwise defective tiling to fireplace surround.  Key, prepare, provide and bed similar tiles, where removed or missing.  Grout and leave sound.  £15.00


�
No.�
�
�



T4060		Secure Fireplace Surround





Reset and secure the loose fireplace surround.  £55.00


�
No.�
�
�



T4070		Repair Cracks To Fireback





Rake out cracks to fireback.  Prepare and fill flush with fire cement.  £10.00


�
1m�
�
�



T4075		Renew Hearth





Hack up defective hearth to �  �.  Take back to sound surface and lay a suitable screed, incorporating DPM where necessary.  Bring to an even finish level with adjacent surfaces.  £80.00


�
No.�
�
�



T4076		Remove Hearth Complete





Hack up defective hearth to �  � complete.  Clean off brickwork and insert joist hangers so as to receive new suitable joists.  Lay floor boards to match existing, leave whole sound on completion.  £180.00


�
No.�
�
�



T4080		Provide Ventilation To Flue





Cut suitable hole in the panel to the fireplace opening.  Provide and fix plastic louvre.  £25.00


�
No.�
�
�



T4090		Provide Airbrick To Flue





Cut opening through chimney breast to receive airbrick.  Provide, fit and bed new adequate airbrick to ventilate flue.  Provide and fix plaster louvre.  £25.00


�
No.�
�
�



T4100		Take Out Disused Copper





Break out disused copper complete.  Make good to brickwork and floor as necessary.  Key, prepare and plaster exposed brickwork flush with existing.  Cut opening through flue to receive airbrick.  Provide, fit and bed new adequate airbrick to ventilate flue.  Provide and fix plastic louvre.  Seal off bottom of flue in suitable materials.  £155.00


�
No.�
�
�



T4110		Take Out Copper And Flue





Break out disused copper and flue complete.  Make good to brickwork and floor as necessary.  Key, prepare and plaster exposed brickwork flush with existing .  Prepare and extend ceiling plaster as necessary.  £200.00


�
No.�
�
�



T4120		Take Down Flue





Pull down copper flue.  Support remaining flue as necessary.  Key, prepare and plaster exposed brickwork to match existing.  Extend joists and boarding to match existing.  £115.00


�
No.�
�
�



T4130		Ventilate Copper Flue





Cut opening through copper flue to receive airbrick.  Provide, fit and bed new adequate airbrick to ventilate flue.  Provide and fix plaster louvre.  £25.00


�
No.�
�
�



T4140		Sweep Flue





Sweep and clear the obstructed chimney flue(s).  £40.00


�
No.�
�
�
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