M	WALL PLASTER AND PARTITIONS



3590	Make Good Plaster

3600	Plaster Brickwork

3610	Plaster Brickwork

3611	Replaster Brickwork

3620	Render And Set

3630	Render And Set

3640	Fill Cracks To Plaster

3650	Make Good Wall Plaster

3660	Make Good Wall Plaster Around Pipes

3670	Board And Set Partition

3675	Renew Lath And Plaster Partition

3680	Repair Areas Of L&P Partition

3690	Repair And Set Plasterboard Partition

3700	Renew Rot Affected Partition

3710	Rebuild Stud Partition

3720	Repair Infested Partition

3730	Refix Unstable Partition

3740	Renew Rotted Matchboarding

3750	Renew Infested Matchbording

3760	Secure Loose Boarding

3770	Secure Dado Rail

3800	Dry Line External Walls

3810	Repair Dry Lining

3820	Secure Dry Lining Wall Board

�M3590		Make Good Plaster



Make good the �  � areas of plaster to the �  �.  £30.00

�m2���

M3600		Plaster Brickwork



Prepare existing unplastered brickwork for plaster.  Key, render and set, finish smooth and flush upon completion.  £30.00

�m2���

M3610		Plaster Brickwork



Prepare brickwork where wall plaster missing.  Key, render and set to match existing.  Finish smooth and flush with adjacent surfaces.  £30.00

�m2���

M3611		Defective Plaster



Hack off all �  � plaster to the �  �.  Prepare and key brickwork, and replaster to match existing, finishing flush with adjacent areas.  £30.00

�m2���

M3620		Render And Set-Waterproof Additive



Hack off areas of �  � wall plaster to �  �.  Key, prepare brickwork and render using suitable waterproof additive and set to match existing.  Finish smooth and flush with adjacent surfaces.  £35.00

�m2���

M3630		Render And Set



Hack off areas of �  � wall plaster to �  �. Key, prepare brickwork and render and set to match existing.  Finish smooth and flush with adjacent surfaces.  £35.00

�m2���

M3640		Fill Cracks And Plaster



Rake out cracks to wall plaster.  Prepare and fill with suitable filler flush with adjacent surfaces.  £10.00

�1m���





M3650		Make Good Wall Plaster



Make good to damaged wall plaster.  £35.00

�m2���

M3660		Make Good Wall Plaster Around Pipes



Make good to wall plaster around pipes.  £5.00

�No.���

M3670		Board And Set Partition



De-nail and prepare studwork where plaster missing.  Provide and fix suitable plasterboard.  Fill and scrim joints and set with suitable finish plaster flush with adjacent surfaces.  £30.00

�m2���

M3675		Renew L&P Partition On Existing Studwork



Hack off lath and plaster complete to �  � partition wall.  De-nail and prepare studwork to receive plasterboard.  Provide and fix suitable plasterboard, fill and scrim joints and set with board plaster brought to a smooth, even surface.  £30.00

�m2���

M3680		Repair Areas of L&P Partition



Take down the areas of �  � partition wall plaster to �  �.  Trim plaster back to sound sections and clean off laths.  Replaster with Carlite Bonding or other suitable plaster and finish with Thistle Renovating Finish plaster or other, to leave flush with adjacent surfaces.  £30.00

�m2���

M3690		Repair And Set Plasterboard Partition



Take down the areas of �  � partition wall plaster to �  �.  Trim to receive new plaster.  De-nail and prepare studwork.  Provide and fix suitable plasterboard.  Fill and scrim joints and set with suitable board plaster to finish flush with adjacent surfaces.  £30.00

�m2���









M3700		Renew Rot Affected Partition



Take down plaster finish and expose studwork to the rot infected partition.  Cut out/remove all timber infected by dry rot fungus and sound timber within a radius of one metre of the furthest extent of decayed timber.  Hack off wall plaster to one metre beyond furthest extent of infection together with ceiling plaster and floor finish as necessary.  Remove all visible hyphae/mycelium.  Sterilize and irrigate infected and exposed masonry areas with heat treatment and suitable fungicidal agent.  Remove as necessary and treat with suitable agent all timber within a radius of one metre beyond the furthest visible extent of hyphae/mycelium.  Remove and apply two coats Zinc Oxychloride paint behind door frame, architraves, skirting etc. to extend 100mm beyond joinery before replastering.  Prepare and reinstate with new pretreated timber all woodwork.  Treat end grain of new timber on site.  Prepare and reinstate all wall, floor and ceiling finishes.  Burn, destroy and cart away all removed materials as work proceeds.  Leave whole and sound and free of dry rot upon completion.  Reference should be made to a specialist contractor.  £550.00

�PS���

M3710		Rebuild Stud Partition



Remove and cart away �  � partition to �  � and rebuild on a minimum of 75mm x 50mm softwood studding at 610mm maximum centres incorporating sole plate and headpiece.  Supply and fix 9.5mm plasterboard to both sides, scrim joints and set with 5mm thick setting coat gypsum finish plaster.  £80.00

�m2���

M3720		Repair Infested Partition



Take down plaster finish and expose studwork to the beetle infested partition.  Cut out all timber seriously weakened by beetle infestation.  Treat all remaining infested timber and sound timber with a radius of one metre beyond furthest visible extent of infestation with suitable insecticide.  Prepare and reinstate with new pretreated timber all woodwork.  Treat end grain of new timber on site.  Prepare and reinstate all wall, floor and ceiling finishes.  Burn/destroy and cart away all removed timber.  Leave whole sound and free from beetle infestation.  Reference should be made to a specialist contractor.  £85.00

�m2���



M3730		Repair Unstable Partition



Take down plaster finish and joinery as necessary, expose appropriate studwork and refix/secure the unstable partition.  Replaster and refix joinery as necessary.  £80.00

�m2���

M3740		Renew Rotted Matchboarding



Take down the rotten �  � boarding and battening complete.  Carry out appropriate treatment for rot as necessary.  Hack off unsound plaster, key, prepare, dub out as necessary, and render and set to match existing.  Finish smooth and flush with adjacent surfaces.  Provide and fix skirting boards to newly exposed areas to match existing.  £48.00

�m2���

M3750		Renew Infested Matchboarding



Take down the beetle infested �  � boarding and battening complete.  Carry out appropriate treatment for beetle infestation as necessary.  Hack off unsound plaster, key, prepare, dub out as necessary, and render and set to match existing.  Finish smooth and flush with adjacent surfaces.  Provide and fix skirting boards to newly exposed areas to match existing.  £48.00

�m2���

M3760		Secure Loose Boarding



Secure the loose �  � boarding.  £5.00

�m2���

M3770		Secure Dado Rail



Secure loose dado rail.  £5.00

�1m���

M3780		Repair Boarding



Remove damaged �  � boarding.  Provide and fix new boarding to match existing.  £12.00

�m2���

M3790		Repair Dado Rail



Remove damaged dado rail.  Provide and fix new rail to match existing.  £5.00�1m���

M3800		Dry Line External Walls



Insulate the external walls.  Take off and set aside skirting board(s), architraves etc.  Isolate and remove electrical fittings.  Remove any traces of mould growth and sterilize wall with suitable fungicidal solution.  Provide and fit suitable insulation material between battens.  Provide and fix suitable plasterboard incorporating vapour barrier.  Refix previously set aside skirting board(s), architraves etc.  with all necessary packing pieces, cover fillets etc.  Allowance should be made for additional battening where necessary to take fixtures and fittings.  £65.00

�m2���

M3810		Repair Dry Lining



Take down the areas of �  � dry lining to the walls.  Trim to receive new plasterboard.  De-nail and prepare battens.  Provide and fix suitable foil-backed plasterboard.  Fill and scrim joints and set suitable finish plaster flush with adjacent surfaces.  £65.00

�m2���

M3820		Secure Dry Lining Wall Board



Secure the loose dry lining wall board.  Fill all nail holes etc.  £8.00

�m2���
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