I	RETAINING/GARDEN WALLS/YARDS





1470	Excavate, Build Retaining Wall, Lay Drainage


1480	Enlarge Basement Wall Area


1490	Lower Retaining Wall


1500	Rebuild Retaining Wall


1510	Repair Retaining Wall


1520	Replace Copings To Retaining Wall


1530	Provide Missing Copings to Retaining Wall


1531	Provide Coping Stones to Retaining Wall


1540	Rebuild Garden Wall


1550	Repair Garden Wall


1560	Replace Copings To Garden Wall


1570	Provide Missing Copings To Garden Wall


1571	Renew Soldier Course To Garden Wall


1580	Reduce Soil Level


1590	Remove Spoil


1600	Renew Defective Paving


1610	Reduce Paving Level


1620	Repair Concrete Paving


1630	Repair/Level Flagstoned Area


�
I1470		Excavate Build Retaining Wall Lay Drains





Break up paving as necessary and excavate well to from unobstructed space to the �  � basement window(s).  Provide temporary support.  Build adequate retaining wall on suitable foundations.  Excavate and lay drain to well and connect to nearest suitable point.  Connect new gulley to drain.  Lay suitable paving to newly formed well with falls to gulley.  Prepare and render newly exposed wall(s).  Remove temporary support, return, fill and ram behind retaining wall.  £1350.00
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I1480		Enlarge Basement Wall Area





Break up paving as necessary and take down retaining wall to the well to the �  � basement window.  Excavate and enlarge well area. Provide temporary support.  Build adequate retaining wall on suitable foundations. Lay suitable paving to enlarge well with falls to gulley. Prepare and render newly exposed wall(s).  Remove temporary support, return, fill and ram behind retaining wall.  £1000.00
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I1490		Lower Retaining Wall





Break up paving.  Take up and set aside coping stones as necessary and reduce retaining wall to the well to the �  � basement window.  Excavate and reduce and grade gound level as necesarry.  Rebed coping stones or form new capping as necessary.  £350.00
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I1500		Build Retaining Wall





Break up paving as necessary and take down retaining wall(s) to a firm base and set aside all sound materials for reuse.  Excavate and provide temporary support as necessary.  Prepare for raising and rebuild retaining wall to original height and design, using sound materials, making out with new to match existing.  Point up new work in good mortar.  Remove temporary support, return, fill and ram behind retaining wall and leave sound and stable upon completion.  £155.00
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I1510		Repair Retaining Wall





Provide all necessary support.  Cut out �  � areas of brickwork to retaining wall(s) and set aside sound materials for reuse.  Rebuild to match existing, using previously set aside materials, making out with new.  Properly tooth and bond into adjoining brickwork.  Point up using good mortar.  Strike all temporary support, and leave the whole stable and secure upon completion.  £120.00
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I1520		Replace Copings To Retaining Wall





Take off where necessary all cracked �  � copings to the retaining wall.  Rebed coping stones, renewing as necessary to match existing.  Incorporate a suitable horizontal damp proof course, point in postion in good mortar.  Leave sound and even upon completion.  £20.00
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I1530		Provide Missing Copings-Retaining Wall





Provide and bed new copings to match existing where missing to the retaining wall.  Incorporate a suitable horizontal damp proof course, point in position in good mortar.  Leave sound and even upon completion.  £20.00
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I1531		Provide Coping Stones to Retaining Wall





Take off the defective soldier course to the retaining wall.  Provide and bed new copings incorporating a suitable horizontal damp proof course, point in position in good mortar.  Leave sound and even upon completion.  £20.00
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I1540		Rebuild Garden Wall





Take down the unsound garden wall to a firm base.  Set aside all sound materials for reuse.  Rake out any perished pointing to reduced garden wall, prepare all open joints and neatly repoint in good mortar to match existing.  Prepare for raising and rebuilding to original height using sound materials, making out with new to match existing pointed in good mortar.  £90.00
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I1550		Repair Garden Wall





Cut out �  � areas of brickwork to garden walls and set aside sound materials for reuse.  Rebuild to match existing, using perviously set aside materials making out with new.  Properly tooth and good mortar.  Leave the whole sound and stable upon completion.  £90.00
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I1560		Replace Copings To Garden Wall





Take off where necessary all cracked, perished, or loose coping stones to the garden wall.  Rebed stones renewing  as necessary, to match existing.  Incorporate a suitable horizontal damp proof course, point in position in good mortar.  Leave sound and even upon completion.  £20.00
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I1570		Replace Missing Copings To Garden Wall





Provide and bed new coping stones to match existing where missing to the garden wall. Incorporate a suitable horizontal damp proof course, point in position in good mortar.  Leave sound and even upon completion.  £20.00
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I1571		Renew Soldier Course To Garden Wall





Take off the defective bricks to the soldier course to the garden wall.  Rebed new bricks to match existing. Incorporate a suitable horizontal damp proof course, point in position in good mortar.  Leave sound and even upon completion.  £20.00
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I1580		Reduce Soil Level





Excavate to reduce garden soil level, for an adequate distance from the wall.  Grade and leave reduced area, minimum 150mm below damp proof course/floor level.  Prepare and render newly exposed wall(s).  £15.00
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I1590		Remove Spoil





Remove spoil heaps from the walls.  Leave level with existing ground surface 150mm below damp proof course.  £16.00
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I1600		Renew Defective Paving





Take up the sunken or otherwise defective paving, excavate to reduce levels as necessary.  Lay suitable hardcore over reduced and sunken areas, consolidate and leave level.  Lay suitable paving with fall(s) to drainage.  Finished paving level to be minimum 150mm below damp proof course/floor level.  Prepare and render exposed walls as necessary.  £85.00
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I1610		Reduce Paving Level





Take up the paved area(s) abutting the house.  Excavate to reduce level(s).  Lay suitable hardcore, consolidate and leave level.  Lay suitable paving with fall(s) to drainage.  Finished paving level to be minimum 150mm below damp course/floor level.  Prepare and render newly exposed wall(s) as necessary.  £80.00
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I1620		Repair Concrete Paving





Hack up the broken or sunken areas of concrete paving.  Prepare and lay new concrete, joint and finish to match existing, flush with adjacent areas.  £40.00
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I1630		Repair/Level Flagstoned Area





Take up the uneven or broken flagstones and set aside sound stones for reuse.  Level up, consolidate and properly relay previously set aside stones making out with new.  Point up open joints and leave sound and even.  £30.00
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