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�
E0595		Structural Engineers Report





It is a requirement that prior to the commencement of works, a report is provided to the local authority from a suitably qualified structural engineer in respect of  �  �.  Carry out all necessary works recommended by the report to make the wall sound and safe.  Any works carried out are to be approved by the supervising officer prior to commencement of the works. £600.00�
No.�
�
�



E0600		Take Down Wall & Clear Site





Take down �  � wall(s) complete.  Salvage sound bricks and remove rubble from site.  £20.00


�
m2�
�
�



E0610		New Foundations





Cast new concrete foundations of sufficient width and thickness set at suitable depth, to support maximum loading and rebuild brick wall(s) to original configuration in sound salvaged bricks, or new bricks to match, bedded in cement/sand (1:3) mortar (including for all openings with adequately sized lintels).  Ensure mechanical bonding at all floor levels and at roof level and lateral restraint throughout entire length and height of wall with joints struck to match other brick elevations as work proceeds.  provide all DPC’s as required.  Backfill and consolidate exposed foundations.  All works to be carried out in accordance with requirements of the Building Control officer.  £25.00


�
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E0620		Rebuild Brick Wall





Rebuild brick wall in sound salvaged bricks, or new bricks to march, bedded in cement/sand (1:) mortar, to original configuration ensuring mechanical bonding at all floor levels and at roof level and lateral restraint throughout entire length and height  of wall with joints struck to match other brick elevations as work proceeds. All works to be carried out in accordance with requirements of the Building Control officer.  £90.00


�
m2�
�
�



E0630		Take Down & Rebuild Wall





Provide all temporary shoring and support to floor(s) and roof.  Take out and set aside windows and doors complete and other items to be reinstalled.  Take down areas of  �  � brickwork to the wall(s) clean off and set aside all sound materials.  Rebuild to match existing, using previously set aside materials making out with new to match existing.  Properly tooth and bond into adjoining brickwork, point up in good mortar.  Build in suitable damp proof courses, as necessary.  Provide shuttering and recast sills where necessary, with full width throating, and smooth upper surfaces with falls away from openings.  Refix/rebuild in windows and doors renewing where necessary.  Refix other items previously removed.  Sand cement and plaster internally to smooth finish to match existing and refix all internal woodwork and fittings.  Strike all temporary shoring and support.  Leave the whole thoroughly sound, plumb, and stable upon completion.  Reference should be made to the Building Control Officer.  £1650.00


�
PS�
�
�



E0640		Underpining Works





Carry out underpinning works to the inadequately founded �  � wall(s) using a method approved by the Building Control Officer, including reinstating all excavated earth works and making good all disturbed areas.  (It is in your interest to employ the services of  a Specialist Contractor experienced in works of this nature).  £410.00


�
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E0650		Insert Steel Restraining Straps





Insert suitable steel straps to restrain the �  � wall.  Straps to be run concealed and anchored to adjacent wall/joists capable of providing the necessary restraint.  References should be made to the Building Control Officer.  £25.00


�
No.�
�
�



E0651		Stitch Rendered Brickwork





Hack off �  � around fracture to �  �, examine and effectively stitch brickwork as required using proprietary epoxy resin bonding agent.  Key brickwork and �  � to finish flush with adjacent areas.  £40.00�
1m�
�
�



E0660		Cut Out & Renew Defective Brickwork





Cut out �  � brickwork to the �  � wall.  Renew with sound bricks to match existing, properly toothed and bonded to adjacent brickwork and point up in good mortar.  Leave the wall in a sound and safe condition upon completion.  £110.00


�
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E0665		Rebuild Loose/Missing Brickwork





Rebuild loose and/or missing areas of brickwork to �  �.  Use sound salvaged bricks or new to match existing, bedded in sand/cement (1:4) mortar to original configuration.  £55.00


�
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E0670		Repoint Brickwork





Rake out loose and perished pointing to all brickwork elevations prepare all open joints and neatly repoint in good mortar to match existing.  Leave sound and weatherproof upon completion.  £25.00


�
m2�
�
�



E0671		Perished Pointing





Rake out �  � pointing to the �  �, prepare all open joints, and neatly repoint in good cement mortar coloured to match existing. Leave sound and weatherproof upon completion.  £25.00


�
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E0680		Repair Holed Areas Of Brickwork





Make good to holed areas of brickwork.  Cut out damaged brickwork and infill hole with bricks to match existing properly bedded and bonded to existing.  Point up in good mortar. Leave sound and weatherproof upon completion.  £105.00


�
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E0690		Make Good Brickwork Around Pipes





Make good to brickwork around the �  � pipe(s) perforating the wall.  Fill neatly with good mortar flush with adjacent surfaces. Leave sound and weatherproof upon completion.  £6.00


�
No.�
�
�



E0700		Renew Stucco/Render





Hack off unkeyed and/or perished rendering and stucco to the �  � wall(s).  Key brickwork, prepare and rerender to match existing flush with adjacent surfaces. Leave sound and weatherproof upon completion.  £25.00


�
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E0710		Cracked Stucco/Render





Rake out cracks to the rendering/stucco to the �  � wall(s).  Prepare, apply bonding agent and fill cracks with suitable mortar flush with adjacent surfaces. Leave sound and weatherproof upon completion.  £10.00


�
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E0720		Replace Missing Stucco/Render





Key brickwork to areas of missing rendering/stucco to the �  � wall(s).  Prepare and rerender to match existing, flush with adjacent surfaces. Leave sound and weatherproof upon completion.  £20.00


�
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E0730		Renew Brick Arch Complete





Provide all necessary support.  Cut out the unsound brick arch above the �  �.  Set aside all sound bricks for reuse.  Examine exposed lintel or beam and �  � as necessary.  Prepare surfaces, erect formwork and rebuild to match existing using previously set aside bricks making out with new to match existing.  Wedge and pin in new arch to existing brickwork point up in good mortar. Leave sound and secure upon completion.  £100.00


�
1m�
�
�



E0740		Repair Brick Arch





Provide all necessary support.  Cut out spalled cracked or loose bricks to arch above the �  �.  Set aside all sound bricks for use.  Prepare surfaces, erect formwork and repair arch, using previously set aside bricks making out with new to match existing.  Bricks to be bedded, firmly wedged and pointed in good mortar. Leave whole sound and secure upon completion.  £55.00


�
No.�
�
�



E0741		Overhaul Brick Arch





Prop up, wedge and repoint all dropped and/or loose bricks to


 �  � arch.  Leave whole in sound condition on completion.  £50.00


�
No.�
�
�












E0750		Renew Fractured Lintol





Provide all necessary support.  Take out the fractured lintel to the �  �.  Prepare surfaces, bed and point in position new lintel of adequate dimensions and load bearing capacity.  Make up and point brickwork to match existing.  Leave whole sound and secure on completion.  £275.00


�
No.�
�
�



E0760		Replace Rotted Timber Bressemer





Provide suitable support to �  �.  Remove rotted timber bressemer.  Thoroughly cleanse surrounding area and treat to prevent recurrence of rot.  Provide and fix a new rolled steel joist suitably protected against corrosion.  All works to be carried out in accordance with instructions from the Building Control Officer.  £105.00


�
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E0770		Renew Stone Sill-Window





Cut out broken and decayed stone window sill(s) to the rooms listed below.  Provide shuttering as necessary and recast.  Float surfaces to provide a smooth crack free surface sloping away from the window with full width throating on underside.  Joints with timber sills to be filled and made watertight with mastic.  Defective joints between brickwork and underside of sill to be raked out and repointed. �  �.  £66.00


�
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E0780		Renew Stone Cill-Door





Cut out the inadequate sill to the �  � door opening(s).  Prepare bed, erect formwork as necessary.  Reform sill using suitable concrete mix, cast in galvanised water bar, and leave with weathered upper surface.  Take down door, rebate, adjust as necessary and rehang.  Leave weatherproof and in proper working order.  £45.00


�
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E0790		Repair Cracked Sill





Rake out the cracked defective areas of sill(s).  Fill with good cement mortar with waterproof additive to match existing and trowel smooth to finish flush with adjacent areas.  £20.00


�
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�
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E0800		Resurface Stone Sill





Refloat the eroded stone sill to the window.  Provide a smooth crack free upper surface with a suitable fall away from the window and a full width throating on the underside.  Make good all works disturbed.  £20.00


�
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E0810		Remake Soffit/Reveal Joints





Rake out loose and perished soffit and reveal joints to the �  �.  Prepare all open joints and neatly remake in good mortar to match existing.  Leave sound and weatherproof upon completion.  £7.00


�
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E0820		Remake Defective Mastic Joints





Rake out loose, shrunken or otherwise defective mastic joints to the �  � frame(s).  Prepare open joints and seal neatly with a suitable mastic compound.  Leave sound and weatherproof upon completion.  £7.00


�
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E0830		Provide Mastic Joint





Prepare open joints to the �  � frame(s).  Seal joints neatly with a suitable quality mastic compound.  Leave sound and weatherproof upon completion.  £5.00


�
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E0840		Renew Render to Soffit/Reveal





Hack off �  � rendering to the �  � soffit and reveals.  Key brickwork prepare and rerender to match existing flush with adjacent surfaces.  Leave whole sound and weatherproof upon completion.  £10.00


�
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E0850		Cracked Soffit/Reveal Render





Rake out cracks to the rendering to the �  � soffit and reveals.  Prepare, apply bonding agent and fill cracks with suitable mortar flush with adjacent surfaces. Leave whole sound and weatherproof upon completion.  £22.00�
1m�
�
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E0860		Replace missing Render-Soffit/Reveal





Key brickwork to areas of missing rendering to the �  � soffit and reveals.  Prepare and rerender to match existing flush with adjacent surfaces. Leave whole sound and weatherproof upon completion.  £7.00
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E0870		Renew Plinth Render





Hack off �  � plinth rendering to the �  � wall(s).  Key brickwork and rerender to match existing flush with adjacent surfaces. Leave whole sound and weatherproof upon completion.  £25.00


�
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E0880		Repair Cracks-Plinth Render





Rake out cracks to the plinth rendering to the �  � wall(s).  Prepare, apply bonding agent fill cracks with suitable mortar flush with adjacent surfaces. Leave whole sound and weatherproof upon completion.  £5.00
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E0890		Replace Missing Plinth Render





Key brickwork to areas of missing plinth render. Prepare and rerender to match existing flush with adjacent surfaces. Leave whole sound and weatherproof upon completion.  £7.00
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E0900		Provide New Air Brick





Cut opening through external wall in suitable position of sufficient dimensions to receive air bricks to ventilate �  �,  Provide, fit, bed and point up new air brick.  Provide and fix plaster louver internally.  £45.00


�
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E0910		Replace Broken Air Brick Grille





Take out the corroded or otherwise defective iron ventilation grille(s).  Provide, fit and bed new ventilation grille(s)/brick(s) and point up.  £25.00


�
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�
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E0920		Provide New Air Brick-Sub Floor





Cut opening(s) through wall of sufficient dimensions to receive new ventilation �  � to ensure adequate sub-floor ventilation.  Provide, fit and bed new ventilation grille(s) and point up.  £45.00


�
No.�
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E0930		Clean Obstructed Ventilator





Clean out the obstructed vent(s) to the �  �.  £5.00


�
No.�
�
�
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