P	WINDOWS



2170	Renew Double Hang Sash Complete

2175	Renew Double Hang Sash Complete (m2)

2180	Replace Sash To Window

2190	Overhaul Sash Window

2195	Provide Angle Brackets

2199	Overhaul Window - In Particular

2200	Adjust Sash Weights

2210	Replace Sash Cords

2212	Renew Glazing

2213	Remake Putties

2214	Replace Staff Beads

2215	Replace Parting Beads

2216	Refix Loose Beading

2217	Fix Catches/Lock

2218	Replace Pocket Piece

2219	Remake Sill/Sill Joint

2220	Renew Defective Timber To Sash Window

2223	Provide Window Fillets

2230	Renew Casement Window

2240	Overhaul Casement Window

2250	Renew Metal Window

2260	Renew Defective Timbers Casement Window

2270	Renew Casement Hinges

2280	Renew Casement Stay

2290	Ease And Adjust Window

2300	Renew Window Fastner

2310	Replace Window Architrave

2315	Provide Spinner

2320	Replace Broken/Missing Glazing	

2330	Rerun Window Putties

2340	Renew Wood Sill

2350	Remake Sill Joint

2360	Repair Tiled Sill

2370	Form Groove In Stone Sill

2380	Replace Undersized Window

2390	Provide Suitable Window

2400	Provide New Window

2410	Replace Fanlight

2420	Replace Skylight

2430	Overhaul Fixed Light

2440	Overhaul Dormer Window

2450	Overhaul Skylight

2451	Overhaul Pivot Window

�P2170		Renew Double Hung Sash Complete



Take out the defective double hung sash and frame to �  � complete.  Provide and fix new frame and sashes of similar size and construction together with sash cords and fastners.  Glaze as original.  £550.00

�No.���

P2175		Renew Double Hung Sash Complete (m2)



Take out the double hung sash and frame to �  � complete.  Provide and fix new frame and sashes similar dimensions and construction together with all cords and furniture.  Glaze as original.  £350.00

�m2���

P2180		Replace Sash To Window



Remove �  � sash from existing frame.  Supply and fix new sash to match existing together with cords and fastners and make to operate as designed.  £125.00

�No.���

P2190		Overhaul Sash Window



Overhaul the double hung sash window(s) complete.  Cut out rotten or otherwise defective timbers and replace with preprimed sound timber to match existing properly fixed/jointed in position.  Renew broken, worn or corroded pulley wheels.  Replace broken, frayed or missing sash lines and adjust sash weights as required.  Adjust, repair or renew ironmongery as necessary.  Replace cracked, broken or missing panes.  Erase, adjust and leave whole sound, weatherproof and in proper working order upon completion.  £100.00

�No.���

P2195		Provide Angle Brackets



Provide and fix suitable angle brackets so as to securely refix the �  � rail of the �  � window.  Leave sound and secure on completion.  £15.00

�No.���

P2199		Overhaul Window - In Particular



Thoroughly overhaul the �  � window(s) to the �  � and in particular:  �Nil���

P2200		Adjust Sash Weights



Adjust and/or refix weights to the �  � sash window.  Leave window in proper working order.  £30.00

�No.���

P2210		Replace Sash Cords



Renew broken frayed or missing sash line to the �  � window.  Leave window in proper working order.  £25.00

�No.���

P2212		Replace Glazing



Renew all �  � glazing.  £50.00

�m2���

P2213		Remake Perished Putties



Remake all perished putties.  £5.00

�1m���

P2214		Replace Staff Beads



Replace �  � staff beads.  £8.00

�1m���

P2215		Replace Parting Beads



Replace �  � parting beads.  £8.00

�1m���

P2216		Refix Loose Beading



Refix loose �  � beading.  £8.00

�1m���

P2217		Locks/Catches To Windows



Provide and fix �  � catches and lock to the �  � window.  Leave safe and secure on completion.  £15.00

�No.���







P2218		Replace Pocket Piece



Replace the �  � pocket piece.  £7.00

�No.���

P2219		Remake Sill/Sill Joint



Remake mastic joint between the timber and stone sills.  £5.00

�No.���

P2220		Renew Defective Timbers To Sash Window



Cut out all defective timber to the double hung sash window.  Scarf in new well seasoned timber in a workmanlike fashion to match existing and leave whole thoroughly sound upon completion.  Reglaze as necessary.  £30.00

�1m���

P2223		Provide Window Fillets



Provide and fix timber fillets of suitable dimensions to the �  � window.  £10.00

�1m���

P2230		Renew Casement Window



Take out the rotten or otherwise defective �  � casement  window(s) complete, provide and fix into prepared opening new preprimed window(s) of suitable design and construction, complete with ironmongery.  Glaze with suitable quality glass of adequate thickness, properly fixed in position.  Point up frame externally.  Leave whole sound, weatherproof and in proper working order upon completion.  £250.00

�No.���

P2240		Overhaul Casement Window



Overhaul the casement window(s) complete.  Cut out rotten or otherwise defective timbers, and replace with preprimed sound timber to match existing properly fixed/jointed in position.  Renew broken, worn or corroded hinges.  Adjust, repair or renew ironmongery, as necessary.  Reglaze cracked broken or missing panes.  Ease, adjust and leave whole sound, weatherproof and in proper working order upon completion.  £65.00

�No.���



P2250		Renew Metal Window



Take out the corroded or otherwise defective metal casement window(s) complete with frame as necessary.  Provide and fix into prepared opening new preprimed window of suitable design and construction, complete with ironmongery.  Glaze with suitable quality glass of adequate thickness properly fixed in position.  Refix window board, renewing where necessary.  Point up window externally.  Leave whole sound, weatherproof and in proper working order upon completion.  £225.00

�No.���

P2260		Renew Timbers Casement Window



Cut out all defective timber to the casement window.  Scarf in new well seasoned timber in a workmanlike fashion to match existing and leave whole thoroughly sound upon completion.  Reglaze as necessary.  £30.00

�1m���

P2270		Renew Casement Hinges



Renew broken, worn or corroded hinges to the �  � casement window.  Leave in proper working order upon completion.  £15.00

�No.���

P2280		Renew Casement Stay



Renew the defective stay to the �  � casement window.  Leave in proper working order upon completion.  £12.00

�No.���

P2290		Ease And Adjust Window



Ease and adjust the �  � and leave in sound working order.  £25.00

�No.���

P2300		Renew Window Fastener



Take off defective window fastener and replace with new to match original.  £15.00

�No.���





P2310		Replace/Refix Window Architrave



Remove �  � window architrave to the �  � window.   Provide and fix new architrave to match original, or securely refix original where sound.  £7.00

�1m���

P2315		Window Spinner



Provide and fix spinner to the�  � window.  £50.00

�No.���

P2320		Replace Broken/Missing Glazing



Replace all cracked and missing panes to the�  � and reglaze using �  � float glass.  Cover fresh putty with one coat of paint for protection.  £50.00

�m2���

P2330		Rerun Window Putties



Hack off the perished window putties to �  �.  Rerun in quality materials and cover fresh putty with one coat of paint for protection.  £5.00

�1m���

P2340		Renew Wood Sill



Cut out the rotten or otherwise defective timber sill(s) to the �  � window(s).  Provide, bed and fix new sound preprimed timber sill(s).  Point up and leave sound and weatherproof upon completion.  £60.00

�1m���

P2350		Remake Sill Joint



Rake out joint between stone and timber window sill.  Prepare and seal joint with suitable compound.  Leave sound and weatherproof upon completion.  £3.00

�1m���

P2360		Repair Tiled Sill



Cut out all broken or otherwise defective tiles to the external window sill(s).  Provide and fix new tiles to match existing to exposed areas of sill(s).  Leave sound and weatherproof upon completion.  £10.00�No.���

P2370		Form Groove In Stone Sill



Form a neat full length groove to the underside of the external window sill(s).  £10.00

�1m���

P2380		Replace Undersized Window



Take out the �  � window, supply a new preprimed window of adequate size, design and construction to provide a minimum glazed area of 1/10th of the floor area and minimum openable area of 1/20th of the floor area.  Enlarge and prepare opening to receive new window.  Properly fix window into opening and point up externally.  Refix window board and architraves renewing where necessary.  �  � to newly exposed areas as necessary.  Provide and fix all necessary ironmongery.  Glaze with suitable quality glass of adequate thickness properly fixed into position.  Leave whole sound weatherproof and in proper working order upon completion.  Reference should be made to the Building Control Officer and Planning Authority.  £250.00

�PS���

P2390		Provide Suitable Window



Provide and fix in an external wall to �  � a suitable window with an aggregate area of glass amounting to not less than 1/10th of the floor area of the room of which an area equivalent to 1/20th of the floor area must be made to open to the external air.  £450.00

�m2���

P2400		Provide New Window



Provide all necessary support.  Cut opening through external wall to accommodate new window of adequate size, design and construction to provide a minimum glazed area of 1/10th of the floor area, and minimum openable areas of 1/20th of the floor area.  Build-in new concrete lintel and sill as necessary and reform brick jambs.  Provide and fix new preprimed window into prepared opening and point up externally.  Make good to newly exposed areas as necessary.  Provide and fix all necessary ironmongery.  Glaze with suitable quality glass of adequate thickness, properly fixed into position.  Provide and fix new window board.  Leave whole sound weatherproof and in proper working order on completion.  Reference should be made to the Building Control Officer and Planning Authority.  £85.00

�m2���

P2410		Replace Fanlight



Take out the rotten or otherwise fanlight �  � window complete, provide and fix into prepared opening new preprimed fanlight window of suitable design and construction.  Glaze with suitable quality glass of adequate thickness, properly fixed in position.  Refix window board and architraves renewing where necessary.  Point up window externally.  Leave whole sound and weatherproof upon completion.  £150.00

�No.���

P2420		Replace Skylight



Remove defective skylight to �  � and replace with new to match existing.  Provide all necessary weatherings.  Leave whole in sound watertight condition.  £480.00

�No.���

P2430		Overhaul Fixed Light



Overhaul the fixed light.  Cut out rotten or otherwise defective timbers and replace with preprimed sound timber to match existing, properly fixed/jointed in position.  Reglaze cracked, broken or missing pane(s).  Leave whole sound and weatherproof.  £125.00

�No.���

P2440		Overhaul Dormer Window



Strip the sheet coverings to the dormor window(s), examine the exposed boarding and replace all broken or rotted sections with sound sections to match, securely fixed, and leave smooth and even.  Lay underfelt to BS 747 and recover with �  � and let into existing main roof weatherings at abutments.  Leave sound and weathertight on completion.  £75.00

�m2���

P2450		Overhaul Skylight



Overhaul the defective skylight to the �  �.  Cut out any rotten timber to the glazed frame and light well lining, and piece in treated softwood.  Replace any defective glazing and defective putties.  Prime and paint all new timber, and leave whole in sound weathertight condition.  £145.00

�No.���

P2451		Overhaul Pivot Window



Overhaul the defective centre hung pivot window.  Cut out rotten or otherwise defective timbers, and replace with pre-primed sound timber of similar dimensions.  Replace any broken/defective furniture.  Leave sound and to operate as designed on completion.  £90.00

�No.���
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