K	EXTERNAL DECORATIONS





1880	Burn Off Redecorate Woodwork


1890	Scrape Off Redecorate Woodwork


1900	Paint New Woodwork


1910	Paint New Putties


1920	Scrape Off Redecorate Metalwork


1930	Repaint Gutters


1940	Varnish Wood Sill


1950	Apply Preservative To Previously Painted Timber


1960	Redecorate Masonary


1961	Decorate New Masonary





�
K1880		Burn Off Redecorate Woodwork





Burn off all loose and flaking surfaces of wookwork, prepare and fill surfaces for priming.  Prime and apply one coat of undercoat and one of quality oil paint.  Make good all works disturbed.  £25.00
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K1980		Burn Off Redecorate Woodwork





Scrape off areas of loose and flaking paint.  Rub down all previously painted surfaces.  Prepare, fill and prime bare patches.  Paint all prepared woodwork in one coat undercoat and one coat gloss.  Make good all works disturbed.  £22.00
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K1990		Paint New Woodwork





Rub down, prepare and prime new woodwork, apply one coat undercoat and one of quality oil paint.  £15.00
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K1910		Paint New Putties





Prepare and paint bare putties.  Paint in one gloss finishing coat of quality oil paint.  £5.00
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K1920		Scrape off Redecorate Metalwork





Scrap off loose flaking paint to all metalwork.  Rub down to remove rust.  Bring forward and prime all bare surfaces.  Paint all prepared metalwork in one undercoat and one gloss finishing coat of quality oil paint.  £20.00
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K1930		Repaint Gutters





Wirebrush gutters, remove rust and bring forward bare patches.  Paint with two coats quality paint.  £10.00
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K1940		Varnish Wood Sill





Wash down, prepare and paint sill(s) two coats varnish or polyurethane lacquer.  £10.00
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K1950		Apply Preservative-Existing Timber





Prepare and paint previously treated timber with two coats of suitable preservative.  £10.00
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K1960		Redecorate Masonary





Wash, scrap off loose and flaking paint and rub down painted masonry surfaces.  Prepare and fill all holes and cracks.  Prime and bring forward bare surfaces.  Prepare and paint two coats quality masonry paint.  £15.00
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K1961		Dec - New Masonary





Provide and paint one coat stabilising solution and two coats quality masonary paint to all new stone rendered surfaces.  £12.00
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