EE	DISABLED FACILITIES/MINOR WORKS





6900	Stair Lift


6901	External Chair Lift


6902	External Stair Lift


6903	Reconditioned Stair Lift


6904	Reconditioned External Stair Lift


6910	Night Storage Heating


6920	Room Sealed Wall Heaters


6930	Gas Fired Central Heating


6931	Combi Boiler-HW And CH


6940	Loft Access Hatch


6950	Loft Insulation


6960	Low Access Shower/Fan/Flooring


6961	Chiltern Shower


6970	Grab Rails


6975	Lever Taps


6980	Build Single Storey Extn (A)


6981	Build Single Storey Extn (B)


6982	Build Single Storey Extn (C)





�
EE6900	Stair Lift





Provide and install between the �  � an electrically controlled stair lift in accordance with the manufacturers instructions.  Include for all necessary ancillary works and equipment.  £1500.00


�
No.�
�
�



EE6901	External Chair Lift





Provide and install between the �  � and �  � an external chair lift.  Works to be carried out by specialist contractor.  Allow for all necessary ancillary works.  £3550.00


�
No.�
�
�



EE6902	External Stair Lift





Supply and install outdoor stairlift between the �  � levels.  Include for seat belt, weather protected electrics, and waterproof seat cover.  Test and leave to operate as designed.  £3300.00


�
No.�
�
�



EE6903	Reconditioned Stair Lift





Provide and install between the �  � a re-conditioned electrically controlled stair lift in accordance with the suppliers instructions.  Include for all necessary ancillary works and equipment.  Copy of maintenance agreement to be supplied on completion.  £1500.00


�
No.�
�
�



EE6904	Reconditioned External Chair Lift





Provide and install between the �  � a reconditioned external chair lift.  All works to be carried out in accordance with suppliers instructions.  Include for all ancillary works and equipment  Copy of maintenance agreement to be supplied on completion.  £2500.00


�
No.�
�
�



EE6910	Night Storage Heaters





Provide and install within the �  � rooms electrical night storage radiators.  Connect to low tariff off peak metered supply.  All works to be carried out by NICEIC registered contractors.  £350.00


�
No.�
�
�



EE6920	Room Sealed Gas Wall Heaters





Provide and install within the �  � rooms thermostatically controlled wall mounted room sealed gas heaters.  Properly connect to gas supply.  All works to be carried out by CORGI registered installer.  £350.00


�
No.�
�
�



EE6930	Gas Fired Central Heating





Provide and install suitable capacity balanced flue boiler.  Supply and fix radiators to the �  � rooms and allow for all necessary pipework.  Include for fully programmable timer switch, and a suitably located room thermostat.  All work to be undertaken by CORGI registered contractor; a test certificate to be provided on completion.  £2750.00


�
No.�
�
�



EE6931	Combined Hot Water/Central Heating





Provide direct mains combination balanced flue gas boiler and properly plumb into the �  � in accordance with the regulations of the statutory undertaker.  Supply and fix radiators to the �  � rooms and allow for all necessary pipework.  Include for fully programmable timer switch allowing for the independent control of hot water and central heating, a suitably located room thermostat, and thermostatically controlled radiator valves to all radiators.  All works to be undertaken by a CORGI registered installer.  A test certificate to be provided on completion.  £3250.00


�
No.�
�
�



EE6940	Loft Hatch





Form loft access hatch in suitable position.  Cut opening through ceiling plaster, trim joists around opening and insert new trimmers as required.  Provide and fix suitable lining complete with stops.  Provide and fix in position a hinged trap door.  Make good plaster around opening; provide and fix suitable architraves.  £85.00


�
No.�
�
�





















EE6950	Loft Insulation





Provide and install 150mm thick insulating quilt within the roof space.  Ensure that all tanks and pipes within the void are adequately lagged.  £8.00


�
m2�
�
�



EE6960	Low Access Shower/Fan/Flooring





Isolate all services.  Disconnect and remove existing bath/shower and fittings as necessary.  Make good to disturbed areas.  Cut out, remove and cap off all redundant pipework and cart away.  Generally prepare the area.  Install low access ramped shower tray, complete with half height sliding doors. Supply and install new Triton T100E instantaneous, thermostatically controlled electric shower complete.  Supply and fit in-line isolating valve on cold water supply.  Electrical supply to be via a pullcord double pole switch with neon indicator.  Provide and fit electric anti-condensation fan with humidistat to work in conjunction with light switch.  Supply and fit curtain rail of proper dimensions complete with supports and weighted shower curtain.  Supply and fix suitable grab rails.  Supply and fit wall fixed folding shower seat with support legs.  Supply and lay Tarasafe type non-slip safety floor to remaining area.  Test shower and leave to operate as designed.  Clear all debris from site.  £2500.00


�
No.�
�
�



EE6961	Chiltern Shower





Supply and fit chiltern type shower cubicle complete with doors and curtain, instantaneous electric shower with adjustable head and anti-scald device, fold up shower seat, waste and hand rail.  Carry out necessary wiring to suit - works to comply with current NICEIC regulations.  £1800.00


�
No.�
�
�



EE6970	Grab Rails





Provide and fix in accordance with the recommendations of the occupational therapist, suitable grab rails to the �  �.  £45.00


�
No.�
�
�


















EE6975	Lever Taps





Take off existing taps to the �  �.  Provide and fix long lever taps.  Leave to operate as designed.  £220.00


�
No.�
�
�



EE6980	Build Single Storey Extn. (A)





{{Drainage Excavation}}





Trace and expose all drainage and services passing beneath the proposed extension.  Record the position and condition of any services found during excavation.  Clear the site along the route of excavations.  Excavate the trenches to the minimum practical width but not less than 450mm or 1,5 times pipe diameter.  Excavate by open cut method.  Form a firm evenly graded trench bottom.  Support pipes evenly along the full lengths from lowest part of drain with sockets facing up the fall.  Do not cover any drainage works until tested and approved.





{{Backfilling}}





On completion of the initial filling to the specified levels above the drains backfill with granular material to a depth of 100mm thick concrete protection slab finished flush with adjacent surfaces.





{{Note}}





Programme the excavations so that there is always the shortest time period between trenching and pipe laying.  If unavoidable delays occur protect the trench bottom or leave a final layer for hand removal.





{{Foundations}}





Excavate foundation trench 800mm x 1100mm deep.  Clear all surplus soil from site and provide planking and strutting if deemed to be necessary.  Lay concrete foundation to the perimeter of the proposed extension 800mm wide x 280mm deep using 1:3:6 mix including clay master if required.





Break out oversite/concrete surface and strip to reduce level.  Prepare the ground ready for proposed construction of oversite and clear all suplus soil and concrete etc., from site.





Construct a cavity wall, in commons, between foundations and DPC level using 2 x skins of 114mm brickwork with 50mm cavity, tied together with wall ties at 900 x 450mm centres.  Sypply and lay reinforced concrete lintels to walls where drains pass beneath.





Continue underfloor ventilation between the existing property and outer face of new extension with 100 mm UPVC pipework, complete with air bricks into outer walls.





To complete area of oversite lay 150mm hardcore, well compressed and covered with a blinding layer of sand, 100mm solid concrete to a 1:3:6 mix and finish with a sheet of 120mm damproof membrane which is to be dressed up and linked and lapped with all new and existing damproof course.  Finish with 25mm closed and top with a 62mm sand and cement screed, trowelled to a smooth finish, and with 1:50 falls within shower room towards new internal floor gully.





Note:  The finished floor level should continue through from the floor level of the existing building.


�
�
�
�



EE6981	Build Single Store Extn (B)





Fill the cavity to ground level with a lean mix concrete.





Run a horizontal DPC to each skin of the preimeter wall linked and lapped with existing damproof course in adjoining walls.





Supply and fix Furfix profiles to provide tying arrangement between existing building and new extension.





Construct a new cavity wall to single storey height using 114mm bricks to match existing building, 50mm cavity and 102 Celcon blocks, with skins tied together with butterfly wall tiles at 900 x 450mm centres.  During construction of walls allow for forming window and door openings building in catnic CN7 lintels over openings which are to bear not less than 150mm to either side.





Fill cavities with 50mm rockwall cavity batts.





Allow for closing cavities to each opeing and placing DPC to each vertical reveal.





Allow for forming feature aches over window and door openings using suitable bricks laid on edge.





Allow for building into the new brickwork the following windows and doors.


�  �


Allow for glazing all new windows with 6mm toughened glass and any shower/bath/wc room to have obscure glass.





Construct new 100mm Celcon block partitions tied into the new and existing structure with Furfix profiles and allow for forming door opening(s) with lintels.





Supply and fix 100mm x 75mm timber wall plate to inner skin of new extension strapped down to plates on outer wall.





Supply and fix 100 x 50mm ceiling joists at 400mm centres and securely fix and strap down to plates on outer wall.





Provide lateral restraint by fixing 900 x 30 x 5mm anchor straps at 1500mm centres between flank walls and new joists.





Run 150mm fibre glass insulation between ceiling joists.





Supply and fix to the underside of the joists 9.5mm sheet plaster board.  Fill and scrim joints and set with board plaster to a smooth even surface.





Render all new blockwork internally to walls and partitions with sand/cement incorporating a damproof additive and finish with a skim coat of plaster.





Allow of dipping the joist ends in preservative fluid and wrapping with felt prior to fixing.


�
�
�
�



EE6982	Build Single Storey Extn (C)





{{Flat Roof}}





Supply and fix firring pieces to each joist to allow a fall of not less than 1 in 40.





Cover the proposed roof with 19mm external quality sheet plywood.





Complete construction to flat roof by decking out with Warmdeck Roof Contruction, laid in accordance with manufactures instructions.





Lay a three layer built up bitumen felt roof system to BS747 and BSCP 144.





Supply and fit flashings in Code 4 lead let into brickwork joints to a suitable depth not less than 25mm wedged and pointed in cement/sand (1:3 mortar finished with joints struck.





Supply and securely fix fascia boards in well seasoned timber, primed, undercoated and glossed.





Supply and fix suitable rainwater guttering with all necessary brackets and fittings set to proper falls and connected to the rainwater pipe system.  Test and leave watertight.





Supply and fix a suitable rainwater pipe with all necessary fittings and brackets and set to discharge properly.





{{General}}





Supply and fix 150 x 25mm plain edged skiriting throughout.





Supply and fix architraves to both sides of new door opening.





Extend the lighting circuit to the new room(s).





Extend cold/hot water supplies to new fittings.





All new walls, ceilings to be prepared and painted with 2 coats of quality emulsion.





Prepare all new joinery, internal and external, prime and paint 2 undercoats and 1 finishing gloss coat.


�
�
�
�
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