U	ELECTRICAL WORKS





4960	Rewire Complete Per Point


4970	Provide Test Report


4971	Provide Completion Test Certificate


4972	Periodic Inspection Report (Electrical)


4973	Gas/Electrical Works


4974	Installation Completion Certificate


4975	New Light/Power Socket


4976	New Light/Power Socket


4980	Renew Lighting Point


4981	Renew Lighting Point


4990	Renew Power Point


5000	Renew Batten Holder


5010	Renew Lamp Holder


5015	Provide New Light Bulb


5020	Provide New Light Bulb


5030	Renew Ceiling Rose


5040	Renew Lighting Switch


5050	Renew Consumer Unit


5060	Renew Socket Outlet


5070	Renew Fused Spur


5080	Renew Cooker Point


5090	Renew Fluorescent Lamp Holder


5099	Provide Extract Fan


5100	Renew Ventilating Fan


5101	New Ventilation Fan


5110	Renew Conversion Thermostate


5120	Renew Bell Push


5130	Renew Bell Equipment


5140	Secure Lamp Holder


5150	Secure Ceiling Rose


5160	Secure Light Switch


5170	Secure Pull Cord


5180	Secure Socket Outlet


5190	Secure Consumer Ujit


5200	Secure Fused Spurs


5210	Secure Cooker Point


5220	Secure Fluorescent Lamp Holder


5230	Fix Protective Cover


5240	Secure Loose Cable


5250	Secure Loose Conduit


5260	Replace Immersion Element


5270	Extra Lighting Point


5275	Extra Power Socket


5280	Wall Switch To Pull Cord


5290	Remove Prohibited Socket


5300	Relocate Light Point


5310	Relocate Light Point


5320	Relocate Batten Holder


5330	Relocate Cooker Point


5331	Provide Cooker Point


5340	Relocate Light Switch


5350	Relocate Socket Outlet


5360	Relocate Pull Cord


�



U4960		Rewire Complete Per Point





Disconnect electricity supply at distribution board.  Strip and cut out all existing wiring and fittings.  Cut, chase out, and raise floorboards as necessary to receive new wiring and fittings.  Rewire to provide adequate power and lighting circuits.  Provide, fit and connect suitable fuseboard/consumer unit, switches, outlets etc.  Reconnect, test and leave in proper working order.  Reinstate to walls etc.  Refix floorboards.  All new work to comply with I.E.E. Regulations and L.E.B. requirements.  £60.00


�
No.�
�
�



U4970		Provide Test Report





Test existing electrical installation and repair or renew as necessary all fittings and wiring found to be inadequate or otherwise defective.  Test and leave whole in proper working order and in compliance with I.E.E. Regulations and L.E.B. requirements.  A copy of the inspecting engineers report must be submitted for approval.  £75.00


�
PS�
�
�



U4971		Electrical Test Certificate





Provide the local authority on completion of works a copy of the electrical test certificate, duly authorised by a member of the N.I.C.E.I.C.  £45.00


�
No.�
�
�



U4972		Periodic Inspection Report (Electrical)





Obtain a periodic inspection report for the existing electrical installation from an NICEIC registered contractor.  Repair or renew as necessary all fittings and wiring found to be inadequate or otherwise defective.  Test and leave whole in proper working order providing a completion certificate.  A copy of the inspecting engineers report must be submitted for approval prior to commencement.  £85.00


�
No.�
�
�
























U4973		Gas/Electrical Works





Where any works required in this schedule relate to items involving work in connection with gas or electric supplies or appliances, all such work is to be carried out by contractors who are CORGI or NICEIC registered as appropriate, or by the statutory undertakers.	 


�
�
�
�



U4974		Installation Completion Certificate





Provide the local authority on completion of works a copy of the electrical installation completion certificate from an NICEIC registered contractor.  £60.00


�
No.�
�
�



U4975		New Light/Power Outlet





Provide in a suitable position, a new �  � within the �  � and properly connect to existing circuitry.  All works to be undertaken by NICEIC approved contractor.  £60.00


�
No.�
�
�



U4976		New Light/Power Outlet





Provide in a suitable position, a new �  � within the �  � and properly connect to existing circuitry.  All works to be undertaken by NICEIC approved contractor. 	


�
�
�
�



U4980		Renew Lighting Point





Strip out all defective wiring and fittings to the lighting circuit to �  �.  Rewire on a 5 amp circuit supplied from a new consumer service unit located in a suitable position.  Include for new switches, pendants and roses where required and on completion test and leave in proper working order.  £60.00


�
each�
�
�



U4981		Renew Lighting Point





Strip out all defective wiring and fittings to the lighting circuit to �  �.  Rewire, include for new switches, pendants and roses where required and on completion test and leave in proper working order.  £60.00


�
each�
�
�



U4990		Renew Power Point





Strip out all defective wiring and fittings to the electrical power system to �  �.  Rewire on a 13 amp circuit supplied from a new consumer service unit locted in a suitable position.  Include for new socket outlets and on completion test and leave in proper working order.  £60.00


�
each�
�
�



U5000		Renew Batten Holder





Isolate and remove broken or otherwise defective batten lamp holder.  Provide, fit and connect new batten lamp holder.  Test and leave in proper working order.  £10.00


�
No.�
�
�



U5010		Renew Lamp Holder





Isolate and remove broken or otherwise defective lamp holder.  Provide, fit and connect new lamp holder.  Test and leave in proper working order.  £10.00


�
No.�
�
�



U5015		Provide New Light Bulb





Provide new light bulb to �  �.  £5.00


�
No.�
�
�



U5020		Renew Ceiling Rose





Isolate and remove broken or otherwise defective ceiling rose.  Provide, fit and connect new ceiling rose.  Test and leave in proper working order.  £10.00


�
No.�
�
�



U5030		Renew Lighting Switch





Isolate and remove broken or otherwise defective light switch.  Provide, fit and connect new light.  Test and leave in proper working order.  £10.00


�
No.�
�
�


















U5040		Renew Pull Cord Switch





Isolate and remove broken or otherwise defective pull cord operated light switch.  Provide, fit and connect new pull cord operated light switch.  Test and leave in proper working order.  £12.00


�
No.�
�
�



U5050		Renew Consumer Unit





Isolate and remove broken or otherwise defective consumer unit.  Provide, fit and connect new consumer unit.  Test and leave in proper working order.  £195.00


�
No.�
�
�



U5060		Renew Socket Outlet





Isolate and remove broken or otherwise defective socket outlet.  Provide, fit and connect new socket outlet.  Test and leave in proper working order.  £20.00


�
No.�
�
�



U5070		Renew Fused Spur





Isolate and remove broken or otherwise defective fused spur outlet.  Provide, fit and connect new fused spur outlet.  Test and leave in proper working order.  £25.00


�
No.�
�
�



U5080		Renew Cooker Point





Isolate and remove broken or otherwise defective cooker control unit.  Provide, fit and connect new cooker control box.  Test and leave in proper working order.  £100.00


�
No.�
�
�



U5090		Renew Fluorescent Lamp Holder





Isolate and remove broken or otherwise defective fluorescent lamp holder.  Provide, fit and connect new flourescent lamp holder.  Test and leave in proper working order.  £25.00


�
No.�
�
�















U5099		Provide Extract Fan





 Provide and install an adequate and suitable mechanical extract fan, in accordance with the manufacturers instruction.  Adapt and extend the existing electrical installation.  Provide and fit new switched fused spur.  Connect fan to lighting circuit and ensure minimum 20 minute overrun.  Ensure air change rate complies to minimum of 15 litres/second.  £150.00


�
No.�
�
�



U5100		Renew Ventilating Fan





Isolate and remove broken or otherwise defective ventilating fan.  Provide, fit and connect new ventilating fan.  Test and leave in proper working order.  Ensure fan is provided with 20 minute overrun facility.  £150.00


�
No.�
�
�



U5101		Ventilation Fan





Provide and fix within the �  �, an electrical ventilation fan.  Ensure fan has 20 minute overrun facility.  Allow for all necessary electrical work to enable connection to the existing lighting circuit.  £150.00


�
�
�
�



U5110		Renew Immersion Thermostat





Isolate and remove broken or otherwise defective immersion thermostat.  Provide, fit and connect new immersion thermostat.  Test and leave in proper working order.  £75.00


�
No.�
�
�



U5120		Renew Bell Push





Isolate and remove broken or otherwise defective bell push.  Provide, fit and connect new bell push.  Test and leave in proper working order.  £8.00


�
No.�
�
�



U5130		Renew Bell Equipment





Isolate and remove broken or otherwise defective bell equipment.  Provide, fit and connect new bell equipment.  Test and leave in proper working order.  £95.00


�
No.�
�
�



U5140		Secure Lamp Holder





Isolate, dismantle as necessary and secure the loose batten lamp holder.  Reassemble, test and leave in proper working order.  £8.00


�
No.�
�
�



U5150		Secure Ceiling Rose





Isolate, dismantle as necessary and secure the loose ceiling rose.  Reassemble, test and leave in proper working order.  £8.00


�
No.�
�
�



U5160		Secure Light Switch





Isolate, dismantle as necessary and secure the loose light switch.  Reassemble, test and leave in proper working order.  £8.00


�
No.�
�
�



U5170		Secure Pull Cord





Isolate, dismantle as necessary and secure the loose pull cord operated light switch.  Reassemble, test and leave in proper working order.  £8.00


�
No.�
�
�



U5180		Secure Socket Outlet





Isolate, dismantle as necessary and secure the loose socket outlet.  Reassemble, test and leave in proper working order.  £8.00


�
No.�
�
�



U5190		Secure Consumer Unit





Isolate, dismantle as necessary and secure the loose consumer unit.  Reassemble, test and leave in proper working order.  £45.00


�
No.�
�
�



U5200		Secure Fused Spur





Isolate, dismantle as necessary and secure the loose fused spur outlet.  Reassemble, test and leave in proper working order.  £8.00


�
No.�
�
�






U5210		Secure Cooker Point





Isolate, dismantle as necessary and secure the loose cooker control unit.  Reassemble, test and leave in proper working order.  £12.00


�
No.�
�
�



U5220		Secure Fluorescent Lamp Holder





Isolate, dismantle as necessary and secure the loose fluorescent lamp holder.  Reassemble, test and leave in proper working order.  £8.00


�
No.�
�
�



U5230		Fix Protective Cover





Provide and fix suitable protective cover to the exposed electrical wiring.  £10.00


�
No.�
�
�



U5240		Secure Loose Cable





Secure the loose electrical cable(s).  £4.00


�
1m�
�
�



U5250		Secure Loose Conduit





Secure the loose electrical conduit.  £5.00


�
1m�
�
�



U5260		Replace Immersion Element





Isolate and drain down the hot water cylinder.  Disconnect and remove the inoperative immersion element.  Provide, fix and connect new suitable element.  Fill, test and leave in proper working order.  £85.00


�
No.�
�
�



U5270		Extra Lighting Point





Install a lighting point in a suitable position to the �  � room.  Isolate the circuit.  Adapt and extend existing installation in suitable cable.  Provide, fix and connect new ceiling rose, flex and pendant lamp holder.  Prepare, provide and fit new wall mounted switch complete, in suitable position.  Run and connect in suitable cable to newly installed lighting point.  Test and leave in proper working order.  £60.00�
No.�
�
�



U5275		Provide Extra Power Socket





Provide �  � extra power sockets to �  �.  £60.00


�
No.�
�
�



U5280		Wall Switch To Pull Cord





Isolate and remove the unsuitable wall mounted light switch.  Adapt wiring as necessary.  Provide, fix and connect new pull cord operated light switch in suitable position.  Test and leave in proper working order.  £25.00


�
No.�
�
�



U5290		Remove Prohibited Socket





Isolate and remove the prohibited socket outlet complete.  Strip out and adapt wiring as necessary.  Reinstate to walls etc.  Test and leave existing installation in proper working order.  £50.00


�
No.�
�
�



U5300		Relocate Light Point





Relocate lighting point.  Isolate, remove and set aside existing pendant light fitting complete.  Adapt and extend wiring as necessary.  Refix previously set aside pendant light fittings in suitable position.  Reconnect, test and leave in proper working order.  £45.00


�
No.�
�
�



U5310		Relocate Light Point





Relocate lighting point.  Isolate, remove and set aside existing pendant light fitting complete.  Adapt and extend wiring as necessary.  Provide, fix and connect new batten lamp holder in suitable position.  Test and leave in proper working order.  £45.00


�
No.�
�
�



U5320		Relocate Batten Holder





Relocate lighting point.  Isolate and remove and set aside existing batten lamp holder. Adapt and extend wiring as necessary.  Refix previously set aside batten lamp holder in suitable position.  Reconnect, test and leave in proper working order.  £45.00


�
No.�
�
�



U5330		Relocate Cooker Point





Relocate cooker control unit.  Isolate, remove and set aside existing cooker unit complete. Adapt and extend wiring as necessary.  Prepare, fit and connect previously set aside cooker unit in suitable position.  Test and leave in proper working order.  £100.00


�
No.�
�
�



U5331		New Cooker Point





Provide and fix a proper cooker control point within the �  �.  Test and leave in safe working order.  £100.00


�
No.�
�
�



U5340		Relocate Light Switch





Relocate light switch.  Isolate, remove and set aside existing light switch complete. Adapt and extend wiring as necessary.  Prepare, fit and connect previously set aside light switch in suitable position.  Test and leave in proper working order.  £45.00


�
No.�
�
�



U5350		Relocate Socket Outlet





Relocate socket outlet.  Isolate, remove and set aside existing socket outlet complete. Adapt and extend wiring as necessary.  Prepare, fit and connect previously set aside socket outlet in suitable position.  Test and leave in proper working order.  £45.00


�
No.�
�
�



U5360		Relocate Pull Cord





Relocate pull cord operated light switch.  Isolate, remove and set aside existing switch complete. Adapt and extend wiring as necessary.  Refix previously set aside switch in suitable position.  Reconnect, test and leave in proper working order.  £25.00


�
No.�
�
�
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