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A PRELIMINARIES 
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5820 Remove Necessary Fixtures/Fittings 
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5850  Works In Occupied Property 
5860  Timber Treatment Warning 
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5870  Storage Rules - Dangerous Fluids 
5880  Workmanship 
5890  Make Good Disturbed Works 
5900 Debris Removed 
5901 Building Regs. 
5920  Conservation Area 
5930  Freeholder Consents 
5935 Building Consents 
5940  Surveying Reference 
5950  Reference to Other Notices 
5960  Scaffolding 
5970  Working Platforms 
5980  Scaffolding Towers 
5990  Secure Ladders 
6000 Scaffolding/Temporary Support 
6001 Scaffolding 
 
 
AA PROVISION OF AMENITIES     Return to top 
 

General 
 
5660 Install Cold Water Storage Tank 
5665 Extend Distribution Pipework 
5670 New Hot Water System 
5675 Hot Water Supply 
5680 Adapt Existing Soil Pipe 
5685 Repair/Renew Tap 
5690 Repair/Renew Supply Pipe 
5695 Formation of New Shower/Bathroom/WC 
5700 Formation of New Kitchen 
5705 New Extension 
5710 Ventilated Lobby 
5715 Bathrooms General 
5720 Kitchens General 
5725 Provide Extract Fan      Return to top 
5730 Provide Splashback 
5735 Renew Splashback 
5740 Repair Splashback 
5745 Renew Joint between Splashback 
5750 Provide Joint between Splashback 
5755 Remove Existing Inadequate Amenity 
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5765 Relocate Existing Amenity 
5770 Secure Loose Appliance 
5775 Fix Floor Covering 
 

Bathroom Facilities 
 
5780 Provide WC Suite 
5785 Provide Wash Hand Basin 
5790 Provide Bath 
5795 Provide Shower 
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5800 Shower over Bath       Return to top 
5805 Renew Shower Tiling 
5810 New Pull Cord Switch 
5815 Replace Glazing 
         

Kitchen Facilities 
 
5820 Provide Sink 
5825 Provide Sink and Base Unit 
5830 Renew Kitchen Cupboard Wall Unit 
5835 Renew Kitchen Cupboard Base Unit 
5840 Provide Wall and Base Unit 
5845 Provide Food Cupboard 
5850 Provide Fridge 
5855 Provide Work Surface 
5860 Provide Cooking Appliance  - Small 
5865 Provide Cooking Appliance - Large 
5870 Provide Kitchen Power Points 
5875 Relocate Gas Cooker Point 
5880 Relocate Electric Cooker Point 
5885 HMO Cooking Facilities (Shared Kitchen) 
5890 HMO Cooking Facilities (Exclusive Use) 
5895 Provision of Food Storage Cupboard (HMO) 
5900 Provision of Refrigerator (HMO) 
         Return to top 
 
B  ROOFS 
 
0010 Renew Roofs - Whole 
0020 Renew Roof - Section 
0030 Patch Repair Replacement 
0040 Patch Repair 
0050 General Overhaul - Include Timbers 
0060 General Overhaul - Covering Only 
0070 Eaves Ventilation 
0080 Roof Ventilation 
0090 Repoint Ridge/Hip Tiles 
0100 Provide & Bed Ridge/Hip Tiles-Missing 
0110 Renew Ridge/Hip Tiles 
0120 New Hip Irons 
0130 Repair Valley Gutter 
0140 Renew Metal Roof-Complete 
0150 Overhaul flat Roof 
0160 Repair Metal Roof 
0170 Repair Zinc Capping 
0180 Secure Zinc Capping 
0190 Renew Bituminous Felt Roof-Complete     Return to top 
0200 Patch Repair Bituminous Felt Roof 
0210 Renew Asphalt Roof-Complete-Boarded 
0220 Renew Asphalt Roof-Complete-Screeded 
0230 Renew Asphalt Roof-Complete 
0240 Repair Asphalt Roof-General 
0250 Repair Asphalt Roof –Cracked 
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0260 Overhaul Flashing & Joints 
0270 Renew Flashing-Zinc 
0280 Renew Flashing-Lead  
0290 Rerun Verge Fillet      
0300 Renew Valley Gutter 
0310 Renew Valley/Box Gutters 
0320 Repair Valley/Box Gutters   
0325 Roof Space Opening 
0326 Roof Insulation 
0330 Overhaul Roof Access Hatch 
0340 Renew Roof Access Hatch 
0350 Overhaul Roof Access Hatch surround 
0351 Scaffolding 
0355 Front Bay Roof (Renewal)      Return to top 
0358 Make Roof Weathertight 
0359 Tarpaulin 
 
BB NEW DRAINAGE 
 
5570 Provide Manhole 
5580 Provide Soil and Vent Pipe 
5590 Provide Waste Pipe 
5600 Lay New Drain - WC 
5610 Lay New Drain - Gulley 
5620 Lay New Drain - Stub Stack 
 
C  CHIMNEYS/PARAPETS  
  
0360 Take down Disused Stacks & Cap Off 
0370 Take down & Rebuild Stacks     Return to top 
0380 Part Rebuild Stack 
0390 Cut Out & Replace Defective Bricks to Stack 
0400 Rake out & Repoint Stacks 
0410 Fit Pots & Reflauch 
0420 Reflaunch Stack 
0430 Replace Pots & Reflauch 
0440 Cap off Stack & Ventilate 
0450 Ventilate Flue 
0460 Provide Cowl 
0470 Renew Cowl 
0480 Reflaunch Stack 
0490 Overhaul Stack-General 
0500 Rerender Stack-Complete 
0510 Rerender Stack-Repair 
0520 Overhaul Stack Flashings 
0530 Rebuild Party Parapet Wall-Complete 
0540 Repair Party Parapet Wall       Return to top 
0550 Renew Defective Copings 
0560 Provide Copings-Missing 
0565 Repoint Parapet Walls 
0570 Rerender Parapet Walls 
0580 Repair Cracked Render-Parapet Walls 
0590 Patch Repair Render-Parapet Walls 
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0591 Repair Rendered Areas      Return to top 
 
CC CONDENSATION/THERMAL INSULATION 
 
8000 Dry Line 
8001 Mechanical Ventilation 
8002 Clean Down Mould 
8003 Provide Background Heating 
8004 Drip Channel 
8011 Insulate Pipes/Tank 
8012 Insulate Hot Water Cylinder 
 
D RAINWATER GOODS/SOFFITS/FASCIAS 
     `     Return to top 
0950 Replace Fascias & Gutters 
0951 New Fascia 
0955 New Bargeboard 
0959 Replace Soffit Boards 
0960 Fit Fascias-Missing 
0961 Replace Soffit Boards 
0962 Fix Soffit Boards Where Missing 
0963 Repair Soffit 
0964 Replace Soffit 
0970 Provide Gutters-Missing 
0980 Provide New Sections of Gutter 
0990 Provide Rainwater Angle 
1000 Provide Stop End 
1010 Provide Gutter Bracket 
1020 Renew Gutters/Fixings 
1030 Re-Align Gutter 
1040 Clean Rainwater Head 
1050 Clean Out Gutter 
1060 Provide Rainwater Head       Return to top 
1070 Renew Rainwater Head 
1080 Provide Rainwater Pipe-Missing 
1090 Renew Rainwater Pipe 
1100 Provide Section of Missing Rainwater Pipe 
1110 Renew Section of Missing Rainwater Pipe 
1120 Provide Gutter Grating 
1130 Provide Rainwater Offset-Missing 
1140 Provide Rainwater Offset 
1141 Gutter Outlet 
1150 Renew Rainwater Pipe Branch 
1160 Renew Rainwater Pipe Bend 
1170 Renew Rainwater Pipe Shoe 
1180 Provide Rainwater Shoe 
1190 Extend Rainwater Goods to Discharge to Gully 
1200 Extend Rainwater Goods to Discharge to Head 
1205 Replace Rainwater System Complete 
1210 Provide Pipe Clip 
1220 Replace Pipe Clip 
1230 Secure Loose Rainwater Pipe 
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DD MEANS OF ESCAPE/AFD 
          Return to top 

Miscellaneous 
 
7350 Replace Substandard Glazing 
7355 Fire Stop Opening 
7365 Maintain Escape Routes 
7400 Form Opening 
7405 Provide FP Trapdoor 
7410 Provide Ladder 
7415 Alternative MOE 
7420 Form Opening - Party Wall 
7425 Construct Roof Space Walkway 
7430 Construct Roof Walkway 
7440 Partition Separation to Fire Exit 
7445 Criteria for Upward Escape 
7450 Gas Meter 
 

Hotels and Hostels 
 
7500 Provide/Maintain Telephone 
7505 Instruction Notices 
7510 Staff Fire Drills 
 

Doors 
          Return to top 
7000 Provide Fire Door Complete 
7005 Provide Fire Door and Frame Complete 
7015 Replace Frame 
7020 Brushes, Seals & Strips 
7025 Door Stops 
7030 Self Closer 
7035  Self Closer Adjustment 
7040 Ease/Adjust Door 
7045 Replace Door Frame Sections 
7050 Hinges 
7055 Fastenings - Exit Door  
7060 Entrance Door Lock 
7065 Provide Door Threshold 
7066 Replace Fanlight 
7070 Fireproof Redundant Door 
7075 Stud out Door Opening (½ Hour) 
7080 Stud out Door Opening (1 Hour) 
7085 Form Door Opening/Fix FP Door 
 

Half Hour Fire Specifications 
          Return to top 
7100 Replace Sub-Std Partition 
7102 Fire Proof Sub-Std Partition and Door 
7105 Fire Proof Existing Timber Partition 
7110 Construct ½ Hour FP Partition 
7112  Partition to Kitchen 
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7118 Face Existing Partition (Both Sides) 
7120 Face Existing Partition 
7140 Construct Lobby 
7145 Provide Ceiling To Achieve ½ Hour FP 
7147 Upgrade L&P Ceiling To ½ Hour FP 
7148 Upgrade Plasterboard Ceiling To ½ Hour FP 
7150 Renew Ceiling To Achieve ½ Hour FP 
7155 Protect Soffit - ½ Hour 
7160 Fireproof Access Hatch 
7165 Fireproof Existing Exit to Street 
 

Basements and Understairs Cupboards 
          Return to top 
7170 Take Out Staircase 
7181 Upgrading Existing Stud Partition Understairs Spandrel Cupboard & Door 
7182 Construct Fireproof Spandrel Partition & Door to Head of Basement 
7184 Enclosure-Stairs to Basement 
7186 Fireproof Panelled Understair Spandrel Cupboard & Door 
7188 Fireproof Spandrel Cupboard 
7190 Cupboards to Staircase Enclosure 
 

One Hour Fire Specification  
          Return to top 
7200 Replace Sub Standard Partition - 1 Hour 
7205 Face Existing Partition (Both Side) 
7207 Face Existing Partition (Risk Side) 
7210 Construct 1 Hour FP Partition 
7215 Construct 1 Hour FP Partition with Door 
7220 Construct Spandrel Partition 
7225 Construct Spandrel Partition with Door Opening 
7230 Imperforate Partition Shop/Residential 
7240 1 Hour Protection - Existing Soffit 
7245 1 Hour Protection to Underside of Stairs 
7250 Upgrade L&P Ceiling to 1 Hour FP 
7251 Upgrade Plasterboard Ceiling to 1 Hour FP 
7252 Renew Ceiling to Achieve 1 Hour FP 
7255 1 Hour Ceiling - Infill 
7260 To Provide 1 Hour Protection - Ceiling 
7265 To Provide 1 Hour Protection - Exit 
7270 Take Out Staircase 
7275 Details of Materials to Be Used 
 

Notices 
          Return to top 
7550 Fire Exit Signs 
7555 Fire Instruction Notices 
7560 Provide Notices 
7565 Notices 
7570 Reposition 
 

Lighting/Emergency Escape Lighting 
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7600 Emergency Lighting  
7601 Emergency Lighting Test Certificate    Return to top   
7602 Artificial Lighting- Extend 
7603 Artificial Lighting - Provide 
7604 Secondary Illumination 
 

Automatic Fire Detection 
 
7675 Certificate of Testing AFD System (HMO) 
7680 Install AFD System (1 or 2 Storey Property and FMO in purpose built block) 
7690 Install AFD System (3 or More Storey Properties) 
7695 Install AFD System (Hotel or Hostel) 
          

Fire Fighting Equipment 
 
7705 Fire Extinguisher - Water 
7715 Fire Extinguisher - CO2 
7720 Reposition Extinguisher 
7725 Fire Extinguisher Maintenance 
7730 Provide and Fix Fire Blanket 
 

General Conditions 
          Return to top 
7735 General Conditions 
 
E FOUNDATIONS/WALLS/BRICKWORK 
 
0595 Structural Engineers Report 
0600 Take Down Wall & Clear Site 
0610 New Foundations 
0620 Rebuild Brick Wall 
0630 Take Down & Rebuild Wall 
0640 Underpinning Works 
0650 Insert Steel Restraining Straps 
0651 Stitch Rendered Brickwork 
0660 Cut Out & Renew Defective Brickwork 
0665 Rebuild Loose/Missing Brickwork 
0670 Repoint Brickwork 
0671 Perished Pointing 
0680 Repair Holed Areas of Brickwork 
0690 Make Good Brickwork around Pipes 
0700 Renew Stucco/Render 
0710 Cracked Stucco/Render 
0720 Replace Missing Stucco/Render 
0730 Renew Brick Arch Complete 
0740 Repair Brick Arch 
0741 Overhaul Brick Arch 
0750 Renew Fractured Lintol 
0760 Replace Rotted Wood Bressemer 
0770 Renew Stone Sill-Window 
0780 Renew Stone Sill-Door      Return to top 
0790 Repair Cracked Sill        
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0800 Resurface Stone Sill 
0810 Remake Soffit/Reveal Joints 
0820 Remake Mastic Joint 
0830 Provide Mastic Joint 
0840 Renew Render to Soffit/Reveal 
0850 Repair Cracked Render-Soffit/Reveal 
0860 Replace Missing Render-Soffit/Reveal 
0870 Renew Plinth Render 
0880 Repair Cracks-Plinth Render 
0890 Replace Missing Plinth Render 
0900 Provide New Air Brick 
0910 Replace Broken Air Brick Grille 
0920 Provide New Air Brick-Sub Floor 
0930 Clean Obstructed Ventilator 
 
EE DISABLED FACILITIES/MINOR WORKS 
          Return to top 
6900 Stair Lift 
6901 External Chair Lift 
6902 External Stair Lift 
6903 Reconditioned Stair Lift 
6904 Reconditioned External Stair Lift 
6910 Night Storage Heating 
6920 Room Sealed Wall Heaters 
6930 Gas Fired Central Heating 
6931 Combi Boiler-HW and CH 
6940 Loft Access Hatch 
6950 Loft Insulation 
6960 Low Access Shower/Fan/Flooring 
6961 Chiltern Shower 
6970 Grab Rails 
6975 Lever Taps 
6980 Build Single Storey Extn (A) 
6981 Build Single Storey Extn (B) 
6982 Build Single Storey Extn (C) 
 
F EXTERNAL STAIRCASES 
          Return to top 
1640 Rebuild Defective Steps (Concrete) 
1650 Rebuild Defective Steps (Concrete) 
1660 Repair Concrete Steps 
1670 Resurface Concrete Steps 
1680 Repair Cracked Concrete Steps 
1690 Fill Open Jointed Treads/Risers 
1700 Provide Copings to Balustrade Wall 
1710 Decorate Ironwork Supports to Steps 
1720 Overhaul Metal Staircase 
1730 Overhaul Timber Staircase 
1740 Overhaul Metal Handrail/Balustrading 
1750 Provide Metal Handrail/Balustrading 
1760 Replace Metal Handrail/Balustrading      
1770 Secure Loose Handrail/Balustrading     Return to top 
1780 Secure Loose Baluster 
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1790 Secure Loose Handrail 
 
FF MANAGEMENT NOTICES 
          Return to top 
3901 Remove Rubbish - Escape Route 
3902 Fire Door Operation 
3903 Extinguisher Brackets 
3904 Refix Brackets 
3905 Repair/Replace Self Closer 
3906 Managers Name Address Notice 
3907 Disposal of Refuse/Litter 
3908 Tidy Garden 
3909 Provide Refuse Bins 
3910 Remove Rubbish - General 
3911 Repair Garden Wall 
3912 Repair Garden Fence 
3913 Refix Thermoplastic Tiles 
3914 Repair Thermoplastic Tiles 
3920 Renew Floor Covering 
3922 Fix Hardboard to Floor 
3923 Renew Lino Flooring 
3924 Renew Floor Carpet 
3925 Floor Trip Hazard 
3926 Clean Floor Covering 
3927 Wash Down Floor 
3930 Renew Stair Covering 
3931 Secure Balustrading 
3932 Replace Balustrading 
3933   Replace Handrail 
3934 Refix Handrail 
3943 Gas Safety Check 
3945 Secure Loose WHB/Sink/WC 
3946 Fix/Renew WC Seat and Cover 
3947 Secure WC Seat and Cover 
3950 Emulsion Paint 
3960 Strip and Repaper Walls 
3961 Prepare & Paint Walls 
3969 Cleaning 
3970 Wash Down Surfaces 
3971 Clean Amenity 
3972 Renew Amenity 
3980 Wash Down Woodwork 
3990 Wash Down Ceiling 
4001 Provide Window Restrictors 
4003 Insulate Pipes 
4006 Provide Lid to C.W.S.T. 
4007 Insulate Tank 
4008 Replace Light Bulbs - General 
4009 Replace Light Bulbs - Communal 
4010 Provide New Lighting       Return to top 
 
G SOIL DRAINAGE ABOVE GROUND 
 



  12 

1240 Renew Soil Pipe-Complete 
1250 Renew Section Soil Pipe 
1260 Provide Balloon 
1270 Replace Balloon 
1280 Provide Soil Pipe Offset 
1290 Renew Soil Pipe Offset 
1300 Renew Soil Pipe Branch 
1310 Renew Soil Pipe/WC Connection 
1320 Replace Soil Pipe Access Plate 
1330 Provide Soil Pipe Access Plate 
1340 Extend Soil Pipe 
1350 Secure Loose Soil Pipe 
1360 Replace Air Inlet 
1365 Grill to Fresh Air Inlet 
1370 Provide Waste Pipe Where Missing 
1380 Replace Overflow to W.C 
1390 Provide Overflow to W.C 
1400 Renew Waste Pipe 
1410 Extend Waste Pipe 
1420 Extend WWP Overflow 
1430 Secure Loose Pipe 
1440 Repair Leaking Pipe Joint 
1450 Unblock Waste Pipe 
 
 
GG ENERGY EFFICIENCY MEASURES 
          Return to top 
9000 Energy Efficiency Measures Heading 
9001 Draughtproofing 
9002 Loft Access Hatch 
9003 Loft Insulation 
9004 Insulate Loft Hatch 
9005 Insulate CWST 
9006 Insulate Pipes within Loft Space 
9007 Insulate Flat Roof 
9008 Provide Hot Water Cylinder Jacket 
9009 Hot Water Cylinder Thermostat 
9010 Room Thermostat 
9011 Thermostatic Radiator Valves 
9012 Immersion Heater Element Replacement 
9013 Electronic Programmer 
9014 Replace Hot Water Cylinder 
9015 Primary Pipework Insulation 
9016 Provide New Gas Fired Boiler 
9017 Double Glazing Windows 
9018 Insulation to New/Altered Susp Timber Floor 
9019 Dry Lining 
9020 Cavity Wall Insulation 
9021 New Radiators 
9022 Replace Immersion Heater 
9023 Scale Reducer 
9024 Economy 7 
9025 New Gas Fired Boiler - Condensing 
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H UNDERGROUND DRAINAGE 
          Return to top 
1970 Build In New Drain 
1980 Replace Manhole Cover & Frame 
1990 Replace Manhole Frame 
2000 Replace Manhole Cover 
2010 Redbed Manhole Cover & Frame 
2020 Refix Manhole cover 
2030 Repair Manhole Rendering 
2040 Repair Pointing To Manhole 
2050 Repair Manhole Benching 
2060 Repair Broken Section of Drain 
2070 Repair Broken Section Of Drain 
2080 Provide New Gulley & Drain 
2090 Provide New Gulley 
2100 Replace Broken Gulley 
2110 Replace Broken Gulley 
2120 Replace Gulley Grating 
2130 Replace Gulley Grating 
2140 Renew Gulley Curb 
2141 Form Gulley Curb 
2150 Renew Gulley Channel 
2160 Provide Stopper to Interceptor 
 
HH GENERAL ITEMS 
 
HH General Condition and Practices 
          Return to top 
I RETAINING/GARDEN WALLS/YARDS 
 
1470 Excavate, Build Retaining Wall, Lay Drainage 
1480 Enlarge Basement Wall Area 
1490 Lower Retaining Wall 
1500 Rebuild Retaining Wall 
1510 Repair Retaining Wall 
1520 Replace Copings to Retaining Wall 
1530 Provide Missing Copings to Retaining Wall 
1531 Provide Coping Stones to Retaining Wall 
1540 Rebuild Garden Wall 
1550 Repair Garden Wall 
1560 Replace Copings to Garden Wall 
1570 Provide Missing Copings to Garden Wall 
1571 Renew Soldier Course to Garden Wall 
1580 Reduce Soil Level 
1590 Remove Spoil 
1600 Renew Defective Paving 
1610 Reduce Paving Level 
1620 Repair Concrete Paving 
1630 Repair/Level Flagstoned Area 
 
J GARDEN FENCING/GATES 
          Return to top 
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1800 Provide Fencing where Missing 
1810 Replace Rotted Fencing 
1820 Repair Fencing Panel 
1830 Replace Fencing Posts 
1840 Secure Unstable Fencing 
1850 Replace Garden Gate-Timber 
1860 Replace Garden Gate-Metal 
1870 Replace Gate Post 
 
K EXTERNAL DECORATIONS 
          Return to top 
1880 Burn off Redecorate Woodwork 
1890 Scrape off Redecorate Woodwork 
1900 Paint New Woodwork 
1910 Paint New Putties 
1920 Scrape off Redecorate Metalwork 
1930 Repaint Gutters 
1940 Varnish Wood Sill 
1950 Apply Preservative to Previously Painted Timber 
1960 Redecorate Masonary 
1961 Decorate New Masonary 
 
L CEILING/SOFFITS 
          Return to top 
3390 Construct New Ceiling 
3400 Renew Ceiling 
3410 Renew Unsuitable Ceiling 
3420 Renew Part Ceiling 
3425 Remove Ceiling Tiles and Repair Defects 
3430 Repair Cracked Ceiling 
3440 Remake Ceiling Joints 
3450 Patch Ceiling 
3455 Repair Ceiling/Trace Leak 
3460 Repair Ceiling around Pipes 
3470 Repair Cracked Cornice 
3480 Secure Cornice 
3490 Secure Rose Moulding 
3500 Secure Coving 
3510 Renew Ceiling Coving 
3520 Replace Missing Coving 
3530 Construct Soffit 
3540 Renew Soffit 
3550 Renew Soffit 
3551 Renew Porch Soffit 
3560 Patch Repairs Soffit 
3570 Cracks to Soffit Plaster 
3580 Fill Cracks to Boarded Soffit 
 
M WALL PLASTER AND PARTITIONS 
          Return to top 
3590 Make Good Plaster 
3600 Plaster Brickwork 
3610 Plaster Brickwork 
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3611 Replaster Brickwork 
3620 Render and Set 
3630 Render and Set 
3640 Fill Cracks to Plaster 
3650 Make Good Wall Plaster 
3660 Make Good Wall Plaster around Pipes 
3670 Board and Set Partition 
3675 Renew Lath and Plaster Partition 
3680 Repair Areas of L&P Partition 
3690 Repair and Set Plasterboard Partition 
3700 Renew Rot Affected Partition 
3710 Rebuild Stud Partition 
3720 Repair Infested Partition 
3730 Refix Unstable Partition 
3740 Renew Rotted Matchboarding 
3750 Renew Infested Matchbording 
3760 Secure Loose Boarding 
3770 Secure Dado Rail  
3790 Repair Dado Rail 
3780 Repair Boarding  
3800 Dry Line External Walls 
3810 Repair Dry Lining 
3820 Secure Dry Lining Wall Board 
 
N FLOORING 
          Return to top 
3180 Renew Timber Floor & Treat 
3190 Examine & Renew Flooring 
3200 Renew Timber Floor & Treat Ground Floor 
3210 Repair Sloping Floor 
3211 Fillets Wall/Floor Junction 
3212 Examine Floor 
3220 Repair Timber Floor 
3230 Renew Floor-Rot/Beetle 
3240 Renew Floor-Dry Rot 
3250 Reduce Sub-Floor Space 
3260 Unsound Floor-Beetle 
3270 Renew Concrete Floor  
3275 Replace Timber Floor with Concrete 
3280 Apply New Floor Screed 
3290 Repair Solid Floor 
3300 Replace Missing Floorboards 
3310 Replace Broken Floorboards 
3320 Secure Loose Floorboards 
3330 Replace Wood Block Floor 
3340 Repair Wood Block Floor 
3350 Renew Ceramic Floor Tiles 
3360 Fix Skirting Boards 
3370 Piece-In Skirtings 
3380 Refix Skirtings 
3381 Hardboard Floor 
 
O DAMP PROOFING AND TIMBER TREATMENT 
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          Return to top 
4760 Fix Airbrick 
4770 Cut Opening, Fix Airbrick 
4780 Provide Extract Fan 
4790 Replace Broken Airbrick 
4800 Silicone Injection 
4810 Obtain Report - DPC 
4820 Reduce Plinth Level 
4830 Damp Proof Floor/Wall Junction 
4840 Renew Screed and Damp Proof 
4850 Renew Concrete Floor 
4860 Reduce Soil Level 
4870 Tank Out 
4880 Specialist Report - Timber 
4890 Dry Rot Treatment 
4900 Wet Rot Treatment 
4910 Dry Rot Treatment 
4920 Beetle Treatment 
4930 Beetle Treatment 
4940 Wet Rot Treatment 
4950 Working with Preservatives 
 
P WINDOWS 
          Return to top 
2170 Renew Double Hang Sash Complete 
2175 Renew Double Hang Sash Complete (m2) 
2180 Replace Sash to Window 
2190 Overhaul Sash Window 
2195 Provide Angle Brackets 
2199 Overhaul Window - In Particular 
2200 Adjust Sash Weights 
2210 Replace Sash Cords 
2212 Renew Glazing 
2213 Remake Putties 
2214 Replace Staff Beads 
2215 Replace Parting Beads 
2216 Refix Loose Beading 
2217 Fix Catches/Lock 
2218 Replace Pocket Piece 
2219 Remake Sill/Sill Joint 
2220 Renew Defective Timber To Sash Window 
2223 Provide Window Fillets 
2230 Renew Casement Window 
2240 Overhaul Casement Window 
2250 Renew Metal Window 
2260 Renew Defective Timbers Casement Window 
2270 Renew Casement Hinges 
2280 Renew Casement Stay 
2290 Ease and Adjust Window 
2300 Renew Window Fastner 
2310 Replace Window Architrave 
2315 Provide Spinner 
2320 Replace Broken/Missing Glazing  
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2330 Rerun Window Putties 
2340 Renew Wood Sill 
2350 Remake Sill Joint 
2360 Repair Tiled Sill 
2370 Form Groove In Stone Sill 
2380 Replace Undersized Window 
2390 Provide Suitable Window 
2400 Provide New Window 
2410 Replace Fanlight 
2420 Replace Skylight 
2430 Overhaul Fixed Light 
2440 Overhaul Dormer Window 
2450 Overhaul Skylight 
2451 Overhaul Pivot Window 
 
Q DOORS 
          Return to top 
2460 Renew External Door & Frame 
2470 Renew External Door & Frame (Glazed) 
2480 Renew External Door 
2490 Renew External Door (Glazed) 
2500 Renew External Door Frame 
2510 Renew Internal Door & Frame 
2520 Renew Internal Door & Frame (Glazed) 
2530 Renew Internal Door 
2540 Renew Internal Door (Glazed) 
2550 Renew Internal Door Frame 
2555   Provide and Fix Door Where Missing 
2560 Replace Door Stops 
2570 Replace Architraves 
2580 Provide Weatherboard 
2590 Ease & Adjust Door 
2600 Provide Door Fillets 
2610 Adjust Binding Door 
2620 Rehang Door on Opposite Hand 
2630 Replace Unsuitable Door 
2640 Repair/Overhaul Door 
2650 Replace Defective Timbers to Door 
2660 Square up Opening 
2665 Door Handle 
2667 Provide Door Furniture 
2670 Replace Weatherboard 
2680 Replace Door Threshold 
2690 Refix Loose Door Frame 
2700 Refix Loose Stops 
2710 Refix Loose Architraves 
2720 Cast Sill & Water Bar 
 
R GLAZING 
          Return to top 
2730 Reglaze Door 
2740 Reglaze Broken Pane 
2750 Reglaze Window-Obscured Glass 
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2760 Provide Blades to Louvre Window 
2770 Replace Blades to Louvre Window 
2780 Replace Unsuitable Reglazing 
2790 Fix Ventilator In Window Pane 
2800 Replace Window Pane Ventilator 
2810 Replace Window Pane Ventilator 
2820 Rake Out & Re-Putty 
2830 Replace Glazing Beads 
 
S INTERNAL STAIRCASE 
          Return to top 
2840 Renew Timber Flight & Spandrel 
2850 Renew Timber Flight 
2860 Renew Treads 
2870 Renew Windows 
2880 Renew Balusters 
2890 Renew Newel Post 
2900 Renew Hand Rail Complete 
2910 Renew Hand Rail Section 
2920 Renew Wall Mounted Handrail 
2930 Renew Newel Post Cap 
2940 Renew Nosings 
2950 Renew Nosings (winder) 
2960 Secure Tread 
2970 Secure Winder 
2980 Secure Riser 
2990 Secure Baluster 
3000 Secure Newel Post 
3010 Secure Newel Cap 
3020 Secure Hand Rail 
3030 Secure Wall Mounted Hand Rail 
3040 Provide Treads Where Missing 
3050 Provide Winders Where Missing 
3060 Provide Riser Where Missing 
3070 Provide Baluster Where Missing 
3080 Provide Newel Cap Where Missing 
3090 Provide Handrail Where Missing 
3100 Provide Wall Mounted Handrail Where Missing 
3110 Secure Landing Floorboards 
3120 Provide Landing Floorboards Where Missing 
3130 Renew Floorboards 
3140 Secure Boarding to Spandrel 
3150 Renew Boarding to Spandrel 
3160 Renew Boarding to Spandrel 
3170 Secure Spandrel Partition 
 
T FIREPLACES AND FLUES 
         Return to top 
4010 Take down Breast/Support Stack 
4020 Infill Fireplace Opening 
4030 Infill Fireplace Opening 
4040 Infill Fireplace Opening 
4050 Repair Fire Surround Tiling 
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4060 Secure Fireplace Surround 
4070 Repair Cracks to Fireback 
4075 Renew Hearth 
4076 Remove Hearth Provide Flooring 
4080 Provide Ventilation to Flue 
4090 Provide Airbrick to Flue 
4100 Take out Disused Copper 
4110 Take Out Copper And Flue 
4120 Take Down Flue 
4130 Ventilate Copper Flue 
4140 Sweep Flue 
 
U ELECTRICAL WORKS 
          Return to top 
4960 Rewire Complete Per Point 
4970 Provide Test Report 
4971 Provide Completion Test Certificate 
4972 Periodic Inspection Report (Electrical) 
4973 Gas/Electrical Works 
4974 Installation Completion Certificate 
4975 New Light/Power Socket 
4976 New Light/Power Socket 
4980 Renew Lighting Point 
4981 Renew Lighting Point 
4990 Renew Power Point 
5000 Renew Batten Holder 
5010 Renew Lamp Holder 
5015 Provide New Light Bulb 
5020 Renew Ceiling Rose 
5045 Renew Pull Cord Switch 
5030 Renew Lighting Switch 
5050 Renew Consumer Unit 
5060 Renew Socket Outlet 
5070 Renew Fused Spur 
5080 Renew Cooker Point 
5090 Renew Fluorescent Lamp Holder 
5099 Provide Extract Fan 
5100 Renew Ventilating Fan 
5101 New Ventilation Fan 
5110 Renew Conversion Thermostate 
5120 Renew Bell Push 
5130 Renew Bell Equipment 
5140 Secure Lamp Holder 
5150 Secure Ceiling Rose 
5160 Secure Light Switch 
5170 Secure Pull Cord 
5180 Secure Socket Outlet 
5190 Secure Consumer Unit 
5200 Secure Fused Spurs 
5210 Secure Cooker Point 
5220 Secure Fluorescent Lamp Holder 
5230 Fix Protective Cover 
5240 Secure Loose Cable 
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5250 Secure Loose Conduit 
5260 Replace Immersion Element 
5270 Extra Lighting Point 
5275 Extra Power Socket 
5280 Wall Switch To Pull Cord 
5290 Remove Prohibited Socket 
5300 Relocate Light Point 
5310 Relocate Light Point (new fittings) 
5320 Relocate Batten Holder 
5330 Relocate Cooker Point 
5331 Provide Cooker Point 
5340 Relocate Light Switch 
5350 Relocate Socket Outlet 
5360 Relocate Pull Cord 
 
V HEATING 
          Return to top 
4150 Provide and Fix Gas Fire 
4155 Replace Existing Gas Fire 
4160 Secure Loose Fire 
4170 Refix Gas Fire Template 
4180 Provide and Fix Electric Fire 
4190 Repair Electric Fire Supply 
4195 Repair Gas Fire 
4200 Provide Space Heater 
4201 Night Storage Heating 
4202 Room Sealed Gas Wall Heaters 
4203 Gas Fired Central Heating 
4204 Combi Boiler - Hot Water/Cent Heating 
4205 Provide Air Brick (Ventilation) 
4206 Roof Insulation 
4207 Gas Test Report 
 
W PLUMBING WORK 
          Return to top 
4210 Replace Broken Trap 
4220 Unblock Trap 
4230 Repair Leaking Trap 
4240 Repair Leaking Overflow 
4250 Provide Plug and Chain 
4260 Replace Existing Sink and Base Unit 
4265 Replace Existing Sink 
4270 Provide New Base Unit 
4280 Provide New Basin Pedestal 
4281 Secure WHB 
4290 Replace Existing WHB 
4300 Provide Bath Panel 
4310 Replace Bath Panel 
4311 Replace Bath 
4312 Re-Enamel Bath 
4320 Seal Joint 
4330 Replace Tap 
4340 Replace Shower Mixer 
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4341 Replace Shower Tray 
4342 Repair/Replace Shower Waste 
4350 Secure Tap 
4360 Secure Shower Mixer 
4370 Secure Loose Shower Riser 
4380 Repair Leaking Tap 
4390 Repair Shower Mixer 
4400 Provide Tap-Hole Stopper 
4410 Provide Shower Rail Curtain 
4420 Replace Shower Curtain 
4430 Provide Shower Curtain 
4440 Provide New Curtain Rail 
4450 Replace WC Pan 
4455 Secure Water Closet Pan 
4460 Provide WC Seat and Cover 
4470 Replace WC Seat and Cover 
4480 Secure Loose WC Seat 
4490 Replace WC 
4500 Unblock WC 
4510 Repair Leaking Cone Joint 
4520 Replace WC Cistern 
4530 Replace Timber Backboard 
4550 Replace Cistern and Backboard 
4560 Replace Syphon Mechanism 
4570 Renew Ball Valve Assembly 
4580 Secure Loose Cistern  
4581 Cistern Lid 
4590 Provide Chain and Pull 
4600 Repair Leaking Joint 
4605 Repair Leaking Flush Pipe 
4610 Repair Leaking Joint 
4620 Replace Cold Water Storage Tank 
4630 Provide Lid to Storage Tank 
4640 Renew Ball Valve 
4650 Repair Leaking Cold Water Main 
4660 Repair Leaking Water Service Pipe 
4670 Replace Hot Water Storage Tank 
4680 Renew Gas Water Heater (Single) 
4690 Renew Gas Water Heater (Multi) 
4700 Renew Gas Water Heater (Combi) 
4710 Overhaul Gas Water Heater 
4720 Replace Electric Water Heater 
4730 Overhaul Electric Water Heater 
4740 Reposition Water Heater 
4750 Secure Loose Water Heater 
 
X TILING 
          Return to top 
3830 Provide Splashback 
3840 Renew Splashback 
3850 Renew Shower Tiling 
3860 Repair Tiling to Splashback 
3870 Repair Broken Tiling 
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3880 Refix Tiling 
3890 Refix Tiling 
 
Y DEMOLITION 
          Return to top 
5370 Make Good Where Partition Removed 
5380 Make Good Where Partition Removed 
5390 Take Down Structural Wall 
5400 Take Down Lean–To  
5410 Demolish WC Compartment 
5420 Take Out Sink/Pipework 
5430 Take Out Water Heater 
5440 Remove Cupboard 
 
Z FORMING/ADAPTING OPENINGS 
          Return to top 
5450 Construct Partition 
5460 Construct Partition 
5470 Form Door Opening - Stud 
5480 Form Door Opening - Solid 
5490 Fill Door Opening  - Stud 
5500 Fill Door Opening - Solid 
5510 Form Door Opening - External 
5520 Fill Door Opening - External 
5530 Brick up Opening 
5540 Replace Door with Window 
5541 Remove Door/Frame, Brickup, Fit Window - Casement 
5542 Remove Door/Frame, Brickup, Fit Window - DHS 
5550 Raise Window Opening Casement 
5560 Raise Window Opening (DHS) 
5565 Roof Space Opening 
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A5810  Incidental Works      
 

Carry out all incidental and associated works necessary for 
the proper execution of the works described in this 
schedule provided the same may reasonably be inferred 
therefrom.  
 

  

 
A5820  Remove Necessary Fixtures/Fittings   
 

Remove all fixtures and fittings as necessary for the proper 
execution of works and refix/reinstate upon completion. 
 

  

 
A5830  Set Aside Furnishings     
 

Remove and set aside furnishings as necessary for the 
proper execution of works and properly replace upon 
completion. 
 

  

 
A5840  Provide Protection      
 

Protect furnishings as necessary, during the execution of 
works. 
 

  

 
A5850  Works In Occupied Property    
 

Work in occupied property. Your attention in drawn to the 
problems of working in occupied property. Allowance must 
be made to maintain services and security. Due regard 
must be given to the tenant’s welfare. 
 

  

 
A5860  Timber Treatment Warning     
 

When applying timber treatments by spray or brush the 
manufacturers’ safety instructions will be carried out at all 
times. Following treatment in confined space, the space 
shall be allowed to ventilate and no naked flames 
permitted for a minimum of 5 days. Care must be taken to 
prevent smell or other nuisances when spraying timber 
treatment fluids. 
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A5870  Storage Rules - Dangerous Fluids   
 

Storage of timber treatment and chemical Damp Proof 
Course fluids shall be strictly in accord with manufacturers’ 
requirements, and particularly in an area away from 
sources of ignition. 
 

  

 
A5880  Workmanship      
 

Carry out all works in a good and proper workmanlike 
manner, using good quality suitable materials in 
accordance with relevant Codes of Practice where 
applicable. 
 

  

 
A5890  Make Good Disturbed Works    
 

Make good all works disturbed or otherwise damaged 
during execution of works. 
 

  

 
A5900  Debris Removed      
 

Cart away all debris and surplus material and on 
completion of the works leave the premises in a clean and 
tidy condition. 
 

  

 
A5910  Building Regs.      
 

Where appropriate, works will comply with the 
requirements of the Building Regulations. 
 

  

 
A5920  Conservation Area.       
 

Your attention is drawn to the special requirements relating 
to the carrying out of building works in CONSERVATION 
AREAS. If the property to which this schedule relates falls 
within a declared CONSERVATION AREA, you are 
required to provide the PLANNING DIVISION of the 
Environment and Planning Department with all information 
concerning proposed repairs, improvements, or alterations 
to constructional materials or detail, prior to the 
commencement of works. Failure to comply with this 
requirement may result in enforcement action being taken. 
Information concerning the boundaries of existing 
CONSERVATION AREAS may be obtained by telephoning 
the PLANNING DIVISION ON ***. 
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A5930  Freeholder Consent      
 

Before undertaking any building work, you are strongly 
advised to contact, and seek the approval of, the 
Freeholder of the property. You should provide details of 
any proposed repairs, improvements, and/or alterations 
you wish to make. Failure to obtain such approval may 
result in a breach of the terms of your lease. If you are 
unsure of the terms and conditions attached to you lease, 
you should seek legal advice in this connection. 
 

  

 
A5935  Building Consents      
 

Obtain all necessary consents from the following: 
a) BUILDING CONTROL     
b) DRAINAGE      
c) *** GAS BOARD 
d) *** ELECTRICITY BOARD 
e) ***  WATER AUTHORITY 
f) PLANNING CONSENT  
 

  

 
A5940  Surveying Reference     
 

References to ‘left’ and ‘right’ and ‘front’ and ‘rear’ in this 
schedule are to be read as viewing from the road or house 
frontage facing the building. 
 

  

 
A5950  Reference To Other Notices    
 

This schedule to be read in conjunction with any other 
Housing Act Schedule(s) applicable to the property and 
the works contained herein may be varied by such 
schedule(s). 
 

  

 
A5960  Scaffolding       
 

All scaffolding in use on site must be erected and removed 
by a competent specialist contractor. The scaffolding must 
be inspected weekly and not modified between inspections 
unless by the specialist contractor. 
 

  

 
A5970  Working Platform      
 

All working platforms must be fully boarded at all times, 
including toe boards, and brick guards where necessary. 
 

  

 



  26 

A5980  Scaffolding Towers      
 

Scaffolding towers shall be secured to the building and be 
fitted with out-riggers where necessary. 
 

  

 
A5990  Secure Ladders      
 

Ladders must project at least one metre above any work 
platform or parapet, be securely footed, used at the correct 
inclination and where possible tied to the building. 
 

  

 
A6000  Scaffolding/Temporary Support    
 

Provide, erect and dismantle upon completion, all 
scaffolding and temporary support as necessary for the 
safe and proper execution of works. 
 

  

 
A6001  Scaffolding       
 

Allow to supply and erect an independent tied scaffold for 
general use in accordance with the following: 
A) Construction (Working Places) Regulations 
B) Current BS code of practice (BS 5973, 1981) to 
allow for the carrying out of all works as detailed in the 
specification. 
Materials and methods of erection shall conform to those 
specified in Appendix A and scaffold poles shall be of 
galvanised tubular steel. Any part of the building or 
structure used as support for scaffold must be strong 
enough to form a safe support. Eaves gutters etc., should 
not be used unless specifically designed to support such 
loadings. 
The top lift of the scaffold is to be fully boarded out 
throughout the length of the contract, and is to incorporate 
brick guards. Other lifts may be boarded out as required by 
the contractors programme to satisfy the supervising 
officers’ specification. 
Guard rails and toe boards must be fitted to all sides of the 
working platform. 
If the scaffold is to be erected on or near a public footpath 
or thoroughfare, protective overhead fans are to be 
provided. The scaffold shall also be netted and comply 
with BSCP 93. Lights, signs and warning notices shall be 
provided. 
Prior to the commencement of work, a copy of the 
HANDING OVER CERTIFICATE must be given to the 
supervising officer, together with all licences for materials, 
skips etc. 
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AA5660 Install Cold Water Storage Tank   
 

Install cold water storage tank in *** . Construct suitable 
platform to receive new tank. Provide and place adequate 
storage tank, complete with ball valve assembly and lid, on 
new platform. Adapt cold water main and connect to new 
tank. Connect and run overflow pipe to make to discharge 
externally. Connect and run all new distribution pipework, 
complete with all necessary stopcocks, valves etc, and 
connect system to feed amenities. Provide and fix suitable 
tank and pipe insulation. 
 

  

 
AA5665 Extend Distribution Pipework   
 

Extend existing cold water distribution pipework, and 
connect system to feed.  
 

  

 
AA5670 New Hot Water System    
 

Provide and install an adequate hot water system in 
suitable position cold water service and connect to hot 
water system. 
 Connect and run new distribution pipework and connect 
system to feed amenities. Provide and fix insulation as 
appropriate. 
 

  

 
AA5675 Hot Water Supply     
 

Provide and properly connect an adequate and constant 
supply of hot water to the *** . 
 

  

 
AA5680 Adapt Existing Soil Pipe     
 

Adapt existing soil pipe as necessary to receive new waste 
from ***. Test and leave in proper working order. 
 

  

 
AA5685 Repair/Renew Tap      
 

Repair or renew the  tap to ***. Test and leave in proper 
working order.  
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AA5690 Repair/Renew Supply Pipe     
 

Trace and expose the water pipe supplying the ***. Repair 
or renew the pipe as necessary, test and leave in proper 
working order.  
 

  

 
AA5695 Formation Of New Shower/Bathroom/WC  
 

Convert the *** room into a shower/bathroom. 
 

  

 
AA5700 Formation Of New Kitchen     
 

Convert the *** room into a kitchen. 
 

  

 
AA5705 New Extension      
 

Provide a properly sized shower/bathroom/kitchen by 
constructing a new extension ***. 
 

  

 
AA5710 Ventilated Lobby      
 

Provide a ventilated lobby so that the shower/bathroom 
does not open directly into a room used for the storage or 
preparation of food.  
 

  

 
AA5715 Bathrooms General      
 

The size of the shower/bathroom and the positioning of the 
amenities should allow for the effective use of the 
amenities, regard should be had to DoE Design Bulletin 
24: Spaces in the Home: Part 1 Bathrooms and WCs.   
An outline drawing of the design of the 
shower/bathroom together with details of the 
proposed extension construction should be forwarded 
to this service for approval before commencement of 
the works. 
 

  

 
AA5720 Kitchens General      
 

The dimensions and layout of a new kitchen should allow 
for the safe and effective provision for the preparation and 
cooking of food. Regard should be had to DoE Design 
Bulletin 24: Spaces in the Home: Part 2 kitchens and 
Laundering Spaces and DoE Circular 6/90 Annex ‘A’ 
Guidance on standards to satisfy requirements of “fitness 
for human habitation”. 
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AA5725 Provide Extract Fan      
 

Provide and install an adequate and suitable mechanical 
extract fan with an intermittent operation of 15 litres/sec 
(min 3 air changes per hour) in accordance with 
manufacturers’ instructions. Adapt and extend the existing 
electrical installation in suitable cable. Provide, fit and 
connect new switched fused spur. Connect fan, test and 
leave in proper working order. 
 

  

 
AA5730 Provide Splashback      
 

Provide a glazed tile splashback of adequate size to ***. 
Properly grout the tiles and run a waterproof fillet as 
required. Leave sound on completion. 
   

  

 
AA5735 Renew Splashback      
 

Renew the insanitary splashback to the *** and leave 
sound and in good order. 
 

  

 
AA5740 Repair Splashback      
 

Repair the ceramic tile splashback to the ***. Replace all 
broken and missing tiles, re-grout and leave sound and in 
good order. 
 

  

 
AA5745 Renew Joint Between Splashback   
 

Rake out the defective joint between the *** and the 
splashback and reinstate the same providing a suitable 
waterproof seal. 
 

  

 
AA5750 Provide Joint Between Splashback   
 

Provide a new mastic waterproof fillet between the *** and 
the *** . 
 

  

AA5755 Remove Existing Inadequate Amenity   
 

Take out existing *** and remove from site. 
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AA5760 Remove Existing Amenity And Set Aside For Re-Use  
 

Remove existing *** and set aside for re-use in the ***. 
 

  

 
AA5765 Relocate Existing Amenity     
 

Take the previously set aside *** and refix in the ***. 
 Remove all services as necessary. 

  

 
AA5770 Secure Loose Appliance     
  

Properly secure the loose ***.  Make good any joints to 
walls, floors, plumbing and drainage etc. 
 

  

 
AA5775 Fix Floor Covering      
 

Provide and fix a suitable impervious floor covering to the 
***. 
 

  

 
AA5780 Provide WC Suite      
 

Provide and install new suitable WC suite, complete with 
seat and cover and properly joint to drainage. Connect 
overflow pipe to cistern and run to discharge externally. 
 

  

 
AA5785 Provide Wash Hand Basin     
 

Provide and install new suitable wash hand basin, 
minimum dimensions 500mm x 400mm, complete with 
waste, taps, plug and chain. Provide and fit trap, connect 
waste pipe to trap, run and properly connect to drainage. 
Prepare walls and form ceramic glazed tile splashback, 
minimum 300mm high. Point up and seal joint between 
wash hand basin and splashback with proprietary sealant. 
   

  

 
AA5790 Provide Bath       
 

Provide and install new suitable bath, minimum 
dimensions 1700mm x 700mm, with waste, overflow, taps, 
plug and chain. Provide and fit trap, connect waste pipe to 
trap, run and properly connect to drainage. Provide and fix 
suitable bath panel(s) and framing. Prepare walls and form 
ceramic glazed tile splashback, minimum 300mm high. 
Point up and seal joint between bath and splashback with 
proprietary sealant. 
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AA5795 Provide Shower      
 

Provide and install new suitable shower tray, minimum 
dimensions 800mm x 800mm, complete with waste. 
Provide and fit trap, connect waste pipe to trap, run and 
properly connect to drainage. Provide and fix suitable 
shower mixing valve complete. Prepare walls and tile with 
ceramic glazed tiles for a minimum height of 2 metres. 
Point up and seal joints between shower tray and tiling 
with proprietary sealant. Provide and fix shower rain and 
curtain. Provide and fix suitable tray panels and framing as 
necessary. 
 

  

 
AA5800 Shower Over Bath      
 

Provide and install over the existing bath within the *** a 
thermostatically controlled electric instantaneous shower 
unit. Connect to mains water supply and allow for all 
necessary electrical works. Provide and fix suitable shower 
curtain and rail. Ensure that surrounding wall areas are 
impervious to water penetration. 
 

  

 
AA5805 Renew Shower Tiling     
 

Properly renew the broken/missing ceramic tiles to the 
shower enclosure. Leave sound on completion. 
 

  

 
AA5810 New Pull Cord Switch     
 

Remove the existing light switch and supply and fit a new 
pull cord switch to operate the light fixture. 
 

  

 
AA5815 Replace Glazing      
 

Replace the clear glass to the window with obscure 
glazing. 
 

  

 
AA5820 Provide Sink       
 

Provide and install new suitable sink, minimum dimensions 
500mm x 600mm, with waste, overflow, taps, plug and 
chain. Provide and fit trap, connect waste pipe to trap, run 
and properly connect to drainage. Prepare walls and form 
ceramic glazed tile splashback, minimum 300mm high. 
Point up and seal joint(s) between sink and splashback 
with proprietary sealant. connect to mains cold water feed. 
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AA5825 Provide Sink and Base Unit    
 

Provide and install new sink and base unit, minimum 
dimensions of sink to be 500mm x 600mm, complete with 
waste, overflow, taps, plug and chain. Ensure connection 
to hot and cold water supplies. 
Work to be undertaken within the following rooms:  
*** . 
Provide and fit trap, connect waste to trap, run and 
properly run to drainage. Prepare walls and form ceramic 
glazed tile splashback, minimum 300mm high. Point up 
and seal joint(s) between sink and splashback with 
proprietary sealant. 
 

  

 
AA5830 Renew Kitchen Cupboard Wall Unit   
 

Renew wall unit to ***. Securely fix to wall. 
 

  

 
AA5835 Renew Kitchen Cupboard Base Unit   
 

Renew base unit to ***. Leave securely fixed in position. 
 

  

 
AA5840 Provide Wall and Base Unit    
 

Provide within ***  a 1000mm base unit and 1000mm wall 
unit complete securely fixed to wall. 
 

  

 
AA5845 Provide Food Cupboard     
 

Provide within ***  a food storage cupboard for dry goods 
giving minimum storage capacity of 0.3 cubic meters per 
person. Please note that the space below the sink is not 
acceptable. 
 

  

 
AA5850 Provide Refrigerator      
 

Provide a refrigerator for use by the occupants of *** with 
storage capacity not less than 0.2 cubic meters per 
person. 
 

  

 
AA5855 Provide Work Surface     
 

Provide and fix within the ***  a readily cleansible work 
surface of at least 1000mm x 600mm minimum 
dimensions. 
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AA5860 Provide Cooking Appliance(Small)   
 

Provide and install within the *** a cooking appliance with 
at least 2 rings, grill and oven. Properly connect to 
services. 
 

  

 
AA5865 Provide Cooking Appliance (Large)   
 

Provide and install within the ***  a cooker with at least 4 
rings, grill and oven. A cooker with 2 rings, grill and oven 
will be acceptable if a microwave oven is also provided.  
 

  

 
AA5870 Kitchen Power Points     
 

Two double 13amp electric power sockets must be 
provided at worktop level in addition to those serving the 
major appliances. All electrical works must comply with 
NICEIC regulations. 
 

  

 
AA5875   Relocate Gas Cooker Point    
 

Relocate the gas cooker point from its existing potentially 
dangerous location to a safe position within the kitchen.  
 

  

 
AA5880 Relocate Electric Cooker Point    
 

Relocate the 30 amp electric cooker point from its existing 
potentially dangerous location to a safe position within the 
kitchen. 
 

  

 
AA5885 HMO Cooking Facilities (Shared Kitchen)  
 

Provide a full set of cooking facilities in the following 
location(s) *** to include: 
 
a) A stainless steel sink and integral drainer (minimum 

size 1000mm x 500mm) set on base unit complete with 
all fixtures and fittings. Connect to hot and cold water 
supplies. 

 
 Supply and fix in a suitable agreed location an 

adequate hot water heater. Any such water heater must 
be designed and installed so as to be safe in operation. 
Properly connect to the drainage system.  Tiled 
splashback (minimum 450mm high) shall be provided 
to the sink and drainer. Cold water supply to be direct 
from rising main. 

  
 



  34 

 
b) a suitable worktop minimum surface area 1000mm x 

600mm of impervious readily cleansible material to an 
agreed location. 

 
c) two double 13 amp electric power sockets situated at 

work top height, these are to be in addition to other 
sockets provided in the location. 

 
d) A cooker of an approved type in good condition, in an 

agreed position with a minimum of  burners, oven and 
grill. Connect to new 30 amp electric point. 

 
e) Ensure suitable impervious readily cleansible 

surfaces to walls, floor and ceiling. 
 

 
AA5890 HMO Cooking Facilities (Exclusive Use)   
 

Provide a full set of cooking facilities in the following 
location(s) ***  to include: 
 
a) A stainless steel sink and integral drainer (minimum 

size 1000mm x 500mm) set on base unit complete with 
all fixtures and fittings. Connect to hot and cold water 
supplies. 

 
 Supply and fix in a suitable agreed location an 

adequate hot water heater. Any such water heater must 
be designed and installed so as to be safe in operation. 
Properly connect to the drainage system.  Tiled 
splashback (minimum 450mm high) shall be provided 
to the sink and drainer. Cold water supply to be direct 
from rising main.  

 
b) a suitable worktop minimum surface area 1000mm x 

600mm of impervious readily cleansible material to an 
agreed location.  

 
c) two double 13 amp electric power sockets situated at 

work top height, these are to be in addition to other 
sockets provided in the location 

 
d) A cooker of an approved type in good condition, in an 

agreed position with a minimum of  burners, oven and 
grill. Connect to new 30 amp electric point.  

 
e) A refrigerator in good order and condition (minimum 

capacity 0.2 cubic metres) in an agreed location.  
 
f) A food storage cupboard in suitable readily cleansible 

materials (minimum capacity 0.12 cubic metres) in an 
agreed location.  
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g) Ensure suitable impervious readily cleansible 
surfaces to walls, floor and ceiling. 
 

 
AA5895 Provision Of Food Storage Cupboard (HMO)  
 

Provide and fix a food storage cupboard in suitable readily 
cleansible materials (minimum capacity 0.12 cubic metres) 
in appropriate position within the following lettings:- 
*** 
 

  

 
AA5900 Provision Of Refrigerator (HMO)    
 

Provide and fix a refrigerator in good order and condition 
(minimum capacity 0.2 cubic metres) in appropriate 
positions within the following lettings:- 
*** 
 

  

 
B0010  Renew Roof       
 

Strip the *** roof covering(s) complete including battens: 
examine exposed structural timbers and replace all rotted, 
weak or broken members to leave roof carcase structurally 
sound. Lay underfelt to BS 747 and 25mm X 50mm treated 
timber battens set to an appropriate gauge. Recover 
roof(s) using  to suitable lap fixed with suitable fixings. 
Provide lead soakers, flashings and general roof 
weatherings as required, all wedged and let 19mm into 
vertical brick abutments and pointed in cement/sand (1:3) 
mortar and joints struck flush. Verge courses to be bedded 
on cement/sand mortar struck flush at gable. Fix suitable 
ridge/hip tiles as necessary, bedded on cement/sand (1:3) 
mortar. Ensure adequate ventilation to roof space. On 
completion leave whole sound and weathertight.  
 

  

 
B0020  Renew Roof Sections     
 

Strip the roof covering from the structurally unsound 
sections of the ***, examine the exposed structural timbers 
and replace all weak, broken or decayed members with 
sound treated members of suitable section properly 
positioned and correctly inserted into roof carcase. 
Recover the exposed sections with new or sound salvaged 
*** to match, laid on treated timber battens and fixed with 
suitable fixings to existing lap/bond including insertion of 
new ***  flashings and general roof weatherings as 
necessary. On completion leave whole sound and 
watertight.  
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B0030  Patch Repair Replacement     
 

Replace all ***  to the *** with new or sound salvaged *** to 
match, fixed with suitable fixings to existing lap/bond. On 
completion leave whole in sound watertight condition.  
 

  

 
B0040  Patch Repair 
 

Strip the leaking sections of the ***  and recover using new 
or sound salvaged ***  to match, fixed with suitable fixings 
to existing lap/bond. On completion leave whole sound and 
watertight. 
 

  

 
B0050  General Overhaul-Incl Timbers     
 

Overhaul the roof slope(s); refix or renew any missing, 
loose, broken or otherwise defective ***. Inspect all 
associated fillets, soakers, flashings and roof gutters and 
repair, redress, or renew as necessary. Inspect all timbers 
and repair or renew all defective members as necessary 
using sound treated timbers of similar dimensions to the 
existing. Leave slope(s) sound and weatherproof upon 
completion.  

  

 
B0060  General Overhaul-Covering Only     
 

Overhaul the ***  roof: effectively treat the roof to prevent 
further water penetration and leave the whole thoroughly 
sound and waterproof. 
 

  

 
B0070  Eaves Ventilation       
 

Allow to fit adequate roof ventilation at eaves level, to the 
satisfaction of the Building control officer. 
 

  

 
B0080  Roof Ventilation      
 

Allow to fit adequate roof ventilation via slate or tile 
ventilator unit to match existing profile in accordance with 
Building control requirements. 
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B0090  Repoint Ridge/Hip Tiles      
 

Rake out loose and perished pointing to *** tile(s). Prepare 
surface and rebed/repoint in good mortar and leave tiles 
secure and weatherproof upon completion. 
 

  

 
B0100  Provide & Bed Ridge/Hip Tiles     
 

Provide and bed suitable ***  tile(s) where missing. Point 
up in good mortar and leave sound and weatherproof upon 
completion. 
 

  

 
B0110  Renew Ridge/Hip Tiles      
 

Take up the broken or otherwise defective *** tiles. 
Prepare surfaces, provide and bed new tile(s) to level 
finish. Point up in good mortar and leave sound and 
weatherproof upon completion. 
 

  

 
B0120  New Hip Irons       
 

Take up hip tile(s) as necessary, remove corroded or 
otherwise defective hip iron(s). Provide and fix new hip 
iron(s), prepare surfaces and rebed tile(s). Point up in 
good mortar and leave sound and weatherproof upon 
completion. 
 

  

 
B0130  Repair Valley Gutter      
 

Examine the gutter(s) for signs of deterioration, ponding, or 
damage. Expose and examine the gutter boards and roof 
timbers as necessary. Renew defective roof timbers and 
gutter boards with sound treated timber of similar 
dimensions to existing. Relay gutter boards with adequate 
even falls to rainwater outlet(s). Repair or renew as 
necessary, the gutter lining in suitable materials, laid to 
proper falls and dressed under. Leave gutter(s) sound and 
weatherproof upon completion.  
 

  

 
B0140  Renew Metal Roof-Complete 
 

Strip the metal roof covering complete. Examine the 
exposed timbers and replace all loose broken or rotted 
members, including wallplates, joists and boards to leave 
roof carcase structurally sound and deck smooth and even 
with sufficient fall for self drainage (1:80min). Lay underfelt 
to BS.747 and recover roof with complete with all rolls, 
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battens, welts, upstands and cover flashing. Leave roof 
sound and weathertight.  
 

 
B0150  Overhaul Flat Roof 
 

Strip the leaking sections of the *** roof(s) and examine 
exposed boarding; replace all loose, broken or rotted 
sections with sound treated boards to match and leave 
deck smooth and even with sufficient falls for self drainage. 
Lay underfelt  to BS.747 Part 2 and recover exposed 
sections with  properly let into existing sound sheet 
coverings and weatherings. Leave roof(s) sound and 
weathertight.  
 

  

 
B0160  Repair the Damaged Sheet Metal Covering   
 

Repair the damaged sheet metal covering to the flat roof. 
Take up damaged area, examine underlay, prepare and 
cover defective area with suitable material to existing.  
Leave weatherproof upon completion.  
 

  

 
B0170  Repair Zinc Capping 
 

Replace the missing sections of zinc capping to *** with 
new sections of 14 gauge zinc standard pattern capping 
securely fixed with zinc clips.  
 

  

 
B0180  Secure Zinc Capping 
 

Secure the loose sections of zinc capping to *** with zinc 
clips.  
 

  

 
B0190  Renew Bituminous Felt Roof-Complete    
 

Strip the built-up bituminous felt roof complete. Examine 
exposed timbers and replace all loose, broken rotted 
members including wallplates, joists and boards to leave 
roof carcase structurally sound and deck smooth and even 
with sufficient falls for self drainage. Lay a three layer built 
up bitumen felt roofing system to BS747 and  
BSCP 144. All Flashings to be code 4 lead dressed over 
all kerbs. Provide a surface layer, bedded in bitumen, of 
granite chippings to act as a solar reflector. Leave roof 
sound and watertight on completion. 
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B0200  Patch Repair Bituminous Felt Roof 
 

Cut out the *** sections of built up felt roof coverings. 
Examine the exposed boards and replace all loose, broken 
or missing sections with new sections to match, securely 
fixed and left smooth and even with sufficient falls for self 
drainage. Prepare properly layered patches of bitumen felt 
and insert into exposed sections, bonding all round with 
bitumen compound and reinstate surface dressing. On 
completion roof must be left sound and weatherproof. 
 

  

 
B0210  Renew Asphalt Roof-Complete Boarded    
 

Hack up asphalt covering to the flat roof. Examine and 
remove all defective boarding and roof timbers. Renew 
defective timbers and boarding using sound treated timber 
of similar dimensions, laid to falls towards rainwater 
outlets. Prepare and recover flat roof in two layers asphalt, 
minimum finish thickness 20mm, laid on a suitable 
sheathing felt.  Form all necessary upstands, aprons and 
fillets.  Provide and fix flashings etc. as necessary. Finish 
surface by rubbing with a selected sharp sand. Leave the 
whole sound and weatherproof upon completion. 
 

  

 
B0220  Renew Asphalt Roof-Complete Screeded   
 

Hack up asphalt covering to the flat roof, examine exposed 
screed surface and carry out works necessary to leave 
sound and ready to receive new asphalt. Prepare and 
recover flat roof in two layers asphalt, minimum finish 
thickness 20mm, laid on a suitable sheathing felt. Form all 
necessary upstands, aprons and fillets etc. Provide fix 
flashings as necessary and incorporate screed ventilators 
as necessary. Finish surface by rubbing with a selected 
sharp sand. Leave the whole sound and weatherproof 
upon completion. 
 

  

 
B0230  Renew Asphalt Roof-Complete 
 

Strip the asphalt to the *** roof(s) complete; examine 
exposed timbers and replace all loose, broken or rotted 
members including wall plates, joists and boards to leave 
roof carcase structurally sound and deck smooth and even 
with sufficient falls for self drainage (1:80min). Lay 
sheathing felt to BS747. Recover with 2No. coats mastic 
asphalt with 19.5mm finished thickness. 
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B0240  Repair Asphalt Roof-General 
 

Cut out the *** sections of asphalt roof(s) covering; 
examine the exposed boards and replace all loose, broken 
or missing sections with new sections to match, securely 
fixed and left smooth and even with sufficient falls for self 
drainage (1:80min). Patch exposed areas with mastic 
asphalt to BS 988 applied in two coats on sheathing felt to 
BS747 and worked to bond completely with existing sound 
asphalt sections and finished flush with sound asphalt 
surface. Leave roof(s) sound and watertight on completion. 
 

  

 
B0250  Repair Asphalt Roof Cracked 
 

Overhaul and recondition the leaking *** asphalt roof. 
Clean and otherwise prepare bad cracks and seal with 
bitumen filler, apply two coats of quality water proofer 
brushed onto whole surface and leave in watertight 
condition. 
 

  

 
B0260  Overhaul Flashing And Joints 
 

Inspect and overhaul flashings to all roof abutments; rake 
out loose or perished joints, renew defective flashings as 
necessary, wedge and repoint joints in good mortar.  
Leave sound and weatherproof upon completion. 
 

  

 
B0270  Renew Flashings-Zinc 
 

Take out the defective *** to *** and rake out joints of 
brickwork to a suitable depth and replace with new 
stepped zinc cover flashings in 14 gauge zinc or other 
suitable material wedged and pointed in cement/sand (1:3) 
mortar finished with joints struck. 
 

  

 
B0280  Renew Flashings-Lead 
 

Take out the defective *** to *** and rake out joints of 
brickwork to a suitable depth and replace with new 
stepped lead cover flashings in code 4 lead wedged and 
pointed in cement/sand (1:3) mortar finished with joints 
struck flush.   
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B0290  Rerun Verge Fillet 
 

Rake out the defective verge fillet to the *** roof. Rerun in 
good sound cement mortar flush with adjacent areas. 
 

  

 
B0300  Renew Valley Gutter 
 

Strip out the defective valley gutter to *** complete; 
examine exposed timbers and replace those found to be 
defective with sound treated members to leave structurally 
sound with valley boards smooth  and even. Lay underfelt 
and reline valley gutter with *** in accordance with current 
Codes of Practice. Dress lower end of gutter and make to 
discharge to rainwater outlet. 
 

  

 
B0310  Renew Valley/Box Gutters 
 

Strip out the gutter(s) complete; examine exposed timbers 
and replace broken, rotted weak members with sound 
treated members to leave structurally sound and gutter 
boards smooth and even. Lay underfelt to BS 747 and 
reline gutter(s) with ***or such other suitable material in 
accordance with the relevant BS CP. 
 

  

 
B0320  Repair Valley/Box Gutters 
 

Strip out the leaking sections of *** gutter(s); examine 
exposed timbers and replace broken, rotted or weak 
members with sound treated members to leave structurally 
sound and gutter boards smooth and even and insert new  
gutter sections all accordance with BS CP 143/6915/1178 
as applicable. 
 

  

 
B0325  Roof Space Access Hatch 
 

Form roof space access in suitable position. Cut opening 
as necessary through ceiling plaster, trim joists around 
opening and insert new trimmers as necessary. Provide 
and fix suitable lining complete with stops. Provide and fix 
in position suitable trap door. Make good ceiling plaster 
around opening. Provide and fix suitable architrave’s. 
 

  

 
B0326  Roof Insulation 
 

Provide and install adequate insulation to the roof space in 
accordance with current thermal insulation regulations. 
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B0330  Overhaul Roof Access Hatch 
 

Strip existing covering to roof access hatch complete ; 
examine and cut out all members found to be defective. 
Renew with sound treated timber of similar dimensions, 
scarfed and jointed to existing. Recover with same or 
similar materials. Renew as necessary, defective/missing 
furniture. Leave sound and weatherproof on completion. 
 

  

 
B0340  Renew Roof Access Hatch 
 

Renew roof access hatch to match existing. Provide and 
fix necessary furniture etc. Leave sound and weathertight 
on completion. 
 

  

 
B0350  Overhaul Roof Access Hatch Surround 
 

Investigate condition of hatch surround; renew any rotten 
or otherwise defective timber. Redress upstands and leave 
whole in sound weathertight condition. 
 

  

 
B0351  Scaffolding 
 

Allow to supply and erect an independent tied scaffold for 
general use in accordance with the following: 
a) Construction (Working Places) Regulations. 
b) Current BS code of practice (BSCP 5973, 1981) to 
allow for carrying out of all works as detailed in the 
specification. 
 
Materials and methods of erection shall conform to those 
specified in Appendix A and scaffold poles shall be of 
galvanised tubular steel. Any part of the building or 
structure used as support for scaffold must be strong 
enough to form a safe support. Eaves gutters Etc., should 
not be used unless specifically designed to support such 
loadings. 
The top lift of the scaffold is to be fully boarded out 
throughout the length of the contract, and is to incorporate 
brick guards. Other lifts may be boarded out as required by 
the contractors programme to satisfy the Supervising 
Officers’ specification. 
Guard rails and toe boards must be fitted to all sides of the 
working platform. 
If the scaffold is to be erected on or near a public footpath 
or thoroughfare, protective overhead fans are to be 
provided. The scaffold shall also be netted and comply 
with BSCP 93. Lights, signs and warning notices shall be 
provided. 
Prior to the commencement of work, a copy of the 
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HANDING OVER CERTIFICATE must be given to the 
Supervising Officer, together with all licences for materials, 
skips etc. 
 

 
B0355  Front Bay Roof (Renewal) 
 

Provide all necessary support to the front bay for the 
proper execution of the works. Existing ceiling joists to the 
basement front room to be supported by means of 
adjustable props. Existing basement floor joists to be 
supported by means of timber props to firm surface. 
Position all props in alignment throughout the building to 
achieve total support of the first floor ceiling joists and 
external 225mm brickwork. 
Take all necessary precautions and remove the existing 
bay roof construction. Remove the existing concrete bay 
roof in its entirety. Remove the existing wall plates and 
ceiling timbers and timber bressummers to the ground floor 
front bay roof. Expose areas and clean down and treat for 
fungal attack. Provide and fix new rolled steel joist in 
suitable dimensions, properly protected against corrosion. 
Supply and fix new timber wall plates, bedded on new 
DPC. Supply and fix new ceiling joists to first floor bay 
area. Treat all new timbers with wood preservative to 
guard against decay. Supply and fit treated timber bearers 
bolted to wall to provide secure anchorage. Supply and fit 
treated timber roof joists notched, over bearer in readiness 
for timber decking. Supply and fit plywood decking to bay 
roof construction in readiness for recovering. Recover roof 
in 14 gauge zinc covering laid on under-felt as per Building 
Regulation requirements. Provide and fix suitable 
weathering to all abutments. Ensure roof has sufficient fall 
for self drainage. Clean out the existing rainwater bay 
downpipe renewing as necessary. Reinstate all previously 
removed salvageable stonework making out with similar to 
match existing. Remove all support upon completion and 
make good to all  previously supported areas. Provide and 
paint one coat stablishing solution and two coats quality 
masonry paint to all new stone rendered surfaces. Leave 
whole and sound and watertight upon completion. 
Reference should be made to the Building Control Officer. 
 

  

 
B0358  Make Roof Weathertight 
 

Carry out such works as may be necessary to make the *** 
roof weathertight. 
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B0359  Tarpaulin 
 

Provide and secure waterproof tarpaulin to the *** roof so 
as to temporarily prevent the ingress of water. The 
tarpaulin is to be properly secured by battens either nailed 
through the existing roof covering to the rafters, or by fixing 
to adjacent brickwork. 
 

  

 
BB5570 Provide Manhole 
 

Break up paving as necessary, and excavate to expose 
existing drain run. Construct an adequate manhole. Trim, 
level and ram bottom of excavation. Lay 150mm concrete 
bed, build one brick thick sides in semi - engineering 
bricks, build in end of new drain(s) and flush point 
brickwork internally. Cut out section of existing drain, bed 
100mm straight channel and channel bend(s) as 
necessary. Bench up channels. Provide and bed suitable 
manhole cover and frame. Return, fill and ram and make 
good pavings. 
 

  

 
BB5580 Provide Soil And Vent Pipe 
 

Provide, erect and fix soil and vent pipe complete with 
necessary fittings, bosses and WC branch and connect to 
existing drainage. Cut hole in external wall and extend WC 
branch as necessary to receive WC pan. 
 

  

 
BB5590 Provide Waste Pipe 
 

Provide, erect and fix waste pipe complete with necessary 
fittings and branch(es) and connect to drainage. 
 

  

 
BB5600 Lay New Drain - WC 
 

Take up floor and excavate trench as necessary. Cut hole 
through external wall and build in suitable lintel.  Break up 
paving as necessary and excavate trench to manhole. Lay 
and joint suitable drain pipe on adequate bed, connect to 
manhole and terminate at floor level to receive new WC 
connection. Test and on approval backfill excavation, relay 
pavings and floor. 
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BB5610 Lay New Drain - Gulley 
 

Take up floor and excavate trench as necessary. Cut hole 
through external wall and build in suitable lintel.  Break up 
paving as necessary and excavate trench to manhole. Lay 
and joint suitable drain pipe on adequate bed, connect to 
manhole and terminate to receive new gulley. Provide, set 
and joint to drain new suitable sealed back inlet gulley.  
Test and on approval backfill excavation, relay pavings 
and floor. 
 

  

 
BB5620 Lay New Drain - Stub Stack 
 

Take up floor and excavate trench as necessary. Cut hole 
through external wall and build in suitable lintel. Break up 
paving as necessary and excavate trench to manhole. Lay 
and joint suitable drain pipe on adequate bed, connect to 
manhole and terminate at floor level to receive new stub 
stack. Erect and fix in position suitable stub stack complete 
with necessary fittings and bosses and connect to 
drainage. Test and on approval backfill excavation relay 
paving and floor. 
 

  

 
C0360  Take Down Disused Stacks & Cap Off 
 

Take off and set aside any aerials, cable etc. Take down 
the disused *** chimney stack(s) to a base. If necessary, 
raise to suitable height above roof line. Rake out all 
perished pointing to reduce stack(s), prepare and repoint 
in good mortar all open joints. Redress, wedge, and point 
up flashings as required. Cap off flue(s) with weathered 
and throated concrete capping. Ventilate flue(s) by cutting 
opening(s) through side of the stack and building in terra 
cotta airbrick(s). Alternatively, provide bed and set, flue 
ventilators to ventilate each flue of the reduced stack. 
Leave the whole sound and weatherproof upon 
completion, and refix any aerials, cables etc. 
 

  

 
C0370  Take down and Rebuild Stacks 
 

Take off and set aside all aerials, cables etc. Take down 
the unsound *** chimney stack to a firm base, set aside all 
sound materials for reuse. Rake out all perished pointing to 
reduced stack, prepare and repoint in good mortar all open 
joints. Prepare for raising and rebuild to suitable height 
using previously set aside materials, making out with new 
to match existing, all bedded and pointed in good mortar. 
Incorporate as necessary, a suitable damp proof course 
and parge and core the flues as work proceeds. Redress, 
wedge and point up flashings as required. Reset chimney 
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pots in good mortar making out with new as necessary, 
properly flaunch stack and form fillets. Leave the whole 
sound and weatherproof upon completion, and refix any 
aerials, cables etc. 
 

 
C0380  Part Rebuild Stack 
 

Take off and set aside all aerials, cables etc. as necessary. 
Provide all necessary temporary support. Cut out  
brickwork to the *** chimney stack, rebuild using sound 
bricks to match existing bedded and pointed in good 
mortar and properly toothed and bonded to existing. Leave 
whole sound and weatherproof upon completion and refix 
and aerials, cables etc. 
 

  

 
C0390  Replace Defective Bricks To Stack 
 

Cut out all *** bricks from the *** chimney stack(s). Rake 
out all defective pointing; replace with good sound bricks 
and repoint brickwork using 1:3 cement/sand mortar. 
Properly flaunch and weather stack upon completion. 
 

  

 
C0400  Rake Out & Repoint Stacks 
 

Rake out all loose and perished pointing to the chimney 
stack(s), prepare all open joints and neatly repoint in good 
mortar to match existing. Leave sound and weather proof 
upon completion. 
 

  

 
C0410  Provide/Bed Chimney Pots 
 

Provide and bed suitable chimney pot(s) where missing. 
Remake flaunching as necessary. Leave sound and 
weatherproof upon completion. 
 

  

 
C0420  Reflaunch Stack 
 

Remove the loose chimney pot(s) and set aside. Hack off 
defective flaunching. reset chimney pot(s) and properly 
flaunch in good mortar. Leave sound and weatherproof 
upon completion. 
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C0430  Replace Pots And Reflaunch 
 

Remove the broken or otherwise defective chimney pot(s), 
hack off defective flaunching. Provide new chimney pot(s), 
set and flaunch in good mortar. Leave sound and 
weatherproof upon completion. 
 

  

 
C0440  Cap Off Stack And Ventilate 
 

Remove the broken or otherwise defective chimney pot(s) 
to the disused stack, hack off flaunching. Provide 
weathered and throated concrete capping and bed in good 
mortar to seal top of stack. Ventilate flues by cutting 
opening through side of stack and building in terra cotta 
airbrick(s). Leave sound and weatherproof upon 
completion. 
 

  

 
C0450  Ventilate Flue 
 

Ventilate capped off flue(s). Cut opening(s) through side of 
chimney stack, provide and build in terra cotta airbrick(s). 
Point up and leave sound and weatherproof upon 
completion. 
 

  

 
C0460  Provide Cowl 
 

Provide and fit suitable cowl(s) to pot(s) serving disused 
flue(s). 
 

  

 
C0470  Renew Cowl 
 

Take down the broken or otherwise defective cowl(s); 
provide and fit suitable new cowl(s). 
 

  

 
C0480  Reflaunch Stack 
 

Hack off perished or otherwise defective stack flaunching 
to a firm base. Prepare and remake flaunching using good 
mortar. Leave sound and weatherproof upon completion. 
 

  

 
C0490  Overhaul Stack-General 
 

Overhaul the *** chimney stack(s); rake out all loose and 
perished pointing, cut out all damaged or perished bricks 
and renew, prepare all open joints and neatly repoint to 
match existing. Hack off, prepare and remake all loose, 
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cracked, or perished flaunching and fillet work. Renew pots 
as necessary. Redress, and point up flashings as required. 
Leave whole sound and weatherproof upon completion. 
 

 
C0500  Rerender Stack Complete 
 

Hack off all *** rendering to the chimney stack(s). Key 
brickwork surfaces and rerender in 2 - coat work to match 
existing flush with adjacent surfaces. Leave whole sound 
and weatherproof upon completion. 
 

  

 
C0510  Rerender Stack-Repair 
 

Key brickwork to areas of missing rendering to chimney 
stack(s). Render to match existing flush with adjacent 
surfaces. Leave sound and weatherproof upon completion. 
 

  

 
C0520  Overhaul Stack Flashings 
 

Inspect and overhaul flashings to chimney stacks, rack out 
loose or perished joints, redress defective flashings as 
necessary, wedge and repoint joints in good mortar. Leave 
sound and weatherproof upon completion. 
 

  

 
C0530  Rebuild Party Parapet Wall-Complete 
 

Take down the unsound parapet wall(s) to a firm base. Set 
aside all sound materials for reuse. Rake out perished 
pointing to reduced walls, prepare all open joints and 
repoint in good mortar. Prepare for raising and rebuild to 
original height using previously set aside materials making 
out with new to match existing, bedded and pointed in 
good mortar. copings to match existing and redress 
flashings as necessary. Build in suitable damp proof 
course as necessary. Leave sound and weatherproof upon 
completion. 
 

  

 
C0540  Repair Party Parapet Wall 
 

Cut out *** brickwork to the parapet wall(s) above ***. 
Renew with sound bricks to match existing. Properly tooth 
and bond to adjacent brickwork and point up in good 
mortar. Leave the wall in a sound and safe condition upon 
completion. 
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C0550  Renew Defective Copings 
 

Take off all cracked, perished or loose copings to the 
parapet wall(s). Renew defective copings to match 
existing. Rebed copings build in suitable damp proof 
course as necessary and point in good mortar. Leave 
sound and even upon completion. 
 

  

 
C0560  Provide Copings-Missing 
 

Provide copings where missing to the parapet wall(s). 
Prepare and bed new copings in position and build in 
suitable damp proof course as necessary. Point up in good 
mortar and leave whole sound and even upon completion. 
 

  

 
C0565  Repoint Parapet Walls 
 

Rake out the *** pointing to the *** party parapet walls. 
Repoint using cement mortar, and finish with neat 
weatherstruck joints to match original. 
 

  

 
C0570  Rerender Parapet Walls 
 

Hack off *** rendering to the *** parapet wall(s). Key 
brickwork, prepare and rerender to match existing flush 
with adjacent surfaces. Leave whole sound and 
weatherproof upon completion. 
 

  

 
C0580  Repair Cracked Render-Soffit/Reveal 
 

Rake out cracks to the rendering to the *** parapet wall(s). 
Prepare, apply bonding agent and fill cracks with suitable 
mortar flush with adjacent surfaces. Leave whole sound 
and weatherproof upon completion. 
 

  

 
C0590  Patch Repair Render-Parapet Walls 
 

Key brickwork to areas of missing rendering to parapet 
wall(s). Prepare and rerender to match existing flush with 
adjacent surfaces. Leave whole sound and weatherproof 
upon completion. 
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C0591  Repair Rendered Areas 
 

Hack off *** areas of render to the ***. Key brickwork and 
rerender using mix incorporating a waterproof additive. 
Leave smooth and flush with any adjacent areas on 
completion. 
 

  

 
CC8000 Dry Line 
 

Dry line the *** to the *** with thermal plasterboard, in 
accordance with the manufacturers’ instructions so as to 
lower the U value of the structure to prevent condensation 
effects to the  
 

  

 
CC8001 Mechanical Ventilation 
 

Provide a suitable means of mechanical extract ventilation 
to the ***, in addition to any existing means of permanent 
ventilation. The mechanical ventilator system is to be 
coupled to the light switch and incorporate a 20 minute 
over-run period or an appropriately set humidity start. 
 

  

 
CC8002 Clean Down Mould 
 

Wash down the mould affected *** and leave in a clean 
condition. Treat with suitable fungicide. Carry out 
redecoration works as necessary. 
 

  

 
CC8003 Background Heating 
 

Provide and install a suitable and sufficient means of 
background heating to the ***. 
 

  

 
CC8004 Drip Channel 
 

Provide a condensation drip channel to the ***. Ensure that 
the channel is drained externally. 
 

  

 
CC8011 Insulate Tank And Pipes 
 

Carry out all necessary works to ensure adequate 
insulation to the cold water storage tank, and all water 
service pipes within the roof void. 
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CC8012 Insulate Hot Water Cylinder 
 

Provide and install a suitable thermal insulation jacket to 
the existing hot water storage cylinder to comply with 
current BSS recommendations. 
 

  

 
D0950  Replace Fascias & Gutters 
 

Take down the *** fascias and rainwater gutters to the *** 
complete. Provide and fix suitable preprimed treated fascia 
boards of similar size to existing. Provide and fix suitable 
new rainwater gutters and fittings set to proper falls and 
connect to rainwater pipe outlet. Test and leave sound 
watertight and in proper working order. 
 

  

 
D0951  New Fascia Board 
 

Take down and remove from site the *** fascia board to 
the ***. Supply and securely fix a new fascia. All new 
woodwork to be sound, well seasoned timber, and to be 
finished with one undercoat and one topcoat. 
 

  

 
D0955  New Bargeboard 
 

Take down the *** bargeboard(s). Provide and fix new 
treated board of suitable dimensions. Leave sound on 
completion. 
 

  

 
D0959  Renew Soffit/Fascia 
 

Take down the rainwater system complete. Remove the *** 
boards and replace with new securely fixed and protected 
all round with 3 coat minimum paint system. Replace 
rainwater system, renewing where necessary, set to a 
configuration so as to discharge without nuisance to the 
drainage system. 
 

  

 
D0960  Fit Fascias-Missing 
 

Provide and fix suitable treated timber fascia board, where 
*** to the *** roof. Provide and fix suitable rainwater gutter 
and necessary fittings on adequate brackets, set to proper 
falls and connect outlet to rainwater pipe. Test and leave 
sound watertight and in proper working order. 
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D0961  Replace Soffit Boards 
 

Take down the *** soffit boards to ***. Provide and fix 
preprimed, treated soffit boards of similar size to original. 
Make good all disturbed works. 
 

  

 
D0962  Fix Soffit Board Where Missing 
 

Provide and fix where missing, suitable lengths of 
preprimed and treated soffit board to the *** to match 
existing. Make good all disturbed works. 
 

  

 
D0963  Repair Soffit 
 

Take down *** areas of soffit to the ***. Replace/resecure 
laths as necessary; prepare and render exposed laths to 
leave smooth and flush with adjacent areas. Ensure 
adequate eaves ventilation. 
 

  

 
D0964  Replace Soffit 
 

Take down existing *** soffit to the ***. Remove all laths. 
Provide and fix new soffit using external quality rigid board 
material of suitable dimensions. Ensure adequate roof 
space ventilation. 
 

  

 
D0970  Provide Gutters-Missing 
 

Provide and fix suitable rainwater gutter with necessary 
fittings where missing to the *** roof. Set to proper falls on 
adequate brackets, and connect outlet to rainwater pipe. 
Test and leave sound watertight and in proper working 
order. 
 

  

 
D0980  Provide New Sections of Gutter 
 

Provide new section(s) of rainwater gutter and fittings 
where *** to the roof to match existing, Prepare existing 
gutter and properly fit new sections renewing brackets 
where necessary. Test and leave sound, watertight and in 
proper working order. 
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D0990  Provide Rainwater Angle 
 

Provide suitable rainwater angle where missing to the *** 
roof gutter. Prepare existing gutter and properly fit new 
angle. Test and leave sound, watertight and in proper 
working order. 
 

  

 
D1000  Provide Stop End 
 

Provide and fit suitable stop end where missing to the *** 
roof gutter. Test and leave sound watertight. 
 

  

 
D1010  Provide Gutter Bracket 
 

Provide and fix suitable bracket(s) to sagging gutter to the 
*** roof. 
 

  

 
D1020  Renew Gutters/Fixing 
 

Take down the *** rainwater gutter and fittings to the *** 
roof complete. Provide and fix new gutter and fittings, set 
to proper falls on adequate brackets and connect to 
rainwater pipe. Test and leave sound, watertight and in 
proper working order. 
 

  

 
D1030  Re-Align Gutter 
 

Take down the misaligned gutter to the *** roof. Clean and 
properly refix set to proper falls. Test and leave sound,  
watertight and in proper working order. 
 

  

 
D1040  Clean Rainwater Head 
 

Clean out rainwater head to the *** elevation. 
 

  

 
D1050  Clean Out Gutter 
 

Clean out guttering to the *** roof. *** Secure loose fixings, 
check and make watertight joints as necessary. 
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D1060  Provide Rainwater Head 
 

Provide suitable rainwater head with necessary fixings 
where missing. Prepare/adapt existing pipework and 
properly fix and connect new head. Test and leave sound, 
watertight and in proper working order. 
 

  

 
D1070  Renew Rainwater Head 
 

Take down *** rainwater head and fittings as necessary. 
Prepare/adapt existing pipework, provide fix and connect 
new head. Test and leave sound, watertight and in proper 
working order. 
 

  

 
D1080  Provide Rainwater Pipe-Missing 
 

Provide and fix suitable rainwater pipe and fittings where 
missing. Connect to rainwater gutter/head and set to 
properly discharge. Test and leave sound, watertight and 
in proper working order. 
 

  

 
D1090  Renew Rainwater Pipe 
 

Take down *** rainwater pipe and fittings complete. 
Provide and fix suitable rainwater pipe and necessary 
fittings. Connect to rainwater gutter/head and set to 
properly discharge. Test and leave sound, watertight and 
in proper working order. 
 

  

 
D1100  Provide Section Missing Rainwater Pipe 
 

Provide new section(s) of rainwater pipe and fittings where 
missing to match existing. Prepare existing pipework and 
properly fit new sections. Test and leave sound, watertight 
and in proper working order. 
 

  

 
D1110  Renew Sections of Missing Rainwater Pipe 
 

Take down *** section(s) of rainwater pipe and fittings as 
necessary. Provide new sections of rainwater pipe and 
fittings to match existing. Prepare existing pipework and 
properly fit new sections. Test and leave sound, watertight 
and in proper working order. 
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D1120  Provide Gutter Grating 
 

Provide and fix suitable gutter grating where missing to the 
*** roof. 
 

  

 
D1130  Provide Rainwater Offset-Missing 
 

Provide suitable rainwater pipe offset where missing. 
Prepare existing pipework and properly fit new offset. Test 
and leave sound, watertight and in proper working order. 
 

  

 
D1140  Renew Rainwater Offset 
 

Take down broken or otherwise defective rainwater pipe 
offset and fit new offset. Test and leave sound, watertight 
and in proper working order. 
 

  

 
D1141  Gutter Outlet 
 

Provide and fix where *** a new gutter outlet. Properly 
connect to the existing rainwater system, test and leave to 
operate as designed. 
 

  

 
D1150  Renew Rainwater Pipe Branch 
 

Take down broken or otherwise defective rainwater pipe 
branch and fittings as necessary. Provide new branch to 
match existing. Prepare existing pipework and properly fit 
new branch. Test and leave sound, watertight and in 
proper working order. 
 

  

 
D1160  Renew Rainwater Pipe Bend 
 

Take down broken or otherwise defective rainwater pipe 
bend and fittings as necessary. Provide new bend to 
match existing. Prepare existing pipework and properly fit 
new bend. Test and leave sound, watertight and in proper 
working order. 
 

  

 
D1170  Renew Rainwater Pipe Shoe 
 

Take down broken or otherwise defective rainwater pipe 
shoe and fittings as necessary. Provide new shoe to match 
existing. Prepare existing pipework and properly fit new 
shoe. Test and leave sound, watertight and in proper 
working order. 
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D1180  Provide Rainwater shoe 
 

Provide and fix suitable shoe, where missing to the 
rainwater pipe. 
 

  

 
D1190  Extend Rainwater Goods Discharge Gulley 
 

Extend/adapt existing rainwater pipe to properly 
discharged into gulley. 
 

  

 
D1200  Extend Rainwater Goods Discharge Head 
 

Extend/adapt existing rainwater pipe to properly discharge 
into head. 
 

  

 
D1205  Replace Rainwater System Complete 
 

Take down the rainwater system to the *** complete. 
Provide and fix new UPVC integrated system of sufficient 
size and capacity. Make to discharge to the existing 
drainage system. Test and leave to operate as designed. 
 

  

 
D1210  Provide Pipe Clip 
 

Provide and fix additional suitable pipe clip(s) to properly 
secure rainwater pipe. 
 

  

 
D1220  Replace Pipe Clip 
 

Remove broken or otherwise defective pipe clips. Provide 
and fix new suitable pipe clips. 
 

  

 
D1230  Secure Loose Rainwater Pipe 
 

Secure loose rainwater pipe, renewing fixing as necessary. 
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DD7000 Provide Fire Door Complete 
 

Supply and fit new half hour fire resisting door(s) to 
existing frame(s) to ***. Hang door(s) on 100mm pressed 
steel butt hinges complete with an effective self closing 
device (rising butt hinges unacceptable), latch and 
handles. Supply and fit to all new doors, in accordance 
with manufacturers’ instructions, cold smoke brushes or 
seals and intumescent strips. All work to conform to BS 
476 Parts 22 and 23 and BS5588. 
 

  

 
DD7005 Provide Fire Door and Frame Complete 
 

Supply and fix a new half hour fire door and frame set to 
***. Hang doors on 100mm pressed steal butt hinges 
complete with an effective self closing device (rising butt 
hinges unacceptable), latch and handles. Supply and fit to 
all new doors, in accordance with manufacturers’ 
instructions, cold smoke brushes or seals and intumescent 
strips. All work to conform to BS476 Part 22 and 23 and 
BS5588. 
 

  

 
DD7015 Replace Frame 
 

Remove existing substandard frame to *** door. Supply 
and fit new frame and rehang door with cold smoke seals 
or brushes and intumescent strips to conform toe BS476 
Part 22 and 31 and BS5588. 
 

  

 
DD7020 Brushes, Seals, Strips 
 

Supply and fit in accordance with the manufacturers’ 
instructions, cold smoke brushes or seals and intumescent 
strips to the *** door(s). Works to conform to BS476 Part 
22 and 31 and BS5588. 
 

  

 
DD7025 Door Stops 
 

Remove door stops to *** door(s) and replace with stops of 
a 25mm x 36mm minimum finished dimension, with neat 
mitred joints, screwed and glued to existing lining/frame. 
 

  

 
DD7030 Self Closer 
 

Supply and fix to *** door(s) a self closing device, fitted so 
as to ensure that the door(s) will effectively self close at all 
times. 
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DD7035 Self Closing Adjustment 
 

Renew or re-tension the existing self closing device to *** 
door(s) so as to ensure that the door(s) effectively self 
closes at all times. 
 

  

 
DD7040 Ease/Adjust Door 
 

Ease and adjust the existing fire door(s) to the *** so as to 
ensure that the door(s) effectively self close at all times. 
 

  

 
DD7045 Replace Door Frame Sections 
 

Replace defective section of existing door frame to the ***, 
and piece in timber using neat scarfed joints. 
 

  

 
DD7050 Hinges 
 

Remove the existing hinges to the *** and replace with 
100mm pressed steel butt hinges. 
 

  

 
DD7055 Fastenings - Exit Door 
 

Exit doors to the main street and doors giving access to an 
alternative means of escape, shall be fitted only with 
fastenings which can be operated readily without the use 
of a key by a person on his/her way out. 
 

  

 
DD7060 Entrance Door Lock 
 

Provide and fix to the entrance door of *** a lock which 
incorporates an over-riding lever handle on the outer face 
of the door covered by a box glazed with thin glass, so 
designed that the lever can be easily seen and operated 
when the glass is broken. 
 
Provide a notice to read in 5mm conspicuous block 
lettering, “IN CASE OF FIRE BREAK GLASS AND TURN 
HANDLE”, together with a suitable striker on an adequate 
length of chain for breaking the glass. 
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DD7065 Provide Door Threshold 
 

Supply and fix a hardwood threshold of an approved 
design at the bottom of the *** door opening(s). Trim and 
adjust door as necessary to leave safe and secure. 
 

  

 
DD7066 Replace Fanlight   
 

Replace the fanlight over the *** door with 30 minute fire 
resisting glass in secure fixed frame. 
 

  

 
DD7070 Fireproof Redundant Door 
 

Screw shut the existing door serving the *** and render fire 
resistant on both sides by infilling the panels and thereafter 
complete face over using approved fire protective boarding 
securely screwed to rails and stiles. 
 

  

 
DD7075 Stud Out Door Opening (½ Hour) 
 

Remove door to the *** and stud out opening. Provide and 
fix to both sides 12.5mm plasterboard and apply a skim 
coat of gypsum plaster finished flush with adjacent 
surfaces. 
 

  

 
DD7080 Stud out Door Opening (1 Hour) 
 

Remove door to the *** and stud out opening. Provide and 
fix to both sides ***mm plasterboard and apply a skim coat 
of gypsum plaster finished flush with adjacent surfaces. 
 

  

 
DD7085 Form Door Opening/Fix FP Door 
 

Form new door opening within the *** partition/wall and 
provide and fit a fire resisting door complete with self 
closer. Door to conform to BS476 (half hour type). Fit in 
accordance with the manufacturers’ instructions cold 
smoke brushes or seals together with intumescent strips to 
the new door. All works to comply with BS476 Part 22 and 
31 and BS5588. 
 

  

 
 
 
 
 
 



  60 

DD7100 Replace Sub Std Fire Proof Partition 
 

Take down existing partition ***. Construct a new partition 
using 50mm x 75mm (min) timber studding at 600mm 
(max) centres with noggins at mid-height, incorporating 
soleplate and headpiece. To each side provide 12.5mm 
plasterboard (as specified below) and fix to all framing 
members with 40mm galvanised nails at 150mm (max) 
centres.  
Either 
Use square edged plasterboard, scrim all joints to the full 
height of the ceiling and skim with plaster to BS1191 Part 1 
B type b2 (eg. Thistleboard finish). 
or 
Use tapered edged plasterboard and reinforce joints to the 
full height of the ceiling with paper tape bedded in a 
suitable jointing compound (self adhesive glass fibre tape 
will be acceptable) finished with a suitable joint finishing 
material and prime whole wall surface by applying one 
coat of recommended primer/sealant. 
 
Alternatively provide and fix approved fire protective 
board(s) to manufacturers’’ recommendations. 
 

  

 
DD7102 Fire Proof Sub Std Partition Plus Door 
 

Take down existing partition ***. Construct a new partition 
using 50mm x 75mm (min) timber studding at 600mm 
(max) centres with noggins at mid-height, incorporating 
soleplate and headpiece. To each side provide 12.5mm 
plasterboard (as specified below) and fix to all framing 
members with 40mm galvanised nails at 150mm (max) 
centres. 
Either: 
Use square edged plasterboard, scrim all joints to the full 
height of the ceiling and skim with plaster to BS1191 Part 1 
B type b2 (eg. Thistleboard finishing plaster). 
or 
Use tapered edged plasterboard and reinforce joints to the 
full height of the ceiling with paper tape bedded in a 
suitable jointing compound (self adhesive glass fibre tape 
will be acceptable) finished with a suitable joint finishing 
material and prime whole wall surface by applying one 
coat of recommended primer/sealant. 
 
Alternatively provide and fix approved fire protective 
board(s) to manufacturers’’ recommendations. 
 
Form a new door opening in the *** partition and provide 
and fit fire resisting door with approved self closing device. 
Such door to be of solid wood of 44mm (min) finished 
thickness or a door constructed to conform to BS476 (half 
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hour type). Door frame to be half hour fire resistant.  
Supply and fit in accordance with manufacturers’ 
instructions cold smoke brushes or seals and intumescent 
strips to the new door. All work to conform to BS476 Part 
22 and 31 and BS5588. 
 

 
DD7105 Fire Proof Existing Partition 
 

The existing timber panelled partition to *** is to be 
rendered fire resisting by making up the panels solid flush 
with the frame with plasterboard or approved fire protective 
boarding on the side remote from the staircase and 
thereafter the whole partition sheeted on the same side 
with either 12.5mm plasterboard or approved fire 
protective boarding with all joints properly filled. 
 

  

 
DD7110 Construct ½ Hour Fireproof Partition 
 

Construct an imperforate partition carried to the full height 
of the ceiling so as to effectively seal off the *** from the 
***. The partition is to be constructed of 50mm x 75mm 
(min) timber studding at 600mm (max) centres with 
noggins at mid-height, incorporating soleplate and 
headpiece. To each side provide 12.5mm plasterboard (as 
specified below) and fix to all framing members with 40mm 
galvanised nails at 150mm (max) centres.  
Either: 
Use square edged plasterboard, scrim all joints to the full 
height of the ceiling and skim with plaster to BS1191 Part 1 
B type b2 (eg. Thistleboard finishing plaster). 
or 
Use tapered edged plasterboard and reinforce joints to the 
full height of the ceiling with paper tape bedded in a 
suitable jointing compound - self adhesive glass fibre tape 
will be acceptable - finished with a suitable joint finishing 
material and prime whole wall surface by applying one 
coat of recommended primer/sealant. 
 
Alternatively provide and fix approved fire protective 
board(s) to manufacturers’’ recommendations. 
 

  

 
DD7112 Partition to the Kitchen  
 

Build a partition wall of 30 minutes fire resisting 
construction to provide a corridor between *** and the 
passage so persons leaving *** in case of fire do not have 
to pass through the kitchen. The partition is to be 
constructed of 50mm x 75mm (min) timber studding at 
600mm (max) centres with noggins at mid-height, 
incorporating soleplate and headpiece. To each side 
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provide 12.5mm plasterboard (as specified below) and fix 
to all framing members with 40mm galvanised nails at 
150mm (max) centres.  
Either: 
Use square edged plasterboard, scrim all joints to the full 
height of the ceiling and skim with plaster to BS1191 Part 1 
B type b2 (eg. Thistleboard finishing plaster). 
or 
Use tapered edged plasterboard and reinforce joints to the 
full height of the ceiling with paper tape bedded in a 
suitable jointing compound - self adhesive glass fibre tape 
will be acceptable - finished with a suitable joint finishing 
material and prime whole wall surface by applying one 
coat of recommended primer/sealant. 
 
Alternatively provide and fix approved fire protective 
board(s) to manufacturers’’ recommendations. 
 
Form a door opening in the new partition giving access to 
the ***. Provide and fit new half hour fire resisting door to 
be of solid wood of 44mm min. finished thickness, or a 
door constructed to conform to BS476 (half hour type). Fit 
in accordance with manufacturers’’ instructions cold smoke 
brushes or seals and intumescent strips to the new door. 
All works to conform to BS 476 Part 22 and 31 and 
BS5588.  
 

 
DD7118 Face Existing Partition (Both Sides) 
 

Face over both sides of the existing partition to *** with one 
layer of 12.5mm plasterboard. Fix to all framing members 
using 60mm Galvanised nails at 150mm (max) centres. 
Use square edged plasterboard, scrim all joints to the full 
height of the ceiling and skim gypsum plaster to BS 1191, 
Part 1 Class B Type b2 (eg. Thistleboard finish). 
 
Alternatively provide and fix approved fire protective 
board(s) to manufacturers’’ instructions. 
 

  

 
DD7120 Fireproof Existing Partition 
 

Face over the existing partition to *** on the risk side with 
one layer of 12.5mm plasterboard as specified below. 
Either: 
Use square edged plasterboard, scrim all joints to the full 
height of the ceiling and skim gypsum plaster to BS 1191, 
Part 1 Class B Type b2 (eg. Thistleboard finish). 
or 
Use tapered edged plasterboard and reinforce joints to the 
full height of the ceiling with paper tape bedded in a 
suitable jointing compound - self adhesive glass fibre tape 
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will be acceptable - finished with a suitable joint finishing 
material and prime whole wall surface by applying one 
coat of recommended primer/sealer with a paint brush or 
roller. 
 
Alternatively provide and fix approved fire protective 
board(s) to manufacturers’’ recommendations. 
 

 
DD7140 Construct Lobby 
 

Access to the staircase and exit passageway from *** shall 
be by means of a lobby. The lobby shall not be less than 
900mm x 900mm (3ft x 3ft) on plan, constructed of 
partitions with inner and outer doors. Such partitions shall 
be constructed of timber studding not less than 50mm x 
75mm faced on both sides with 12.5mm plasterboard and 
carried up to the full height of the storey or sealed over at 
not less than 2.10m with two layers of 12.5mm 
plasterboard fixed across 50mm x 75mm timbers at not 
greater than 600mm spans. 
 
To finish scrim all joints to the full height of the ceiling and 
skim with gypsum plaster to BS1191 Part 1 Class B Type 
b2 (eg. Thistle board finish). 
 
Alternatively provide and fix approved fire protective 
board(s) to manufacturers’’ recommendation. 
 
Form a new door opening in the said lobby. Supply and fit 
new frame, door (with approved self closing device), cold 
smoke brushes or seals and intumescent strips to conform 
to BS476 Parts 22 and 31 and BS5588. 
 

  

 
DD7145 Provide Ceiling to Half Hr Fire Protection 
 

Provide and fix a ceiling to the exposed joists of the *** to 
achieve half hour fire resistance as follows: 
 
Provide and fix to the joists two layers of 12.5mm 
plasterboard with staggered joints using galvanised nails 
as specified below (50mm x 50mm timber noggins are 
required to support the bound edges of board but only for 
the outer/second layer). 
Either: 
Use square edged plasterboard, scrim all joints to the full 
height of the ceiling and skim gypsum plaster to BS 1191, 
Part 1 Class B Type b2 (eg. Thistleboard finish). 
or 
Use tapered edged plasterboard and reinforce joints to the 
full width of the ceiling with paper tape bedded in a suitable 
jointing compound - self adhesive glass fibre tape will be 

  



  64 

acceptable - finished with a suitable joint finishing material 
and prime whole wall surface by applying one coat of 
recommended primer/sealer with a paint brush or roller. 
 
Alternatively provide and fix approved fire protective 
board(s) to manufacturers’’ recommendations. 
 

 
DD7147 Upgrade L&P Ceiling To ½ Hour Fire Protection 
 

Upgrade the existing lath plaster ceiling to the *** to 
achieve half hour fire resistance as follows. 
 
Supply and fix chicken wire to the underside of the existing 
ceiling using 50mm x 75mm softwood battens fixed across 
joists at 400mm centres with 150mm No.12 screws. 
Supply and fix 1 layer of 12.5mm plasterboard to the 
battens using 40mm galvanised nails at 150mm spacings. 
Scrim all joints to the full width of the ceiling and skim with 
gypsum plaster to BS1191, Part 1 Class B type b2  (eg. 
Thistleboard finishing plaster). 
 

  

 
DD7148 Upgrade Plasterboard Ceiling (½ Hr) 
 

Upgrade the existing plasterboard ceiling to the *** to 
achieve ½ hour fire resistance as follows: 
 
Identify position of joists and supply and fix over existing 
ceiling one layer of 12.5mm plasterboard (or other 
approved fire protective board) with 60mm galvanised nails 
at 150mm spacings. Scrim all joints to the full width of the 
ceiling and skim with gypsum plaster. 
 

  

 
DD7150 Renew Ceiling to Achieve Half Hour FP 
 

Remove *** ceiling to ***. Clean off joists, supply and fix 
one layer of 12.5mm plasterboard with staggered joints as 
specified below (50mm x 50mm timber noggins are 
required to support the bound edges of board, but only for 
the outer/second layer). 
Either: 
Use square edged plasterboard, scrim all joints to the full 
height of the ceiling and skim gypsum plaster to BS 1191, 
Part 1 Class B Type b2 (eg. Thistleboard finish). 
or 
Use tapered edged plasterboard and reinforce joints to the 
full width of the ceiling with pater tape bedded in a suitable 
jointing compound - self adhesive glass fibre tape will be 
acceptable - finished with a suitable joint finishing material 
and prime whole wall surface by applying one coat of 
recommended primer/sealer with a paint brush or roller. 
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Alternatively provide and fix approved fire protective 
board(s) to manufacturers’’ recommendations. 
 

 
DD7155 Protect Soffit Half Hour 
 

Protect the underside of the soffit of the stairs leading from 
*** to *** to provide half hour fire protection. Provide and fix 
two layers of 12.5mm plasterboard, properly jointed and 
finished with a smooth skim coat. 
 
Alternatively provide and fix to the soffit, an approved fire 
protective board in accordance with the manufacturers’’ 
instructions.  Details of materials used are to be provided 
to the council prior to the commencement of work. 
 

  

 
DD7160 Fireproof Access Hatch 
 

Upgrade the existing access trap located in the *** ceiling 
to half hour fire resistance. Provide new softwood stops 
(min. size 50mm x 50mm) glued and screwed to the lining.   
Fix to the lower face of the trap door two layers of 12.5 mm 
plasterboard or approved fire protection board to 
manufacturers’ recommendations. 
 

  

 
DD7165 Fireproof Existing Exit to Street 
 

Protect the underside of the floor to the existing main exit 
to the street at ground floor level. Provide and fix to the 
existing joists two layers of 12.5mm plasterboard with 
staggered joints, as specified below (50mm x 50mm timber 
noggins are required to support the bound edges of board, 
but only for the outer/second layer. Also include for any 
vertical protection between joists as may be necessary to 
prevent fire from entering any void beneath the floor). 
Either: 
Use square edged plasterboard, scrim all joints to the full 
height of the ceiling and skim gypsum plaster to BS 1191, 
Part 1 Class B Type b2 (eg. Thistleboard finish). 
or 
Use tapered edged plasterboard and reinforce joints to the 
full height of the ceiling with paper tape bedded in a 
suitable jointing compound - self adhesive glass fibre tape 
will be acceptable - finished with a suitable joint finishing 
material and prime whole wall surface by applying one 
coat of recommended primer/sealer with a paint brush or 
roller. 
 
Alternatively provide and fix approved fire protective 
board(s) to manufacturers’’ recommendations. 
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DD7170 Take Out Staircase 
 

Remove existing staircase linking the basement and 
ground floors and make good to enclosing walls and soffit. 
Extend the flooring at ground floor level using materials to 
match existing adjacent surfaces. Provide and fix, to 
underside of new flooring extended over stairwell, two 
layers of 12.5mm plasterboard with staggered joints.  
Scrim or tape all joints and skim with gypsum plaster to 
BS1191 Part 1 Class B Type b2 (eg Thistle board finish) 
brought to a smooth and even surface and finished level 
with existing adjacent surfaces. 
 

  

 
DD7181 Upgrade Existing Stud Partition Understairs Spandrel Cupboard & Door 
 

Upgrade the existing spandrel partition and doors to the *** 
spandrel cupboard to give ½ hour fire resistance. Take 
down the existing boarding/lath and plaster to expose 
studwork. Supply and fix 12.5mm plasterboard to both 
sides, scrim all joints and skim whole area with gypsum 
plaster brought to a smooth even finish. Supply and fit half 
hour fire resistant self closing door to frame, with cold 
smoke brushes or seals and intumescent strips. All works 
to conform to BS476 Part 22 and 31 and BS5588. 
 

  

 
DD7182 Construct Fireproof Spandrel Partition & Door To Head Of Basement Stairs 

 

Construct a half hour fire resistant partition to the head and 
spandrel of the staircase leading to the basement form the 
ground floor. The partition to be constructed of  
50mm x 75mm min.timber studding at 600mm max. 
centres faced on both sides with one layer 12.5 
plasterboard (as specified below) fixed to studwork with 
40mm galvanised nails at 150mm spacing (use 60mm 
nails for outer layer). 
Either: 
Use square edged plasterboard, scrim all joints to the full 
height of the ceiling and skim gypsum plaster to BS 1191, 
Part 1 Class B Type b2 (eg. Thistleboard finish). 
or 
Use tapered edged plasterboard and reinforce joints to the 
full height of the ceiling with paper tape bedded in a 
suitable jointing compound - self adhesive glass fibre tape 
will be acceptable - finished with a suitable joint finishing 
material and prime whole wall surface by applying one 
coat of recommended primer/sealer with a paint brush or 
roller. 
 
Alternatively provide and fix approved fire protective 
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board(s) to manufacturers’’ recommendations. 
 
Likewise, render fire resistant the soffits to the staircases 
to the ground and basement floors to give half hour 
protection. 
 
Form door opening in the new partition at the head of the 
staircase.  Provide and fit new half hour fire resisting door 
to be of solid wood of 44mm min. finished thickness, or a 
door constructed to conform to BS476 (half hour type).  Fit 
in accordance with manufacturers’’ instructions cold smoke 
brushes or seals and intumescent strips to the new door.  
All works to conform to BS 476 Part 22 and 31 and 
BS5588.  
 

 
DD7184 Enclosure-Stairs to Basement 
 

[Take down existing substandard spandrel partitions and 
doors]. Construct partitions to the head, foot and spandrels 
of the staircase leading to the basement from the ground 
floor so as to form a protected enclosure. 
Such partitions to be constructed of 50mm x 75mm 
min.timber studding at 600mm max. centres faced on both 
sides with one layer 12.5 plasterboard (as specified below) 
fixed to studwork with 40mm galvanised nails at 150mm 
spacing (use 60mm nails for outer layer). 
Either: 
Use square edged plasterboard, scrim all joints to the full 
height of the ceiling and skim gypsum plaster to BS 1191, 
Part 1 Class B Type b2 (eg. Thistleboard finish). 
or 
Use tapered edged plasterboard and reinforce joints to the 
full height of the ceiling with paper tape bedded in a 
suitable jointing compound - self adhesive glass fibre tape 
will be acceptable - finished with a suitable joint finishing 
material and prime whole wall surface by applying one 
coat of recommended primer/sealer with a paint brush or 
roller. 
 
Alternatively provide and fix approved fire protective 
board(s) to manufacturers’’ recommendations. 
 
Likewise, render fire resistant the soffits to the staircases 
to the ground and basement floors to give half hour 
protection. 
 
Form door opening(s) in the new partition(s) at the head 
and foot of the staircase. Provide and fit new half hour fire 
resisting door(s) to be of solid wood of 44mm min. finished 
thickness, or a door constructed to conform to BS476 (half 
hour type). Fit in accordance with manufacturers’’ 
instructions cold smoke brushes or seals and intumescent 
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strips to the new door(s). All works to conform to BS 476 
Part 22 and 31 and BS5588. 
 

 
D7186  Fireproof Panelled Understairs Spandrel Cupboards & Door 
 

Render the existing wood panelled/matchboard partition 
and door(s) to the *** spandrel cupboard half hour fire 
resistant by protecting on the inside as follows. Either: 
Supply and fix 12.5mm plasterboard to the partition and 
soffit (two layers to soffit) scrim all joints and skim with 
gypsum plaster to BS1191, Part 1, Class B, Type b2 (eg. 
Thistle board finish) 
or 
Use tapered edged plasterboard and reinforce joints to the 
full height of the ceiling with pater tape bedded in a 
suitable jointing compound - self adhesive glass fibre tape 
will be acceptable - finished with a suitable joint finishing 
material and prime whole wall surface by applying one 
coat of recommended primer/sealer with a paint brush or 
roller. 
 
Alternatively, provide and fix approved fire protective 
board(s) to manufacturers’’ recommendations. 
 
Supply and fit half hour fire resistant self closing door to 
frame, with cold smoke brushes or seals and intumescent 
strips.  All works to conform to BS476 Part 22 and 31 and 
BS5588. 
 

  

 
DD7188 Fireproof Spandrel Cupboard 
 

Render the existing wood panelled/matchboard partition to 
the *** spandrel cupboard half hour fire resistant by 
protecting on the inside as follows.  Either: 
 
Supply and fix 12.5mm plasterboard to the partition and 
soffit (two layers to soffit) scrim all joints and skim with 
gypsum plaster to BS1191, Part 1, Class B, Type b2 (eg. 
Thistle board finish) 
or 
Use tapered edged plasterboard and reinforce joints to the 
full height of the ceiling with paper tape bedded in a 
suitable jointing compound - self adhesive glass fibre tape 
will be acceptable - finished with a suitable joint finishing 
material and prime whole wall surface by applying one 
coat of recommended primer/sealer with a paint brush or 
roller. 
 
Alternatively, provide and fix approved fire protective 
board(s) to manufacturers’’ recommendations. 
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DD7190 Cupboards to Staircase Enclosure 
 

Carry out one of the following to the cupboards to . 
 
a) Strip out complete and cart away. 
 
b) Empty and fix the doors permanently shut. 
 
c) Render sides, soffit and doors fire resisting by lining 
on the inside with one layer of 12.5mm plasterboard or 
approved fire protective boarding to manufacturers’’ 
recommendation. 
 

  

 
 
DD7200 Replace Sub Standard Partition (1 hour) 
 

Take down existing partition(s) to ***.  Construct new 
partition(s) to *** using 50mm x 75mm (min) timber 
studding at 600mm (max) centres with noggins at mid-
height, incorporating soleplate and headpiece. To each 
side provide 12.5mm plasterboard (as specified below) 
and fix to all framing members with 40mm galvanised nails 
at 150mm (max) centres (60mm galvanised nails for 
second layer). Either: 
 
Use square edged plasterboard, scrim all joints to the full 
height of the ceiling and skim with plaster to BS1191 Part 1 
B type b2 (eg. Thistle board finish). 
or 
Use tapered edged plasterboard and reinforce joints to the 
full height of the ceiling with paper tape bedded in a 
suitable jointing compound (self adhesive glass fibre tape 
will be acceptable) finished with a suitable joint finishing 
material and prime whole wall surface by applying one 
coat of recommended primer/sealant. 
 
Alternatively provide and fix approved fire protective 
board(s) to manufacturers’’ recommendations to conform 
to BS476 Part 22 and 32 and BS5588 (1 hour type). 
 

  

 
DD7205 Face Existing Partition (Both Sides) 
 

Face over both sides of the existing partition to *** with one 
layer of 12.5mm plasterboard. Stagger all joints and fix to 
framing members with 60mm galvanised nails at 150mm 
(max) centres. 
 
Use square edged plasterboard, scrim all joints to the full 
height of the ceiling and skim with plaster to BS1191 Part 1 
B type b2 (eg. Thistle board finish). 
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Alternatively provide and fix approved fire protective 
board(s) to manufacturers’ recommendations to conform 
BS476 Parts 22 and 31 and BS5588 (1 hour type). 
 
NB.  Lath and plaster partitions should only be faced over 
in this manner if they are in good condition. 
 

 
 
DD7207 Face Existing Partition (Risk Side) 
 

Face over both sides of the existing partition to *** on the 
risk side with one layer of 12.5mm plasterboard. Fix to all 
framing members using 60mm galvanised nails at 150mm 
(max) centres. 
 
Use square edged plasterboard, scrim all joints to the full 
height of the ceiling and skim with gypsum plaster to 
BS1191 Part 1 B type b2 (eg. Thistle board finish). 
 
Alternatively provide and fix approved fire protective 
board(s) to manufacturers’ recommendations to conform 
BS476 Parts 22 and 31 and BS5588 (1 hour type). 
 
NB.  Lath and plaster partitions should only be faced over 
in this manner if they are in good condition. 
 

  

 
DD7210 Construct 1 Hour Fire Proof Partition 
 

Construct an imperforate partition carried to the full height 
of the ceiling so as to effectively seal off the *** from the 
***. The partition is to be constructed of 50mm x 75mm 
min. timber studding at 600mm max. centres, noggins at 
mid-height incorporating soleplate and headpiece. To each 
side provide two layers of 12.5 mm plasterboard with all 
joints staggered and fix to all studs with 40mm galvanised 
nails at 150mm (max.) centres (use 60mm nails for outer 
layer). Either: 
 
Use square edged plasterboard, scrim all joints to the full 
height of the ceiling and skim with gypsum plaster to 
BS1191 Part 1 B type b2 (eg. Thistle board finish). 
or 
Use tapered edged plasterboard and reinforce joints to the 
full height of the ceiling with paper tape bedded in a 
suitable jointing compound (self adhesive glass fibre tape 
will be acceptable) finished with a suitable joint finishing 
material and prime whole wall surface by applying one 
coat of recommended primer/sealant. 
 
Alternatively provide and fix approved fire protective 
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board(s) to manufacturers’’ recommendations to conform 
to BS476 Part 22 and 32 and BS5588. 
 

 
 
DD7215 Construct 1 Hr FP Partition With Door 
 

Construct a 1hour fire proof partition so as to effectively 
seal off the *** from the ***. The partition is to be 
constructed of 50mm x 75mm min. timber studding at 
600mm max. centres, noggins at mid-height incorporating 
soleplate and headpiece. To each side provide two layers 
of 12.5 mm plasterboard with all joints staggered and fix to 
all studs with 40mm galvanised nails at 150mm (max.) 
centres (use 60mm nails for outer layer). Either: 
 
Use square edged plasterboard, scrim all joints to the full 
height of the ceiling and skim with gypsum plaster to 
BS1191 Part 1 B type b2 (eg. Thistle board finish). 
Or 
Use tapered edged plasterboard and reinforce joints to the 
full height of the ceiling with paper tape bedded in a 
suitable jointing compound (self adhesive glass fibre tape 
will be acceptable) finished with a suitable joint finishing 
material and prime whole wall surface by applying one 
coat of recommended primer/sealer with a paint brush or 
roller. 
 
Alternatively provide and fix approved fire protective 
board(s) to manufacturers’’ recommendations to conform 
to BS476 Part 22 and 32 and BS5588. 
 
Form a door opening in the new partition and provide and 
fit fire resisting door (with approved self closing device).  
Such door to be of solid wood of 44mm min. finished 
thickness or a door constructed to conform to BS 476 (½ 
hour type).  Fit in accordance with manufacturers’’ 
instructions cold smoke brushes or seals and intumescent 
strips to the new door. 
 

  

 
DD7220 Construct Spandrel Partition 
 

Construct a spandrel partition to the staircase and passage 
leading from the ground floor to the basement. Such 
partition to be of 50mm x 75mm min. timber studding at 
600mm max. centres, noggins at mid-height incorporating 
soleplate and headpiece. to each side provide two layers 
of 12.5 mm plasterboard, all joints staggered. Either: 
 
Use square edged plasterboard, scrim all joints to the full 
height of the ceiling and skim with gypsum plaster to 
BS1191 Part 1 B type b2 (eg. Thistle board finish). 

  



  72 

or 
Use tapered edged plasterboard and reinforce joints to the 
full height of the ceiling with paper tape bedded in a 
suitable jointing compound (self adhesive glass fibre tape 
will be acceptable) finished with a suitable joint finishing 
material and prime whole wall surface by applying one 
coat of recommended primer/sealer. 
 
Alternatively provide and fix approved fire protective 
board(s) to manufacturers’’ recommendations. 
 

 
DD7225 Spandrel Partition With Door Opening 
 

Construct a spandrel partition to the staircase and passage 
leading from the ground floor to the basement. Such 
partition to be of 50mm x 75mm min. timber studding at 
600mm max. centres faced on both sides with two layers 
of 12.5 mm plasterboard, all joints staggered. Either: 
 
Use square edged plasterboard, scrim all joints to the full 
height of the ceiling and skim with gypsum plaster to 
BS1191 Part 1 B type b2 (eg. Thistle board finish). 
or 
Use tapered edged plasterboard and reinforce joints to the 
full height of the ceiling with pater tape bedded in a 
suitable jointing compound (self adhesive glass fibre tape 
will be acceptable) finished with a suitable joint finishing 
material and prime whole wall surface by applying one 
coat of recommended primer/sealer with a pain brush or 
roller. 
 
Alternatively provide and fix approved fire protective 
board(s) to manufacturers’’ recommendations. 
 
Form a new door opening in the partition to the head of the 
enclosed staircase. Provide and fit a fire resisting door with 
an approved self closing device, handles and latch set. 
Such door to be constructed of solid wood of 44mm min. 
finished thickness or a door constructed to conform to 
BS476 (half hour type). Provide and fit in accordance with 
manufacturers’’ instructions cold smoke brushes or seals 
and intumescent strips to the new door. All works to 
conform to BS 476 (part 22 and 31) and BS5588. 
 

  

 
DD7230 Imperforate Partition Shop/Residential 
 

Construct an imperforate partition carried to the full height 
of the ceiling so as to effectively seal off the shop premises 
from the residential means of escape. The partition is to be 
constructed of 50mm x 75mm (min.) timber studding at 
600mm (max.) centres with noggins at mid-height, 
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incorporating soleplate and headpiece. To each side 
provide two layers of 12.5mm plasterboard with all joints 
staggered and fix to all framing members with 40mm 
galvanised nails at 150mm (max.) centres (use 60mm 
galvanised nails for second layer). Either: 
 
Use square edged plasterboard, scrim all joints to the full 
height of the ceiling and skim with gypsum plaster to 
BS1191 Part 1 B type b2 (eg. Thistle board finish). 
Or 
Use tapered edged plasterboard and reinforce joints to the 
full height of the ceiling with paper tape bedded in a 
suitable jointing compound (self adhesive glass fibre tape 
will be acceptable) finished with a suitable joint finishing 
material and prime whole wall surface by applying one 
coat of recommended primer/sealer with a pain brush or 
roller. 
 
Alternatively provide and fix approved fire protective 
board(s) to manufacturers’’ recommendations. 
 

 
DD7240 One Hour Protection - Existing Soffit 
 

Remove existing soffit to *** staircase. Clean off timbers. 
Supply and fix fire protective board to provide 1 hour 
protection across the stair strings with all joints staggered 
(31mm min. thickness of standard plaster required). 
Where necessary, scrim all joints to the full width of the 
soffit and skim with gypsum plaster to BS1191, Part 1 
Class B Type B2 (eg. Thistleboard finishing plaster). 
or 
Reinforce joints to the soffit boards with paper tape bedded 
in a suitable jointing compound - self adhesive glass tape 
will be acceptable - finished with a suitable joint finishing 
material and prime whole wall surface by applying one 
coat of  recommended primer/sealer with a paint brush or 
roller. 
 

  

 
DD7245 1 Hour Protection to Underside Of Stairs 
 

Supply and fix approved fire resistant board to provide one 
hour protection to soffit of staircase to ***. Fix boarding 
across the stair strings with all joints staggered (31mm 
min. thickness of standard plasterboard required). 
 
Where necessary, scrim all joints to the full width of the 
soffit and skim with gypsum plaster to BS1191, Part 1 
Class B Type b2 (eg. Thistleboard finishing plaster). 
or 
Reinforce joints to the soffit boards with paper tape bedded 
in a suitable jointing compound - self adhesive glass tape 
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will be acceptable - finished with a suitable joint finishing 
material and prime whole wall surface by applying one 
coat of  recommended primer/sealer with a paint brush or 
roller. 
 

 
DD7250 Upgrade Existing L&P Ceiling to 1 Hour FP 
 

Upgrade the existing lath and plaster ceiling to the *** to 
achieve one hour fire resistance as follows: 
 
Supply and fix chicken wire to the underside of existing 
ceiling using 50mm x 75mm softwood battens fixed across 
joists at 400mm centres with 150mm No.12 screws. 
 
Supply and fix to the battens 1 layer of 9.5mm plaster 
board and 1 layer of 12.5mm fireline board (or other 
approved fire protective board) with staggered joints, using 
60mm galvanised nails at 150mm spacings. Scrim all joints 
to the full width of the ceiling and skim with gypsum plaster 
to BS1191, Part 1 Class B Type b2 (eg.  Thistleboard 
finishing plaster). 
 

  

 
DD7251 Upgrade Plasterboard Ceiling to 1 Hr FP 
 

Upgrade the existing plasterboard ceiling to the *** to 
achieve one hour fire resistance as follows. 
 
Identify position of joists and supply and fix over existing 
ceiling one layer of 12.5mm Fireline board (or other 
approved fire protective board) with 60mm galvanised nails 
at 150mm spacing.  Scrim all joints to the full width of the 
ceiling and skim with gypsum plaster. 
 

  

 
 
DD7252 Renew Ceiling to Achieve 1 Hr FP 
 

Take down the existing ceiling to the ***. Clean off joists 
and renew ceiling as follows to achieve one hour fire 
resistance. 
 
Supply and fix, across the joists, 1 layer of 9.5mm 
plasterboard and 1 layer of 12.5mm Fireline (or other 
approved fire protective board), with all joints staggered, 
using 60mm galvanised nails at 150mm spacings (50mm x 
50mm timber noggins are required to support the bound 
edges of the boards, but only for the outer/second layer).  
Scrim all joints to the full width of the ceiling and skim with 
gypsum plaster to BS1191, Part 1 Class B Type b2 (eg. 
Thistleboard finishing plaster). 
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DD7255 One Hour Ceiling - Infill 
 

Carry out all necessary works to provide one hour fire 
resistance between ground floor shop and first floor 
residential accommodation. Take up floor to all first floor 
accommodation sited above shop and set aside.  Provide 
and fix suitable fire protection system eg. COROFIL FIRE 
PROTECTION SYSTEM between floor joists to 
manufacturers’’ specification. All works to comply with 
BS476 to ensure one hour fire separation between the 
commercial and residential parts of the building. Refix 
previously set aside floorboards and skirting. 
 

  

 
DD7260 Provide Ceiling to Achieve 1 Hour FP 
 

Provide and fix a ceiling to the exposed joists of the *** to 
achieve one hour fire resistance as follows. 
 
Supply and fix, across the joists, 1 layer of 9.5mm 
plasterboard and 1 layer of 12.5mm Fireline (or other 
approved fire protective board), with all joints staggered, 
using 60mm galvanised nails at 150mm spacings (50mm x 
50mm timber noggins are required to support the bound 
edges of the boards, but only for the outer/second layer).  
Scrim all joints to the full width of the ceiling and skim with 
gypsum plaster to BS1191, Part 1 Class B Type b2 (eg. 
Thistleboard finishing plaster). 
 

  

 
DD7265 One Hour Fire Protection  - Exit 
 

Protect the underside of the floor to the existing main exit 
to the street at ground level to achieve one hour fire 
resistance as follows. 
 
Supply and fix, across the joists, 1 layer of 9.5mm 
plasterboard and 1 layer of 12.5mm Fireline (or other 
approved fire protective board), with all joints staggered, 
using 60mm galvanised nails at 150mm spacings (50mm x 
50mm timber noggins are required to support the bound 
edges of the boards, but only for the outer/second layer.  
Include for any vertical protection as may be necessary 
between joists to prevent fire from entering any void 
beneath the floor).  Scrim all joints to the full width of the 
ceiling and skim with gypsum plaster to BS1191, Part 1 
Class B Type b2 (eg. Thistleboard finishing plaster). 
 

  

 
DD7270 Take Out Staircase 
 

Remove existing staircase linking the ground floor to the 
basement. Extend the flooring at ground floor level using 
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materials to match existing. Provide and fix to underside of 
new flooring fire protective board to achieve 1 hour fire 
resistance as follows. 
 
To joists, fix 1 layer of 9.5mm plasterboard and 1 layer of 
12.5mm Fireline (or other approved fire protective board), 
with all joints staggered, using 60mm galvanised nails at 
150mm spacings.  Scrim all joints and apply skim coat to 
finish smooth and flush with adjacent surfaces. 
 

 
DD7275 Details of Materials to Be Used 
 

Details of fire protective boarding to be used (other than 
plasterboard) to be submitted to the case Officer. 
 

  

 
 
DD7350 Replace Substandard Glazing 
 

Remove substandard glazed area to *** and replace with 
6mm (¼”) minimum thick wired cast glass securely fixed 
into the existing opening using min. 25mm (1”) deep timber 
glued and screwed to existing frame. NOTE: no panel of 
glass to exceed 0.4sq.m (4sq.ft) in area; glazing bars to be 
a min. of 44mm (1¾”) thick; reinforcing wire in glass to be 
laid to a square or diamond mesh measuring 12.7mm (½”) 
or 20mm, (¾”) respectively from the centre of wire and 
electrically welded at the intersections or laid to a 
hexagonal mesh measuring 22mm (7/8”) across the flat 
side. 
 

  

 
DD7355 Fire Stop Opening 
 

Fire stop around *** located ***. Trim out opening around , 
line sides of opening with expanded metal strip and fill void 
using cement mortar 1:3 or intumescent paste. 
 

  

 
DD7365 Maintain Escape Routes 
 

Remove *** and all other obstructions from within the 
escape routes. Take such steps as are necessary to 
ensure that all escape routes are maintained safe and free 
from obstruction.  
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DD7400 Form Opening 
 

Form an opening in the *** large enough for adult persons 
to pass through with ease, dimensions 1200mm x 685mm 
(4’ x 2’3”) min. Trim out and line opening.  Provide and fix 
stops 25mm deep x 36mm wide (1” x 1 716”) min. finished, 
glued and screwed to lining using No.10 steel screws at 
230mm (92) max. centres.  Include for fire proof door. 
Ensure that door can be opened from both sides without 
use of key. 
 

  

 
DD7405 Provide Fireproof Trap Door 
 

Provide and fix a half hour fire resistant trap door or 
skylight to***. Such trap door or skylight to be 
counterweighted to open easily on slight pressure from the 
underside and fitted only with simple fastenings easily 
openable in the direction of escape without use of a key. 
 

  

 
DD7410 Provide Ladder 
 

Provide and fix a step ladder to provide access to the 
opening in the ***. Step ladder shall be not less than 
450mm (18”) in width, with flat treads not less than 130mm 
(5”) deep and not more than 200mm (8”) apart vertically 
and should be permanently fixed or hinged to stand in a 
sloping position not exceeding 60 degrees to the 
horizontal. If it is hinged it shall be arranged so that it 
cannot easily be removed, but can be lowered easily into 
position. 
 

  

 
DD7415 Alternative Means of Escape 
 

Provide an alternative means of escape from the *** via 
the window situated *** to a safe position on ***. The 
window opening shall be of a size sufficient to enable adult 
persons to pass through with ease and be fitted only with 
fastenings which can be easily operated in the direction of 
escape without the use of a key. Fixed steps necessary to 
afford access through the window opening shall be 
constructed with flat treads and all necessary hand grips, 
foot holds and ledges shall be provided. 
 

  

 
DD7420 Form Opening - Party Wall 
 

Form opening in the party wall ***. Size to be a min. 
1200mm x 685mm (4’ x2’3”). Include for provision of 
concrete lintel of approved size. Build in half hour fire 
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resisting door and frame, door should be openable form 
both sides without the use of a key and be provided with 
approved self closing device. Provide and fix in 
accordance with manufacturers’ instructions cold smoke 
brushes or seals and intumescent strips to the new door. 
All work to conform to BS476 Part 21 and 31 and BS5588. 
 
The door should be clearly marked on both sides with 
notice in capital letters of min. height 50mm “FIRE EXIT - 
KEEP CLEAR”. 
 

 
DD7425 Construct Roof Space Walkway 
 

Construct walkway through the roof space. Provide and fix 
min. 19mm chipboard flooring around access trap and for 
length of walkway. Fix suitable guard rails not less than 
1100mm (3’7”) high to all outer edges on each side of the 
walkway. The width of the walkway shall not be less than 
800mm (2’8”). 
 

  

 
DD7430 Construct Roof Walkway 
 

Construct a walkway across the roofs to the length of the 
escape route. Fix suitable guard rails not less than 
1100mm (3’7”) high to all outer edges or on each side of 
the walkway.  The width of the walkway shall be not less 
than 800mm (2’8”). 
 

  

 
DD7440 Partition Separation to Fire Exit 
 

A partition with a door therein shall be constructed to 
separate completely the staircase landing to the *** storey 
from the staircase below. 
 
The partition shall be constructed of timber studding not 
less than 50mm x 50mm (2’x2’) at 500mm max. centres, 
noggins at 1000mm centres incorporating soleplate and 
headpiece. Provide and fix 12.5mm plasterboard and skim 
coat plaster or approved fire resistant material, with all 
joints properly filled, carried up to the full height of the 
ceiling. 
 
Form an opening in the said partition and provide and fit 
half hour fire resisting frame and fire door of solid wood of 
44mm min. finished thickness or to conform to BS476 (half 
hour type).  Supply and fit in accordance with 
manufacturers’’ instructions cold smoke brushes or seals 
and intumescent strips to the new door. All works to 
comply with BS Parts 22 and 31 and BS5588. 
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The door shall be marked “TO FIRE EXIT” in 10mm (½”) 
plain letters in a conspicuous position on the staircase side 
and kept free from fastening other than a ball catch. 
 

 
DD7445 Criteria for Upward Escape 
 

Works to provide an upward means of escape in case of 
fire via the roof are subject to the following: 
 
a)  There is maintained at all times proper access from the 
roof of the neighbouring property to the street or other safe 
area. 
 
b)  A formal written agreement is signed by yourself and 
the legal owner of the neighbouring property to be used as 
the part of the means of escape in case of fire. The 
agreement to be submitted to the local authority for prior 
approval. 
 
c)  In the event that a written agreement cannot be 
produced the local authority will revise the statutory notice 
and require alternative works of compliance. 
 

  

 
DD7450 Gas Meters 
 

Replace the gas meter in the protected staircase with a 
meter of 30 minute fire resisting construction.  
 
Alternatively; 
 
a)  Resite the gas meter externally within a suitable meter 
enclosure 
or 
b)  Construct a 30 minute fire resisting cupboard around 
the meter and any low melting point gas pipes or 
connectors.  The cupboard to be complete with a 40 
minute self closing fire resisting door and frame 
incorporating intumescent strips. Cupboard door to be 
fitted with a lock and supplied with a notice “ Fire door - 
Keep Locked”. 
 

  

 
 
DD7500 Provide/Maintain Telephone 
 

Provide, install and maintain in good working order a 
telephone located as shown on the plan (or as directed by 
the Environmental Housing Officer) to enable the 
emergency services to be called. 
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DD7505 Instruction Notices 
 

Provide display and maintain  fire instruction notices as in 
Specimen  below to indicate the action to be taken in the 
event of a fire. Take such steps as necessary to bring the 
contents of fire instruction notices to the attention of all 
residents. 
 
SPECIMEN A - adjacent to each fire alarm call point or 
hand sounder 
SPECIMEN B - adjacent to the exchange telephone 
SPECIMEN C - in each bedroom. 
 

  

 
DD7510 Staff Fire Drills 
 

Instruct all staff as to the action that they must take in the 
event of a fire and ensure that they receive training. Fire 
drill exercises for staff should be carried out at least once 
every six months and should include a walk over all 
escape routes checking fire doors, fire alarms and fire 
fighting equipment. 
 

  

 
DD7550 Fire Exit Signs 
 

Provide and fix adequate and suitable fire exit, direction 
and fire door notices. 
 

  

 
DD7555 Fire Instruction Notices 
 

Provide, display and maintain adequate fire instruction 
notices adjacent to each fire alarm call point or hand 
sounder to indicate the action to be taken in the event of 
fire. 
 

  

 
DD7560 Provide Notices 
 

Provide and fix conspicuous notices bearing the words  in 
minimum 100mm plain letters to ***. 
 

  

 
DD7565 Notices 
 

Provide and fix in locations as indicated on the attached 
plan  notice(s) in letters not less than  high to read . 
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DD7570 Reposition 
 

Reposition the *** from *** to the new location as shown on 
the attached plan or as directed by the case Officer. 
 

  

 

DD7600 Emergency Lighting 
 

In addition to the normal artificial lighting within the 
premises an electrical system of escape lighting shall be 
provided to BS 5266 part 1 (1988) in the protected 
staircase enclosure at each floor level.  It should be 
capable of maintaining illumination for one hour.                              
 

  

 

DD7601 Emergency Lighting Test Certificate 
 

Test the existing emergency lighting system.  Provide an 
emergency lighting inspection and test certificate.  Carry 
out the works agreed from the report and provide a 
completion certificate.                              
 

  

 

DD7602 Artificial Lighting - Extend 
 

Extend the electrical lighting installation to the protected 

staircase enclosure and all landings, lobbies and passages to 

provide adequate artificial lighting to enable persons to safely 

use all such stairs, passages, exit door etc. 

 

The lighting circuits of  common escape routes not provided with 

escape lighting should be protected circuits.                              

 

  

 
DD7603 Artificial Lighting 
 

Provide to the  adequate artificial lighting so as to enable 
persons to use safely the means of escape in case of fire 
in accordance with BS8206 Part 1 (1985).  All switches on 
all floors should be two way.  Time switches to have a 
minimum running time of 15 minutes.                              
 

  

 
DD7604 Secondary Illumination 
 

Provide adequate illumination to the entire length of the 
secondary escape route.  Provide a clearly marked switch 
to operate the lighting, adjacent to the entry to the route so 
wired to illuminate the whole room.                              
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DD7675 Certificate of Testing AFD System (HMO) 
 

Test the existing fire alarm system to ***.  On completion of 
work provide a CERTIFICATE OF TESTING OF FIRE 
ALARM SYSTEM for the premises, as specified in 
Appendix C to BS5839: Part 1 1988.                              
 

  

 
DD7680 Install AFD System (1 Or 2 Storey Property and FMO in pb block) 
  
 

An automatic fire detection and alarm system shall be 
provided to comply with BS5839 Part 6: 1995 Grade E, 
Type LD2.  This shall comprise a system of mains wired 
smoke alarms linked so that they all sound when one 
alarm is activated.  No stand-by power supply is 
necessary, but the system should be wired to a single 
independent circuit at the dwellings (ie. house’s) main 
distribution board.  No other equipment is to be connected 
this circuit.   
 
Smoke alarms shall be sited in the following locations . 
 
Heat alarms shall be sited in the following locations .  In 
bedsits, in addition to the heat alarm a non-interlinked 
smoke alarm, with battery back-up, wired to the local 
lighting circuit and to sound only in the room concerned 
shall be provided. 
 
The system should be provided with suitable and readily 
accessible means by which the user can silence the fire 
alarm signal without the use of a tool. 
 
All works of an electrical nature are to be undertaken by a 
professionally qualified electrician who is fully conversant 
with the latest edition of the Institute of Electrical Engineers 
(IEE) Regulations for the Electrical Equipment of Buildings 
and in accordance with the requirements of the Electricity 
Supply Regulations 1988 as appropriate.  A copy of the 
certificate of installation and commissioning of the fire 
alarm as described in Annex to BS5839, Part 6: 1995 shall 
be forwarded to this office upon completion of works.                               
 

  

 
 
 
 
 
 
 
DD7690 Install AFD System (3 Or More Storey Properties) 
 

An automatic fire detection and alarm system shall be   
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provided to comply with BS5839 Part 6: 1995 Grade A, 
Type LD2. 
 
The above shall comprise: 
 
a)  Manual break glass call points sited within the stairway 
enclosure, adjacent to the downward flight of stairs at each 
floor level and adjacent to the ground floor exit hallway.                              
 
b)  Alarm sounders, so sited, as to give a minimum sound 
level of 75 dB(A) at the bedhead (with all doors shut) and 
65dB(A) in all other accessible areas.  A minimum of two 
sounders shall be provided in small premises even though 
the above level might be achieved by a single unit.  
Sounders should be arranged in a minimum of two circuits.                              
 
c)  Automatic optical type smoke detectors shall be 
provided within the following rooms and within the 
staircase and hall enclosure at each level.  .                              
 
d)  Heat detectors shall be provided  within the .                              
 
e)   A control and indicator board sited where practicable 
within the ground floor entrance hallway, and in the 
immediate vicinity of the entrance to the premises.                              
 
All call points, sounders and detectors are to be provided 
in circuit within the fire alarm system and connected to the 
central control board. 
 
The system should be provided with suitable and readily 
accessible means by which the user can silence the fire 
alarm signal without the use of a tool. 
 
Take such steps as may be necessary including entering 
into an appropriate maintenance agreement, to ensure that 
all electric detection equipment is maintained in good and 
proper working order. 
 
All works of an electrical nature are to be undertaken by a 
professionally qualified electrician who is fully conversant 
with the latest edition of the Institute of Electrical Engineers 
(IEE) Regulations for the Electrical Equipment of Buildings 
and in accordance with the requirements of the Electricity 
Supply Regulations 1988 as appropriate.  A copy of the 
certificate of installation and commissioning of the fire 
alarm as described in Annex C to BS5839, Part 6: 1995 
shall be forwarded to this office upon completion of works. 
 

 
DD7695 Install AFD System (Hotel or Hostel) 
 

An automatic electrical fire alarm system shall be provided to   
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comply with BS 5839 Part 1 (1988) type L2. 

 
The above shall comprise: 

 

a)  Manual break glass call points sited within the stairway 

enclosure, adjacent to the downward flight of stairs at each floor 

level and adjacent to the ground floor exit hallway. 

 

b)  Alarm sounders, so sited, as to give a minimum sound level 

of 75 dB(A) at the bedhead (with all doors shut) and 65dB(A) in 

all other accessible areas.  A minimum of two sounders shall be 

provided in small premises even though the above level might be 

achieved by a single unit.  Sounders should be arranged in a 

minimum of two circuits. 

 

c)  Automatic optical type smoke detectors shall be provided 

within the  and within the staircase and hall enclosure at each 

level. 

 

d)  Heat detectors shall be provided  within the . 

 

e)   A control and indicator board sited where practicable within 

the ground floor entrance hallway, and in the immediate vicinity 

of the entrance to the premises. 

 

All call points, sounders and detectors are to be provided in 

circuit within the fire alarm system and connected to the central 

control board. 

 

Take such steps as may be necessary including entering 
into an appropriate maintenance agreement, to ensure that 
all electric detection equipment is maintained in good and 
proper working order. 
 

 
 

DD7705 Fire Extinguishers - Water 
 

Provide and install in the following locations adequate and 
suitably located 9 litre water type fire extinguishers.  All 
extinguishers should comply with the provisions of British 
Standards 5423 and 5306 Part 3. .                              
 

  

 
DD7715 Fire Extinguishers - CO2 
 

Provide and install in the following locations adequate and 
suitably located 2kg Carbon Dioxide type fire 
extinguishers.  All extinguishers should comply with the 
provisions of the latest British Standards.  .                              
 

  

 
DD7720 Reposition Extinguisher 
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Reposition the fire extinguisher from  to .  Works to include 
fixing the extinguisher in its new location on a suitable wall 
bracket.                              
 

  

 
DD7725 Fire Extinguisher Maintenance 
 

Take such steps as may be necessary, including entering 
into appropriate maintenance agreement, to ensure that all 
fire extinguishers etc, are maintained in good and proper 
working order.  Copy of the maintenance agreement to be 
forwarded to this office.   
 

  

 
DD7730 Provide and Fix Fire Blanket 
 

Provide and install on a suitable wall bracket a fire blanket 
located near to the cooker in the following rooms.  All fire 
blankets must comply with the provision of BS6575.  . 
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DD7735  
 
GENERAL CONDITIONS 
 
Please read this section carefully.  It contains detailed advice and assistance on fire 

precautions and means of escape in case of fire 

 

Please note that with respect to any application for grants it is the policy of London Borough 

of Newham that no asbestos or asbestos based products be used and grants will not be paid if 

asbestos is used. 

 

Your application is drawn to the need to obtain Planning permission or Building Control 

Approval in appropriate circumstances.  In some cases the Building Regulations may require a 

higher standard of fire protection than that contained in this Notice.  If this is the case the 

appropriate work should be carried out to the satisfaction of the Building Control Division.  If 

you are in doubt as to whether works require such approval contact the Planning Division at 

the Town Hall Annexe, Barking Road, London E6 2RP or the Building Control Division at 

the Town Hall, High Street, London E6.  The telephone number for both Divisions is 020 

8472 1430. 

 

References to ‘left’ and ‘right’ in the schedule are given from the perspective of a person 

standing in the street facing the property. 

 

References to British Standards in this notice are to the British Standards in force at the time 

of service of the Notice.  Should these standards be superseded then the works may be carried 

out according to that British Standard or to the new appropriate British Standard. 

 

All works of an electrical nature are to be undertaken by a professionally qualified electrician 

who is fully conversant with the latest edition of the Institute of Electrical Engineers (IEE) 

Regulations for the Electrical Equipment of Buildings and in accordance with the 

requirements of the Electricity Supply Regulations 1988 as appropriate.  A copy of an 

Electrical Test Certificate must be forwarded to this Service at the completion of the works. 

 

Any works involving a gas appliance or associated pipework should be carried out by a 

qualified C.O.R.G.I. registered engineer having close regard to the Gas Safety Regulations 

1972 and to the Gas Safety (Installation and Use) Regulations 1994.  A copy of a written 

report, guarantee etc which demonstrates that such works have been completed to a 

satisfactory standard must be forwarded to this Service at the completion of works. 

 

The contractor and any sub-contractor are to comply with the relevant statutory provisions of 

the Health and Safety at Work etc Act 1974 and all subsidiary/associated legislation.  The 

contractor is to take all relevant steps to defend the health, safety and welfare of any person on 

the premises during the course of works, and particular consideration is to be given where 

occupants remain in residence whilst works are in progress. 

 

All works are to be carried out in accordance with good building practice.  Make sure all 

surfaces or materials disturbed in the course of the works. 

 

In the event of any query regarding this notice contact this office.  Environmental Health 

Service, 2-12 West Ham Lane, London E15 4SF.  Tel: 020 8534 4545. 

 

1.  Fire Doors and Frames 
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Fire doors and frames must resist the passage of smoke and fire and comply with the 

appropriate provisions of British Standard (BS) 476 “Fire Tests on Building Materials and 

Structures” and the recommendations of BS 5588 “Fire Precautions in the Design and 

Construction of Buildings”.  Doors should either be FD30S marked to indicate 30 minutes fire 

resistance or FD60S for 60 minutes resistance where required. 

 

In order for the fire door to be effective it must fit closely into the frame (normally with a 

maximum gap of 3mm).  In most cases it will not be possible to adapt an existing frame to 

closely fit a new door, a new complete fire door and frame set will be required.  “Made up” 

fire doors where existing doors are faced with fire resisting boarding are no longer accepted. 

 

Fire doors and frames must be fitted with intumescent strips and flexible smoke seals to the 

sides and top of the fire door, or sides and top of the door frames.  Intumescent strips swell 

when exposed to the heat of a fire and seal the gap between the door and frame so assisting 

the door frame set to resist the spread of fire.  Smoke seals (usually neoprene blades or nylon 

brushes act in a similar fashion to draught excluders and help to prevent the spread of smoke 

in the early stages of a fire.  In appropriate cases intumescent strips and flexible smoke seals 

may be purchased separately and fitted to a fire door or frame on site.  The manufacturers’ 

instructions must be closely followed and door frame sets should comply with BS 8214. 

 

When fitting a new fire door and frame, or fitting a new fire door to an existing frame, care 

must be taken to ensure that any void between the door frame and the wall is effectively filled 

with plaster, mortar, or intumescent compound.  Before fitting architraves to such fire door 

frames, advise this office so that an inspection can be made of the work, if necessary, before 

completion. 

 

All fire doors must be hung on hinges of non combustible materials (or hinges of a material 

which will not melt below 800 degrees C).  Only the minimum number of holes necessary 

should be made for fitting door furniture.  As specified for door hinges, all door furniture eg 

latches, handles etc should not be made of plastic or low melting point alloys.  Any lock fitted 

to a fire door must be capable of being opened readily, without use of a key, by a person 

leaving the house.  A letter box slot must not be cut into a fire door. 

 

Door locks should be of the “rim” type to maintain the fire integrity of the door.  Mortice 

locks fitted with fire doors are likely to be unacceptable. 

 

All fire doors must be effectively self closing by means of an automatic self closing device 

which will ensure positive latching of the door (except fire doors to cupboards which must be 

locked shut). Rising butt hinges and ‘garden gate’ type springs are not acceptable.  Adjustable 

hydraulic control door closers complying with British Standard 6459 and BS 476 Part 22 (for 

fire resistance) are recommended.  It is also recommended that a door stop is fitted to prevent 

the door opening beyond the limit of the closer. 

 

 

 

Any glazing to vision panels in a fire door must be in accordance with BS 476 Part 22 and 

should not reduce the fire resistance standard for that door.  Any fanlight above a fire resistant 

door must be either replaced with  30 minute (or 60 minute where appropriate) fire resisting 

construction or the glass must be replaced with fire resisting glass in a frame fully capable of 

resisting the passage of fire for half hour or one hour as appropriate. 
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Fix a notice permanently displayed at eye level on both faces of all fire doors, or only the 

external face of a fire door to a cupboard stating “Fire Door - Keep Shut”.  Fire doors to 

individually occupied rooms or self contained flats do not require such notices, but this 

Service recommends that they are provided. 

 

2.  Fire Safety Signs, Notices and Symbols 

 

All such notices and symbols to conform with BS 499 : Part 1 1990; Specification for fire 

safety signs. 

 

3.  Fire Detection and Alarm Systems for Buildings 

 

Automatic Fire Detection System 

 

Automatic fire detection and alarm systems are to comply with the provisions of British 

Standard 5839, Fire Detection and Alarm Systems for Buildings, Part 6 : Code of Practice for 

the Design and Installation of Fire Detection and Alarm Systems in dwellings 1995. 

 

Point or beam type smoke detectors must be used to comply with British Standard 5445 Part 7 

or BS 5446 Part 1.  If heat detectors are used (in kitchens for example) they are to comply 

with BS 5445 Part 5. 

 

Automatic fire alarm systems are to be designed, installed and serviced by a reputable, 

competent specialist company or engineer.  It is a requirement of this Service that on 

completion of the works a copy of the certificate of installation and commissioning is 

forwarded to this office. 

 

Where works include the extension of an existing installation the existing system must be 

thoroughly tested to determine that the existing equipment can function satisfactorily in 

conjunction with the new equipment provided. 

 

Your attention is drawn to the users responsibilities as set out in BS 5839.  These 

requirements regarding supervision, testing and servicing must be followed in order for the 

alarm system to function properly and reliably. 

 

Failure to carry out users responsibilities in respect of the automatic fire alarm system as 

specified in BS 4839, may result in legal action by this Service under the Housing Act 1985, 

Environmental Protection Act 1990, and/or the Health and Safety at Work Act 1974. 

 

Self Contained Smoke Detectors 

 

Self contained smoke detectors to comply with BS 5446 Part 1. Fire Alarm systems for 

Residential Premises, Part 1 :  Specification for Self Contained Smoke Alarms and Point Type 

Fire Detectors, 1990.  Alarms must be installed according to the manufacturers’ instructions.  

Smoke detectors should normally be fixed to ceilings at least 30cm away from any wall or 

light fitting. 

 

It is important that the tenants are advised of the importance of the smoke detectors and are 

requested to inform the landlord of any defect or malfunction. 

 

4.  Emergency Lighting 
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The design and installation of emergency lighting is to comply with the British Standard 5266 

Part 1 : Code of Practice for emergency lighting at premises other than cinemas and certain 

specified premises used for entertainment. 

 

An emergency lighting system must be designed, installed, serviced and maintained by a 

reputable, competent specialist company or engineer.  On completion of the installation (or 

following the alteration of an existing system) a completion certificate should be provided by 

the installer.  It is a requirement of this service that a copy of this certificate is forwarded 

to this office. 

 

Unless otherwise specified, the emergency lighting system needs to provide illumination for a 

minimum of 1 hour so a “NM/1” (non maintained operation) system will be required. 

 

The siting and spacing of the luminaries must be sufficient to meet the requirements of the 

above Code of Practice regarding minimum levels of illuminance, uniformity of illuminance, 

glare and the identification of exits and escape routes.  The Code of Practice requires at least 

0.2 lux at floor level on the centre line of a defined escape route, and for escape routes of up 

to 2 metres wide, 50% of the route width to be lit to a minimum of 0.1 lux.  Luminaries are to 

be sited near (within 2 metres of) each exit or emergency exit door and where it is necessary 

to emphasise the provision of safety equipment or a potential hazard.  It would be necessary 

therefore for each flight of a staircase to be in direct light, and a liminaire should be near any 

change in floor level and near each intersection of corridors. 

 

Your attention is drawn to the users responsibilities set out in the above Code of Practice.  

These requirements regarding supervision, testing and servicing must be followed in order for 

the system to function properly and reliably.  Servicing and maintenance should be carried out 

by a competent contractor at the intervals recommended by the Code of Practice.  A 

responsible person should be appointed by the owner and  retain a log book containing all 

relevant servicing and testing information.  This book should be made available to officers of 

this Service on request. 

 

Failure to carry out servicing, maintenance and testing as detailed in the Code of Practice may 

result in legal action by this Service under the Housing Act 19895, Environmental Protection 

Act 1990 or the Health and Safety at Work etc Act 1974. 

 

5.  Fire Resisting Construction 

 

Fire resisting construction means the ability of a wall, ceiling or some other component of a 

building to satisfy the test criteria of fire resistance specified in BS 476 relating to load 

bearing capacity, integrity and where appropriate, insulation for not less than 30 minutes or 60 

minutes as required. 

 

The methods of construction specified below for fire resisting partitions, glazing, ceilings, 

soffits etc may be varied provided that the alternative construction fully meets the required 

level of fire resistance as described above.  Before commencing such alternative works it is 

recommended that you advise this office in writing. 

 

Fire resisting protection to partitions or ceilings is to be on the risk side, that is on the side 

remote from an escape route.  For example to the inside of a room adjacent to a passage.  In 

the case of a screen separating an escape route from the lower part of the building, protection 

is to be on the side exposed to the lower part of the building.  If there is risk on both sides, for 

example for a non fire resisting partition between the two individually occupied rooms, then 

the construction shall be protected on both sides. 
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6.  Ceiling and Soffitts 

 

Existing ceilings and soffits covered with lath and plaster in good condition and ceilings 

covered with plasterboard or fire protective boarding with sheets closely butted  together, all 

gaps filled and securely fixed to joists or nogging pieces are acceptable as 30 minute fire 

resisting. 

 

Any cracked, loose or otherwise defective existing soffits or ceilings to individually occupied 

rooms, kitchens, passages, lobbies or stairway enclosures should be taken down and replaced 

with ceilings of half hour fire resisting construction. 

 

A 30 minute fire resisting ceiling or soffit should be constructed of 12.7mm plasterboard 

closely butted over timber securely fixed into place with galvanised clout nails at a maximum 

of 300mm centres.  Cover with a 5mm coat of board finish plaster. 

 

A 60 minute fire resisting ceiling should be constructed of two layers of 12.7mm plasterboard 

closely butted over timber, breaking joints.  Securely fix into place with galvanised clout nails 

at a maximum of 300mm centres.  Cover with a 5mm coat of board finish plaster.  For a 60 

minute fire resisting ceiling separating a cellar or basement from the ground floor, the 

floorboards to the ground floor should be covered with closely butted hardboard. 

 

An existing ceiling in good condition, may be upgraded to 60 minutes fire resistance by 

securely fixing an additional layer of 12.7mm thickness plasterboard at a maximum of 300mm 

centres, method of fixing as above.  Cover with a 5mm coat of board finish plaster.  For a one 

hour fire resisting ceiling separating cellar or basement from the ground floor then the ground 

floor floorboards should be covered with closely butted hardboard. 

 

When a fire resisting ceiling is constructed in a cellar your attention is drawn to the need to 

allow ventilation to the cellar and to protect timber from damp.  Provide additional airbricks 

and form a damp proof course around timber as required.  Where appropriate turn the ceiling 

up vertically between the joists to seal the space between the ceiling and the underside of the 

floor above. 

 

7.  Fire Resisting Partitions 

 

A 30 minute fire resisting partition should be constructed of timber studs of at least 50mm x 

50mm at maximum centres of 600mm with noggings behind horizontal joints of plasterboard 

at maximum of 2.5m centres.  Studs to be securely fixed to head and sole plates.  Cover both 

sides of the partition with 12.7m plasterboard closely butted over timber fixed with galvanised 

clout nails at a maximum of 300mm centres. 

 

A 60 minute fire resisting partition should be constructed of timber studs of at least 50mm x 

50mm at maximum centres of 600mm with noggings behind horizontal joints of plasterboard 

at maximum of 2.5m centres.  Studs to be securely fixed to head and sole plates.  Cover both 

sides of the partition with two layers of 12.7mm plasterboard closely butted over timber fixed 

with galvanised clout nails at a maximum of 300mm centres.  Finish with a 5mm coat of 

board finish plaster. 

 

An existing lath and plaster or plasterboard partition on a timber studwork frame may be 

upgraded to a 60 minute fire resisting construction by fixing 12.7mm plasterboard, closely 

butted to both sides of the existing partition using galvanised clout nails at a maximum of 

300mm centres.  Finish with a 5mm coat of board finish plaster. 
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8.  Fire Resisting Glazing 

 

Glazing to fire resisting doors must not reduce the fire resistance of that door and should 

accord with the appropriate provisions of BS 6262 Code of Practice for Glazing of Buildings.  

If a fire resisting door with a vision panel is required then such a door should be purchased 

complete. 

 

 

 

 

Glazing to fanlights above fire doors must be able to resist the passage of fire for 30 minutes 

or 60 minutes as appropriate in accordance with BS 476 Parts 20 to 22.  Any glazing to a fire 

resisting partition should be at least 1.1m above the adjoining floor level.  Fire resisting 

glazing eg polished wire glass, should be secured by hardwood or metal beads screwed into 

place.  The bead should cover the edge of the glass by a minimum of 15mm.  The maximum 

size of a glazed panel is 0.4 square metres. 

 

9.  Fire Extinguishers 

 

Fire extinguishers are to comply with BS 5423 and are to be selected, installed and serviced in 

accordance with BS 5306 (Part 3).  Extinguishers are to be located in a conspicuous position 

on brackets.  The extinguishers should be in a similar position on each floor and their location 

noted on a plan retained by the owner. 

 

Extinguishers must be regularly serviced and maintained, according to the manufacturers’ 

instructions, by a competent person such as a qualified engineer. 

 

The owner or person appointed by the owner should regularly inspect the extinguishers to 

check their condition and that they have not been discharged or damaged.  Such inspections 

should take place as frequently as possible, and at least monthly. 

 

10.  Further Information on Fire precautions and Means of Escape in Case of Fire 

 

May be obtained from:- 

 

BS 476 Methods for the determination of fire resistance. 

 

BS 2740 - Simple Smoke Alarms. 

 

BS 5266 Emergency Lighting. 

 

BS 5306 (Part 3) Fire Extinguishing installation and equipment on premises. 

 

BS 5395 Stairs, ladders and walkways. 

 

BS 5423 Portable Fire Extinguishers. 

 

BS 5446 Components of automatic fire alarm systems for residential premises. 

 

BS 5499 Fire safety signs, notices and graphic symbols. 
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BS 5588 Fire precautions in the design and construction of buildings. 

 

BS 5839 Fire detectors and alarm systems for buildings. 

 

BS 6262 Code of Practice for glazing of buildings. 

 

BS 8214 Code of Practice for fire door assemblies with non metallic leaves. 

Copies may be obtained from:  The British Standards Institution 

       Sales Department 

       Linford Wood 

       Milton Keynes MK14 6LE 

 

 

 

E0595  Structural Engineers Report 
 

It is a requirement that prior to the commencement of 
works, a report is provided to the local authority from a 
suitably qualified structural engineer in respect of ***. Carry 
out all necessary works recommended by the report to 
make the wall sound and safe. Any works carried out are 
to be approved by the supervising officer prior to 
commencement of the works. 
 

  

 
E0600  Take Down Wall & Clear Site 
 

Take down *** wall(s) complete. Salvage sound bricks and 
remove rubble from site. 
 

  

 
E0610  New Foundations 
 

Cast new concrete foundations of sufficient width and 
thickness set at suitable depth, to support maximum 
loading and rebuild brick wall(s) to original configuration in 
sound salvaged bricks, or new bricks to match, bedded in 
cement/sand (1:3) mortar (including for all openings with 
adequately sized lintels). Ensure mechanical bonding at all 
floor levels and at roof level and lateral restraint throughout 
entire length and height of wall with joints struck to match 
other brick elevations as work proceeds.  Provide all 
DPC’s as required. Backfill and consolidate exposed 
foundations. All works to be carried out in accordance with 
requirements of the Building Control officer. 
 

  

 
E0620  Rebuild Brick Wall 
 

Rebuild brick wall in sound salvaged bricks, or new bricks 
to match, bedded in cement/sand (1: ***) mortar, to original 
configuration ensuring mechanical bonding at all floor 
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levels and at roof level and lateral restraint throughout 
entire length and height of wall with joints struck to match 
other brick elevations as work proceeds. All works to be 
carried out in accordance with requirements of the Building 
Control officer. 
 

 
E0630  Take Down & Rebuild Wall 
 

Provide all temporary shoring and support to floor(s) and 
roof. Take out and set aside windows and doors complete 
and other items to be reinstalled. Take down areas of 
brickwork to the *** wall(s) clean off and set aside all 
sound materials. Rebuild to match existing, using 
previously set aside materials making out with new to 
match existing. Properly tooth and bond into adjoining 
brickwork, point up in good mortar. Build in suitable damp 
proof courses, as necessary. Provide shuttering and recast 
sills where necessary, with full width throating, and smooth 
upper surfaces with falls away from openings. Refix/rebuild 
in windows and doors renewing where necessary. Refix 
other items previously removed. Sand cement and plaster 
internally to smooth finish to match existing and refix all 
internal woodwork and fittings. Strike all temporary shoring 
and support. Leave the whole thoroughly sound, plumb, 
and stable upon completion. Reference should be made to 
the Building Control Officer. 
 

  

 
E0640  Underpining Works 
 

Carry out underpinning works to the inadequately founded 
*** wall(s) using a method approved by the Building 
Control Officer, including reinstating all excavated earth 
works and making good all disturbed areas. (It is in your 
interest to employ the services of a Specialist Contractor 
experienced in works of this nature). 
 

  

 
E0650  Insert Steel Restraining Straps 
 

Insert suitable steel straps to restrain the *** wall. Straps to 
be run concealed and anchored to adjacent wall/joists 
capable of providing the necessary restraint. References 
should be made to the Building Control Officer. 
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E0651  Stitch Rendered Brickwork 
 

Hack off  around fracture to ***, examine and effectively 
stitch brickwork as required using proprietary epoxy resin 
bonding agent. Key brickwork and  to finish flush with 
adjacent areas. 
 

  

 
E0660  Cut Out & Renew Defective Brickwork 
 

Cut out *** brickwork to the *** wall. Renew with sound 
bricks to match existing, properly toothed and bonded to 
adjacent brickwork and point up in good mortar. Leave the 
wall in a sound and safe condition upon completion. 
 

  

 
E0665  Rebuild Loose/Missing Brickwork 
 

Rebuild loose and/or missing areas of brickwork to ***. Use 
sound salvaged bricks or new to match existing, bedded in 
sand/cement (1:4) mortar to original configuration. 
 

  

 
E0670  Repoint Brickwork 
 

Rake out loose and perished pointing to all brickwork 
elevations prepare all open joints and neatly repoint in 
good mortar to match existing. Leave sound and 
weatherproof upon completion. 
 

  

 
E0671  Perished Pointing 
 

Rake out *** pointing to the ***, prepare all open joints, and 
neatly repoint in good cement mortar coloured to match 
existing. Leave sound and weatherproof upon completion. 
 

  

 
E0680  Repair Holed Areas of Brickwork 
 

Make good to holed areas of brickwork. Cut out damaged 
brickwork and infill hole with bricks to match existing 
properly bedded and bonded to existing. Point up in good 
mortar. Leave sound and weatherproof upon completion. 
 

  

 
E0690  Make Good Brickwork Around Pipes 
 

Make good to brickwork around the *** pipe(s) perforating 
the wall. Fill neatly with good mortar flush with adjacent 
surfaces. Leave sound and weatherproof upon completion.  
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E0700  Renew Stucco/Render 
 

Hack off unkeyed and/or perished rendering and stucco to 
the *** wall(s). Key brickwork, prepare and rerender to 
match existing flush with adjacent surfaces. Leave sound 
and weatherproof upon completion. 
 

  

 
E0710  Cracked Stucco/Render 
 

Rake out cracks to the rendering/stucco to the *** wall(s). 
Prepare, apply bonding agent and fill cracks with suitable 
mortar flush with adjacent surfaces. Leave sound and 
weatherproof upon completion. 
 

  

 
E0720  Replace Missing Stucco/Render 
 

Key brickwork to areas of missing rendering/stucco to the 
*** wall(s). Prepare and rerender to match existing, flush 
with adjacent surfaces. Leave sound and weatherproof 
upon completion. 
 

  

 
E0730  Renew Brick Arch Complete 
 

Provide all necessary support. Cut out the unsound brick 
arch above the ***. Set aside all sound bricks for reuse. 
Examine exposed lintel or beam and  as necessary. 
Prepare surfaces, erect formwork and rebuild to match 
existing using previously set aside bricks making out with 
new to match existing. Wedge and pin in new arch to 
existing brickwork point up in good mortar. Leave sound 
and secure upon completion. 
 

  

 
E0740  Repair Brick Arch 
 

Provide all necessary support. Cut out spalled cracked or 
loose bricks to arch above the ***. Set aside all sound 
bricks for use. Prepare surfaces, erect formwork and repair 
arch, using previously set aside bricks making out with 
new to match existing. Bricks to be bedded, firmly wedged 
and pointed in good mortar. Leave whole sound and 
secure upon completion. 
 

  

 
E0741  Overhaul Brick Arch 
 

Prop up, wedge and repoint all dropped and/or loose 
bricks to *** arch. Leave whole in sound condition on 
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completion. 
 

 
E0750  Renew Fractured Lintol 
 

Provide all necessary support. Take out the fractured lintel 
to the ***. Prepare surfaces, bed and point in position new 
lintel of adequate dimensions and load bearing capacity. 
Make up and point brickwork to match existing. Leave 
whole sound and secure on completion. 
 

  

 
E0760  Replace Rotted Timber Bressemer 
 

Provide suitable support to ***. Remove rotted timber 
bressemer. Thoroughly cleanse surrounding area and treat 
to prevent recurrence of rot. Provide and fix a new rolled 
steel joist suitably protected against corrosion. All works to 
be carried out in accordance with instructions from the 
Building Control Officer. 
 

  

 
E0770  Renew Stone Sill-Window 
 

Cut out broken and decayed stone window sill(s) to the 
rooms listed below. Provide shuttering as necessary and 
recast. Float surfaces to provide a smooth crack free 
surface sloping away from the window with full width 
throating on underside. Joints with timber sills to be filled 
and made watertight with mastic. Defective joints between 
brickwork and underside of sill to be raked out and 
repointed. 
 

  

 
E0780  Renew Stone Cill-Door 
 

Cut out the inadequate sill to the *** door opening(s). 
Prepare bed, erect formwork as necessary. Reform sill 
using suitable concrete mix, cast in galvanised water bar, 
and leave with weathered upper surface. Take down door, 
rebate, adjust as necessary and rehang. Leave 
weatherproof and in proper working order. 
 

  

 
E0790  Repair Cracked Sill 
 

Rake out the cracked defective areas of sill(s). Fill with 
good cement mortar with waterproof additive to match 
existing and trowel smooth to finish flush with adjacent 
areas. 
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E0800  Resurface Stone Sill 
 

Refloat the eroded stone sill to the window. Provide a 
smooth crack free upper surface with a suitable fall away 
from the window and a full width throating on the 
underside. Make good all works disturbed. 
 

  

 
E0810  Remake Soffit/Reveal Joints 
 

Rake out loose and perished soffit and reveal joints to the 
***. Prepare all open joints and neatly remake in good 
mortar to match existing. Leave sound and weatherproof 
upon completion. 
 

  

 
E0820  Remake Defective Mastic Joints 
 

Rake out loose, shrunken or otherwise defective mastic 
joints to the *** frame(s). Prepare open joints and seal 
neatly with a suitable mastic compound. Leave sound and 
weatherproof upon completion. 
 

  

 
E0830  Provide Mastic Joint 
 

Prepare open joints to the *** frame(s). Seal joints neatly 
with a suitable quality mastic compound. Leave sound and 
weatherproof upon completion. 
 

  

 
E0840  Renew Render to Soffit/Reveal 
 

Hack off *** rendering to the *** soffit and reveals. Key 
brickwork prepare and rerender to match existing flush 
with adjacent surfaces. Leave whole sound and 
weatherproof upon completion. 
 

  

 
E0850  Cracked Soffit/Reveal Render 
 

Rake out cracks to the rendering to the *** soffit and 
reveals. Prepare, apply bonding agent and fill cracks with 
suitable mortar flush with adjacent surfaces. Leave whole 
sound and weatherproof upon completion. 
 

  

 
E0860  Replace missing Render-Soffit/Reveal 
 

Key brickwork to areas of missing rendering to the *** soffit 
and reveals. Prepare and rerender to match existing flush 
with adjacent surfaces. Leave whole sound and 
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weatherproof upon completion. 
 

 
E0870  Renew Plinth Render 
 

Hack off *** plinth rendering to the *** wall(s). Key 
brickwork and rerender to match existing flush with 
adjacent surfaces. Leave whole sound and weatherproof 
upon completion. 
 

  

 
E0880  Repair Cracks-Plinth Render 
 

Rake out cracks to the plinth rendering to the *** wall(s). 
Prepare, apply bonding agent fill cracks with suitable 
mortar flush with adjacent surfaces. Leave whole sound 
and weatherproof upon completion. 
 

  

 
E0890  Replace Missing Plinth Render 
 

Key brickwork to areas of missing plinth render. Prepare 
and rerender to match existing flush with adjacent 
surfaces. Leave whole sound and weatherproof upon 
completion. 
 

  

 
E0900  Provide New Air Brick 
 

Cut opening through external wall in suitable position of 
sufficient dimensions to receive air bricks to ventilate ***, 
Provide, fit, bed and point up new air brick. Provide and fix 
plaster louver internally. 
 

  

 
E0910  Replace Broken Air Brick Grille 
 

Take out the corroded or otherwise defective iron 
ventilation grille(s). Provide, fit and bed new ventilation 
grille(s)/brick(s) and point up. 
 

  

 
E0920  Provide New Air Brick-Sub Floor 
 

Cut opening(s) through wall of sufficient dimensions to 
receive new ventilation *** to ensure adequate sub-floor 
ventilation. Provide, fit and bed new ventilation grille(s) and 
point up. 
 

  

 
E0930  Clean Obstructed Ventilator 
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Clean out the obstructed vent(s) to the ***. 
 

  

 
EE6900 Stair Lift 
 

Provide and install between the *** an electrically 
controlled stair lift in accordance with the manufacturers’ 
instructions. Include for all necessary ancillary works and 
equipment. 
 

  

 
EE6901 External Chair Lift 
 

Provide and install between the *** and *** an external 
chair lift. Works to be carried out by specialist contractor.  
Allow for all necessary ancillary works. 
 

  

 
EE6902 External Stair Lift 
 

Supply and install outdoor stairlift between the *** levels. 
Include for seat belt, weather protected electrics, and 
waterproof seat cover. Test and leave to operate as 
designed. 
 

  

 
EE6903 Reconditioned Stair Lift 
 

Provide and install between the *** a re-conditioned 
electrically controlled stair lift in accordance with the 
suppliers instructions. Include for all necessary ancillary 
works and equipment. Copy of maintenance agreement to 
be supplied on completion. 
 

  

 
EE6904 Reconditioned External Chair Lift 
 

Provide and install between the *** a reconditioned 
external chair lift. All works to be carried out in accordance 
with suppliers instructions. Include for all ancillary works 
and equipment Copy of maintenance agreement to be 
supplied on completion. 
 

  

 
EE6910 Night Storage Heaters 
 

Provide and install within the *** rooms electrical night 
storage radiators. Connect to low tariff off peak metered 
supply. All works to be carried out by NICEIC registered 
contractors. 
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EE6910 Room Sealed Gas Wall Heaters 
 

Provide and install within the *** rooms thermostatically 
controlled wall mounted room sealed gas heaters. Properly 
connect to gas supply. All works to be carried out by 
CORGI registered installer. 
 

  

 
EE6930 Gas Fired Central Heating 
 

Provide and install suitable capacity balanced flue boiler. 
Supply and fix radiators to the *** rooms and allow for all 
necessary pipework. Include for fully programmable timer 
switch, and a suitably located room thermostat. All work to 
be undertaken by CORGI registered contractor; a test 
certificate to be provided on completion. 
 

  

 
EE6931 Combined Hot Water/Central Heating 
 

Provide direct mains combination balanced flue gas boiler 
and properly plumb into the *** in accordance with the 
regulations of the statutory undertaker. Supply and fix 
radiators to the  rooms and allow for all necessary 
pipework. Include for fully programmable timer switch 
allowing for the independent control of hot water and 
central heating, a suitably located room thermostat, and 
thermostatically controlled radiator valves to all radiators. 
All works to be undertaken by a CORGI registered 
installer. A test certificate to be provided on completion. 
 

  

 
EE6940 Loft Hatch 
 

Form loft access hatch in suitable position. Cut opening 
through ceiling plaster, trim joists around opening and 
insert new trimmers as required. Provide and fix suitable 
lining complete with stops. Provide and fix in position a 
hinged trap door. Make good plaster around opening; 
provide and fix suitable architraves. 
 

  

 
EE6950 Loft Insulation 
 

Provide and install 150mm thick insulating quilt within the 
roof space. Ensure that all tanks and pipes within the void 
are adequately lagged. 
 

  

 
EE6960 Low Access Shower/Fan/Flooring 
 

Isolate all services. Disconnect and remove existing   
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bath/shower and fittings as necessary. Make good to 
disturbed areas. Cut out, remove and cap off all redundant 
pipework and cart away. Generally prepare the area. 
Install low access ramped shower tray, complete with half 
height sliding doors. Supply and install new Triton T100E 
instantaneous, thermostatically controlled electric shower 
complete. Supply and fit in-line isolating valve on cold 
water supply. Electrical supply to be via a pullcord double 
pole switch with neon indicator. Provide and fit electric 
anti-condensation fan with humidistat to work in 
conjunction with light switch. Supply and fit curtain rail of 
proper dimensions complete with supports and weighted 
shower curtain. Supply and fix suitable grab rails. Supply 
and fit wall fixed folding shower seat with support legs. 
Supply and lay Tarasafe type non-slip safety floor to 
remaining area. Test shower and leave to operate as 
designed. Clear all debris from site. 
 

 
EE6961 Chiltern Shower 
 

Supply and fit chiltern type shower cubicle complete with 
doors and curtain, instantaneous electric shower with 
adjustable head and anti-scald device, fold up shower 
seat, waste and hand rail. Carry out necessary wiring to 
suit *** works to comply with current NICEIC regulations. 
 

  

 
EE6970 Grab Rails 
 

Provide and fix in accordance with the recommendations 
of the occupational therapist, suitable grab rails to the ***. 
 

  

 
EE6975 Lever Taps 
 

Take off existing taps to the ***.  Provide and fix long lever 
taps. Leave to operate as designed. 
 

  

 
EE6980 Build Single Storey Extn. (A) 
 

{{Drainage Excavation}} 
 
Trace and expose all drainage and services passing 
beneath the proposed extension. Record the position and 
condition of any services found during excavation. Clear 
the site along the route of excavations. Excavate the 
trenches to the minimum practical width but not less than 
450mm or 1,5 times pipe diameter. Excavate by open cut 
method. Form a firm evenly graded trench bottom.  
Support pipes evenly along the full lengths from lowest 
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part of drain with sockets facing up the fall. Do not cover 
any drainage works until tested and approved. 
 
{{Backfilling}} 
 
On completion of the initial filling to the specified levels 
above the drains backfill with granular material to a depth 
of 100mm thick concrete protection slab finished flush with 
adjacent surfaces. 
 
{{Note}} 
 
Programme the excavations so that there is always the 
shortest time period between trenching and pipe laying. If 
unavoidable delays occur protect the trench bottom or 
leave a final layer for hand removal. 
 
{{Foundations}} 
 
Excavate foundation trench 800mm x 1100mm deep. Clear 
all surplus soil from site and provide planking and strutting 
if deemed to be necessary. Lay concrete foundation to the 
perimeter of the proposed extension 800mm wide x 
280mm deep using 1:3:6 mix including clay master if 
required. 
 
Break out oversite/concrete surface and strip to reduce 
level. Prepare the ground ready for proposed construction 
of oversite and clear all suplus soil and concrete etc., from 
site. 
 
Construct a cavity wall, in commons, between foundations 
and DPC level using 2 x skins of 114mm brickwork with 
50mm cavity, tied together with wall ties at 900 x 450mm 
centres. Supply and lay reinforced concrete lintels to walls 
where drains pass beneath. 
 
Continue underfloor ventilation between the existing 
property and outer face of new extension with 100 mm 
UPVC pipework, complete with air bricks into outer walls. 
 
To complete area of oversite lay 150mm hardcore, well 
compressed and covered with a blinding layer of sand, 
100mm solid concrete to a 1:3:6 mix and finish with a 
sheet of 120mm damproof membrane which is to be 
dressed up and linked and lapped with all new and existing 
damproof course. Finish with 25mm closed and top with a 
62mm sand and cement screed, trowelled to a smooth 
finish, and with 1:50 falls within shower room towards new 
internal floor gully. 
 
Note: The finished floor level should continue through from 
the floor level of the existing building. 
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EE6981 Build Single Store Extn (B) 
 

Fill the cavity to ground level with a lean mix concrete. 
 
Run a horizontal DPC to each skin of the preimeter wall 
linked and lapped with existing damproof course in 
adjoining walls. 
 
Supply and fix Furfix profiles to provide tying arrangement 
between existing building and new extension. 
 
Construct a new cavity wall to single storey height using 
114mm bricks to match existing building, 50mm cavity and 
102 Celcon blocks, with skins tied together with butterfly 
wall tiles at 900 x 450mm centres. During construction of 
walls allow for forming window and door openings building 
in catnic CN7 lintels over openings which are to bear not 
less than 150mm to either side. 
 
Fill cavities with 50mm rockwall cavity batts. 
 
Allow for closing cavities to each opeing and placing DPC 
to each vertical reveal. 
 
Allow for forming feature aches over window and door 
openings using suitable bricks laid on edge. 
 
Allow for building into the new brickwork the following 
windows and doors. 
 
Allow for glazing all new windows with 6mm toughened 
glass and any shower/bath/wc room to have obscure 
glass. 
 
Construct new 100mm Celcon block partitions tied into the 
new and existing structure with Furfix profiles and allow for 
forming door opening(s) with lintels. 
 
Supply and fix 100mm x 75mm timber wall plate to inner 
skin of new extension strapped down to plates on outer 
wall. 
 
Supply and fix 100 x 50mm ceiling joists at 400mm centres 
and securely fix and strap down to plates on outer wall. 
 
Provide lateral restraint by fixing 900 x 30 x 5mm anchor 
straps at 1500mm centres between flank walls and new 
joists. 
 
Run 150mm fibre glass insulation between ceiling joists. 
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Supply and fix to the underside of the joists 9.5mm sheet 
plaster board. Fill and scrim joints and set with board 
plaster to a smooth even surface. 
 
Render all new blockwork internally to walls and partitions 
with sand/cement incorporating a damproof additive and 
finish with a skim coat of plaster. 
 
Allow of dipping the joist ends in preservative fluid and 
wrapping with felt prior to fixing. 
 

 
EE6982 Build Single Storey Extn (C) 
 

{{Flat Roof}} 
 
Supply and fix firring pieces to each joist to allow a fall of 
not less than 1 in 40. 
 
Cover the proposed roof with 19mm external quality sheet 
plywood. 
 
Complete construction to flat roof by decking out with 
Warmdeck Roof Contruction, laid in accordance with 
manufactures instructions. 
 
Lay a three layer built up bitumen felt roof system to 
BS747 and BSCP 144. 
 
Supply and fit flashings in Code 4 lead let into brickwork 
joints to a suitable depth not less than 25mm wedged and 
pointed in cement/sand (1:3 mortar finished with joints 
struck. 
 
Supply and securely fix fascia boards in well seasoned 
timber, primed, undercoated and glossed. 
 
Supply and fix suitable rainwater guttering with all 
necessary brackets and fittings set to proper falls and 
connected to the rainwater pipe system. Test and leave 
watertight. 
 
Supply and fix a suitable rainwater pipe with all necessary 
fittings and brackets and set to discharge properly. 
 
{{General}} 
 
Supply and fix 150 x 25mm plain edged skiriting 
throughout. 
 
Supply and fix architraves to both sides of new door 
opening. 
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Extend the lighting circuit to the new room(s). 
 
Extend cold/hot water supplies to new fittings. 
 
All new walls, ceilings to be prepared and painted with 2 
coats of quality emulsion. 
 
Prepare all new joinery, internal and external, prime and 
paint 2 undercoats and 1 finishing gloss coat. 
 

 
F1640  Rebuild Defective Steps (Concrete) 
 

Provide all necessary support, take down the unstable or 
otherwise defective steps between the *** complete. 
Remove inadequate support, prepare and provide suitable 
bearings. Erect formwork, cast new waterproof reinforced 
concrete steps. Strike formwork and leave whole sound 
and watertight upon completion. Reference should be 
made to the Building Control Officer. 
 

  

 
F1650  Rebuild Defective Steps (Concrete) 
 

Provide all necessary support, take down the *** steps 
between the *** complete. Set aside handrail and 
balustrading. Remove all inadequate support, prepare and 
adapt to provide suitable bearings. Erect Formwork, 
prepare and cast new waterproof reinforced concrete 
steps. Build in previously set aside ironwork.  Strike 
formwork and leave whole sound and watertight upon 
completion. Reference should be made to the Building 
Control Officer and Planning Department. 
 

  

 
F1660  Repair Concrete Steps 
 

Cut out the broken or otherwise defective *** to the steps 
between the ***. Provide all necessary support, and bed 
replacement precast ***. Point up and leave sound and 
watertight.  
 

  

 
F1670  Resurface Concrete Steps 
 

Key and prepare the worn or otherwise defective step(s) 
between ***. Treat with bonding agent, erect formwork, 
and resurface with fine waterproof concrete. Strike 
formwork and leave sound on completion. 
 

  

 
F1680  Repair Cracks to Concrete Steps 



  106 

 

Cut out all cracks to step(s) between the ***. Prepare and 
treat with bonding agent, fill with fine concrete, mixed with 
bonding agent. Finish flush with adjacent areas. 
 

  

 
F1690  Fill Open Joints to Treads/Risers 
 

Rake out and prepare open joints to tread(s) and riser(s) to 
the stairs between the ***. Treat with bonding agent, and 
fill with waterproof mortar. Leave smooth and sound on 
completion. 
 

  

 
F1700  Provide Copings to Balustrade Wall 
 

Provide bed and new coping stones to match existing 
where missing to the balustrade wall. Incorporate a 
suitable horizontal damp proof course, point in position in 
good mortar. Leave sound and even upon completion. 
 

  

 
F1710  Decorate Ironwork Supports to Steps 
 

Wirebrush metalwork support(s) beneath the steps to 
remove all rust and scale. Treat with rust inhibitor, prime 
and paint two coats bituminous solution. 
 

  

 
F1720  Overhaul Metal Staircase 
 

Overhaul the metal staircase. Cut out all corroded or 
otherwise defective section(s). Provide, prepare and weld 
in new section(s) where removed or missing, to match 
existing. Prepare and reweld loose sections. Secure as 
necessary and leave whole sound. 
 

  

 
F1730  Overhaul Timber Staircase 
 

Overhaul the timber staircase. Cut out all rotten or 
otherwise defective sections. Prepare, provide and fix new 
treated sections to match existing. Prepare and refix loose 
sections. Leave whole sound and secure. 
 

  

 
F1740  Overhaul Metal Handrail/Balustrading 
 

Overhaul the metal handrail and balustrading. Cut out all 
corroded or otherwise defective sections. Provide, prepare 
and weld in new sections where removed or missing, to 
match existing. Prepare and reweld loose sections. Secure 
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as necessary and leave whole sound. 
 

 
F1750  Provide Metal Handrail/Balustrading 
 

Provide metal handrail and balustrading of suitable design 
and construction, where missing to the ***. Prepare steps 
to receive metal work and properly fix handrail and 
balustrading in position. Prepare, prime and paint in one 
undercoat and one gloss finishing coat of quality oil paint. 
 

  

 
F1760  Replace Metal Handrail/Balustrading 
 

Take down the corroded or otherwise defective metal 
handrail and balustrading to the *** complete. Provide 
metal handrail and balustrading of suitable design and 
construction. Prepare steps to receive metal work and 
properly fix handrail and balustrading in position. Prepare, 
prime and paint one undercoat and one gloss finishing 
coat of quality oil paint. 
 

  

 
F1770  Secure Loose Handrail/Balustrading 
 

Secure the loose handrail and balustrading to the ***. 
 

  

 
F1780  Secure Loose Baluster 
 

Secure the loose baluster(s) to the balustrading. 
 

  

 
F1790  Secure Loose Handrail 
 

Secure the loose handrail to the ***. 
 

  

 
FF3901 Remove Accumulations - Escape Routes 
 

Remove all accumulation of items and materials from 
landings and corridors within the escape route.  Keep 
these areas clean and free from obstruction at all times. 
 

  

 
FF3902 Fire Door Operation 
 

Take all necessary steps to ensure that all fire doors are 
able to be operated as intended, and that they are not 
wedged open. 
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FF3903 Extinguisher Brackets 
 

Provide and fix suitable wall brackets for all fire 
extinguishers and ensure that they are not left free 
standing on floors. 
 

  

 
FF3904 Refix Extinguisher Brackets 
 

Refix existing extinguisher brackets to the supporting wall. 
 

  

 
FF3905 Repair/Replace Self Closer 
 

Repair or replace the *** self closing device.  Test and 
leave to operate as designed. 
 

  

 
FF3906 Manager’s Name & Address 
 

Display and maintain in a prominent position within the 
house/flat a notice containing the name, address and 
telephone number, (if any), of the person (or each person) 
who is the manager of the house/flat. 
 

  

 
FF3907 Disposal of Refuse/Litter 
 

Ensure that refuse/litter is not allowed to accumulate in the 
house/flat except where properly stored pending disposal, 
and in particular; - 
 

Provide and maintain suitable and sufficient 
refuse/litter receptacles for the requirements of the 
house/flat residents (except in so far as such 
provision is made by the Local Authority). 

 
AND 
 

Make sure supplementary arrangements for the 
disposal of refuse/litter from the house/flat as may 
be necessary having regard to the service provided 
by the Local Authority. 

 

  

 
FF3908 Tidy Garden 
 

Cut back the overgrown vegetation from the  garden and 
thereafter maintain the garden in a tidy condition. 
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FF3909 Provide Refuse Bins 
 

Provide  refuse bins together with closely fitting lids for use 
by tenants. 
 

  

 
FF3910 Remove Rubbish - General 
 

Remove the refuse/discarded furnishings/unwanted 
materials from the ***. Maintain in a tidy condition 
thereafter. 
 

  

 
FF3911 Repair Garden Wall 
 

Repair the boundary wall to the  garden and maintain it in 
reasonable repair. 
 

  

 
FF3912 Repair Garden Fence 
 

Repair the boundary fence to the  garden and maintain it in 
reasonable repair. 
 

  

 
FF3913 Refix Thermoplastic Tiles 
 

Secure loose thermoplastic floor tiles. 
 

  

 
FF3914 Repair Thermoplastic Tiles 
 

Cut out all damaged thermoplastic tiles. Prepare, provide 
and lay new tiles to match existing. 
 

  

 
FF3920 Renew Floor Covering 
 

Take up *** floor covering. Provide and lay new suitable 
floor covering. 
 

  

 
FF3922 Fix Hardboard to Floor 
 

Provide and securely fix to the uneven floor to the *** 
suitable quality hardboard. Leave sound and level upon 
completion. 
 

  

 
FF3923 Renew Lino Flooring 
 

Remove the worn and dirty linoleum to the ***. Provide and   
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fix hardboard and cover with new suitable floor covering to 
form a smooth impervious surface. 
 

 
FF3924 Renew Floor Carpet 
 

Remove the worn and dirty carpet to the ***. Provide and 
fix hardboard and cover with new suitable floor covering to 
form a smooth impervious surface. 
 

  

 
FF3925 Trip Hazard-Floor Covering 
 

Securely fix the floor covering to the  to remov***e the trip 
hazard. 
 

  

 
FF3926 Clean Floor Covering 
 

Clean the floor covering to ***. 
 

  

 
FF3927 Wash Down Floor 
 

Wash down floor, de-grease and leave clean. 
 

  

 
FF3930 Renew Stair Covering 
 

Take up  ***stair covering. Provide and lay new suitable 
stair covering. 
 

  

 
FF3931 Secure Balustrading 
 

Carry out all works as may be necessary to secure the *** 
balustrading to the  ***staircase. Leave safe and secure on 
completion. 
 

  

 
FF3932 Replace Missing/Broken Balusters 
 

Replace the *** balusters to the *** staircase to leave safe 
and secure on completion. 
 

  

 
FF3933 Replace Handrail 
 

Replace the *** handrail to the *** staircase. Leave safe 
and secure on completion. 
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FF3934 Refix Handrail 
 

Refix the *** handrail to the *** staircase. Leave safe and 
secure on completion. 
 

  

 
FF3943 Gas Safety Check 
 

Suitably arrange for a safety check of all appliances for 
heating/hot water/cooking etc by a suitably qualified 
C.O.R.G.I. registered engineer only. Approved 
documentation after satisfactory safety check to be 
forwarded to this Service. Landlord to maintain record of all 
appliances so checked. 
 
All works to Gas Safety (Installation and Use) Regulations 
1994. 
 

  

 
FF3945 Secure Loose WHB/Sink/WC 
 

Secure the loose ***. Leave safe on completion. 
 

  

 
FF3946 Fix/Renew WC Seat and Cover 
 

Fix or renew the *** WC seat and cover to the ***. 
 

  

 
FF3947 Secure WC Seat and Cover 
 

Secure the loose WC seat and cover to the ***. 
 

  

 
FF3950 Emulsion Paint 
 

Prepare and paint *** with two coats suitable quality 
emulsion paint. 
 

  

 
FF3960 Strip and Repaper Walls 
 

Strip existing paper to walls. Make good and size walls as 
necessary. Repaper with suitable quality materials. 
 

  

 
FF3961 Prepare & Paint Walls 
 

Clean down, properly prepare and repaint walls with two 
coats of water based emulsion paint. 
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FF3969 Cleaning 
 

Thoroughly cleanse the ***, using suitable detergents. 
 

  

 
FF3970 Wash Down Surfaces 
 

Wash down all surfaces to the ***, de-grease and leave 
clean. 
 

  

 
FF3971 Clean Amenity 
 

Properly clean the filthy/scaled *** and leave in a clean 
condition and good working order. 
 

  

 
FF3972 Renew Amenity 
 

Repair or renew the defective *** to the *** with similar 
model and leave in a safe working order. 
 

  

 
FF3980 Wash Down Woodwork 
 

Wash down woodwork, de-grease and leave clean. 
 

  

 
FF3990 Wash Down Ceiling 
 

Wash down ceiling, de-grease and leave clean. 
 

  

 
FF4001 Provide Window Restrictors 
 

Provide and fix window restrictors to the *** window. Leave 
in proper working order on completion. 
 

  

 
FF4003 Insulate Pipes 
 

Properly protect all tanks, pipes, water closets and other 
fittings against damage by frost. 
 

  

 
FF4006 Lid To CW Storage Tank 
 

Provide and fix a suitable close fitting lid to the cold water 
storage tank. 
 

  

 
 



  113 

FF4007 Insulate Tank 
 

Protect the cold water storage tank and all associated 
pipework (including the overflow pipe) from freezing by 
insulating the appropriate materials. 
 

  

 
FF4008 Replace Light Bulb General 
 

Replace the defective or missing light bulb to the ***. 
 

  

 
FF4009 Replace Light Bulbs - Communal 
 

Replace all *** light bulbs to the communal areas leaving 
fully operational on completion. 
 

  

 
FF4010 Provide New Lighting 
 

Provide adequate artificial lighting to the ***. 
 

  

 
G1240 Renew Soil Pipe-Complete 
 

Take down the broken or otherwise defective soil pipe and 
fittings complete. Provide and fix suitable soil pipe and 
fittings. Properly connect to drainage system. Properly 
reconnect existing soil and waste pipe renewing where 
necessary. Test and leave sound, watertight and in proper 
working order. 
 

  

 
G1250 Renew Section Soil Pipe 
 

Take down broken or otherwise defective sections of soil 
pipe and fittings, and provide new sections and fittings to 
march existing. Prepare existing pipework and properly fit 
new sections. Test and leave sound, watertight and in 
proper working order. 
 

  

 
G1260 Provide Balloon 
 

Provide and fix suitable balloon where missing to soil/vent 
pipe. 
 

  

 
G1270 Replace Balloon 
 

Remove broken or otherwise defective balloon to the soil 
pipe. Provide and fix new suitable balloon.  
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G1280  Provide Soil Pipe Offset 
 

Provide suitable soil pipe offset where missing. Prepare 
existing pipework and properly fit new offset. Test and 
leave sound, watertight and in proper working order. 
 

  

 
G1290  Renew Soil Pipe Offset 
 

Take down broken or otherwise defective soil pipe offset 
and fittings as necessary. Provide new offset to match 
existing. Prepare existing pipework and properly fit new 
offset. Test and leave sound, watertight and in proper 
working order. 
 

  

 
G1300  Renew Soil Pipe Branch 
 

Take down broken or otherwise defective soil pipe branch 
and fittings as necessary. Provide new branch to match 
existing. Prepare existing pipework and properly fit new 
branch. Test and leave sound, watertight and in proper 
working order. 
 

  

 
G1310  Renew Soil Pipe/WC Connection 
 

Take down broken or otherwise defective soil pipe WC 
connection branch and fittings as necessary. Provide a 
new branch to match existing. Prepare existing pipework 
and properly fit new branch. Test and leave sound, 
watertight and in proper working order. 
 

  

 
G1320  Replace Soil Pipe Access Plate 
 

Remove broken or otherwise defective soil pipe access 
plate. Prepare, provide and fit new suitable access plate. 
 

  

 
G1330  Provide Soil Pipe Access Plate 
 

Prepare, provide and fit new suitable access plate where 
missing to soil pipe. 
 

  

 
G1340  Extend Soil Pipe 
 

Extend the soil pipe in suitable materials to terminate at 
position in accordance with Building Regulations.  Fit 
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suitable balloon. 
 

 
G1350 Secure Loose Soil Pipe 
 

Secure loose soil pipe renewing fixing as necessary. 
 

  

 
G1360  Replace Air Inlet 
 

Remove the broken or otherwise defective fresh air inlet.  
Provide and fix suitable fresh air inlet complete with mica 
flap. 

  

 
G1365  Grill to Fresh Air Inlet 
 

Provide and fix a suitable grill with mica flap to the existing 
vent pipe. 
 

  

 
G1370  Provide Waste Pipe Where Missing 
 

Provide and fix suitable waste pipe and fittings where 
missing to the ***. Properly connect to pipe or fitting 
renewing as necessary and run to existing drainage 
system making connections as necessary. Test and leave 
in proper working order. 
 

  

 
G1380 Replace Overflow to W.C. 
 

Prepare existing hole in wall where overflow missing to 
cistern. Provide, fix and connect the length(s) of overflow 
pipe and fittings, as necessary with minimum 100mm 
projection from wall to discharge clear of wall. Test and 
leave in proper working order. 
 

  

 
G1390  Provide Overflow to W.C. 
 

Cut hole in existing wall to receive new overflow pipe from 
cistern where missing. Provide, fix and connect new 
length(s) of overflow pipe and fittings as necessary with 
minimum 100mm project from wall to discharge clear of 
wall. Test and leave in proper working order. 
 

  

 
G1400  Renew Waste Pipe 
 

Take down broken or otherwise defective waste pipe to the 
***. Provide and fix new waste pipe and fittings as 
necessary. Properly connect to pipe or fitting renewing as 
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necessary and run to existing drainage system making 
connections as necessary. Test and leave in proper 
working order. 
 

 
G1410  Extend Waste Pipe 
 

Extend/adapt existing waste to properly discharge into ***. 
 

  

 
G1420  Extend WWP Overflow 
 

Extend/adapt existing WWP overflow pipe to discharge 
clear of wall. 

  

 
G1430  Secure Loose Pipe 
 

Secure the loose *** pipe(s), renewing fixings as 
necessary. 
 

  

 
G1440  Repair Leaking Pipe Joint 
 

Properly make watertight the leaking joint(s) to the *** 
pipe(s). 
 

  

 
G1450  Unblock Waste Pipe 
 

Unblock the obstructed waste pipe(s). 
 

  

 
GG9000 Energy Efficiency Measures  
 

ENERGY EFFICIENCY MEASURES 
 
The following energy efficiency measures may be included 
in the general work programme. They are mandatory, but 
will help reduce you annual fuel bills, and be beneficial to 
the environment. The works may qualify for mandatory 
grant aid. 
 
{NB} ALL ELECTRICAL WORKS ARE TO BE CARRIED 
OUT BY AN {NICEIC} REGISTERED CONTRACTOR.  
ALL WORKS ASSOCIATED WITH GAS APPLIANCES 
MUST BE UNDERTAKEN BY A {CORGI} REGISTERED 
CONTRACTOR. 
 
On completion of works, installer to provide full explanation 
on the use of all electronic controls and heating systems. 
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GG9001 Draughtproofing 
 

Draughtstrips as necessary all window and external doors 
with the exception of bathrooms and kitchens where 
internal doors should be draughtstripped. 
 
The following schedules should be adopted as appropriate: 
 
WINDOWS: Pin brush-pile seals to frame against the 
sliding sashes. Replace staff and parting beads with those 
incorporating brush or wiper seals. 
 
DOORS: Fix straight or angled brush seal to door 
threshold. Provide “wiper-blade” strip to the door frame 
upstand. 
 

  

 
GG9002 Loft Access Hatch 
 

Provide where missing, a suitable size loft hatch complete 
with door and frame, to enable full access to be gained to 
the roof space under the pitched roof. Prime and paint on 
completion. 
 

 
 

 

 
GG9003 Loft Insulation 
 

Provide and install within the pitched roof void suitable 
mineral wool insulating quilt to achieve a finished thickness 
of 200mm. Half the quilt thickness to be laid between the 
joists, the remainder to be laid across the joists. 
 
Provide adequate insulation and draughtproofing to the loft 
access hatch. 
 

  

 
GG9004 Insulate Loft Hatch 
 

Provide adequate insulation and draughtstripping to the loft 
hatch. 
 

  

 
GG9005 Insulate CWST 
 

Ensure that the cold water storage tank is provided with a 
close fitting lid. Provide and fix a purpose made insulating 
jacket to fit the cold water storage tank. 
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GG9006 Insulate Pipes Within Loft Space 
 

Provide and fix adequate purpose made insulation to all 
water pipes within the loft space. Ensure that all stop cocks 
and valves are labelled and readily accessible. 
 

  

 
GG9007 Insulate Flat Roof 
 

Provide adequate insulation to the flat roof, either within 
the roof void (cold roof), or above the roof decking (warm 
roof).  Use either high density mineral wool or extruded 
polystyrene.  Ensure that the roof structure is capable of 
withstanding any extra loading. 
 

  

 
GG9008 Hot Water Cylinder Jacket 
 

Provide and fix purpose made 80mm insulating jacket to 
the existing hot water storage cylinder. Properly insulate all 
hot water feed pipes. 
 

  

 
GG9009 Hot Water Cylinder Thermostat 
 

Provide hot water cylinder thermostat properly wired to 
heating circuit so as to ensure hot water demand is 
controlled at a pre-set temperature (55 - 60 degC) and can 
be isolated from the main  system when not required. 
 

  

 
GG9010 Room Thermostat 
 

Provide and fix thermostat in suitable location (halfway) 
and properly connect to heating system to ensure the 
heating demand is controlled at a pre-set temperature. 
 

  

 
GG9011 Thermostatic Radiator Valves 
 

Provide and fix thermostatic radiator valves to all radiators 
with the exception of the one in the room in which the room 
thermostat is sited. 
 

  

 
GG9012 Immersion Heater Replacement 
 

Take out the existing immersion heater element to the hot 
water cylinder. Provide new corrosion resistant element, 
control thermostat and timer. 
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GG9013 Electric Programmer 
 

Provide and fit electronic programmer properly wired to the 
heating system to ensure full and independent timed 
control of both the hot water and central heating system. 
 

  

 
GG9014 Replace Existing Hot Water Cylinder 
 

Replace the existing hot water cylinder with new, high 
recovery hot water cylinder. Ensure minimum 50mm thick 
insulation (CFS and HCFC free).  Provide suitable cylinder 
thermostat, wired and positioned in accordance with 
manufacturers’ recommendations. 
 

  

 
GG9015 Primary Pipework Insulation 
 

Provide proprietary manufactured pipe lagging to the 
primary heating circuit (ie. between the boiler and cylinder) 
and to all pipework passing below floors. (minimum 
thickness 20mm). 
 

  

 
GG9016 Provide New Gas Fired Boiler 
 

Provide and install new high efficiency fan assisted or 
condensing boiler. Ensure boiler is of adequate size for 
heating requirements, and installed in accordance with the 
manufacturers’ instructions and the current gas safety 
regulations. 
 

  

 
GG9017 Double Glazed Windows 
 

Take out the windows to *** room(s) and replace with 
double glazed sealed units of similar design and 
dimensions. New units to have gap between panes of 12-
20mm, have “trickle” ventilation provided at the top of the 
frame, incorporate a thermal break where metal frames 
used and be kitemarked to BS5713. 
 
You are reminded of the necessity to check details of the 
design and construction of replacement windows to the 
Environment Department, Planning Department of the 
Council prior to commencing work. 
 

  

 
GG9018 Insulation to New Suspended Timber Floor 
 

Where the existing suspended timber floor is being altered 
or replaced, the following work should be put in hand:  
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Provide mineral fibre quilt or blown in insulation between 
floor joists supported on netting either stapled below or 
across the joists, or on board support. Alternatively, 
provide 50 - 100mm rigid insulation secured by battens or 
supported on boards. Seal skirtings against draughts.  
Ensure adequate ventilation to sub-floor void. Do not 
include vapour barrier below joists. 
 

 
GG9019 Dry Lining 
 

Provide dry lining to the internal face of *** wall. Dry lining 
shall have minimum thickness of 50mm expanded 
polyurethane incorporating a vapour control barrier, and be 
fixed to the wall in accordance with the manufacturers’ 
recommendations. 
 

  

 
GG9020 Cavity Wall Insulation 
 

Provide cavity wall insulation to the brick cavity. Insulation 
to be blown mineral wool, expanded polystyrene beads or 
polyurethane foam, and to be injected through holes in 
outer leaf. This work is subject to Building Regulation 
approval.  
 

  

 
GG9021 New Radiators 
 

Provide and fit new high output radiators and associated 
pipework fully connected to the boiler. System to 
incorporate thermostatic radiator valves and drainage 
tap/cock. 
 

  

 
GG9022 Replace Immersion Heater 
 

Replace on peak water heating system with off peak dual 
immersion system, fully controlled and connected to 
Economy 7. 
 

  

 
GG9023 Scale Reducer 
 

Provide hard water scale inhibiting device to new hot water 
heating system. Unit to be installed in accordance with 
manufacturers’ recommendations. 
 

  

 
GG9024 Economy 7 
 

Install Economy 7 consumer supply for electric space and   
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water heating systems. Work should be carried out by a 
Regional Electricity company approved contractor. 
 

 
GG9025 New Gas Fired Boiler - Condensing 
 

Provide and install a condensing boiler. Ensure boiler is of 
adequate size for heating requirements, and installed in 
accordance with the manufacturers’ instruction and the 
current gas safety regulations. 
 

  

 
H1970  Build In New Drain 
 

Take off cover and set aside. Break out benching as 
necessary. Cut hole through side of manhole and build in 
end of new drain. Provide and haunch in position new 
suitable channel, bed and connect to new drain. Reform 
benching to match existing. Prepare frame and fit 
previously set aside cover. Test and leave in proper 
working order. 
 

  

 
H1980  Replace Manhole Cover and Frame 
 

Remove broken or otherwise defective manhole cover and 
frame. Prepare bed to receive new frame. Provide, bed 
and seal suitable new frame and cover. 
 

  

 
 
H1990  Replace Manhole Frame 
 

Take off manhole cover and set aside. Remove broken or 
otherwise defective frame. Prepare bed to receive new 
frame. Provide and bed suitable new frame. Refit cover. 
 

  

 
H2000  Replace Manhole Cover 
 

Remove broken or otherwise defective manhole cover. 
Provide and fit suitable new cover. 
 

  

 
H2010  Rebed Manhole Cover and Frame 
 

Take off manhole cover and loose frame and set aside. 
Prepare, rebed and seal frame and cover. 
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H2020  Refix Manhole Cover 
 

Take off manhole cover, clean and sand out frame 
channels, and rebed cover in grease. 
 

  

 
H2030  Repair Manhole Rendering 
 

Hack off loose, perished or otherwise defective manhole 
rendering. Key all exposed brickwork, prepare and 
rerender to match existing. Leave sound and watertight. 
 

  

 
H2040  Repair Pointing To Manhole 
 

Rake out loose, perished or otherwise defective pointing to 
the manhole brickwork. Prepare all open joints and neatly 
repoint in suitable mortar. Leave sound and watertight. 
 

  

 
H2050  Repair Manhole Benching 
 

Hack off or break out loose perished or otherwise defective 
manhole benching. Prepare and neatly reform in suitable 
concrete. Leave sound and watertight. 
 

  

 
H2060  Repair Broken Section Of Drain 
 

Locate the broken section to drain, excavate to expose; 
remove broken sections and replace with sound sections 
of vitrified clay pipe to BS65/540 sized to match existing, 
laid on recommended type bedding to suit local conditions 
with true alignment of invert all joined with coupling 
systems compatible with materials in use. Test, backfill 
consolidate and reinstate surface as originally found. 
 

  

 
H2070  Repair Broken Section Of Drain 
 

Locate the broken section of drain, cut out section of 
existing drain. Prepare, provide, set and joint new suitable 
branch to existing drain, connect to new drain. Test and on 
approval backfill excavation, relay/make good ground 
surfaces. Leave sound and in proper working order. 
 

  

 
H2080  Provide New Gulley And Drain 
 

Break up paving as necessary and excavate pit in suitable 
position to receive new gulley to effectively drain the ***. 
Excavate trench, provide, lay and joint new drain, on 
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adequate bed, and connect to existing drainage system.  
Provide, set and joint to drain new suitable gulley, 
complete with grating. Test and on approval surround 
gulley in concrete, backfill excavations, relay/make good 
gound surfaces. Leave sound and in proper working order. 
 

 
H2090  Provide New Gulley 
 

Break up paving as necessary and excavate pit in suitable 
position to receive new gulley, to take discharge from ***. 
Excavate trench, provide, lay and joint new drain, on 
adequate bed, and connect to existing drainage system. 
Provide, set and joint to drain new suitable gulley, 
complete with grating. Test and on approval surround 
gulley in concrete, backfill excavations, relay/make good 
gound surfaces. Leave sound and in proper working order. 
 

  

 
H2100  Replace Broken Gulley 
 

Break out *** gulley, providing surface water drainage. 
Prepare end of existing drain, to receive new gulley. 
Provide, set and joint to drain new suitable gulley, 
complete with grating. Test and on approval surround 
gulley in concrete, backfill excavations, relay/make good 
gound surfaces. Leave sound and in proper working order. 
 

  

 
H2110  Replace Broken Gulley 
 

Break out *** gulley, taking discharge from the ***. Prepare 
end of existing drain, to receive new gulley. Provide, set 
and joint to drain new suitable gulley, complete with 
grating. Test and on approval surround gulley in concrete, 
backfill excavations, relay/make good gound surfaces. 
Leave sound and in proper working order. 
 

  

 
H2120  Replace Gulley Grating 
 

Provide and fit new suitable gulley grating(s) where 
missing. 
 

  

 
H2130  Replace Gulley Grating 
 

Remove broken or otherwise defective gulley grating(s). 
Provide and fit new suitable gulley grating(s). 
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H2140  Renew Gulley Curb 
 

Break up *** curb surround to the gulley, taking discharge 
from ***. Key and prepare wall and ground surfaces, 
provide temporary formwork and reform in concrete.  
Finish exposed faces fair. 
 

  

 
H2141  Form Gulley Kerb 
 

Form gulley kerb to the ***. Key and prepare wall and 
ground surfaces, provide temporary formwork and cast in 
concrete. Finish exposed faces fair 
 

  

 
H2150  Renew Gullley Channel 
 

Break out *** gulley channel. Prepare, provide and bed 
new suitable channel. 
 

  

 
H2160  Provide Stopper To Interceptor 
 

Provide and fit a suitable stopper, where missing to the 
interceptor. 
 

  

 
 
HH  General Conditions and Practice 
 
1.  All contractors, individuals or companies undertaking work will be expected to 
comply with the requirements of the London Borough of Newham “Code of Practice 
for Contractors Undertaking Works Required by Statutory Notice”.  Copies of the 
Code can be obtained from the Environmental Health Division. 
 
2.  Your attention is drawn to the need to obtain Planning Permission or Building 
Control Approval in appropriate circumstances.  In some cases the Building 
Regulations may require a higher standard of fire protection than that contained in 
this Notice.  If this is the case the appropriate work should be carried out to the 
satisfaction of the Building Control Division.  If you are in doubt as to whether works 
require such approval contact the Planning Division at the Town Hall Annexe, 
Barking Road, London E6 2RP or the Building Control Division at the Town Hall, High 
Street, London E6.  The telephone number for both divisions is 020 8472 1430. 
 
3.  IN THE EVENT OF ANY CHANGE OF SPECIFICATION PLEASE CONTACT 
THIS OFFICE. 
 
4.  All new or disturbed works to be suitably prepared, primed and properly painted or 
otherwise treated so that works are effectively preserved and weatherproofed 
externally. 
 
5.  All works to be carried out in a workmanlike manner and to current codes of 
practice and manufacturers’ specifications. 
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6. Any works required in this specification includes the landlords common law 
obligation to make good any consequential damage to internal decorations.  
Timber/joinery should be prepared, primed and painted.  Wall/ceiling plaster surfaces 
should be prepared then painted or papered and emulsioned to provide a minimum 
clean readily cleansible surface.  All works to match existing as far as possible. 
 
7.  Where any dry rot or woodworm infestation of timber is found during the course of 
the works, all affected materials are to be cut out, affected areas treated with an 
appropriate inhibitant and materials replaced to match original. 
 
8.  At the conclusion of works cleanse any soilage, remove all rubble and rubbish 
occasioned in the course of the works and leave the site clean and clear. 
 
9.  Where works are of such a nature that alternative accommodation is required for 
the tenants as a temporary measure, this is to be arranged by the landlord.  If the 
landlord is unable to arrange such accommodation the London Borough of Newham 
may be able to assist, although the landlord must sign a contract with the London 
Borough of Newham, which will require the landlord to pay the appropriate costs for 
the accommodation and any ancillary costs. 
 
10.  Proper advance notification of the works is to be given to the tenants in writing 
and all necessary aid to move furniture, protect possessions and provide alternative 
services as appropriate. 
 
11.  Where works are extensive in nature a time table detailing the sequence of 
works BEFORE commencement should be submitted to this Service. 
 
12.  The contractor and any sub-contractor are to comply with the relevant statutory 
provisions of the Health and Safety at Work etc Act 1974 and all 
subsidiary/associated legislation.  The contractor is to take all relevant steps to 
protect the health, safety and welfare of any person on the premises during the 
course of works, and particular consideration is to be given where occupants remain 
in residence whilst works are in progress. 
 
13.  Supply and erect all scaffolding and screening which may be required to 
complete the above works, and clear away on completion. 
 
14.  References to “left” and “right” in the schedule are given from the perspective of 
a person in the street facing the property. 
 
15.  All works of an electrical nature are to be undertaken by a professionally 
qualified electrician who is fully conversant with the latest edition of the Institute of 
Electrical Engineers (IEE) Regulations for the Electrical Equipment of Buildings and 
in accordance with the requirements of the Electricity Supply Regulations 1988 as 
appropriate.  A copy of an Electrical Test Certificate must be forwarded to this 
Service at the completion of the works. 
 
16.  Where amenities such as sinks, wash hand basins, baths, showers etc are 
installed or replaced earth bonding must be maintained or provided as necessary. 
 
17.  The repair or installation of a gas appliance or associated pipework should be 
carried out by a professionally qualified C.O.R.G.I. registered engineer having close 
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regard to the Gas Safety (Installation and Use) Regulations 1994.  A copy of a written 
report, guarantee or C.O.R.G.I. certification document etc which demonstrates that 
such works have been completed to a satisfactory standard must be forwarded to this 
Service at the completion of works. 
 
18.  Works in this schedule may be eligible for mandatory housing renovation grant 
aid.  Application should be made as soon as possible to the appropriate District 
Housing Office, Tel:  (020 8555 5552) where further advise and assistance will be 
given. 
 
19.  References to British Standards in this notice are to the British Standards in 
force at the time of this Notice.  If superseded the new standards shall then apply. 
 
20.  PLEASE NOTE WITH RESPECT TO ANY APPLICATION FOR GRANTS ETC 
IT IS THE POLICY OF THE LONDON BOROUGH OF NEWHAM THAT NO 
ASBESTOS OR ASBESTOS PRODUCTS BE USED AND GRANTS ETC WILL NOT 
BE PAID IF ASBESTOS IF USED. 
 
21.  DEFINITIONS - 
 
“Make good” means carry out local works as follows:- 
 
a)  Remove, alter, extend, 
 
b)  Fill, dress down, piece in, patch, make minor repairs and adjustments, 
 
c)  Refix and restick, 
 
d)  Extend existing finishes and redecorate, 
 
“Renew” means carefully remove existing work and replace with materials or 
products identical to those removed or approved substitutes or using methods similar 
to those used in the original construction or recognised alternatives to good present 
day practice. 
 
22.  It is not an adequate standard of repair:- 
 
a)  To plate over existing timber 
 
b)  To use horizontal square sections of timber lacking falls and drips 
 
c)  To secure glass using square section beaded constructions 
 
d)  To provide timber sections without falls and drips to secure the adequate 
discharge of water 
 
e)  To provide built up components that are not weathered to shed water clear of any 
joints. 
 
f)  Your attention is drawn to the economic viability of providing factory made 
replacement units and timber treatments. 
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23  In the event of any query and at the commencement of works please contact this 
office.  020 8534 4545, Environmental Health Service, 2-12 West Ham Lane, 
Stratford, London E15 4SF. 
 
 
I1470  Excavate Build Retaining Wall Lay Drains 
 

Break up paving as necessary and excavate well to from 
unobstructed space to the *** basement window(s). 
Provide temporary support. Build adequate retaining wall 
on suitable foundations. Excavate and lay drain to well and 
connect to nearest suitable point. Connect new gulley to 
drain. Lay suitable paving to newly formed well with falls to 
gulley. Prepare and render newly exposed wall(s). 
Remove temporary support, return, fill and ram behind 
retaining wall. 
 

  

 
I1480  Enlarge Basement Wall Area 
 

Break up paving as necessary and take down retaining 
wall to the well to the *** basement window. Excavate and 
enlarge well area. Provide temporary support.  Build 
adequate retaining wall on suitable foundations. Lay 
suitable paving to enlarge well with falls to gulley. Prepare 
and render newly exposed wall(s). Remove temporary 
support, return, fill and ram behind retaining wall. 
 

  

 
I1490  Lower Retaining Wall 
 

Break up paving. Take up and set aside coping stones as 
necessary and reduce retaining wall to the well to the  
basement window. Excavate and reduce and grade gound 
level as necesarry. Rebed coping stones or form new 
capping as necessary. 
 

  

 
I1500  Build Retaining Wall 
 

Break up paving as necessary and take down retaining 
wall(s) to a firm base and set aside all sound materials for 
reuse. Excavate and provide temporary support as 
necessary. Prepare for raising and rebuild retaining wall to 
original height and design, using sound materials, making 
out with new to match existing. Point up new work in good 
mortar. Remove temporary support, return, fill and ram 
behind retaining wall and leave sound and stable upon 
completion. 
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I1510  Repair Retaining Wall 
 

Provide all necessary support. Cut out *** areas of 
brickwork to retaining wall(s) and set aside sound 
materials for reuse. Rebuild to match existing, using 
previously set aside materials, making out with new. 
Properly tooth and bond into adjoining brickwork. Point up 
using good mortar. Strike all temporary support, and leave 
the whole stable and secure upon completion. 
 

  

 
I1520  Replace Copings to Retaining Wall 
 

Take off where necessary all cracked *** copings to the 
retaining wall. Rebed coping stones, renewing as 
necessary to match existing. Incorporate a suitable 
horizontal damp proof course, point in postion in good 
mortar. Leave sound and even upon completion. 
 

  

 
I1530  Provide Missing Copings-Retaining Wall 
 

Provide and bed new copings to match existing where 
missing to the retaining wall. Incorporate a suitable 
horizontal damp proof course, point in position in good 
mortar. Leave sound and even upon completion. 
 

  

 
I1531  Provide Coping Stones to Retaining Wall 
 

Take off the defective soldier course to the retaining wall. 
Provide and bed new copings incorporating a suitable 
horizontal damp proof course, point in position in good 
mortar. Leave sound and even upon completion. 
 

  

 
I1540  Rebuild Garden Wall 
 

Take down the unsound garden wall to a firm base.  Set 
aside all sound materials for reuse. Rake out any perished 
pointing to reduced garden wall, prepare all open joints 
and neatly repoint in good mortar to match existing. 
Prepare for raising and rebuilding to original height using 
sound materials, making out with new to match existing 
pointed in good mortar. 
 

  

 
I1550  Repair Garden Wall 
 

Cut out  areas of brickwork to garden walls and set aside 
sound materials for reuse. Rebuild to match existing, using 
perviously set aside materials making out with new. 
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Properly tooth and good mortar. Leave the whole sound 
and stable upon completion. 
 

 
I1560  Replace Copings to Garden Wall 
 

Take off where necessary all cracked, perished, or loose 
coping stones to the garden wall. Rebed stones renewing  
as necessary, to match existing. Incorporate a suitable 
horizontal damp proof course, point in position in good 
mortar. Leave sound and even upon completion. 
 

  

 
I1570  Replace Missing Copings to Garden Wall 
 

Provide and bed new coping stones to match existing 
where missing to the garden wall. Incorporate a suitable 
horizontal damp proof course, point in position in good 
mortar. Leave sound and even upon completion. 
 

  

 
I1571  Renew Soldier Course To Garden Wall 
 

Take off the defective bricks to the soldier course to the 
garden wall. Rebed new bricks to match existing. 
Incorporate a suitable horizontal damp proof course, point 
in position in good mortar. Leave sound and even upon 
completion. 
 

  

 
I1580  Reduce Soil Level 
 

Excavate to reduce garden soil level, for an adequate 
distance from the wall. Grade and leave reduced area, 
minimum 150mm below damp proof course/floor level. 
Prepare and render newly exposed wall(s). 
 

  

 
I1590  Remove Spoil 
 

Remove spoil heaps from the walls. Leave level with 
existing ground surface 150mm below damp proof course. 
 

  

 
I1600  Renew Defective Paving 
 

Take up the sunken or otherwise defective paving, 
excavate to reduce levels as necessary. Lay suitable 
hardcore over reduced and sunken areas, consolidate and 
leave level. Lay suitable paving with fall(s) to drainage. 
Finished paving level to be minimum 150mm below damp 
proof course/floor level. Prepare and render exposed walls 
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as necessary. 
 

 
I1610  Reduce Paving Level 
 

Take up the paved area(s) abutting the house. Excavate to 
reduce level(s). Lay suitable hardcore, consolidate and 
leave level. Lay suitable paving with fall(s) to drainage. 
Finished paving level to be minimum 150mm below damp 
course/floor level. Prepare and render newly exposed 
wall(s) as necessary. 
 

  

 
I1620  Repair Concrete Paving 
 

Hack up the broken or sunken areas of concrete paving. 
Prepare and lay new concrete, joint and finish to match 
existing, flush with adjacent areas. 
 

  

 
I1630  Repair/Level Flagstoned Area 
 

Take up the uneven or broken flagstones and set aside 
sound stones for reuse. Level up, consolidate and properly 
relay previously set aside stones making out with new. 
Point up open joints and leave sound and even. 
 

  

 
J1800  Provide Fencing where Missing 
 

Provide garden fencing of suitable design and construction 
where missing. Properly erect in position and apply 
suitable protective finish. 
 

  

 
J1810  Replace Rotted Fencing 
 

Remove the rotten or otherwise defective garden fencing. 
Provide new fencing of suitable design and construction. 
Properly erect in position and apply suitable protective 
finish. 
 

  

 
J1820  Repair Rotted Fencing 
 

Repair the garden fencing panel. Take down all rotten or 
otherwise defective timber and replace with sound timber 
to match existing. Apply suitable protective finish. Secure 
as necessary and leave whole sound. 
 

  

 
J1830  Replace Fencing Posts 
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Remove rotten or otherwise defective fence posts. Provide 
new suitable posts and firmly set in position. Refix fencing 
and apply suitable protective finish. 
 

  

 
J1840  Secure Unstable Fencing 
 

Reset and secure the unstable garden fencing. 
 

  

 
J1850  Replace Garden Gate-Timber 
 

Take down rotten or otherwise defective timber gate. 
Prepare posts to receive new gate. Provide and hang 
suitable gate on adequate hinges. Provide and fix gate 
latch. Apply suitable protective finish and leave in proper 
working order. 
 

  

 
J1850  Replace Garden Gate-Metal 
 

Take down corroded or otherwise defective metal gate. 
Prepare posts to receive new gate. Provide and hang 
suitable gate on adequate hinges. Provide and fix gate 
latch. Apply suitable protective finish and leave in proper 
working order. 
 

  

 
J1870  Replace Gate Post 
 

Take off and set aside gate complete with ironmongery as 
necessary. Remove rotten or otherwise defective gate 
post. Provide new suitable post and firmly set in position.  
Apply suitable protective finish.  ehang gate and 
ironmongery previously set aside. Leave sound and in 
proper working order. 
 

  

 
K1880  Burn Off Redecorate Woodwork 
 

Burn off all loose and flaking surfaces of wookwork, 
prepare and fill surfaces for priming. Prime and apply one 
coat of undercoat and one of quality oil paint. Make good 
all works disturbed. 
 

  

 
K1980  Scrape off Redecorate Woodwork 
 

Scrape off areas of loose and flaking paint. Rub down all 
previously painted surfaces. Prepare, fill and prime bare 
patches. Paint all prepared woodwork in one coat 
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undercoat and one coat gloss. Make good all works 
disturbed. 
 

 
K1990  Paint New Woodwork 
 

Rub down, prepare and prime new woodwork, apply one 
coat undercoat and one of quality oil paint. 
 

  

 
K1910  Paint New Putties 
 

Prepare and paint bare putties. Paint in one gloss finishing 
coat of quality oil paint. 
 

  

 
K1920  Scrape off Redecorate Metalwork 
 

Scrap off loose flaking paint to all metalwork. Rub down to 
remove rust. Bring forward and prime all bare surfaces. 
Paint all prepared metalwork in one undercoat and one 
gloss finishing coat of quality oil paint. 
 

  

 
K1930  Repaint Gutters 
 

Wirebrush gutters, remove rust and bring forward bare 
patches. Paint with two coats quality paint. 
 

  

 
K1940  Varnish Wood Sill 
 

Wash down, prepare and paint sill(s) two coats varnish or 
polyurethane lacquer. 
 

  

 
K1950  Apply Preservative-Existing Timber 
 

Prepare and paint previously treated timber with two coats 
of suitable preservative. 
 

  

 
K1960  Redecorate Masonary 
 

Wash, scrap off loose and flaking paint and rub down 
painted masonry surfaces. Prepare and fill all holes and 
cracks. Prime and bring forward bare surfaces. Prepare 
and paint two coats quality masonry paint. 
 

  

 
 
 



  133 

K1961  Dec - New Masonary 
 

Provide and paint one coat stabilising solution and two 
coats quality masonary paint to all new stone rendered 
surfaces. 
 

  

 
L3390  Construct New Ceiling 
 

Construct ceiling where missing. De-nail and prepare 
underside of joists to receive new ceiling. Provide and fix 
adequate plasterboard, fill and scrim joints and set whole 
with suitable finish plaster. 
 

  

 
L3400  Renew Ceiling 
 

Take down the *** ceiling complete. De-nail and prepare 
underside of joists to receive new ceiling. Provide and fix 
adequate plasterboard, fill and scrim joints and set whole 
with suitable finish plaster. 
 

  

 
L3410  Renew Unsuitable Ceiling 
 

Take down the unsuitable ceiling complete. De-nail and 
prepare underside of joists to receive new ceiling. Provide 
and fix adequate plasterboard, fill and scrim joints and set 
whole with suitable finish plaster. 
 

  

 
L3420  Renew Part Ceiling 
 

Take down the areas of *** ceiling plaster. Trim to receive 
new ceiling. De-nail and prepare underside of joists. 
Provide and fix adequate plasterboard, fill and scrim joints 
and set whole with suitable finish plaster, flush with 
adjacent surfaces. 
 

  

 
L3425  Remove Ceiling Tiles And Repair Defects 
 

Take down polystyrene ceiling tiles so as to examine 
condition of ceiling. Undertake all repair works found 
necessary with agreement of supervising officer. 
 

  

 
L3430  Repair Cracked Ceiling 
 

Rake out cracks to ceiling plaster. Prepare and fill with 
suitable filler flush with adjacent surfaces. 
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L3440  Remake Ceiling Joints 
 

Cut out cracked finish coat to expose ceiling plasterboard 
joints. Prepare, fill and scrim joints. Set with suitable finish 
plaster flush with adjacent surfaces. 
 

  

 
L3450  Patch Ceiling 
 

Make good damaged ceiling plaster. 
 

  

 
L3455  Repair Ceiling/Trace Leak 
 

Take down *** ceiling plaster. Trace the cause of the water 
leak and undertake all necessary works to abate the 
leakage as previously agreed on site with the Supervising 
Officer. Reinstate the ceiling to match original leaving 
smooth and flush with adjacent areas. 
 

  

 
L3460  Repair Ceiling Around Pipes 
 

Make good to ceiling plaster around pipe(s). 
 

  

 
L3470  Repair Cracked Cornice 
 

Rake out cracks to cornice moulding. Prepare and fill with 
suitable filler. Rub down smooth, flush and corresponding 
with existing cornice moulding profiles. 
 

  

 
L3480  Secure Cornice 
 

Secure the unkeyed area(s) of cornice moulding. 
 

  

 
L3490  Secure Rose Moulding 
 

Secure the unkeyed ceiling rose moulding. 
 

  

 
L3500  Secure Coving 
 

Secure the unkeyed section(s) of ceiling coving. 
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L3510  Renew Ceiling Coving 
 

Take down the perished ceiling coving. Prepare, provide 
and fit new section(s) to match existing. 
 

  

 
L3520  Replace Missing Coving 
 

Prepare ceiling where coving missing. Provide and fit new 
section(s) to match existing. 
 

  

 
L3530  Construct Soffit 
 

Construct soffit where missing. De-nail and prepare 
underside of staircase to receive new soffit. Provide and fix 
adequate plasterboard, fill and scrim joints, and set whole 
with suitable finish plaster. 
 

  

 
L3540  Renew Soffit 
 

Take down the *** soffit complete. De-nail and prepare 
underside of staircase to receive new soffit. Provide and fix 
adequate plasterboard, fill and scrim joints, and set whole 
with suitable finish plaster. 
 

  

 
L3550  Renew Soffit 
 

Take down the unsuitable soffit complete. De-nail and 
prepare underside of staircase to receive new soffit. 
Provide and fix adequate plasterboard, fill and scrim joints, 
and set whole with suitable finish plaster. 
 

  

 
L3551  Renew Porch Soffit 
 

Take down the defective soffit to the porch complete. De-
nail and prepare the underside of joists to receive new 
soffit. Provide and fix 9.5mm plasterboard, fill and scrim 
joints and skim with board plaster brought to a smooth 
even surface. 
 

  

 
L3560  Patch Repair Soffit 
 

Take down the area of *** soffit plaster. Trim to receive 
new soffit. De-nail and prepare underside of staircase to 
receive new soffit. Provide and fix adequate plasterboard, 
fill and scrim joints, and set whole with suitable finish 
plaster, flush with adjacent surfaces. 

  



  136 

 

 
L3570  Cracks To Soffit Plaster 
 

Rake out cracks to soffit plaster. Prepare and fill with 
suitable filler, finish flush with adjacent surfaces. 
 

  

 
L3580  Fill Cracks To Boarded Soffit 
 

Cut out cracked finish coat to expose soffit plasterboard 
joints. Prepare, fill and scrim joints. Set with suitable finish 
plaster flush with adjacent surfaces.  
 

  

 
M3590  Make Good Plaster 
 

Make good the *** areas of plaster to the ***. 
 

  

 
M3600  Plaster Brickwork 
 

Prepare existing unplastered brickwork for plaster. Key, 
render and set, finish smooth and flush upon completion. 
 

  

 
M3610  Plaster Brickwork 
 

Prepare brickwork where wall plaster missing. Key, render 
and set to match existing. Finish smooth and flush with 
adjacent surfaces. 
 

  

 
M3611  Defective Plaster 
 

Hack off all *** plaster to the ***. Prepare and key 
brickwork, and replaster to match existing, finishing flush 
with adjacent areas. 
 

  

 
M3620  Render and Set-Waterproof Additive 
 

Hack off areas of *** wall plaster to ***. Key, prepare 
brickwork and render using suitable waterproof additive 
and set to match existing. Finish smooth and flush with 
adjacent surfaces. 
 

  

 
M3630  Render and Set 
 

Hack off areas of *** wall plaster to ***. Key, prepare 
brickwork and render and set to match existing.  Finish 
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smooth and flush with adjacent surfaces. 
 

 
M3640  Fill Cracks And Plaster 
 

Rake out cracks to wall plaster. Prepare and fill with 
suitable filler flush with adjacent surfaces. 
 

  

 
M3650  Make Good Wall Plaster 
 

Make good to damaged wall plaster. 
 

  

 
M3660  Make Good Wall Plaster Around Pipes 
 

Make good to wall plaster around pipes. 
 

  

 
M3670  Board And Set Partition 
 

De-nail and prepare studwork where plaster missing. 
Provide and fix suitable plasterboard. Fill and scrim joints 
and set with suitable finish plaster flush with adjacent 
surfaces. 
 

  

 
M3675  Renew L&P Partition On Existing Studwork 
 

Hack off lath and plaster complete to *** partition wall. De-
nail and prepare studwork to receive plasterboard. Provide 
and fix suitable plasterboard, fill and scrim joints and set 
with board plaster brought to a smooth, even surface. 
 

  

 
M3680  Repair Areas of L&P Partition 
 

Take down the areas of *** partition wall plaster to ***. Trim 
plaster back to sound sections and clean off laths. 
Replaster with Carlite Bonding or other suitable plaster and 
finish with Thistle Renovating Finish plaster or other, to 
leave flush with adjacent surfaces. 
 

  

 
M3690  Repair And Set Plasterboard Partition 
 

Take down the areas of *** partition wall plaster to ***. Trim 
to receive new plaster. De-nail and prepare studwork. 
Provide and fix suitable plasterboard. Fill and scrim joints 
and set with suitable board plaster to finish flush with 
adjacent surfaces. 
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M3700  Renew Rot Affected Partition 
 

Take down plaster finish and expose studwork to the rot 
infected partition. Cut out/remove all timber infected by dry 
rot fungus and sound timber within a radius of one metre of 
the furthest extent of decayed timber. Hack off wall plaster 
to one metre beyond furthest extent of infection together 
with ceiling plaster and floor finish as necessary. Remove 
all visible hyphae/mycelium. Sterilize and irrigate infected 
and exposed masonry areas with heat treatment and 
suitable fungicidal agent. Remove as necessary and treat 
with suitable agent all timber within a radius of one metre 
beyond the furthest visible extent of hyphae/mycelium. 
Remove and apply two coats Zinc Oxychloride paint 
behind door frame, architraves, skirting etc. to extend 
100mm beyond joinery before replastering. Prepare and 
reinstate with new pretreated timber all woodwork. Treat 
end grain of new timber on site. Prepare and reinstate all 
wall, floor and ceiling finishes. Burn, destroy and cart away 
all removed materials as work proceeds. Leave whole and 
sound and free of dry rot upon completion. Reference 
should be made to a specialist contractor. 
 

  

 
M3710  Rebuild Stud Partition 
 

Remove and cart away *** partition to *** and rebuild on a 
minimum of 75mm x 50mm softwood studding at 610mm 
maximum centres incorporating sole plate and headpiece. 
Supply and fix 9.5mm plasterboard to both sides, scrim 
joints and set with 5mm thick setting coat gypsum finish 
plaster. 
 

  

 
M3720  Repair Infested Partition 
 

Take down plaster finish and expose studwork to the 
beetle infested partition. Cut out all timber seriously 
weakened by beetle infestation. Treat all remaining 
infested timber and sound timber with a radius of one 
metre beyond furthest visible extent of infestation with 
suitable insecticide. Prepare and reinstate with new 
pretreated timber all woodwork. Treat end grain of new 
timber on site. Prepare and reinstate all wall, floor and 
ceiling finishes. Burn/destroy and cart away all removed 
timber. Leave whole sound and free from beetle 
infestation. Reference should be made to a specialist 
contractor. 
 

  

 
M3730  Repair Unstable Partition 
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Take down plaster finish and joinery as necessary, expose 
appropriate studwork and refix/secure the unstable 
partition. Replaster and refix joinery as necessary. 
 

  

 
M3740  Renew Rotted Matchboarding 
 

Take down the rotten  boarding and battening complete. 
Carry out appropriate treatment for rot as necessary. Hack 
off unsound plaster, key, prepare, dub out as necessary, 
and render and set to match existing. Finish smooth and 
flush with adjacent surfaces. Provide and fix skirting 
boards to newly exposed areas to match existing. 
 

  

 
M3750  Renew Infested Matchboarding 
 

Take down the beetle infested *** boarding and battening 
complete. Carry out appropriate treatment for beetle 
infestation as necessary. Hack off unsound plaster, key, 
prepare, dub out as necessary, and render and set to 
match existing. Finish smooth and flush with adjacent 
surfaces. Provide and fix skirting boards to newly exposed 
areas to match existing. 
 

  

 
M3760  Secure Loose Boarding 
 

Secure the loose *** boarding. 
 

  

 
M3770  Secure Dado Rail 
 

Secure loose dado rail. 
 

  

 
M3780  Repair Boarding 
 

Remove damaged *** boarding. Provide and fix new 
boarding to match existing. 
 

  

 
M3790  Repair Dado Rail 
 

Remove damaged dado rail. Provide and fix new rail to 
match existing. 
 

  

 
M3800  Dry Line External Walls 
 

Insulate the external walls. Take off and set aside skirting 
board(s), architraves etc. Isolate and remove electrical 
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fittings. Remove any traces of mould growth and sterilize 
wall with suitable fungicidal solution. Provide and fit 
suitable insulation material between battens. Provide and 
fix suitable plasterboard incorporating vapour barrier. Refix 
previously set aside skirting board(s), architraves etc. with 
all necessary packing pieces, cover fillets etc. Allowance 
should be made for additional battening where necessary 
to take fixtures and fittings. 
 

 
M3810  Repair Dry Lining 
 

Take down the areas of *** dry lining to the walls. Trim to 
receive new plasterboard. De-nail and prepare battens. 
Provide and fix suitable foil-backed plasterboard. Fill and 
scrim joints and set suitable finish plaster flush with 
adjacent surfaces. 
 

  

 
M3820  Secure Dry Lining Wall Board 
 

Secure the loose dry lining wall board. Fill all nail holes etc. 
 

  

 
N3180  Renew Timber Floor & Treat 
 

Take up the *** floor. Remove skirting boards as 
necessary and set aside sound skiting boards for reuse. 
Take up all and set aside sound floorboards. Take down 
joists and ceiling complete, set aside sound floor joists, 
suitable for reuse. Remove joists ends, wall plates etc.  
Carry out appropriate treatment for  as necessary. Make 
out to brickwork as necessary and prepare to receive new 
joists. Construct new floor, using previously set aside 
joists, making out with new suitable joists. All joists to be 
treated with preservative, and fixed on suitable hangers. 
Provide and fix suitable strutting as necessary. Relay 
previously set aside floorboards making out with new to 
match existing. Leave whole sound and level upon 
completion. Reference should be made to the Building 
Control Officer. 
 

  

 
N3190  Examine & Renew Flooring 
 

Take up and set aside floorboards and skirtings as 
necessary. Examine the *** floor. Cut out rotten or 
otherwise defective timber. Carry out appropriate treatment 
for  as necessary. Replace removed timbers with new 
timber to match existing and provide and fix suitaable 
strutting as necessary. Ensure adequate bearings and 
secure all members. Relay/refix previously set aside 
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floorboards and skirting making out with new as 
necessary. Leave whole sound and stable upon 
completion. Reference should be made to the Building 
Control Officer. 
 

 
N3200  Renew Timber Floor & Treat Ground Floor 
 

Take up the unsound floor. Remove skirting boards as 
necessary and set aside sound skirting boards for reuse. 
Take up all and set aside sound floorboards for reuse. 
Take up all joists and set aside sound joists for reuse. 
Remove all wall plates etc. Carry out appropriate treatment 
for *** as necessary. Clear out and reduce sub-floor space 
as necessary. *** sleeper walls as necessary, incorporate 
suitable damp proof courses. Construct new floor using 
previously set aside joists, making out with new suitable 
joists. All floor timbers to be treated with suitable 
preservative and fixed on suitable structurul bearings. 
Relay previously set aside floorboards, making out with 
new to match existing. Refix previously set aside skirting 
boards, making out with new to match existing. Reference 
should be made to the Building Control Officer. 
 

  

 
N3210  Repair Sloping Floor 
 

Open up and examine the sloping floor. Thoroughly repair 
and secure floor joists. Provide and fix firring pieces as 
necessary.  Renew defective floorboards and refix sound 
floorboards. Renew or refix skirting boards leaving whole 
floor sound and level on completion. 
 

  

 
N3211  Fillets - Wall/Floor Junction 
 

Effectively seal the gap between the *** floor and skirting 
to the *** using softwood fillet of suitable dimensions, 
securely fixed. 
 

  

 
N3212  Examine Floor 
 

Take up the floorboards to the *** floor to expose the joists. 
Examine the floor and carry out all works as agreed on site 
with the Supervising Officer. A copy of the schedule of 
agreed works to be provided to the Environmental Health 
Service prior to commencement. 
 

  

 
N3220  Repair Timber Floor 
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Remove and set aside for reuse on completion of works 
the floor covering to ***. Remove and dispose of any 
defective timber floorboards joists, and plates. Renew with 
sound and treated timber of suitable width and thickness, 
properly fitted to form a level and safe surface. 
 

  

 
N3230  Renew Floor-Rot/Beetle 
 

Take up and set aside floorboards and skirtings as 
necessary. Examine the *** floor. Cut out rotten or 
otherwise defective timber. Carry out appropriate treatment 
for rot/beetle infestation as necessary. Repair or renew 
sleeper walls, clear out sub-floor space, incorporate damp 
proof course as necessary. Replace removed timbers with 
new pretreated timber to match existing and provide and 
fix additional members as necessary. Ensure adequate 
bearings and secure all members. Relay/refix previously 
set aside floorboards and skirtings making out with new as 
necessary. Leave whole sound and stable upon 
completion. Reference should be made to the Building 
Contol Officer. 
 

  

 
N3240  Renew Floor-Dry Rot 
 

Take up floorboards and examine the rotten floor. Cut out 
all timber infected by dry rot fungus and sound timber 
within a radius of one metre of the furthest extent of 
decayed timber. Hack all off wall plaster to one metre 
beyond furthest extent of infection together with ceiling 
plaster and floor finish as necessary. Remove all visible 
hyphae/mycelium. Sterilize and irrigate infected and 
exposed masonry areas with heat treatment and suitable 
fungicidal agent. Remove as necessary and treat with 
suitable agent all timber within a radius of one metre 
beyone the furthest visible extent of hyphae/mycelium. 
Remove and apply two coats zinc oxychloride paint behind 
door frames, architraves, skirting etc, to extend 100mm 
beyond joinery before replastering. Prepare and reinstate 
with new pretreated timber all woodwork. Treat end grain 
of new timber on site. Prepare and reinstate all wall, floor 
and ceiling finishes. Burn and cart away all removed 
materials as work proceeds. Leave whole sound and free 
of dry rot upon completion. Reference sould be made to a 
specialist contractor. 
 

  

 
N3250  Reduce Sub-Floor Space 
 

Take up and set aside floorboards and skirtings as 
necessary. Clear out and reduce levels as necessary to 
sub-floor space to provide adequate ventilation. Relay/refix 
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previously set aside floorboards and skirtings making out 
with new as necessary. 
 

 
N3260  Unsound Floor-Beetle 
 

Take up floorboards and examine the unsound floor. Cut 
out all timber seriously weakened by beetle infestation. 
Treat all remaining infested timber and sound timber within 
a radius of one metre beyond furthest visible extent of 
infestation with suitable insecticide. Prepare and reinstate 
with new pretreated timber all woodwork. Treat end grain 
of new timber on site. Burn and cart away all removed 
timber. Leave whole sound and free from beetle 
infestation. Reference should be made to a specialist 
contractor. 
 

  

 
N3270  Renew Concrete Floor 
 

Remove skirting boards and set aside sound skirting 
boards for reuse. Break up the *** concrete floor. Reduce 
levels as necessary. Prepare, lay and consolidate 150mm 
minimum bed of hardcore. Blind and lay suitable polythene 
damp proof membrane, adequately overlapped and 
properly truned up against walls and tied in with damp 
proof course, where appropriate. Lay 100mm bed of 
suitable concrete. Prepare and apply to new concrete two 
coats suitable bituminous solution, including upstand as 
necessary. Lay suitable floor finish.  Refix previously set 
aside skirtings making out with new to match existing.  
Leave whole sound and level upon completion. Reinstate 
all services and properly protect in suitable ductwork. 
Reference should be made to the Building Control Officer. 
 

  

 
N3275  Replace Timber Floor With Concrete 
 

Remove the timber skirtings and set aside for reuse. Take 
up existing timber floor to ***. Provide temporary support 
where necessary to all load bearing partitions. Take out 
joists, wall plates and sleeper walls. Clear debris from site.  
Protect services as the work proceed. Prepare and level 
subsoil to receive hardcore. Lay and consolidate 150mm 
minimum hardcore bed. Blind and lay suitable polythene 
damproofing membrane, adquately overlapped and 
properly turned up against walls to tie into existing damp 
proof course as appropriate. Construct service ducting as 
necessary. Supply and install 25mm minimum polystyrene 
insulating slabs. Lay 100mm minimum bed of concrete.  
Apply two coats bituminous solution to new floor to include 
all upstands as required. Provide 50 mm cement screed to 
leave floor smooth and level on completion. Refix 
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previously set aside skirtings, making good with new as 
required. Reinstate all services. Reference should be 
made to the Building Control Officer. 
 

 
N3280  Apply New Floor Screed 
 

Prepare the uneven solid floor to receive a screed. Take 
off and set aside skirting boards, door(s) etc, as 
necessary. Hack up all existing screed and apply two coats 
of suitable bituminous solution. Lay 50mm screed to a 
level surface. Provide and lay suitable floor finish. Refix 
previously set aside skirting boards, and door(s) etc, 
adjusting/making up as necessary to suit new floor level. 
Provide and fix threshold strips as necessary. 
 

  

 
N3290  Repair Solid Floor 
 

Cut out cracked or broken sections to floor and ensuring 
continuity of the damp proof membrane, repair using a 
suitable impervious material brought to a level and even 
finish to match existing. 
 

  

 
N3300  Replace Missing Floorboards 
 

Provide and fix new suitable floorboards where missing. 
 

  

 
N3310  Replace Broken Floorboards 
 

Take up broken or otherwise defective floorboards. 
Provide and fix new suitable floorboards.  
 

  

 
N3320  Secure Loose Floorboards 
 

Secure the loose floorboards. 
 

  

 
N3330  Replace Wood Block Floor 
 

Take up and remove the rotten wood block flooring and 
hack up the screed. Prepare exposed surface to receive 
new screed. Carry out appropriate treatment for rot as 
necessary. Apply three coats of suitable bituminous 
solution, including upstand as necessary. Lay a screed, to 
leave floor at original level. Provide and lay suitable floor 
finish. 
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N3340  Repair Wood Block Floor 
 

Cut out the rotten area(s) of wood block flooring. Carry out 
appropriate treatment for rot as necessary. Prepare 
exposed surface(s), provide and bed new wood block 
flooring to match existing. 
 

  

 
N3350  Renew Ceramic Floor Tiles 
 

Take up all uneven, broken and loose ceramic floor tiles 
and set aside sound tiles for reuse. Prepare and rebed 
previously set aside sound tiles providing new tiles as 
necessary. Grout and leave sound and even on 
completion. 
 

  

 
N3360  Fix Skirting Boards 
 

Provide and fix skirting boards, where missing to *** to 
match existing. 
 

  

 
N3370  Piece-In Skirting 
 

Cut out broken or otherwise defective skirting board. 
Piece-in new section to match existing. 
 

  

 
N3380  Refix Skirtings 
 

Refix the loose skirting board. 
 

  

 
N3381  Fix Hardboard to Floor 
 

Provide and securely fix to the uneven *** floor suitable 
quality hardboard. Leave sound and level on completion. 
 

  

 
O4760 Fix Airbrick 
 

Cut opening through external wall in suitable postion, of 
sufficient dimensions to receive airbrick. Provide, fit, bed 
and point up new airbrick. Provide and fix plaster louvre 
internally. 
 

  

 
O4770  Cut Opening, Fix Airbrick 
 

Cut opening through external wall in suitable position, of 
sufficient dimensions to receive airbrick. Provide, fit, bed 
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and point up new airbrick. Cut opening through internal  in 
suitable position of sufficient dimensions to receive louvre. 
Provide and fix suitable materials to connect external 
airbrick to internal louvre. 
 

 
O4780  Provide Extract Fan 
 

Provide and install an adequate and suitable mechanical 
extract fan, in accordance with manufacturers’ instructions.  
Adapt and extend existing electrical installation in suitable 
cable. Prepare, provide, fit and connect new switched 
fused spur, in suitable position. Connect fan, test and 
leave in proper working order, with proper provision for 
overrun. 
 

  

 
O4790  Replace Broken Airbrick 
 

Take out the broken or otherwise defective airbrick(s), 
provide and fix new airbrick(s) and point up. 
 

  

 
O4800  Silicone Injection 
 

Damp proof walls affected with rising damp by silicone 
injection method. Key, prepare and render exposed 
brickwork with suitable waterproof render. Key, render and 
set with suitable plaster finishing coat flush with adjacent 
areas. Leave whole sound and free from rising damp. 
Reference should be made to a specialist contractor. 
 

  

 
O4810  Obtain Report - DPC 
 

Obtain a specialist repost in connection with the rising 
damp within the property, and undertake all works 
specified. Works to be carried out by a specialist firm 
prepared to give a minimum 20 year guarantee. A copy of 
the report, estimate, conditions and guarantee are to be 
submitted before the work proceeds. 
 

  

 
O4820  Reduce Plinth Level 
 

Hack off and reduce external plinth rendering bridging with 
damp proof course. Key, prepare and reform plinth with 
weathered top terminating below damp proof course. 
Repoint and make good to newly exposed brickwork. 
 

  

 
O4830  Damp Proof Floor/Wall Junction 
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Hack off damp and perished wall plaster to an adequate 
height. Hack up perimeter of floor screed as necessary to 
expose floor slab/damp proof membrane. Prepare and 
apply to exposed brickwork and concrete minimum 3 coats 
suitable bituminous solution. Reinstate floor with 
waterproof screed and finish to match existing. Key, 
prepare and render exposed brickwork with suitable 
waterproof render. Key render and set with suitable plaster 
finishing coat flush with adjacent areas. 
 

  

 
O4840  Renew Screed And Damp Proof 
 

Hack up the damp proof floor screed. Prepare for and lay 
suitable polythene damp proof membrane adequately 
overlapped and properly turned up against walls, and tied 
in with damp proof courses. Lay new screed of similar 
thickness to existing. Lay suitable floor finish. Leave whole 
sound, level and free from damp. 
 

  

 
O4850   Renew Concrete Floor 
 

Break up the damp concrete floor. Reduce levels as 
necessary. Lay and consolidate 100mm minimum bed of 
hardcore. Blind and lay suitable polythene damp proof 
membrane, adequately overlapped and properly turned up 
against walls, and tied in with damp proof course. Lay 
100mm bed of suitable concrete. Prepare and apply to 
new concrete two coats suitable bituminous solution, 
including upstand as necessary. Lay screed minimum 
thickness 38mm. Lay suitable floor finish. Leave whole 
sound, level and free from damp. Reference should be 
made to the Building Control Officer. 
 

  

 
O4860  Reduce Soil Level 
 

Excavate and clear soil to a width of not less than one 
metre from the wall in the (front/rear/side) gardens so that 
the soil level is 300mm below the damp proof course/floor 
timbers. 
 

  

 
O4870  Tank Out 
 

Tank out the *** by: 
 

a) The provision of 29mm mastic asphalt 
applied horizontally over the floor area in 
three thicknesses on prepared concrete 
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surfaces, and 
b) 19mm mastic asphalt applied vertically in 

three thicknesses on properly keyed and 
brushed brickwork; provide two coat fillets at 
all internal angles. Provide sand/cement 
screed to the floor and render walls with 
sand/cement mix. Finish with smooth set 
coat. 

 

 
O4880  Specialist Report Timber 
 

Obtain a specialist report on any timber decay/infestation 
to wall, roof, floor, staircase and joinery timbers and carry 
out all works specified. Work to be carried out by a 
specialist firm prepared to give a minimum 20 year 
guarantee. A copy of the report, estimate, conditions and 
guarantee are to be submitted before work proceeds. 
 

  

 
O4890  Dry Rot Treatment 
 

Cut out and remove all timber infected by dry rot fungus 
and sound timber within a radius of one metre of the 
furthest extent of decayed timber. Hack off wall plaster to 
one metre beyond furthest extent of infection together with 
ceiling plaster and floor finish as necessary. Remove all 
visible hyphae/mycelium. Sterilize and irrigate infected and 
exposed masonry areas with heat treatment and suitable 
fungicidal agent. Remove as necessary and treat with 
suitable agent all timber within a radius of one metre 
beyond the furthest visible extent of hyphae/mycelium. 
Remove and apply two coats zinc oxycholoride paint 
behind door frames, architraves, skirting etc. to extend 
100mm beyond joinery before replastering. Prepare and 
reinstate with new pretreated timber all woodwork. Treat 
end grain of new timber on site. Prepare and reinstate all 
wall, floor and ceiling finishes.Burn and cart away all 
removed materials as work proceeds. Leave whole sound 
and free of dry rot upon completion. Reference should be 
made to a specialist contractor. 
 

  

 
O4900  Wet Rot Treatment 
 

Expose and cut out wet rot affected timbers to *** and 
renew in well seasoned treated timber. 
 

  

 
O4910  Dry Rot Treatment 
 

Cut out and burn all timbers infected by dry rot to *** to   



  149 

least 1000mm beyond affected areas. Hack off and 
dispose of all associated plaster to at least 1000mm 
beyond infestation. Sterlize all adjacent brickwork using a 
blow lamp and treat with suitable fungicide. Renew with 
well seasoned, treated timber to match original and 
replaster to finish flush with adjacent area. 
 

 
O4920  Beetle Treatment 
 

Cut out all timber seriously weakened by beetle infestation. 
Treat all remaining infested timber and sound timber within 
a radius of one metre beyond furthest visible extent of 
infestation with suitable insecticide. Prepare and reinstate 
with new pretreated timber all woodwork. Treat end grain 
of new timber on site. Burn and cart away all removed 
timber. Leave whole sound and free from beetle 
infestation. Reference should be made to a specialist 
contractor. 
 

o  

 
O4930  Beetle Treatment 
 

Expose and cut out insect affected timbers to *** and treat 
all remaining timber with suitable insecticide. Renew with 
sound well seasoned timber which has been similarly 
treated against infestation. 
 

  

 
O4940  Wet Rot Treatment 
 

Expose and cut out all wet rot affected timbers to the ***. 
Undertake all necessary works to prevent recurrence 
including the treatment of affected areas with suitable 
fungicidal agent. Renew with sound treated timbers. 
 

  

 
O4950  Working With Preservatives 
 

Your attention is drawn to the hazards associated with 
using water based and solvent based timber preservatives 
and damp proofing substances. All reasonable precautions 
must be taken during the application of 
preservatives/damp proofers to ensure the occupants and 
contractors safety. Treated rooms should be kept vacated 
with doors sealed, and well ventilated for a period of 48 
hours. All works to be carried out in strict accordance with 
manufacturers’ instructions and statutory regulations.  
 

  

 
P2170  Renew Double Hung Sash Complete 
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Take out the defective double hung sash and frame to *** 
complete. Provide and fix new frame and sashes of similar 
size and construction together with sash cords and 
fastners. Glaze as original. 
 

  

 
P2175  Renew Double Hung Sash Complete (m2) 
 

Take out the double hung sash and frame to *** complete. 
Provide and fix new frame and sashes similar dimensions 
and construction together with all cords and furniture. 
Glaze as original. 
 

  

 
P2180  Replace Sash To Window 
 

Remove *** sash from existing frame. Supply and fix new 
sash to match existing together with cords and fastners 
and make to operate as designed. 
 

  

 
P2190  Overhaul Sash Window 
 

Overhaul the double hung sash window(s) complete. Cut 
out rotten or otherwise defective timbers and replace with 
preprimed sound timber to match existing properly 
fixed/jointed in position. Renew broken, worn or corroded 
pulley wheels. Replace broken, frayed or missing sash 
lines and adjust sash weights as required. Adjust, repair or 
renew ironmongery as necessary. Replace cracked, 
broken or missing panes. Erase, adjust and leave whole 
sound, weatherproof and in proper working order upon 
completion. 
 

  

 
P2195  Provide Angle Brackets 
 

Provide and fix suitable angle brackets so as to securely 
refix the *** rail of the *** window. Leave sound and secure 
on completion. 
 

  

 
P2199  Overhaul Window - In Particular 
 

Thoroughly overhaul the *** window(s) to the *** and in 
particular: ***  
 

  

 
P2200  Adjust Sash Weights 
 

Adjust and/or refix weights to the *** sash window. Leave 
window in proper working order. 
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P2210  Replace Sash Cords 
 

Renew broken frayed or missing sash line to the *** 
window. Leave window in proper working order. 
 

  

 
P2212  Replace Glazing 
 

Renew all *** glazing. 
 

  

 
P2213  Remake Perished Putties 
 

Remake all perished putties. 
 

  

 
P2214  Replace Staff Beads 
 

Replace *** staff beads. 
 

  

 
P2215  Replace Parting Beads 
 

Replace *** parting beads. 
 

  

 
P2216  Refix Loose Beading 
 

Refix loose *** beading. 
 

  

 
P2217  Locks/Catches To Windows 
 

Provide and fix *** catches and lock to the *** window. 
Leave safe and secure on completion. 
 

  

 
P2218  Replace Pocket Piece 
 

Replace the *** pocket piece. 
 

  

 
P2219  Remake Sill/Sill Joint 
 

Remake mastic joint between the timber and stone sills. 
 

  

 
P2220  Renew Defective Timbers To Sash Window 
 

Cut out all defective timber to the double hung sash   
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window. Scarf in new well seasoned timber in a 
workmanlike fashion to match existing and leave whole 
thoroughly sound upon completion. Reglaze as necessary. 
 

 
P2223  Provide Window Fillets 
 

Provide and fix timber fillets of suitable dimensions to the 
*** window. 
 

  

 
P2230  Renew Casement Window 
 

Take out the rotten or otherwise defective *** casement 
window(s) complete, provide and fix into prepared opening 
new preprimed window(s) of suitable design and 
construction, complete with ironmongery. Glaze with 
suitable quality glass of adequate thickness, properly fixed 
in position. Point up frame externally. Leave whole sound, 
weatherproof and in proper working order upon 
completion. 
 

  

 
P2240  Overhaul Casement Window 
 

Overhaul the casement window(s) complete. Cut out rotten 
or otherwise defective timbers, and replace with preprimed 
sound timber to match existing properly fixed/jointed in 
position. Renew broken, worn or corroded hinges. Adjust, 
repair or renew ironmongery, as necessary. Reglaze 
cracked broken or missing panes. Ease, adjust and leave 
whole sound, weatherproof and in proper working order 
upon completion. 
 

  

 
P2250  Renew Metal Window 
 

Take out the corroded or otherwise defective metal 
casement window(s) complete with frame as necessary. 
Provide and fix into prepared opening new preprimed 
window of suitable design and construction, complete with 
ironmongery. Glaze with suitable quality glass of adequate 
thickness properly fixed in position. Refix window board, 
renewing where necessary. Point up window externally. 
Leave whole sound, weatherproof and in proper working 
order upon completion. 
 

  

 
P2260  Renew Timbers Casement Window 
 

Cut out all defective timber to the *** casement window. 
Scarf in new well seasoned timber in a workmanlike 
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fashion to match existing and leave whole thoroughly 
sound upon completion. Reglaze as necessary. 
 

 
P2270  Renew Casement Hinges 
 

Renew broken, worn or corroded hinges to the *** 
casement window. Leave in proper working order upon 
completion. 
 

  

 
P2280  Renew Casement Stay 
 

Renew the defective stay to the *** casement window. 
Leave in proper working order upon completion. 
 

  

 
P2290  Ease and Adjust Window 
 

Ease and adjust the *** and leave in sound working order. 
 

  

 
P2300  Renew Window Fastener 
 

Take off defective window fastener and replace with new 
to match original. 
 

  

 
P2310  Replace/Refix Window Architrave 
 

Remove  window architrave to the *** window. Provide and 
fix new architrave to match original, or securely refix 
original where sound. 
 

  

 
P2315  Window Spinner 
 

Provide and fix spinner to the *** window. 
 

  

 
P2320  Replace Broken/Missing Glazing 
 

Replace all cracked and missing panes to the and reglaze 
using *** float glass. Cover fresh putty with one coat of 
paint for protection. 
 

  

 
P2330  Rerun Window Putties 
 

Hack off the perished window putties to ***. Rerun in 
quality materials and cover fresh putty with one coat of 
paint for protection. 
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P2340  Renew Wood Sill 
 

Cut out the rotten or otherwise defective timber sill(s) to 
the *** window(s). Provide, bed and fix new sound 
preprimed timber sill(s). Point up and leave sound and 
weatherproof upon completion. 
 

  

 
P2350  Remake Sill Joint 
 

Rake out joint between stone and timber window sill. 
Prepare and seal joint with suitable compound. Leave 
sound and weatherproof upon completion. 
 

  

 
P2360  Repair Tiled Sill 
 

Cut out all broken or otherwise defective tiles to the 
external window sill(s). Provide and fix new tiles to match 
existing to exposed areas of sill(s). Leave sound and 
weatherproof upon completion. 
 

  

 
P2370  Form Groove In Stone Sill 
 

Form a neat full length groove to the underside of the 
external window sill(s). 
 

  

 
P2380  Replace Undersized Window 
 

Take out the *** window, supply a new preprimed window 
of adequate size, design and construction to provide a 
minimum glazed area of 1/10th of the floor area and 
minimum openable area of 1/20th of the floor area. 
Enlarge and prepare opening to receive new window. 
Properly fix window into opening and point up externally. 
Refix window board and architraves renewing where 
necessary. *** to newly exposed areas as necessary. 
Provide and fix all necessary ironmongery. Glaze with 
suitable quality glass of adequate thickness properly fixed 
into position. Leave whole sound weatherproof and in 
proper working order upon completion. Reference should 
be made to the Building Control Officer and Planning 
Authority. 
 

  

 
P2390  Provide Suitable Window 
 

Provide and fix in an external wall to *** a suitable window   
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with an aggregate area of glass amounting to not less than 
1/10th of the floor area of the room of which an area 
equivalent to 1/20th of the floor area must be made to 
open to the external air. 
 

 
P2400  Provide New Window 
 

Provide all necessary support. Cut opening through 
external wall to accommodate new window of adequate 
size, design and construction to provide a minimum glazed 
area of 1/10th of the floor area, and minimum openable 
areas of 1/20th of the floor area. Build-in new concrete 
lintel and sill as necessary and reform brick jambs. Provide 
and fix new preprimed window into prepared opening and 
point up externally. Make good to newly exposed areas as 
necessary. Provide and fix all necessary ironmongery. 
Glaze with suitable quality glass of adequate thickness, 
properly fixed into position. Provide and fix new window 
board. Leave whole sound weatherproof and in proper 
working order on completion. Reference should be made 
to the Building Control Officer and Planning Authority. 
 

  

 
P2410  Replace Fanlight 
 

Take out the rotten or otherwise fanlight  window complete, 
provide and fix into prepared opening new preprimed 
fanlight window of suitable design and construction. Glaze 
with suitable quality glass of adequate thickness, properly 
fixed in position. Refix window board and architraves 
renewing where necessary. Point up window externally. 
Leave whole sound and weatherproof upon completion. 
 

  

 
P2420  Replace Skylight 
 

Remove defective skylight to *** and replace with new to 
match existing. Provide all necessary weatherings. Leave 
whole in sound watertight condition. 
 

  

 
P2430  Overhaul Fixed Light 
 

Overhaul the fixed light. Cut out rotten or otherwise 
defective timbers and replace with preprimed sound timber 
to match existing, properly fixed/jointed in position. 
Reglaze cracked, broken or missing pane(s). Leave whole 
sound and weatherproof. 
 

  

 
P2440  Overhaul Dormer Window 
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Strip the sheet coverings to the dormor window(s), 
examine the exposed boarding and replace all broken or 
rotted sections with sound sections to match, securely 
fixed, and leave smooth and even. Lay underfelt to BS 747 
and recover with  and let into existing main roof 
weatherings at abutments. Leave sound and weathertight 
on completion. 
 

  

 
P2450  Overhaul Skylight 
 

Overhaul the defective skylight to the ***. Cut out any 
rotten timber to the glazed frame and light well lining, and 
piece in treated softwood. Replace any defective glazing 
and defective putties. Prime and paint all new timber, and 
leave whole in sound weathertight condition. 
 

  

 
P2451  Overhaul Pivot Window 
 

Overhaul the defective centre hung pivot window. Cut out 
rotten or otherwise defective timbers, and replace with pre-
primed sound timber of similar dimensions. Replace any 
broken/defective furniture. Leave sound and to operate as 
designed on completion. 
 

  

 
Q2460  Renew External Door And Frame 
 

Take out rotten or otherwise *** defective external door 
and frame complete and set aside reusable ironmongery. 
Provide and fix into prepared opening new preprimed door 
frame of suitable design and construction and point up 
externally. Refix architraves renewing where necessary. 
Glaze fanlight as necessary. Provide and hang suitable 
external quality door on adequate hinges. Refix previously 
set aside ironmongery, making out with new where 
necessary. Leave whole sound, weatherproof and in 
proper working order, upon completion. 
 

  

 
Q2470  Renew External Door And Frame (Glazed) 
 

Take out rotten or otherwise defective *** external door 
and frame complete and set aside reusable ironmongery.  
Provide and fix into prepared opening new preprimed door 
frame of suitable design and construction and point up 
externally. Refix architraves renewing where necessary. 
Glaze fanlight as necessary. Provide and hang suitable 
external quality door on adequate hinges. Glaze with 
suitable quality glass of adequate thickness, properly fixed 
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in position. Refix previously set aside ironmongery, making 
out with new where necessary. Leave whole sound, 
weatherproof and in proper working order, upon 
completion. 
 

 
Q2480  Renew External Door 
 

Take out rotten or otherwise defective *** external door 
and set aside reusable ironmongery. Provide and hang 
suitable external quality door on adequate hinges. Refix 
previously set aside ironmongery, making out with new 
where necessary. Leave whole sound and in proper 
working order upon completion. 
 

  

 
Q2490  Renew External Door (Glazed) 
 

Take out rotten or otherwise defective *** external glazed 
door and set aside reusable ironmongery. Provide and 
hang suitable external quality door on adequate hinges. 
Glaze with suitable quality glass of adequate thickness, 
properly fixed in position. Refix previously set aside 
ironmongery, making out with new where necessary. 
Leave whole sound and in proper working order upon 
completion. 
 

  

 
Q2500  Renew External Door Frame 
 

Take down and set aside *** external door. Take down 
rotten or otherwise defective door frame and set aside 
reusable ironmongery. Provide and fix into prepared 
opening new preprimed door frame of suitable design and 
construction and point up externally. Refix architraves 
renewing where necessary. Glaze fanlight as necessary.  
Rehang previously set aside door on adequate hinges. 
Refix previously set aside ironmongery, making out with 
new where necessary. Leave whole sound and in proper 
working order upon completion. 
 

  

 
Q2510  Renew Internal Door And Frame 
 

Take down damaged or otherwise defective internal door 
and lining complete. Provide and fix into prepared opening 
new linings of suitable design and construction. Refix 
architraves where necessary. Provide and hang suitable 
internal quality door on adequate hinges. Provide and fit 
new ironmongery. Provide and fix suitable door stops.  
Leave whole sound and in proper working order upon 
completion. 
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Q2520  Renew Internal Door And Frame (Glazed) 
 

Take down damaged or otherwise defective internal door 
and lining complete. Provide and fix into prepared opening 
new linings of suitable design and construction. Refix 
architraves where necessary. Glaze fanlight if appropriate. 
Provide and hang suitable internal quality door on 
adequate hinges. Provide and fit new ironmongery.  
Provide and fix suitable door stops. Glaze with suitable 
quality glass properly fixed in position. Leave whole sound 
and in proper working order upon completion. 
 

  

 
Q2530  Renew Internal Door 
 

Take down damaged or otherwise defective internal door. 
Provide and hang suitable internal quality door on 
adequate hinges. Provide and fit new ironmongery. Adjust 
stops as necessary. Leave whole sound and in proper 
working order upon completion. 
 

  

 
Q2540  Renew Internal Door (Glazed) 
 

Take down damaged or otherwise defective internal door. 
Provide and hang suitable internal panel door on adequate 
hinges. Provide and fit new ironmongery.  Adjust stops as 
necessary. Glaze with suitable glass properly fixed in 
position. Leave whole sound and in proper working order 
upon completion. 
 

  

 
Q2550  Renew Internal Door Frame 
 

Take down and set aside internal door. Take out damaged 
or otherwise defective lining. Provide and fix into prepared 
opening new lining of suitable design and construction. 
Renew architraves. Glaze fanlight if appropriate.  Rehang 
previously set aside door on adequate hinges. Provide and 
fit new ironmongery. Provide and fix suitable door stops.  
Leave whole sound and in proper working order upon 
completion. 
 

  

 
Q2555  Provide Door where Missing 
 

Provide and fix internal door to existing frame where 
missing to ***. Provide and fit ironmongery. Leave whole 
sound and in proper working order upon completion. 
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Q2560  Replace Door Stops 
 

Provide and fix suitable stops to match existing where 
missing to door lining. 
 

  

 
Q2570  Replace Architraves 
 

Provide and fix suitable architrave(s) to match existing 
where missing to door lining. 
 

  

 
Q2580  Provide Weatherboard 
 

Provide and fix suitable preprimed weatherboard to 
external door. Adapt frame as necessary. 
 

  

 
 
Q2590  Ease and Adjust Door 
 

Ease and adjust door to *** and oil ironmongery. Leave in 
proper working order. 
 

  

 
Q2600  Provide Door Fillets 
 

Take off the ill fitting door to ***. Provide and fix fillets of 
suitable size to allow for door to fit properly into the frame 
opening. Rehang door and leave whole in sound working 
condition. 
 

  

 
Q2610  Adjust Binding Door 
 

Take down binding door, shave binding edge and rehang. 
Leave sound and in proper working order upon competion. 
 

  

 
Q2620  Rehang Door on Opposite Hand 
 

Take down door, piece in as necessary. Rehang on 
opposite hand. Provide and fit new ironmongery. Leave 
whole sound and in proper working order. 
 

  

 
Q2630  Replace Unsuitable Door 
 

Take down existing unsuitable door. Provide and hang 
new door of suitable design and adequate construction, 
into prepared opening. Provide and fix new ironmongery. 
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Provide and fix new stops or adjust existing as necessary. 
Leave whole sound and in proper working order. 
 

 
Q2640  Repair/Overhaul Door 
 

Take down loose jointed door, dismantle as necessary, 
cramp and re-wedge with new glued wedges, pin and 
rehang. Leave sound and in proper working order upon 
completion. 
 

  

 
Q2650  Replace Defective Timbers to Door 
 

Cut out defective timber to frame and scarf in new well 
seasoned timber to match existing. 
 

  

 
Q2660  Square Up Door Opening 
 

Take out the settled door frame. Carry out works to square 
up opening, refix frame and rehang  door. 
 

  

 
 Q2665  Door Handle 
 

Supply and fit new door handle where *** to the *** door. 
 

  

 
 
Q2667  Provide Door Furniture 
 

Provide and fit new door handles and latch set where 
broken or missing to  
 

  

 
Q2670  Replace Weatherboard 
 

Remove rotten or otherwise defective weatherboard to the 
*** door.  Provide and fix preprimed weatherboard.  Adapt 
frame as necessary. 
 

  

 
Q2680  Replace Door Threshold 
 

Cut out rotten or otherwise defective external door 
threshold. Provide and fix new threshold of suitable quality 
and design. Adapt door as necessary. 
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Q2690  Refix Loose Door Frame 
 

Refix the loose door frame/lining. 
 

  

 
Q2700  Refix Loose Stops 
 

Refix the loose door stop(s). 
 

  

 
Q2710  Refix Loose Architraves 
 

Refix the loose door architrave(s). 
 

  

 
Q2720  Cast Sill And Water Bar 
 

Take down and set aside door, adjust frame, prepare bed, 
and erect formwork as necessary. Cast sill, using suitable 
concrete mix, fix in galvanised water bar and leave 
weathered upper surface. Rebate, adjust and rehang door. 
Leave weatherproof and in proper working order. 
 

  

 
R2730  Reglaze Door 
 

Prepare rebates where glass missing to ***.  Glaze with 
suitable quality glass of adequate thickness, properly fixed 
in place. 
 

  

 
R2740  Reglaze Broken Pane 
 

Hack out broken or otherwise defective glass from ***. 
Clean out and prepare rebates for reglazing. Glaze with 
suitable quality glass of adequate thickness, properly fixed 
in place. 
 

  

 
R2750  Reglaze Window Using Obscured Glass 
 

Take out inadequate or otherwise unsuitable glass from 
***. Clean out and prepare rebates for reglazing. Glaze 
with suitable quality obscured glass of adequate thickness 
properly fixed in place. 
 

  

 
R2760  Provide Blades to Louvre Window 
 

Provide and fix new glass blade(s) where missing to louvre 
window(s). 
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R2770  Replace Blades to Louvre Window 
 

Take out broken or otherwise defective glass blade(s) to 
louvre window(s). Provide and fix new blade(s). 
 

  

 
R2780  Replace Unsuitable Reglazing 
 

Take out unsuitable glazing from *** window. Clean out 
and prepare rebates for reglazing. Glaze with suitable *** 
glass properly fixed in place. 
 

  

 
R2790  Fix Ventilator In Window Pane 
 

Cut hole in window pane in suitable position to 
accommodate ventilator. Provide and fit suitable ventilator. 
 

  

 
R2800  Replace Window Pane Ventilator 
 

Provide and fit suitable ventilator to existing hole in window 
pane. 
 

  

 
R2810  Replace Window Pane Ventilator 
 

Take out broken or otherwise defective ventilator to *** 
window pane. Provide and fit suitable new ventilator. 
 

  

 
R2820  Rake out and Re-Putty 
 

Hack out loose perished or otherwise defective *** putties. 
Prepare and prime timber where exposed, and re-putty. 
Leave whole sound and weatherproof. 
 

  

 
R2830  Replace Glazing Beads 
 

Remove rotten *** or otherwise defective glazing beads to 
***. Provide and fix new preprimed beads to match 
existing, properly bedded in place. Leave whole sound and 
weatherproof. 
 

  

 
S2840  Renew Timber Flight and Spandrel 
 

Dismantle spandrel partition. Take out the  timber stair 
flight. Provide new timber stair flight of suitable design and 
construction.  Prepare well opening to receive new flight. 
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Fix flight in position. Provide and fix suitable balustrading 
and handrail. Adjust floor boarding as necessary, provide 
and fix new landing nosing. Provide and fix plasterboard 
soffit. Render and set. Construct spandrel partition. Leave 
the whole sound and stable upon completion. Reference 
should be made to the Building Control Officer. 
 

 
S2850  Renew Timber Flight 
 

Take out the *** timber stair flight. Provide new timber stair 
flight of suitable design and construction. Prepare well 
opening to receive new flight. Fix flight in position. Provide 
and fix suitable balustrading and handrail. Adjust floor 
boarding as necessary, provide and fix new landing 
nosing. Provide and fix plasterboard, render and set to 
soffit. Leave the whole sound and stable upon completion. 
Reference should be made to the Building Control Officer. 
 

  

 
S2860  Renew Treads 
 

Cut out the broken or worn tread(s). Provide new tread(s) 
of similar dimensions to match existing. Prepare and 
securely fix tread(s) in position. 
 

  

 
S2870  Renew Winders 
 

Cut out the broken or worn winder(s). Provide new 
winder(s) of similar dimensions to match existing. 
 

  

 
S2880  Renew Balusters 
 

Cut out the broken baluster(s). Provide new baluster(s) of 
similar dimensions to match existing. Prepare and securely 
fix baluster(s) in position. 
 

  

 
S2890  Renew Newel Post 
 

Cut out the broken newel post(s). Provide new newel 
post(s) of similar dimensions to match existing. Prepare 
and securely fix newel post(s) in position. 
 

  

 
S2900  Renew Handrail Complete 
 

Remove the broken handrail complete. Provide new 
suitable handrail. Prepare and securely fix handrail in 
position. Prepare and refix balusters. 
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S2910  Renew Handrail Section 
 

Remove the broken section(s) of handrail. Pepare, provide 
and piece in new section(s) and refix balusters. 
 

  

 
S2920  Renew Wall Mounted Handrail 
 

Remove the broken wall fixed handrail complete. Provide 
new suitable handrail. Provide additional handrail brackets 
as necessary and securely fix handrail in position.  
 

  

 
S2930  Renew Newel Post Cap 
 

Remove the broken newel cap. Provide and fix new 
suitable newel cap. 
 

  

 

S2940  Renew Nosings (Treads) 
 

Cut back the worn tread nosing(s). Provide new nosing(s) 
of similar dimensions to match existing. Prepare and 
securely fix new nosing(s) to tread(s). 
 

  

 
S2950  Renew Nosings (winder) 
 

Cut back the worn winder nosing(s). Provide new nosing(s) 
of similar dimensions to match existing. Prepare and 
securely fix new nosing(s) to winder(s). 
 

  

 
S2960  Secure Tread 
 

Secure the loose tread(s). 
 

  

 
S2970  Secure Winder 
 

Secure the loose winder. 
 

  

 
S2980  Secure Riser 
 

Secure the loose riser. 
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S2990  Secure Baluster 
 

Secure the loose baluster. 
 

  

 
S3000  Secure Newel Post 
 

Secure the loose newel post(s). 
 

  

 
S3010  Secure Newel Cap 
 

Secure the loose newel cap(s). 
 

  

 
S3020  Secure Handrail 
 

Secure the loose handrail. 
 

  

 
S3030  Secure Wall Mounted Handrail 
 

Secure the loose wall fixed handrail. Reposition and 
provide additional brackets as necessary. 
 

  

 
S3040  Provide Treads Where Missing 
 

Provide new tread(s) where missing of similar dimensions 
to match existing. Prepare and securely fix tread(s) in 
position. 
 

  

 
S3050  Provide Winders Where Missing 
 

Provide new winder(s) where missing of similar 
dimensions to match existing. Prepare and securely fix 
winder(s) in position. 
 

  

 
S3060  Provide Riser Where Missing 
 

Provide new riser(s) where missing of similar dimensions 
to match existing. Prepare and securely fix riser(s) in 
position. 
 

  

 
S3070  Provide Baluster Where Missing 
 

Provide new baluster(s) where missing of similar 
dimensions to match existing. Prepare and securely fix 
baluster(s) in position. 
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S3080  Provide Newel Cap Where Missing 
 

Provide new newel cap(s) where missing of similar 
dimensions to match existing. Prepare and securely fix 
newel cap(s) in position. 
 

  

 
S3090  Provide Handrail Where Missing 
 

Provide new suitable handrail where missing. Prepare and 
securely fix handrail in position. Prepare and refix 
balusters. 
 

  

 
S3100  Provide Missing Wall Mounted Handrail 
 

Provide new suitable wall fixed handrail where missing. 
Provide additional handrail brackets as necessary and 
securely fix handrail in position. 
 

  

 
S3110  Secure Landing Floorboard 
 

Secure the loose landing floorboard(s). 
 

  

 
S3120  Provide Missing Landing Floorboards 
 

Provide and fix new suitable floorboard(s) where missing 
to the landing. 
 

  

 
S3130  Renew Floorboards 
 

Take up broken floorboard(s) to the landing.  Provide and 
fix new suitable floorboard(s).                              
 

  

 
S3140  Secure Boarding To Spandrel 
 

Secure the loose boarding to the staircase spandrel 
partition.                              
 

  

 
S3150  Renew Boarding To Spandrel 
 

Remove broken boarding to the staircase spandrel 
partition. Provide and fix new suitable boarding. 
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S3160  Renew Boarding To Spandrel 
 

Remove warped boarding to the staircase spandrel 
partition. Provide and fix new suitable boarding. 
 

  

 
S3170  Secure Spandrel Partition 
 

Secure the loose staircase spandrel partition. 
 

  

 
T4010  Take down Breast/Support Stack 
 

Remove fireplace surround, interior and raised hearth. 
Break up hearth and reduce as necessary to 
accommodate new timber joists. Take down chimney 
breast and build brick corbelling to support upper floor 
chinmey breast(s) and hearth as necessary. Make out to 
brickwork where flues removed and make good brickwork 
where breast removed. Trim/adapt floor opening, extend 
floor joists and boarding to match existing and leave sound 
and level. Key, prepare and plaster exposed brickwork, 
flush with existing. Prepare, provide and extend skirting to 
match existing. Prepare and extend ceiling plaster to 
match existing. Leave whole sound and stable upon 
completion. Reference should be made to the Building 
Control Officer. 
 

  

 
T4020  Infill Fireplace Opening 
 

Remove fireplace surround, interior and raised hearth and 
sweep flues. Infill fireplace opening with blockwork, 
bonded to existing jambs, wedged and pinned up to soffit. 
Form opening, provide and build in adequate airbrick.  
Key, prepare and plaster exposed blockwork, flush with 
existing. Provide and fix plastic louvre. Prepare, provide 
and extend skirting to match existing. 
 

  

 
T4030  Infill Fireplace Opening 
 

Remove broken or otherwise defective fireplace surround, 
interior and raised  hearth and sweep flues. Infill fireplace 
opening with blockwork, bonded to existing jambs, wedged 
and pinned up to soffit. Form opening, provide and build in 
adequate airbrick. Key, prepare and plaster exposed 
blockwork, flush with existing. Provide and fix plastic 
louvre. Prepare, provide and extend skirting to match 
existing. 
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T4040  Infill Fireplace Opening 
 

Sweep flue(s). Infill fireplace opening with blockwork, 
bonded to existing jambs, wedged and pinned up to soffit. 
Form opening, provide and build in adequate airbrick.  
Key, prepare and plaster exposed blockwork, flush with 
existing. Provide and fix plastic louvre. Prepare, provide 
and extend skirting to match existing. 

  

 
T4050  Repair Fire Surround Tiling 
 

Cut out broken or otherwise defective tiling to fireplace 
surround. Key, prepare, provide and bed similar tiles, 
where removed or missing. Grout and leave sound. 
 

  

 
T4060  Secure Fireplace Surround 
 

Reset and secure the loose fireplace surround. 
 

  

 
T4070  Repair Cracks To Fireback 
 

Rake out cracks to fireback. Prepare and fill flush with fire 
cement. 
 

  

 
T4075  Renew Hearth 
 

Hack up defective hearth to ***. Take back to sound 
surface and lay a suitable screed, incorporating DPM 
where necessary. Bring to an even finish level with 
adjacent surfaces. 
 

  

 
T4076  Remove Hearth Complete 
 

Hack up defective hearth to *** complete. Clean off 
brickwork and insert joist hangers so as to receive new 
suitable joists. Lay floor boards to match existing, leave 
whole sound on completion. 
 

  

 
T4080  Provide Ventilation To Flue 
 

Cut suitable hole in the panel to the fireplace opening. 
Provide and fix plastic louvre. 
 

  

 
 
 
 



  169 

T4090  Provide Airbrick To Flue 
 

Cut opening through chimney breast to receive airbrick. 
Provide, fit and bed new adequate airbrick to ventilate flue. 
Provide and fix plaster louvre. 
 

  

 
T4100  Take Out Disused Copper 
 

Break out disused copper complete. Make good to 
brickwork and floor as necessary. Key, prepare and plaster 
exposed brickwork flush with existing. Cut opening through 
flue to receive airbrick. Provide, fit and bed new adequate 
airbrick to ventilate flue. Provide and fix plastic louvre. Seal 
off bottom of flue in suitable materials. 
 

  

 
T4110  Take Out Copper and Flue 
 

Break out disused copper and flue complete. Make good to 
brickwork and floor as necessary. Key, prepare and plaster 
exposed brickwork flush with existing . Prepare and extend 
ceiling plaster as necessary. 
 

  

 
T4120  Take Down Flue 
 

Pull down copper flue. Support remaining flue as 
necessary. Key, prepare and plaster exposed brickwork to 
match existing. Extend joists and boarding to match 
existing. 
 

  

 
T4130  Ventilate Copper Flue 
 

Cut opening through copper flue to receive airbrick. 
Provide, fit and bed new adequate airbrick to ventilate flue. 
Provide and fix plaster louvre. 
 

  

 
T4140  Sweep Flue 
 

Sweep and clear the obstructed chimney flue(s). 
 

  

 
 
U4960  Rewire Complete Per Point 
 

Disconnect electricity supply at distribution board. Strip 
and cut out all existing wiring and fittings. Cut, chase out, 
and raise floorboards as necessary to receive new wiring 
and fittings. Rewire to provide adequate power and lighting 
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circuits. Provide, fit and connect suitable 
fuseboard/consumer unit, switches, outlets etc. Reconnect, 
test and leave in proper working order. Reinstate to walls 
etc. Refix floorboards. All new work to comply with I.E.E. 
Regulations and S.E.B. requirements. 
 

 
U4970  Provide Test Report 
 

Test existing electrical installation and repair or renew as 
necessary all fittings and wiring found to be inadequate or 
otherwise defective. Test and leave whole in proper 
working order and in compliance with I.E.E. Regulations 
and L.E.B. requirements. A copy of the inspecting 
engineers report must be submitted for approval. 
 

  

 
U4971  Electrical Test Certificate 
 

Provide the local authority on completion of works a copy 
of the electrical test certificate, duly authorised by a 
member of the N.I.C.E.I.C. 
 

  

 
U4972  Periodic Inspection Report (Electrical) 
 

Obtain a periodic inspection report for the existing 
electrical installation from an NICEIC registered contractor. 
Repair or renew as necessary all fittings and wiring found 
to be inadequate or otherwise defective. Test and leave 
whole in proper working order providing a completion 
certificate. A copy of the inspecting engineers report must 
be submitted for approval prior to commencement. 
 

  

 
U4973  Gas/Electrical Works 
 

Where any works required in this schedule relate to items 
involving work in connection with gas or electric supplies or 
appliances, all such work is to be carried out by 
contractors who are CORGI or NICEIC registered as 
appropriate, or by the statutory undertakers.  
 

  

 
U4974  Installation Completion Certificate 
 

Provide the local authority on completion of works a copy 
of the electrical installation completion certificate from an 
NICEIC registered contractor. 
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U4975  New Light/Power Outlet 
 

Provide in a suitable position, a new *** within the *** and 
properly connect to existing circuitry. All works to be 
undertaken by NICEIC approved contractor. 
 

  

 
U4976  New Light/Power Outlet 
 

Provide in a suitable position, a new *** within the *** and 
properly connect to existing circuitry. All works to be 
undertaken by NICEIC approved contractor. 
 

  

 
U4980  Renew Lighting Point 
 

Strip out all defective wiring and fittings to the lighting 
circuit to ***. Rewire on a 5 amp circuit supplied from a 
new consumer service unit located in a suitable position. 
Include for new switches, pendants and roses where 
required and on completion test and leave in proper 
working order. 
 

  

 
U4981  Renew Lighting Point 
 

Strip out all defective wiring and fittings to the lighting 
circuit to ***. Rewire, include for new switches, pendants 
and roses where required and on completion test and 
leave in proper working order. 
 

  

 
U4990  Renew Power Point 
 

Strip out all defective wiring and fittings to the electrical 
power system to ***. Rewire on a 13 amp circuit supplied 
from a new consumer service unit locted in a suitable 
position. Include for new socket outlets and on completion 
test and leave in proper working order. 
 

  

 
U5000  Renew Batten Holder 
 

Isolate and remove broken or otherwise defective batten 
lamp holder. Provide, fit and connect new batten lamp 
holder. Test and leave in proper working order. 
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U5010  Renew Lamp Holder 
 

Isolate and remove broken or otherwise defective lamp 
holder. Provide, fit and connect new lamp holder. Test and 
leave in proper working order. 
 

  

 
U5015  Provide New Light Bulb 
 

Provide new light bulb to ***. 
 

  

 
U5020  Renew Ceiling Rose 
 

Isolate and remove broken or otherwise defective ceiling 
rose. Provide, fit and connect new ceiling rose. Test and 
leave in proper working order. 
 

  

 
U5030  Renew Lighting Switch 
 

Isolate and remove broken or otherwise defective light 
switch. Provide, fit and connect new light. Test and leave 
in proper working order. 
 

  

 
U5045  Renew Pull Cord Switch 
 

Isolate and remove broken or otherwise defective pull cord 
operated light switch. Provide, fit and connect new pull 
cord operated light switch. Test and leave in proper 
working order. 
 

  

 
U5050  Renew Consumer Unit 
 

Isolate and remove broken or otherwise defective 
consumer unit. Provide, fit and connect new consumer 
unit. Test and leave in proper working order. 
 

  

 
U5060  Renew Socket Outlet 
 

Isolate and remove broken or otherwise defective socket 
outlet. Provide, fit and connect new socket outlet. Test and 
leave in proper working order. 
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U5070  Renew Fused Spur 
 

Isolate and remove broken or otherwise defective fused 
spur outlet. Provide, fit and connect new fused spur outlet. 
Test and leave in proper working order. 
 

  

 
U5080  Renew Cooker Point 
 

Isolate and remove broken or otherwise defective cooker 
control unit. Provide, fit and connect new cooker control 
box. Test and leave in proper working order. 
 

  

 
U5090  Renew Fluorescent Lamp Holder 
 

Isolate and remove broken or otherwise defective 
fluorescent lamp holder. Provide, fit and connect new 
flourescent lamp holder. Test and leave in proper working 
order. 
 

  

 
U5099  Provide Extract Fan 
 

Provide and install an adequate and suitable mechanical 
extract fan, in accordance with the manufacturers’’ 
instruction. Adapt and extend the existing electrical 
installation. Provide and fit new switched fused spur. 
Connect fan to lighting circuit and ensure minimum 20 
minute overrun. Ensure air change rate complies to 
minimum of 15 litres/second. 
 

  

 
U5100  Renew Ventilating Fan 
 

Isolate and remove broken or otherwise defective 
ventilating fan. Provide, fit and connect new ventilating fan.  
Test and leave in proper working order. Ensure fan is 
provided with 20 minute overrun facility. 
 

  

 
U5101  Ventilation Fan 
 

Provide and fix within the ***, an electrical ventilation fan. 
Ensure fan has 20 minute overrun facility. Allow for all 
necessary electrical work to enable connection to the 
existing lighting circuit. 
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U5110  Renew Immersion Thermostat 
 

Isolate and remove broken or otherwise defective 
immersion thermostat. Provide, fit and connect new 
immersion thermostat. Test and leave in proper working 
order. 
 

  

 
U5120  Renew Bell Push 
 

Isolate and remove broken or otherwise defective bell 
push. Provide, fit and connect new bell push. Test and 
leave in proper working order. 
 

  

 
U5130  Renew Bell Equipment 
 

Isolate and remove broken or otherwise defective bell 
equipment. Provide, fit and connect new bell equipment. 
Test and leave in proper working order. 
 

  

 
U5140  Secure Lamp Holder 
 

Isolate, dismantle as necessary and secure the loose 
batten lamp holder. Reassemble, test and leave in proper 
working order. 
 

  

 
U5150  Secure Ceiling Rose 
 

Isolate, dismantle as necessary and secure the loose 
ceiling rose. Reassemble, test and leave in proper working 
order. 
 

  

 
U5160  Secure Light Switch 
 

Isolate, dismantle as necessary and secure the loose light 
switch. Reassemble, test and leave in proper working 
order. 
 

  

 
U5170  Secure Pull Cord 
 

Isolate, dismantle as necessary and secure the loose pull 
cord operated light switch. Reassemble, test and leave in 
proper working order. 
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U5180  Secure Socket Outlet 
 

Isolate, dismantle as necessary and secure the loose 
socket outlet. Reassemble, test and leave in proper 
working order. 
 

  

 
U5190  Secure Consumer Unit 
 

Isolate, dismantle as necessary and secure the loose 
consumer unit. Reassemble, test and leave in proper 
working order. 
 

  

 
U5200  Secure Fused Spur 
 

Isolate, dismantle as necessary and secure the loose 
fused spur outlet. Reassemble, test and leave in proper 
working order. 
 

  

 
U5210  Secure Cooker Point 
 

Isolate, dismantle as necessary and secure the loose 
cooker control unit. Reassemble, test and leave in proper 
working order. 
 

  

 
U5220  Secure Fluorescent Lamp Holder 
 

Isolate, dismantle as necessary and secure the loose 
fluorescent lamp holder. Reassemble, test and leave in 
proper working order. 
 

  

 
U5230  Fix Protective Cover 
 

Provide and fix suitable protective cover to the exposed 
electrical wiring. 
 

  

 
U5240  Secure Loose Cable 
 

Secure the loose electrical cable(s). 
 

  

 
U5250  Secure Loose Conduit 
 

Secure the loose electrical conduit. 
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U5260  Replace Immersion Element 
 

Isolate and drain down the hot water cylinder. Disconnect 
and remove the inoperative immersion element. Provide, 
fix and connect new suitable element. Fill, test and leave in 
proper working order. 
 

  

 
U5270  Extra Lighting Point 
 

Install a lighting point in a suitable position to the *** room. 
Isolate the circuit. Adapt and extend existing installation in 
suitable cable. Provide, fix and connect new ceiling rose, 
flex and pendant lamp holder. Prepare, provide and fit new 
wall mounted switch complete, in suitable position. Run 
and connect in suitable cable to newly installed lighting 
point. Test and leave in proper working order. 
 

  

 
U5275  Provide Extra Power Socket 
 

Provide *** extra power sockets to ***. 
 

  

 
U5280  Wall Switch To Pull Cord 
 

Isolate and remove the unsuitable wall mounted light 
switch. Adapt wiring as necessary. Provide, fix and 
connect new pull cord operated light switch in suitable 
position. Test and leave in proper working order. 
 

  

 
U5290  Remove Prohibited Socket 
 

Isolate and remove the prohibited socket outlet complete. 
Strip out and adapt wiring as necessary. Reinstate to walls 
etc. Test and leave existing installation in proper working 
order. 
 

  

 
U5300  Relocate Light Point 
 

Relocate lighting point. Isolate, remove and set aside 
existing pendant light fitting complete. Adapt and extend 
wiring as necessary. Refix previously set aside pendant 
light fittings in suitable position. Reconnect, test and leave 
in proper working order. 
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U5310  Relocate Light Point (new fittings) 
 
 

Relocate lighting point. Isolate, remove and set aside 
existing pendant light fitting complete. Adapt and extend 
wiring as necessary. Provide, fix and connect new batten 
lamp holder in suitable position. Test and leave in proper 
working order. 
 

  

 
U5320  Relocate Batten Holder 
 

Relocate lighting point. Isolate and remove and set aside 
existing batten lamp holder. Adapt and extend wiring as 
necessary. Refix previously set aside batten lamp holder in 
suitable position. Reconnect, test and leave in proper 
working order. 
 

  

 
U5330  Relocate Cooker Point 
 

Relocate cooker control unit. Isolate, remove and set aside 
existing cooker unit complete. Adapt and extend wiring as 
necessary. Prepare, fit and connect previously set aside 
cooker unit in suitable position. Test and leave in proper 
working order. 
 

  

 
U5331  New Cooker Point 
 

Provide and fix a proper cooker control point within the ***. 
Test and leave in safe working order. 
 

  

 
U5340  Relocate Light Switch 
 

Relocate light switch. Isolate, remove and set aside 
existing light switch complete. Adapt and extend wiring as 
necessary. Prepare, fit and connect previously set aside 
light switch in suitable position. Test and leave in proper 
working order. 
 

  

 
U5350  Relocate Socket Outlet 
 

Relocate socket outlet. Isolate, remove and set aside 
existing socket outlet complete. Adapt and extend wiring 
as necessary. Prepare, fit and connect previously set aside 
socket outlet in suitable position. Test and leave in proper 
working order. 
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U5360  Relocate Pull Cord 
 

Relocate pull cord operated light switch. Isolate, remove 
and set aside existing switch complete. Adapt and extend 
wiring as necessary. Refix previously set aside switch in 
suitable position. Reconnect, test and leave in proper 
working order. 
 

  

 
V4150  Provide and Fix Gas Fire 
 

Cut opening through , sweep existing flue as applicable. 
Prepare and properly fix template over opening. Provide 
and fix gas fire of suitable design and capacity. Examine 
existing gas supply and connect to appliance. All work 
must comply with requirements of the statutory 
undertakers, and must be undertaken by CORGI 
registered contractor. 
 

  

 
V4155  Replace Existing Gas Fire 
 

Disconnect and remove the existing gas fire within the ***; 
remove template and clear flue as necessary. 
Refix/replace template and provide and fix new gas fire of 
suitable design and capacity. Allow for connection to the 
existing gas supply, test and leave in proper working order. 
Works to be undertaken by a CORGI registered contractor. 
 

  

 
V4160  Secure Loose Fire 
 

Secure the loose *** fire. 
 

  

 
V4170  Refix Gas Fire Template 
 

Disconnect, remove and set aside the gas fire. Remove ill 
fitted backing template. Prepare and properly refix 
template. Refix and connect previously set aside gas fire. 
Test and leave in proper working order and in accordance 
with statutory undertakers requirements. Works to be 
undertaken by a CORGI approved contractor. 
 

  

 
V4180  Provide And Fix Electric Fire 
 

Provide suitable fixed electric heating appliance. Provide a 
fused spur for the exclusive use of the fire, extending and 
adapting system as necessary. Connect appliance. All 
works to be carried out in accordance with LEB and IEE 
requirements. 
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V4190  Repair Electric Fire Supply 
 

The electric installation supplying the fire must be 
examined and repaired or renewed as found necessary by 
a suitably qualified engineer. 
 

  

 
V4195  Repair Gas Fire 
 

Repair or renew as necessary the defective gas fire to ***.  
Works to be undertaken by CORGI approved contractor. 
 

  

 
V4200  Provide Space Heater 
 

Provide within *** room an adequate appliance for space 
heating, which shall be capable of heating and maintaining 
that room 18 degC or more when the outside temperature 
is -1 degC. Space heating must be in a fixed position and 
installed with any designed or safety criteria laid down by 
relevant manufacturers’ or statutory undertakers. Where 
the heating is provided by means of electricity, there shall 
be a proper fused electrical spur provided for the exclusive 
use of the heating appliance. Electrical and gas works 
should be carried out by NICEIC or CORGI registered 
contractors as appropriate. 
 

  

 
V4201  Night Storage Heating 
 

Provide and install within the *** rooms, electric night 
storage radiators. Connect to low tariff, off peak, metered 
supply. All works to be undertaken by NICEIC registered 
contractor. 
 

  

 
V4202  Room Sealed Gas Wall Heaters 
 

Provide and fix within the *** rooms, wall mounted room 
sealed gas heaters. Properly connect to gas supply. All 
works to be carried out by CORGI registered installer. 
 

  

 
V4203  Gas Fired Central Heating 
 

Provide and install suitable capacity balanced flue boiler. 
Supply and fix radiators to the *** and allow for all 
necessary pipework. Include for fully programmable timer 
switch, and a suitably located room thermostat. All works 
to be undertaken by CORGI registered contractor; a test 
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certificate to be provided on completion. 
 

 
V4204  Combi Boiler - HW + CH 
 

Provide direct mains combination gas boiler and properly 
plumb into the *** in accordance with the regulations of the 
statutory undertaker. Supply and fix radiators to the *** 
rooms and allow for all necessary pipework. Include for 
fully programmable timer switch allowing for the 
independent control of hot water and central heating, and a 
suitably located room theromstat. All works to be 
undertaken by CORGI registered contractor; a test 
certificate to be provided on completion. 
 

  

 
V4205  Provide Air Brick 
 

Cut opening through the external wall in suitable position 
of sufficient dimensions to receive air brick to ventilate. 
Provide, fix, bed and point up new air brick. Provide and fix 
plaster louvre internally. 
 

  

 
V4206  Roof Insulation 
 

Provide and install 150mm thick insulating quilt within the 
roof space. Ensure that all tanks and pipes within the void 
are adequately lagged. 
 

  

 
V4207  Gas Test Report 
 

Obtain a report from a CORGI registered contractor or the 
*** Gas Board on the condition of all gas appliances within 
the property. Undertake all required repairs/replacements. 
Provide a copy of the report and final test certificate to the 
appropriate Environmental Housing Officer. 
 

  

 
W4210  Replace Broken Trap 
 

Take out broken or otherwise defective trap to the ***. 
Prepare and provide new suitable trap and properly 
connect to waste and pipe renewing where necessary. 
Test and leave watertight. 
 

  

 
W4220  Unblock Trap 
 

Unblock the obstructed trap to the ***. 
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W4230  Repair Leaking Trap 
 

Properly make watertight the leaking trap to the ***. 
 

  

   
W4240  Repair Leaking Overflow 
 

Properly make watertight the leaking overflow to the ***. 
 

  

 
W4250  Provide Plug And Chain 
 

Provide and fit suitable plug and chain to the ***. 
 

  

 
W4260  Replace Sink And Base Unit 
 

Disconnect services to, and remove *** sink and base unit 
complete. Prepare area to receive new sink base unit. 
Provide and fix new stainless steel sink top, complete with 
waste, overflow, taps, plug and chain, on new base unit to 
suit. Properly reconnect to services. Seal joints between 
sink top and wall with proprietary sealant. 
 

  

 
W4265  Replace Existing Sink 
 

Disconnect and take out existing ***  sink to the ***. 
Prepare area to receive new sink. Supply new stainless 
steel sink unit and base complete with taps and necessary 
fittings. Properly connect to all services. Seal joints 
between sink top and wall with proprietary sealant. 
 

  

 
W4270  Provide New Base Unit 
 

Disconnect services to, remove and set aside sink top 
waste and taps. Remove ***  sink base/support. Prepare 
area to receive new base unit. Provide and fix new suitable 
base unit. Refix and connect previously set aside sink top, 
waste and taps. Seal joints between sink top and wall with 
proprietary sealant. 
 

  

 
W4280  Provide New Basin Pedestal 
 

Remove the broken basin pedestal. Provide and fix new 
suitable basin pedestal. Seal joints between basin and wall 
with proprietary sealant as necessary. 
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W4281  Secure WHB 
 

Secure the loose wash hand basin serving the ***. 
 

  

 
W4290  Replace Existing WHB 
 

Disconnect services to, and remove ***  wash hand basin 
and support/base complete. Prepare area to receive new 
WHB. Provide and fix new WHB complete with waste, 
overflow, taps, plug and chain. Properly reconnect to 
services. Seal joint between WHB and splashback using 
proprietary sealant making good the tiled splashback as 
necessary. 
 

  

 
W4300  Provide Bath Panel 
 

Provide and fix suitable bath panels on suitably 
constructed framing. 
 

  

 
W4310  Replace Bath Panel 
 

Take out broken or otherwise defective bath panel(s). 
Provide and fix suitable bath panel(s) on suitably 
constructed framing. 
 

  

 
W4311  Replace Bath 
 

Take out existing *** bath. Provide and install new *** bath 
of similar dimensions, and properly connect to waste 
system. taps and connect to all services. 
 

  

 
W4312  Re-Enamel Bath 
 

Re-enamel the existing cast iron bath. Leave sound and 
smooth on completion. 
 

  

 
W4320  Seal Joint 
 

Rake out perished and otherwise defective joints between 
wall(s) and ***. Prepare and run suitable proprietary 
sealant to open joints and leave sound and watertight. 
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W4330  Replace Tap 
 

Disconnect and remove the inoperative *** taps. Provide, 
fix and reconnect new suitable taps. 
 

  

 
W4340  Replace Shower Mixer 
 

Disconnect and remove the inoperative shower mixing 
valve. Provide, fix and reconnect new suitable valve. 
 

  

 
W4341  Replace Shower Tray 
 

Tray out existing ***  shower tray. Provide a new tray of 
similar dimensions, and properly connect to existing waste. 
Ensure waterproof seal between walls and tray. Test and 
leave sound on completion. 
 

  

 
W4342  Replace/Repair Shower Waste 
 

Take out existing shower tray and set aside. *** the waste 
pipe. Refix original shower tray. Ensure waterproof seal 
between walls and tray. Test and leave sound on 
completion. 
 

  

 
W4350  Secure Tap 
 

Secure loose *** tap(s). 
 

  

 
W4360  Secure Shower Mixer 
 

Secure loose shower mixing valve. 
 

  

 
W4370  Secure Loose Shower Riser 
 

Secure loose shower riser fixing(s). 
 

  

 
W4380  Repair Leaking Tap 
 

Repair the leaking *** tap(s) to ***. 
 

  

 
W4390  Repair Shower Mixer 
 

Repair the leaking shower mixing valve. 
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W4400  Provide Tap-Hole Stopper 
 

Provide and fit tap hole stopper(s) to the ***. 
 

  

 
W4410  Provide Shower Rail/Curtain 
 

Provide and fix rail and curtain to shower. 
 

  

 
W4420  Replace Shower Curtain 
 

Take down torn or otherwise inadequate shower curtain. 
Provide and hang new suitable curtain. 
 

  

 
W4430  Provide Shower Curtain 
 

Provide and hang suitable shower curtain to existing rail. 
 

  

 
W4440  Provide New Curtain Rail 
 

Take down broken or otherwise defective shower curtain 
rail and set aside curtain. Provide and fix new suitable rail 
and rehang curtain. 
 

  

 
W4450  Replace WC Pan 
 

Disconnect flush pipe, take off seat, and remove WC pan. 
Provide and fix new suitable WC pan. Properly connect to 
flush pipe and drainage. Refix seat or renew as necessary. 
Test and leave in proper working order. 
 

  

 
W4455  Secure Water Closet Pan 
 

Secure loose water closet pan to *** 
 

  

 
W4460  Provide WC Seat and Cover 
 

Provide and fix new seat and cover to WC pan. 
 

  

 
W4470  Renew WC Seat and Cover 
 

Take off WC seat, provide and fix new suitable seat and 
cover to WC pan. 
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W4480  Secure Loose WC Seat 
 

Secure loose WC seat and/or cover. 
 

  

 
W4490  Replace WC 
 

Take off the insanitary or otherwise defective WC seat. 
Break out and remove old WC pan and surround. 
Disconnect and remove old flush pipe. Prepare drainage, 
floor and wall surfaces to receive new pan. Provide and fix 
new WC pan and properly connect to drainage. Provide 
and fix new flush pipe, properly connect to pan and water 
waste preventer. Provide and fix new suitable seat and 
cover to WC pan. Test and leave in proper working order. 
 

  

 
W4500  Unblock WC 
 

Unblock the obstructed WC pan. 
 

  

 
W4510  Repair Leaking Cone Joint 
 

Repair the leaking cone joint to WC pan. Disconnect flush 
pipe, and remove defective cone. Provide and fit suitable 
cone, reconnect flush pipe. Test and leave in proper 
working order. 
 

  

 
W4520  Replace WC Cistern 
 

Disconnect water supply, flush pipe and overflow. Remove 
the corroded or otherwise defective cistern. Provide and fix 
new suitable cistern complete. Reconnect to water supply, 
flush pipe and overflow. Test and leave in proper working 
order. 
 

  

 
W4530  Replace Timber Backboard 
 

Disconnect water supply, flush pipe and overflow. Remove 
and set aside cistern. Take down rotten or otherwise 
defective timber back fixing plate. Prepare, provide and fix 
new suitable fixing plate. Refix cistern and reconnect water 
supply, flush pipe and overflow. Test and leave in proper 
working order. 
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W4550  Replace Cistern and Backboard 
 

Disconnect water supply, flush pipe and overflow. Remove 
corroded or otherwise defective cistern. Take down rotten 
or otherwise defective timber back fixing plate. Provide and 
fix new suitable fixing plate and make good to wall surface 
to receive new cistern. Provide and fix suitable new cistern 
complete. Reconnect water supply, flush pipe and 
overflow. Test and leave in proper working order. 
 

  

 
W4560  Replace Syphon Mechanism 
 

Remove the inoperative syphon mechanism to the lavatory 
cistern. Provide and fit new suitable mechanism and 
reconnect flush pipe. Test and leave in proper working 
order. 
 

  

 
W4570  Renew Ball Valve Assembly 
 

Adjust/renew the ball valve assembly to cistern and leave 
in proper working order. 
 

  

 
W4580  Secure Loose Cistern 
 

Secure the loose cistern. 
 

  

 
W4581  Cistern Lid 
 

Provide and fit new cover to WC cistern where ***. 
 

  

 
W4590  Provide/Fix Pull Chain to Cistern 
 

Provide and fix chain and pull to cistern. 
 

  

 
W4600  Repair Leaking Joint 
 

Repair the leaking joint to the cistern overflow pipe. 
Disconnect pipe, prepare and properly reconnect. Test and 
leave watertight. 
 

  

 
W4605  Leaking WC Flush Pipe 
 

Repair the leaking joint to the flush pipe serving the *** 
WC. Leave sound and watertight on completion.  
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W4610  Repair Leaking Joint 
 

Repair the leaking joint to the cistern supply pipe. 
Disconnect pipe, prepare and properly reconnect. Test and 
leave watertight. 
 

  

 
W4620  Replace Cold Water Storage Tank 
 

Drain down, disconnect and take out corroded or otherwise 
defective cold water storage tank. Provide and fit new 
suitable cold water storage tank, complete with lid and ball 
valve on suitable platform. Adapt pipework and properly fit 
adequate tank insulation. Test and leave watertight and in 
proper working order. 
 

  

 
W4630  Provide Lid To Storage Tank 
 

Provide and fit suitable lid to cold water storage tank. 
 

  

 
W4640  Renew Ball Valve 
 

Adjust/renew the ball valve assembly to cold water storage 
tank and leave in proper working order. 
 

  

 
W4650  Repair Leaking Cold Water Main 
 

Renew the leaking cold water main. Drain down and cut 
out defective pipe section(s). Provide and fit new section(s) 
with suitable connections to existing. Test and leave 
watertight. 
 

  

 
W4660  Repair Leaking Water Service Pipe 
 

Repair leaking water service pipe. Drain down and cut out 
defective pipe section(s). Provide and fit new section(s) 
with suitable connection to existing. Test and leave 
watertight. 
 

  

 
W4670  Replace Hot Water Storage Tank 
 

Isolate, drain down, disconnect and take out corroded or 
otherwise defective, hot water storage tank. Provide and fit 
new suitable hot water storage tank, complete with 
immersion heater and thermostat. Adapt pipework as 
necessary and properly connect service pipe, properly 
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connect the electrics. Test and leave watertight and in 
proper working order. 
 

 
W4680  Renew Gas Water Heater (Single) 
 

Isolate, disconnect and take down dangerous or otherwise 
defective gas water heater complete. Provide and install 
new suitable water heater, in accordance with 
manufacturers’ instructions and statutory undertakers 
regulations. Connect services, test and leave in proper 
working order. Works to be undertaken by CORGI 
registered contractor. 
 

  

 
W4690  Renew Gas Water Heater (Multi) 
 

Isolate, disconnect and take down dangerous or otherwise 
defective gas water heater complete. Provide and install 
new suitable water heater, in accordance with 
manufacturers’ instructions and statutory undertakers 
regulations. Connect services, test and leave in proper 
working order. Works to be undertaken by CORGI 
registered contractor. 
 

  

 
W4700  Renew Gas Water Heater (Combi) 
 

Isolate, disconnect and take down dangerous or otherwise 
defective gas water heater complete. Provide and install 
new suitable water heater, in accordance with 
manufacturers’ instructions and statutory undertakers 
regulations. Connect services, test and leave in proper 
working order. Works to be undertaken by CORGI 
registered contractor. 
 

  

 
W4710  Overhaul Gas Water Heater 
 

Overhaul the gas water heater. Test and leave in proper 
working order, and in accordance with statutory 
undertakers regulations. All works to be undertaken by 
CORGI registered contractor. 
 

  

 
W4720  Replace Electric Water Heater 
 

Isolate, disconnect and take down dangerous or otherwise 
defective single point electric water heater complete. 
Provide and install new suitable water heater, in 
accordance with manufacturers’ instructions and statutory 
undertakers regulations. Connect services, test and leave 
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in proper working order. 
 

 
W4730  Overhaul Electric Water Heater 
 

Overhaul the electric water heater. Test and leave in 
proper working order and in accordance with statutory 
undertakers regulations. 
 

  

 
W4740  Reposition Water Heater 
 

Isolate, disconnect and take down the water heater 
complete. Reinstall the water heater in suitable position. 
Adapt services and reconnect to heater. Test and leave in 
proper working order and in accordance with statutory 
undertakers regulations. 
 

  

 
W4750  Secure Loose Water Heater 
 

Secure the loose water heater. 
 

  

 
X3830  Provide Splashback 
 

Prepare area of wall(s) to ***. Provide and fix ceramic wall 
tiles to effectively form a splashback minimum 300mm 
high. Grout tiling and seal joint between  and tiles with 
proprietary sealant. 
 

  

 
X3840  Repair Splashback 
 

Remove the ***  splashback to the ***. Prepare area of wall 
to receive new splashback. Provide and fix ceramic wall 
tiles to form an effective splashback, minimum 300mm 
high. Grout tiling and seal joint between  and tiles with a 
proprietary sealant. 
 

  

 
X3850  Renew Shower Tiling 
 

Remove the *** wall tiling to the shower. Prepare walls to 
receive new tiling. Provide and fix new ceramic tiles. Grout 
tiling and seal joints between shower tray and walls with a 
proprietary sealant. 
 

  

 
X3860  Repair Tiling to Splashback 
 

Cut out broken or otherwise defective tiling to the ***   
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splashback. Prepare, provide and fix new tiles to match 
existing where removed or missing. Grout tiling and leave 
sound. 
 

 
X3870  Repair Broken Tiling 
 

Cut out broken or otherwise defective wall tiling. Prepare, 
provide and fix new tiles to match existing where removed 
or missing. Grout tiling and leave sound. 
 

  

 
X3880  Secure Loose Tiles - Splashback 
 

Secure the loose tiling to the *** splashback. 
 

  

 
X3890  Repair Tiling 
 

Secure the loose wall tiling. *** 
 

  

 
Y5370  Make Good where Partition Removed 
 

Take down the brick infill partitioning as indicated on the 
plan. Prepare and extend wall, floor and ceiling finishes as 
necessary in similar materials to match existing. 
 

  

 
Y5380  Make Good where Partition Removed 
 

Take down the stud partitioning as indicated on the plan. 
Prepare and extend wall, floor and ceiling finishes as 
necessary in similar materials to match existing. 
 

  

 
Y5390  Take Down Structural Wall 
 

Provide all necessary temporary support, and take down 
the load-bearing partition wall to allow for formation of new 
room(s) as indicated on the plan. Provide suitable beam of 
adequate dimensions and load-bearing capacity.  
Adapt/build adequate supports to receive new beam.  Fix, 
wedge and pin beam in position. Remove temporary 
support. Prepare and extend wall, floor and ceiling finishes 
as necessary in similar materials to match existing. Leave 
whole sound and stable. Reference should be made to the 
Building Control Officer. 
 

  

 
Y5400  Take Down Lean - To 
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Take down the rotten or otherwise defective lean to 
structure. Remove all associated fixings and make good to 
walls etc. 
 

  

 
Y5410  Demolish WC Compartment 
 

Disconnect, cut back and seal off services to external WC. 
Take out WC suite complete and properly seal off drain. 
Demolish WC compartment complete. Hack off wall plaster 
where exposed. Make out to brickwork where walls 
removed. Make good and repoint newly exposed 
brickwork. Break up floor and reduce level as necessary.  
Lay suitable paving to finish flush with adjacent surfaces. 
Cut back roof finish as necessary, reform edge detail and 
leave watertight. 
 

  

 
Y5420  Take Out Sink/Pipework 
 

Disconnect services to *** and remove existing sink 
complete with redundant pipework. Make good to wall and 
floor finishes, including removal of splashback as 
necessary. 
 

  

 
Y5430  Take Out Water Heater 
 

Disconnect services to *** and remove existing water 
heater complete with redundant pipework. Make good to 
wall finishes as necessary. 
 

  

 
Y5440  Remove Cupboard      
 

Remove existing cupboard complete in ***. Make good to 
all wall, floor and ceiling finishes as necessary. 
 

  

 
Z5450  Construct Partition      
 

Construct full height partitioning in 75mm x 50mm (Min) 
studwork incorporating soleplate and headpiece between 
the *** and *** To each side fix 12.5mm plasterboard, 
scrim joints and skim with suitable finish plaster. Insulate 
as necessary. 
 

  

 
Z5460  Construct Partition      
 

Construct full height partitioning to *** in 75mm x 50mm 
(Min) studwork complete with linings to receive new door. 

  



  192 

Plasterboard and set to new studwork. Infill studwork as 
necessary with adequate thermal insulation ie. rockwool 
batts. 
 

 
Z5470  Form Door Opening – Stud    
 

Form opening through existing stud partitioning to receive 
new door and frame. Take of skirtings cut away plaster, cut 
away and trim studding around opening and insert new 
studding at head and jambs of new opening. Provide and 
fix suitable lining. Make good/extend plaster and refix 
skirting up to new lining. Make good to floor finish where 
partition removed. Provide and hang suitable door to new 
opening. Provide and fix suitable ironmongery and self 
closing device where necessary. Provide and fix all 
necessary architraves, doors stops etc. 
 

  

 
Z5480  Form Door Opening – Solid    
 

Form opening through existing solid partitioning to receive 
new door and frame. Take off skirtings, cut opening 
through partition, insert precast concrete lintel and wedge 
and pin up over. Quoin in jambs and provide and fix 
suitable lining. Make good to floor finish where partition 
removed. Provide and hang suitable door to new opening. 
Provide and fix suitable ironmongery and self closing 
device where necessary. Provide and fix all necessary 
architraves, doors stops etc. 
 

  

 
Z5490  Fill Door Opening – Stud     
 

Fill opening in stud partition. Remove door and frame 
complete. Infill opening with suitable studding and sole 
plate. Plasterboard and set to new studwork.  Infill 
studwork with adequate woodwool slabs. Extend skirting 
and make good to existing plaster. 
 

  

 
Z5510A  Fill Door Opening – Solid     
 

Fill opening in solid partition. Remove door and frame 
complete. Infill opening with suitable blockwork and wedge 
and pin up at head. Render and set to new blockwork to 
finish flush with adjacent surface. Extend skirtings to match 
existing. 
 

  

 
Z5510  Form Door Opening – External    
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Form opening through external wall. Take off skirting, cup 
opening through wall. Insert suitable precast concrete lintel 
and wedge and pin up over. Prepare and form suitable 
threshold/sill. Quoin up jambs, provide and fix suitable 
door frame, and point up externally, make good/extend 
plaster. Provide and hang suitable door to new opening. 
Provide and fix suitable ironmongery and achitraves as 
necessary. 
 

  

 
Z5520  Fill Door Opening – External    
 

Fill opening in external wall. Remove door and frame 
complete. Remove brick arch complete as necessary.  
Remove threshold/sill and prepare for raising. Tooth and 
prepare jambs to receive new brickwork. Infill opening with 
brickwork to match existing, properly bonded to existing 
and pointed externally. Build-in damp proof course.  
Render and set internally to finish flush with adjacent 
surfaces. Extend skirting to match existing. 
 

  

 
Z5530  Brick Up Opening      
 

Fill opening in external wall. Remove window complete. 
Remove brick arch complete as necessary. Remove sill 
and prepare for raising. Tooth and prepare jambs to 
receive new brickwork. Infill opening with brickwork to 
match existing, properly bonded to existing and pointed 
externally. Render and set internally to finish flush with 
adjacent surfaces. 
 

  

 
Z5540  Replace Door with Window    
 

Install new window in ***. Remove door and frame 
complete. Remove threshold/sill and prepare for raising. 
Tooth and prepare jambs to receive new brickwork. Raise 
in brickwork, to match existing to underside of new sill. 
Properly bond to existing brickwork, point up externally, 
and build in damp proof course. Prepare opening to 
receive new window. Provide and fix new preprimed 
window of suitable design and construction, complete with 
ironmongery and point up externally. Glaze with suitable 
quality glass. Render and set internally to finish flush with 
adjacent surfaces. Extend skirting to match existing. 
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Z5541  Remove Door/Frame, Brick Up, Provide Window 
          

Remove existing door and frame to the *** to include all 
subsills and thresholds. Cut tooth and bond jambs to 
receive new brickwork. Rebuild brickwork to match 
existing; raise to underside of new timber sill incorporating 
DPCs where appropriate and jointing up as necessary. 
Prepare remainder of opening to receive new window. 
Provide and fix new preprimed casement window of 
suitable design and construction, complete with glazing 
and ironmongery. Render and set internally, finish smooth 
and flush with all adjacent surfaces. Extend skirtings to 
match existing and provide internal timber sill. Prime all 
internal timber finishes and apply two undercoats and one 
gloss coat of external quality paint to the window. Leave 
whole sound and weatherproof on completion. 
NB: Glazed area to equate to at least 10% of floor area, 
and openable area to equate to at least 5% floor area.  
 

  

 
Z5542  Remove Door/Frame, Brick up Fit New Window   
           

Remove existing door and frame to the *** to include all 
subsills and thresholds. Cut tooth and bond jambs to 
receive new brickwork. Rebuild brickwork to match 
existing; bond to underside of concrete/stone sill 
incorporating DPC at the appropriate level. Cast/provide 
and fix new concrete/stone sill to match those existing. 
Prepare remainder of opening to receive new window and 
provide and fix new pre-primed double hung sliding sash 
window of suitable design and construction, complete with 
ironmongery and suitable glass. Render reveals externally 
as necessary and weatherproof the window/reveal joint 
using mastic sealant. Render and set brickwork internally, 
finish smooth and flush with adjacent surfaces. Extend 
skirting to match existing and leave all timberwork 
decorated to gloss finish externally, and primed ready for 
internal decoration on completion. 
NB: Glazed area of new window to be at least 10% of floor 
area. Openable area of new window to be at least 5% of 
floor area. 
 

  

 
Z5550  Raise Window Opening (Casement)   
 

Raise the ***  window sill to allow for installation of 
amenities. Remove existing window complete. Remove sill 
and prepare for raising. Tooth and prepare jambs to 
receive new brickwork.  Raise in brickwork, to match 
existing to underside of sill. Properly bond to existing 
brickwork, point up externally. Prepare opening to receive 
new window of suitable design and construction complete 
with ironmongery and point up externally. Prepare opening 
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receive new window. Provide and fix new preprimed 
window of suitable design and construction complete with 
ironmongery and point up externally. Glaze with suitable 
quality glass. Render and set internally to finish flush with 
adjacent surfaces. 
 

 
Z5560  Raise Window Opening (DHS)    
 

Raise the *** window sill to allow for installation of 
amenities. Remove existing window complete. Remove sill 
and prepare for raising. Tooth and prepare jambs to 
receive new brickwork. Raise in brickwork, to match 
existing to underside of sill. Properly bond to existing 
brickwork, point up externally. Prepare opening to receive 
new window of suitable design and construction complete 
with ironmongery and point up externally. Prepare opening 
to receive new window. Provide and fix new preprimed 
window of suitable design and construction complete with 
ironmongery and point up externally. Glaze with suitable 
quality glass. Render and set internally to finish flush with 
adjacent surfaces.  
 

  

 
Z5565  Roof Space Opening    Return to top 
 

Form roof space access in suitable position. Cut opening 
as necessary through ceiling plaster, trim joists around 
opening and insert new trimmers as necessary. Provide 
and fix lining complete with stops. Provide and fix in 
position suitable trap door. Make good ceiling plaster 
around opening. Provide and fix suitable architraves. 
 

  

 


