C 	CHIMNEYS/PARAPETS	



0360	Take Down Disused Stacks & Cap Off

0370	Take Down & Rebuild Stacks	

0380	Part Rebuild Stack

0390	Cut Out & Replace Defective Bricks To Stack

0400	Rake out & Repoint Stacks

0410	Fit Pots & Reflauch

0420	Reflaunch Stack

0430	Replace Pots & Reflauch

0440	Cap Off Stack & Ventilate

0450	Ventilate Flue

0460	Provide Cowl

0470	Renew Cowl

0480	Reflaunch Stack

0490	Overhaul Stack-General

0500	Rerender Stack-Complete

0510	Rerender Stack-Repair

0520	Overhaul Stack Flashings

0530	Rebuild Party Parapet Wall-Complete

0540	Repair Party Parapet Wall

0550	Renew Defective Copings

0560	Provide Copings-Missing

0565	Repoint Parapet Walls

0570	Rerender Parapet Walls

0580	Repair Cracked Render-Parapet Walls

0590	Patch Repair Render-Parapet Walls

0591	Repair Rendered Areas

�C0360		Take Down Disused Stacks & Cap Off



Take off and set aside any aerials, cable etc. Take down the disused �  � chimney stack(s) to a base.  If necessary, raise to suitable height above roof line.  Rake out all perished pointing to reduce stack(s), prepare and repoint in good mortar all open joints.  Redress, wedge, and point up flashings as required.  Cap off flue(s) with weathered and throated concrete capping.  Ventilate flue(s) by cutting opening(s) through side of the stack and building in terra cotta airbrick(s).  Alternatively, provide bed and set, flue ventilators to ventilate each flue of the reduced stack.  Leave the whole sound and weatherproof upon completion, and refix any aerials, cables etc.  £190.00

�No.���

C0370		Take Down And Rebuild Stacks



Take off and set aside all aerials, cables etc.  Take down the unsound �  � chimney stack to a firm base, set aside all sound materials for reuse.  Rake out all perished pointing to reduced stack, prepare and repoint in good mortar all open joints.  Prepare for raising and rebuild to suitable height using previously set aside materials, making out with new to match existing, all bedded and pointed in good mortar.

Incorporate as necessary, a suitable damp proof course and parge and core the flues as work proceeds.  Redress, wedge and point up flashings as required.  Reset chimney pots in good mortar making out with new as necessary, properly flaunch stack and form fillets.  Leave the whole sound and weatherproof upon completion, and refix any aerials, cables etc.  £600.00

�No.���

C0380		Part Rebuild Stack



Take off and set aside all aerials, cables etc.  as necessary.  Provide all necessary temporary support.  Cut out �  � brickwork to the �   � chimney stack, rebuild using sound bricks to match existing bedded and pointed in good mortar and properly toothed and bonded to existing.  Leave whole sound and weatherproof upon completion and refix and aerials, cables etc.  £80.00

�m2���

C0390		Replace Defective Bricks To Stack



Cut out all �  � bricks from the �  � chimney stack(s).  Rake out all defective pointing; replace with good sound bricks and repoint brickwork using 1:3 cement/sand mortar.  Properly flaunch and weather stack upon completion.  £8.00�No.���C0400		Rake Out & Repoint Stacks



Rake out all loose and perished pointing to the chimney stack(s), prepare all open joints and neatly repoint in good mortar to match existing.  Leave sound and weather proof upon completion.  £25.00

�m2���

C0410		Provide/Bed Chimney Pots



Provide and bed suitable chimney pot(s) where missing.  Remake flaunching as necessary.  Leave sound and weatherproof upon completion.   £82.00

�No.���

C0420		Reflaunch Stack



Remove the loose chimney pot(s) and set aside.  Hack off defective flaunching.  reset chimney pot(s) and properly flaunch in good mortar.  Leave sound and weatherproof upon completion.  £25.00

�No.���

C0430		Replace Pots And Reflaunch



Remove the broken or otherwise defective chimney pot(s), hack off defective flaunching.  Provide new chimney pot(s), set and flaunch in good mortar.  Leave sound and weatherproof upon completion.  £82.00

�No.���

C0440		Cap Off Stack And Ventilate



Remove the broken or otherwise defective chimney pot(s) to the disused stack, hack off flaunching.  Provide weathered and throated concrete capping and bed in good mortar to seal top of stack.  Ventilate flues by cutting opening through side of stack and building in terra cotta airbrick(s).  Leave sound and weatherproof upon completion.  £90.00

�No.���

C0450		Ventilate Flue



Ventilate capped off flue(s).  Cut opening(s) through side of chimney stack, provide and build in terra cotta airbrick(s).  Point up and leave sound and weatherproof upon completion.  £20.00

�No.���C0460		Provide Cowl



Provide and fit suitable cowl(s) to pot(s) serving disused flue(s).  £20.00

�No.���

C0470		Renew Cowl



Take down the broken or otherwise defective cowl(s); provide and fit suitable new cowl(s).  £25.00

�No.���

C0480		Reflaunch Stack



Hack off perished or otherwise defective stack flaunching to a firm base.  Prepare and remake flaunching using good mortar.  Leave sound and weatherproof upon completion.  £25.00

�m2���

C0490		Overhaul Stack-General



Overhaul the �  � chimney stack(s); rake out all loose and perished pointing, cut out all damaged or perished bricks and renew, prepare all open joints and neatly repoint to match existing.  Hack off, prepare and remake all loose, cracked, or perished flaunching and fillet work.  Renew pots as necessary.  Redress, and point up flashings as required. Leave whole sound and weatherproof upon completion.  £220.00

�PS���

C0500		Rerender Stack Complete



Hack off all �  � rendering to the chimney stack(s).  Key brickwork surfaces and rerender in 2 - coat work to match existing flush with adjacent surfaces.  Leave whole sound and weatherproof upon completion.  £25.00

�m2���

C0510		Rerender Stack-Repair



Key brickwork to areas of missing rendering to chimney stack(s).  Render to match existing flush with adjacent surfaces. Leave sound and weatherproof upon completion.  £18.00

�m2���





C0520		Overhaul Stack Flashings



Inspect and overhaul flashings to chimney stacks, rack out loose or perished joints, redress defective flashings as necessary, wedge and repoint joints in good mortar. Leave sound and weatherproof upon completion.  £20.00

�1m���

C0530		Rebuild Party Parapet Wall-Complete



Take down the unsound parapet wall(s) to a firm base.  Set aside all sound materials for reuse.  Rake out perished pointing to reduced walls, prepare all open joints and repoint in good mortar.  Prepare for raising and rebuild to original height using previously set aside materials making out with new to match existing, bedded and pointed in good mortar.  �   � copings to match existing and redress flashings as necessary.  Build in suitable damp proof course as necessary. Leave sound and weatherproof upon completion.  £150.00

�m2���

C0540		Repair Party Parapet Wall



Cut out �  � brickwork to the parapet wall(s) above �  �.  Renew with sound bricks to match existing.  Properly tooth and bond to adjacent brickwork and point up in good mortar.  Leave the wall in a sound and safe condition upon completion.  £70.00

�m2���

C0550		Renew Defective Copings



Take off all cracked, perished or loose copings to the parapet wall(s).  Renew defective copings to match existing.  Rebed copings build in suitable damp proof course as necessary and point in good mortar.  Leave sound and even upon completion.  £20.00

�No.���

C0560		Provide Copings-Missing



Provide copings where missing to the parapet wall(s).  Prepare and bed new copings in position and build in suitable damp proof course as necessary.  Point up in good mortar and leave whole sound and even upon completion.  £20.00

�No.���



C0565		Repoint Parapet Walls



Rake out the �  � pointing to the �  � party parapet walls.  Repoint using cement mortar, and finish with neat weatherstruck joints to match original.  £25.00

�m2���

C0570		Rerender Parapet Walls



Hack off �  � rendering to the �  � parapet wall(s).  Key brickwork, prepare and rerender to match existing flush with adjacent surfaces. Leave whole sound and weatherproof upon completion.  £28.00

�m2���

C0580		Repair Cracked Render-Soffit/Reveal



Rake out cracks to the rendering to the �  � parapet wall(s).  Prepare, apply bonding agent and fill cracks with suitable mortar flush with adjacent surfaces. Leave whole sound and weatherproof upon completion.  £8.00

�1m���

C0590		Patch Repair Render-Parapet Walls



Key brickwork to areas of missing rendering to parapet wall(s).  Prepare and rerender to match existing flush with adjacent surfaces. Leave whole sound and weatherproof upon completion.  £28.00

�m2���

C0591		Repair Rendered Areas



Hack off �  � areas of render to the �  �.  Key brickwork and rerender using mix incorporating a waterproof additive.  Leave smooth and flush with any adjacent areas on completion.  £25.00

�m2���
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