CC	CONDENSATION/THERMAL INSULATION





8000	Dry Line


8001	Mechanical Ventilation


8002	Clean Down Mould


8003	Provide Background Heating


8004	Drip Channel


8011	Insulate Pipes/Tank


8012	Insulate Hot Water Cyclinder





�
CC8000	Dry Line





Dry line the �  � to the �  � with thermal plasterboard, in accordance with the manufacturers instructions so as to lower the U value of the structure to prevent condensation effects to the 


�  �.  £65.00


�
m2�
�
�



CC8001	Mechanical Ventilation





Provide a suitable means of mechanical extract ventilation to the �  �, in addition to any existing means of permanent ventilation.  The mechanical ventilator system is to be coupled to the light switch and incorporate a 20 minute over-run period or an appropriately set humidity start.  £150.00


�
No.�
�
�



CC8002	Clean Down Mould





Wash down the mould affected �  � and leave in a clean condition.  Treat with suitable fungicide.  Carry out redecoration works as necessary.  £15.00


�
m2�
�
�



CC8003	Background Heating





Provide and install a suitable and sufficient means of background heating to the �  �.  Price according to appliance.


�
�
�
�



CC8004	Drip Channel





Provide a condensation drip channel to the �  �.  Ensure that the channel is drained externally.  £30.00


�
No.�
�
�



CC8011	Insulate Tank And Pipes





Carry out all necessary works to ensure adequate insulation to the cold water storage tank, and all water service pipes within the roof void.  £120.00


�
No.�
�
�















CC8012	Insulate Hot Water Cylinder





Provide and install a suitable thermal insulation jacket to the existing hot water storage cylinder to comply with current BSS recommendations.  £40.00


�
No.�
�
�
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