BB	NEW DRAINAGE





5570	Provide Manhole


5580	Provide Soil And Vent Pipe


5590	Provide Waste Pipe


5600	Lay New Drain - WC


5610	Lay New Drain - Gulley


5620	Lay New Drain - Stub Stack





�
BB5570	Provide Manhole





Break up paving as necessary, and excavate to expose existing drain run. Construct an adequate manhole.  Trim, level and ram bottom of excavation.  Lay 150mm concrete bed, build one brick thick sides in semi - engineering bricks, build in end of new drain(s) and flush point brickwork internally.  Cut out section of existing drain, bed 100mm straight channel and channel bend(s) as necessary.  Bench up channels.  Provide and bed suitable manhole cover and frame.  Return, fill and ram and make good pavings.  £440.00
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BB5580	Provide Soil And Vent Pipe





Provide, erect and fix soil and vent pipe complete with necessary fittings, bosses and WC branch and connect to existing drainage.  Cut hole in external wall and extend WC branch as necessary to receive WC pan.  £350.00
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BB5590	Provide Waste Pipe





Provide, erect and fix waste pipe complete with necessary fittings and branch(es) and connect to drainage.  £70.00
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BB5600	Lay New Drain - WC





Take up floor and excavate trench as necessary.  Cut hole through external wall and build in suitable lintel.  Break up paving as necessary and excavate trench to manhole.  Lay and joint suitable drain pipe on adequate bed, connect to manhole and terminate at floor level to receive new WC connection.  Test and on approval backfill excavation, relay pavings and floor.  £150.00
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BB5610	Lay New Drain - Gulley





Take up floor and excavate trench as necessary.  Cut hole through external wall and build in suitable lintel.  Break up paving as necessary and excavate trench to manhole.  Lay and joint suitable drain pipe on adequate bed, connect to manhole and terminate  to receive new gulley.  Provide, set and joint to drain new suitable sealed back inlet gulley.  Test and on approval backfill excavation, relay pavings and floor.  £250.00�
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BB5620	Lay New Drain - Stub Stack





Take up floor and excavate trench as necessary.  Cut hole through external wall and build in suitable lintel.  Break up paving as necessary and excavate trench to manhole.  Lay and joint suitable drain pipe on adequate bed, connect to manhole and terminate at floor level to receive new stub stack.  Erect and fix in position suitable stub stack complete with necessary fittings and bosses and connect to drainage.  Test and on approval backfill excavation relay paving and floor.  £150


plus £75.00
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