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ENERGY EFFICIENCY MEASURES





The following energy efficiency measures may be included in the general work programme.  They are mandatory, but will help reduce you annual fuel bills, and be beneficial to the environment.  The works may qualify for mandatory grant aid.





{NB} ALL ELECTRICAL WORKS ARE TO BE CARRIED OUT BY AN {NICEIC} REGISTERED CONTRACTOR.  ALL WORKS ASSOCIATED WITH GAS APPLIANCES MUST BE UNDERTAKEN BY A {CORGI} REGISTERED CONTRACTOR.





On completion of works, installer to provide full explanation on the use of all electronic controls and heating systems.
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GG9001	Draughtproofing





Draughtstrips as necessary all window and external doors with the exception of bathrooms and kitchens where internal doors should be draughtstripped.





The following schedules should be adopted as appropriate:





WINDOWS: Pin brush-pile seals to frame against the sliding sashes.  Replace staff and parting beads with those incorporating brush or wiper seals.





DOORS: Fix straight or angled brush seal to door threshold.  Provide “wiper-blade” strip to the door frame upstand.  £10.00
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GG9002	Loft Access Hatch





Provide where missing, a suitable size loft hatch complete with door and frame, to enable full access to be gained to the roof space under the pitched roof.  Prime and paint on completion.  £100.00


�
No.�
�
�


















GG9003	Loft Insulation





Provide and install within the pitched roof void suitable mineral wool insulating quilt to achieve a finished thickness of 200mm.  Half the quilt thickness to be laid between the joists, the remainder to be laid across the joists.  £7.00





Provide adequate insulation and draughtproofing to the loft access hatch.
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GG9004	Insulate Loft Hatch





Provide adequate insulation and draughtstripping to the loft hatch.  £10.00
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GG9005	Insulate CWST





Ensure that the cold water storage tank is provided with a close fitting lid.  Provide and fix a purpose made insulating jacket to fit the cold water storage tank.  £25.00
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GG9006	Insulate Pipes Within Loft Space





Provide and fix adequate purpose made insulation to all water pipes within the loft space.  Ensure that all stop cocks and valves are labelled and readily accessible.  £25.00
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GG9007	Insulate Flat Roof





Provide adequate insulation to the flat roof, either within the roof void (cold roof), or above the roof decking (warm roof).  Use either high density mineral wool or extruded polystyrene.  Ensure that the roof structure is capable of withstanding any extra loading.  £7.00
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GG9008	Hot Water Cylinder Jacket





Provide and fix purpose made 80mm insulating jacket to the existing hot water storage cylinder.  Properly insulate all hot water feed pipes.  £8.00
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GG9009	Hot Water Cylinder Thermostat





Provide hot water cylinder thermostat properly wired to heating circuit so as to ensure hot water demand is controlled at a pre-set temperature (55 - 60 degC) and can be isolated from the main  system when not required.  £85.00


�
item�
�
�



GG9010	Room Thermostat





Provide and fix thermostat in suitable location (halfway) and properly connect to heating system to ensure the heating demand is controlled at a pre-set temperature.  £85.00
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GG9011	Thermostatic Radiator Valves





Provide and fix thermostatic radiator valves to all radiators with the exception of the one in the room in which the room thermostat is sited.  £22.00
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GG9012	Immersion Heater Replacement





Take out the existing immersion heater element to the hot water cylinder.  Provide new corrosion resistant element, control thermostat and timer.  £100.00
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GG9013	Electric Programmer





Provide and fit electronic programmer properly wired to the heating system to ensure full and independent timed control of both the hot water and central heating system.  £115.00
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GG9014	Replace Existing Hot Water Cylinder





Replace the existing hot water cylinder with new, high recovery hot water cylinder.  Ensure minimum 50mm thick insulation (CFS and HCFC free).  Provide suitable cylinder thermostat, wired and positioned in accordance with manufacturers recommendations.  £220.00
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GG9015	Primary Pipework Insulation





Provide proprietary manufactured pipe lagging to the primary heating circuit (ie. between the boiler and cylinder) and to all pipework passing below floors.  (minimum thickness 20mm).  £12.00


�
item�
�
�



GG9016	Provide New Gas Fired Boiler





Provide and install new high efficiency fan assisted or condensing boiler.  Ensure boiler is of adequate size for heating requirements, and installed in accordance with the manufacturers instructions and the current gas safety regulations.  £900.00
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GG9017	Double Glazed Windows





Take out the windows to �  � room(s) and replace with double glazed sealed units of similar design and dimensions.  New units to have gap between panes of 12-20mm, have “trickle” ventilation provided at the top of the frame, incorporate a thermal break where metal frames used and be kitemarked to BS5713.





You are reminded of the necessity to check details of the design and construction of replacement windows to the Environment Department, Planning Department of the Council prior to commencing work.  
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GG9018	Insulation To New Suspended Timber Floor





Where the existing suspended timber floor is being altered or replaced, the following work should be put in hand:  Provide mineral fibre quilt or blown in insulation between floor joists supported on netting either stapled below or across the joists, or on board support.  Alternatively, provide 50 - 100mm rigid insulation secured by battens or supported on boards.  Seal skirtings against draughts.  Ensure adequate ventilation to sub-floor void.  Do not include vapour barrier below joists.  £10.00
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GG9019	Dry Lining





Provide dry lining to the internal face of �  � wall.  Dry lining shall have minimum thickness of 50mm expanded polyurethane incorporating a vapour control barrier, and be fixed to the wall in accordance with the manufacturers recommendations.  £50.00


�
m2�
�
�



GG9020	Cavity Wall Insulation





Provide cavity wall insulation to the brick cavity.  Insulation to be blown mineral wool, expanded polystyrene beads or polyurethane foam, and to be injected through holes in outer leaf.  This work is subject to Building Regulation approval.  £11.85  
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GG9021	New Radiators





Provide and fit new high output radiators and associated pipework fully connected to the boiler.  System to incorporate thermostatic radiator valves and drainage tap/cock.  £145.84
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GG9022	Replace Immersion Heater





Replace on peak water heating system with off peak dual immersion system, fully controlled and connected to Economy 7.  £200.00
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GG9023	Scale Reducer





Provide hard water scale inhibiting device to new hot water heating system.  Unit to be installed in accordance with manufacturers recommendations.£150.00
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GG9024	Economy 7





Install Economy 7 consumer supply for electric space and water heating systems.  Work should be carried out by a Regional Electricity company approved contractor.  £434.72 (2.5 Kw)
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GG9025	New Gas Fired Boiler - Condensing





Provide and install a condensing boiler.  Ensure boiler is of adequate size for heating requirements, and installed in accordance with the manufacturers instruction and the current gas safety regulations.  £1,500.00
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