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F RE HHSRS Operating Guidance 2006
Vulnerable age Persons aged 60 years or over Multiple locations Yes No
Related hazards None Secondary hazards Yes No
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DESCRIPTION OF HAZARDS Dwelling:

First floor flat in a two storey, pre-1920, building

Background: This flat consists of a lounge/kitchen, double bedroom and bathroom. It is located on the first
floor of a two-storey building, above a shop selling a variety of goods but mainly clothing, books and small
household items. It has it's own access and is separated from the shop by a 12.5mm plasterboard faced
timber stud partition wall (longer wall) with the wall to the rear of the stairs being a plastered brick wall. The
separating floor is a traditional suspended timber floor with 18mm butt edged floorboards and a 12.5mm
plasterboard ceiling, all in good repair. Within the flat, all walls are typical construction and in good repair.
The door to the lounge/kitchen is a self-closing fire door. Other doors are typical timber panel ones. The flat
and the shop both have modern and good condition gas-fired central heating systems and electrical
installations (around 5 years old). All flat windows are single glazed vertical sliding sashes with sill heights
around 900mm above finished floor level. There is a system of interlinked, mains powered (with battery back-
up), smoke detector/alarms in the property shown as DS in the plan. There is no garden.

LIST OF RELEVANT MATTERS
LIKELIHOOD OUTCOMES

Fire fighting equipment -
Lightning protection system -

a Heater/cooker position - a Smoke/heat detectors -
b Space heating - b Means of escape 2
¢ Defects to heating - ¢ Combustible furnishings -
d Clothes drying facilities 1 d Fire fighting equipment -
e Number/siting of sockets - e Lightning protection system -
f  Electrical installation -

g Non-fire resistant fabric 1 Compounding matters - None

h  Smoke permeable fabric -

i Fire stops to cavities - Key 3 Seriously defective
Jj Disrepair to fabric - 2 Defective

k Internal doors - 1 Not satisfactory

| Self-closers - - Satisfactory/NA

m  Smoke/heat detectors -
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HEALTH AND SAFETY RATING SYSTEM SCORES
LIKELIHOOD  Low —P High 1in 1,000

Av Pre 1920 Flat: 1,681

<4200 2400 1300 750 420 240 130 75 42 24 13 75 4 25 15>

Justification

The lack of 60 minute fire separation between the shop and the flat are less than the ideal and this situation
is a higher fire risk than a wholly residential building. Although the ground floor use is not particularly high
risk, the shop will be unoccupied frequently and for long periods and unsupervised at night and since stock
includes combustible materials and as the public have access to the shop this lack of 60 minute separation is
considered to increase the likelihood of a harmful occurrence.

OUTCOMES %
Av Pre 1920 Flat: 5.6

Class | u 4.6

<0.05 0.15 03 07 15 3 7 15 26 38>
Av: 0.0

Class Il - 0.5

<005 0.15 03 07 15 3 7 15 26 38>
Av: 27.7

Class I 31.6
<0.05 015 03 0.7 15 3 7 15 26 38 >

Av: 66.7
Class IV [I 63.3
<0.05 0.15 03 0.7 1.5 3 7 15 26 38>

Justification

Class Il harm has been increased to also reflect the inadequate separation between the shop below and the
flat, the lack of fire door on the bedroom (onto the escape route), and lack of heat detection in the kitchen
area.

Av Pre 1920 Flat: 39

RATING A|lB|IC|IDI|E F—[H | | & Score: 56

RATING SCORES AFTER IMPROVEMENT
IMPROVE Likelihoodto ~ 1in 1,800 Outcomesto 46| 0.0 |31.6/638 %
Justification

Provision of heat detection in the cooking area and improving the fire resistance between the ground floor
shop and the flat to 60 minutes resistance would reduce the likelihood and outcomes to at least average.

Av: 39
NEW RATING AIBICIDIEIF|IGIH]| I J Score: 31

Av: Nos  Average likelihood, outcomes and HHSRS score for fire hazard for all persons aged 60 years
or over in a pre 1920 flat, 1997-99.




